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Preface 


This manual is one of a series designed to instruct and guide the programmer in the use of the 
SPERRY UNIVAC Operating System/3 (OS/3). This manual specifically describes the OS/3 
supervisor and its effective use. Its intended audience is the novice programmer with a 
basic knowledge of data processing, but with limited programming experience, and the 
programmer whose experience is limited to other than SPERRY UNIVAC systems. 


Prerequisite to the use of this manual is a general knowledge of the OS/3 assembler, job 
control, and data management. 


Two other manuals are available that cover the supervisor; one is an introductory manual and 
the other is a programmer reference manual (PRM). The introductory manual briefly describes 
the supervisor and its facilities. The PRM provides the characteristics of OS/3 supervisor 

& in skeletal form and is intended as a quick-reference document for the programmer 
experienced in the use of the supervisor. 


This user guide is subdivided into the following parts: 


= PART 1. INTRODUCTION 


Introduces the supervisor in terms of what it is, what it does, how it is structured, and how 
it is used. This part also states the general conventions for writing macro instruction 
statements which request services of the supervisor. 


= PART 2. PHYSICAL INPUT/OUTPUT CONTROL 
Describes the macro instructions and techniques by which you may write your own 
routines to control input/output devices and disk storage space, and to process 
sequential as well as random access files on disk. 


= = =PART 3. MULTITASKING 


Describes the macro instructions and techniques by which your program may execute ina 
multitask and multijob environment. 
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m = =6©PART 4. SUPERVISOR SERVICES ® 





Describes the macro instructions and techniques by which you may request other services 
of the supervisor such as program loading, job and task termination, storage displays, etc. 


Each of the foregoing parts consists of one or more sections that cover the different aspects of 
the subject matter covered in each part. 
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1. Concept and Organization 


1.1. GENERAL 


The SPERRY UNIVAC Operating System/3 (OS/3) Supervisor (supervisor) is the component 
that operates with problem programs (user programs) to provide the central control necessary 
for optimum and continuous utilization of the system hardware and software. It provides the 
control, interface, coordination, and allocation of hardware and controls the initiation, loading, 
executing, and termination of user jobs. The efficient and flexible capabilities provided by the 
supervisor are particularly useful for small to medium sized disc-oriented computing systems. 


Within the context of this manual the following definitions apply: 


Job 
A total processing application comprising one or more processing steps. Each job is 
divided into job steps (programs) that are executed serially. With the exception of 
disk space, resources are allocated on a job basis. 


Job Step 
The unit of work associated with one processing program. A job step is an executable 
program consisting of one or more tasks that requires a specific amount of the 
hardware resources of the system. 


Task 
A unit of work capable of competing with other tasks for contro! of the central 
processor. A task is a logical point of control rather than a physical set of instructions. 
Each job step has at least one task and may create additional tasks (subtasks) all 
of which compete independently for processor time. 


Multitasking 
The concurrent processing of many tasks asynchronously. Multitasking applies to the 
switching of processor control among two or more tasks on a priority or rotational 
basis. Job steps with more than one task are capable of using multitasking. 


Multijobbing 
The concurrent scheduling, loading, and execution of more than one job at a time. 
This term is not synonymous with multitasking. 
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1.2. FEATURES 





1.2.1. Modularity 


The supervisor is designed around control modules, each representing functions or services to 
be provided. At system generation time, a Supervisor program is produced with modules 
modified and combined to provide the specific combination of capabilities to meet the 
requirements and restrictions of the particular user installation and applications. 


1.2.2. Minimum Main Storage Requirements 


The modular design of the supervisor keeps the resident main storage requirement to a 
minimum. Modules that are frequently used and constitute an integral part of the supervisor 
are called resident routines because they require permanent residence in main storage. 
Modules that are not continuously required and are not time critical to normal job execution are 
called transient routines and are kept on the system resident disk storage. These transient 
routines are located and loaded from disk into main storage only when needed, and 
executed as an extension of the requesting program. 


The following modules are always part of the resident supervisor (except for timer and day clock 
services which are optional): 


Supervisor Interface 
The points at which control is passed to the supervisor by means of the supervisor call 
(SVC) instruction interrupt. 





Task Switcher 
The hub of the supervisor, this routine controls allocation of the processor based 
upon internal priorities. 


Transient Management 
Schedules, locates, and loads the noncritical transients which perform the 
nonresident supervisor functions. 


Supervisor Overlay Scheduler 
Schedules critical supervisor overlays. 


Physical Input/Output Control 
Controls the dispatching, queueing, and interrupt processing for all |/O devices 
directly connected to the system. 


Timer and Day Clock Services 
Provides system clock and timer activities control. 


Error Control 
Handles unresolved |/O, machine check, and program check interrupts; schedules 
user island code subroutines or overlay functions to handle errors appropriately. & 
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& Other modules may be selected for inclusion within the resident supervisor at system 
generation. Such modules as clock control will be either resident or not available; whereas, 


most modules will be either resident or transient, depending upon system generation options. 


1.2.3. Multijobbing and Multitasking Capability 


The supervisor provides multijobbing and multitasking capability through the submission of job 
control streams which represent the jobs to be performed. In multijobbing environments, from 
one to seven user jobs may be executed concurrently, with the jobs consisting of a series of job 
steps (programs). The job steps are executed in a serial manner within each job. Job steps may 
have from 1 to 256 tasks capable of executing concurrently with other tasks within the job step 
or system. 


1.2.4. Minimum Operator Intervention 


Operator intervention is kept to a minimum. Operating in conjunction with the job control 
system, the supervisor provides efficient control of the multijobbing environment. Most error 
situations are handled by the supervisor and by user-supplied error routines, so that an 
operator usually is not required to initiate error recovery procedures. 
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2. Supervisor Interfaces 


2.1. INTERRUPT HANDLING 


The OS/3 Supervisor is informed of an event, either within the supervisor complex or 
external to it, by an interrupt. Interrupts may be enabled (allowed) or disabled (held pending) 
to avoid simultaneous interrupts and to service interrupts based on their relative priorities. 
Upon recognizing an interrupt, the executing task is suspended and program control is 
transferred to the appropriate interrupt handler. The interrupt handler analyzes the cause of 
the interrupt and activates the appropriate interrupt servicing routine. 


There are six classes of interrupts by which control is returned to the supervisor: 
s Supervisor call 
@ a Interval timer 
7 Input/output 
7 Program errors 
7 Hardware errors 


= Operator request 


Of these six, the supervisor call and operator request interrupts provide the user with an 
interface to the supervisor and, therefore, the operating system. The rest of the interrupts are 
handled by the specific routines which are described on the following pages. 


Tasks have access to the supervisor via the supervisor call (SVC) instruction which is generated 
within system macro instructions. These supervisor macro instructions provide the access and 
generate the parameter list associated with the desired function. 


The service interrupt routine (SVC decode) determines what function is being requested and 
passes control to the appropriate resident module. If the function is nonresident, then control is 
passed to transient management and the overlay is loaded from the system resident disk. 


The operator request interrupt allows the operator to initiate action by the supervisor from the 

& console or to answer a previously asked question. The attention interrupt causes the loading of 
the operator communication overlay, which allows the operator to enter the command or 
response. 
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2.2. MODULAR FUNCTIONS 





2.2.1. Task Control 


Up to seven user jobs can be activated by the job scheduler for concurrent execution. Job steps 
consist of one or more tasks which are asynchronously executed based on internal priority. 


Each job step has one primary task generated by the system. This task is deleted at the 
termination of the job step. When it is desirable to establish additional tasks for the program, 
supervisor requests are provided to attach additional tasks. Facilities to synchronize and detach 
tasks are also provided. 


The allocation of processor time to a task is based on a system switch list which contains 
information about switching priorities. The number of priorities is a parameter in the supervisor 
generation (SYSGEN). 


2.2.2. Physical Input/Output Control 


The physical input/output control system (PIOCS) is structured in function-oriented modules. 
This allows a user to have the minimum usage of resident main storage needed for a particular 
configuration. The following is a brief description of the functions performed by each of these 
modules. 





2.2.2.1. Execute Channel Program Processor Module 

The execute channel program (EXCP) processor is a primary module of PIOCS together with the 
hardware interrupt processor. These modules access the remaining functional modules to 
complete their task. 


The EXCP module receives control from the SVC decode routine, validates the request, queues 
the request, and conditionally executes the request based on channel and device availability. 


The modules accessed by the EXCP processor include the relocation module, the physical unit 
block (PUB) control module, the queue control module, and the various channel scheduler 
modules. 


In the case of certain error conditions, it relinquishes primary control to the hardware interrupt 
module. 


The diagnostic adapter module interface and the error logging module interface is optional. 


The standard entrance to the EXCP module is the SVC interrupt routine processing the EXCP 
imperative macro instruction. 


The standard exit of the module is the switcher. 


The module exits to an error control routine in the event of a failure in the validation checks 
performed by the module. 
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& The module accesses various special purpose modules in performing its function. These 
modules include: 


a Physical unit block (PUB) control module 


This module is accessed when the request is first submitted to validate the existence of the 
device being called. It is also accessed after retrieval of aCCB from the 1/O queue. This is to 
validate that the contents of the CCB have not been inadvertently altered in the interim 
period between the time it is first submitted and the time it is retrieved from the |/O queue 
for execution. 


a Queue control module 


This module is accessed by the EXCP module to place the request in the |/O queue; to 
retrieve a request from the I/O queue; and, in the case of program errors detected by the 
channel schedulers, to delete a request from the I/O queue. 


7 Channel scheduler modules 


There is a unique module for each channel type which performs the functions necessary to 
prepare a request for the start I/O operation. This includes the set-up of the low storage 
buffer control words (BCW) and the command address word (CAW). 


& 2.2.2.2. PUB Control Module 
The PUB control module has a number of primary functions: 
= @6Verification of a PUB associated with a CCB 
= ~=Location of the device associated with a hardware interrupt 


“ Location of the device associated with the execution of an REXCP imperative macro 
(answered operator communication) 


7 Location of a device with an interrupt held in abeyance in a communication environment 


2.2.2.3. Queue Control Module 


The queue control module is responsible for the maintenance of the queue list module. This 
includes adding to the |/O queues, searching and retrieving from the |/O queues, and deletion 
from the I/O queues. A queue head address is maintained for the system and each job for each 
1/O path (i.e., integrated disk adapter, each selector channel, each integrated peripheral 
subchannel, and each multiplexer subchannel). Requests are queued first-in, first-out by 
priority within the queue for the job. Retrieval from a given job queue is in the sequence 
in which the CCBs are queued. 


& The selection of the CCB to be executed among the queue heads is accomplished by 
scanning the queue heads from the last executed queue head in a circular direction looking 
for the highest priority CCB to be executed. This scan takes the first encountered job if two 
CCBs of equal priority are detected during the scan. 
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At system generation time, you may select the option to scan the queue heads of random 
access devices for the closest seek address rather than lowest priority. This scan would also 
start with system function and resolve conflicts by selecting the first CCB encountered. 
2.2.2.4. Address Adjustment Module 

The CCW data address adjustment module converts al! addresses in a command chain to 
absolute form prior to issuance of the start 1/0 (SIO) command to the hardware. The addresses 
are converted to relative form prior to returning the command chain to the caller. The module is 
accessed by the selector scheduler module to create absolute addresses, and by the selector 
interrupt module to create relative addresses. 

2.2.2.5. Channel Scheduler Modules 

The various channel scheduler modules prepare a command for execution on a particular 
channel. This function includes the validation of the commandas it applies to a unique channel, 
and the preparation of the channel's fixed low order storage locations. Additionally, they 
present a transparent interface to systems users. The integrated channel format is converted to 
multiplexer or selector channel format. 


2.2.2.6. Interrupt Module 


The interrupt modules perform processing common to the handling of all interrupts. These 
functions include: 


= ~accessing the I/O status tables (IOST) for an interrupt to be processed; 
™ ~accessing the PUB control module for the device associated with the interrupt; 


® transferring control to the particular channel interrupt processing for further processing of 
solicited interrupts.; 


= ~= alerting the console manager for console unsolicited interrupts; 
® alerting automatic volume recognition (AVR) for other unsolicited interrupts; 
= ~=processing of answered console error communications for |/O; and 


# ~=final processing of a CCB, which includes posting the CCB and transferring control to the 
EXCP processing module for further commands. 


2.2.2.7. 1OST Processor Module 


The module performs the maintenance of the 1/O status tables. This involves processing an 
interrupt, setting the verification indicator, updating the soft status tables pointer, and 
presenting an interrupt to be processed to the interrupt module. 
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& 2.2.2.8. Channel Interrupt Processor Modules 


The various channel interrupt processor modules perform functions unique to particular 
channels. They also access the common error control module on the occurrence of an error 
condition. 


2.2.2.9. Error Control Module 


This module performs error processing functions common to all error conditions. This includes 
processing an error action table of a particular channel and alerting the error editing transient 
when an operator communication becomes necessary. 


2.2.2.10. Error Editing Root Overlay 


This overlay performs preliminary processing common to alli !/O error messages to the 
operator. The device and channel address, the device status, the channel status, and the sense 
information are prepared in a canned message format. The reply options are validated and 
prepared. The appropriate device or channel error mnemonic sense analysis is then called as 
an overlay. 


2.2.2.11. Device Sense Analyzer Overlay 


& These various critical overlays convert the sense information of a particular error into an 
English language message to the operator. The operator communication critical overlay is then 
called to output the message to the operator. 


2.2.2.12. Error Reply Overlay 


This overlay processes an answered |/O error communication to the operator. It validates the 
reply and prepares resident control to perform final processing of the message reply. 


2.2.3. Transient Management 


Transient management consists of two routines, the transient scheduler and the transient 
loader. The transient scheduler receives control and executes as a Supervisor critical function. 
It allocates a transient area and schedules the transient loader to receive control as the task 
associated with this transient area. The transient loader computes the disk address based 
upon the transient identifier and initiates a read of the transient. Upon normal completion 
of the read, control is passed to the transient. 


The transients will either request the overlay of themselves with subsequent phases or release 
the area when finished processing. The transient loader performs the read of the overlay or 
yields control to the task switcher. 


@ Transient management is designed to locate a transient and load in a very efficient manner, 
requiring only one access to the disk. In addition, it supports serially reusable and private 
copy transients in order to gain additional efficiencies by reducing disk |/O accesses. 
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2.2.4. Console Management 





Console management provides for the displaying of messages on the CRT screen with 
responses and commands coming from the operator. The screen images are rolled upward with 
new display lines or operator input appearing on the bottom of the screen. These routines 
selectively delete messages not requiring responses from the top of the screen. 


Console management is nonresident and is loaded as an overlay when requested. These 
requests come either as an SVC instruction from a program or as an attention interrupt from the 
operator. 


2.2.5. Resource Allocation 


Resources are allocated by the supervisor or job control on a job basis. Main storage and 
devices are allocated at job initiation for the job’s duration. Normally, disk storage should 
be allocated at job initiation. However, the capability is provided to allocate or extend 
permanent and temporary files on a dynamic basis during execution of a job step. 


Disk space management routines provide an efficient and completely automatic space 
accounting and maintenance feature, which relieves you of the responsibility of knowing 
the precise contents of disk volumes. The routines also permit resolution of competing 
demands for allocation and establishment of standard interfaces. 


Disk space management consists of service routine sets that allocate space to files on disk 
» volumes. This is accomplished by maintaining the volume table of contents (VTOC), 
through standard procedures, for all files: system, temporary, and permanent. 





The routines maintain the VTOC by creating control records for new files and deleting control 
records for files removed from the volume. When a file is created, unused space is found for it by 
searching the appropriate records in the VTOC, allocating the space as extents of the file, and 
removing it from free space. When a file is deleted, the control record for the file is removed 
from the VTOC; the extents previously assigned to the file are then available for allocation. 


Job control requests a main storage job region at job initiation. This region is capable of 
satisfying the main storage requirements of any job step within the job. Job control determines 
the main storage necessary for the largest job step in addition to that needed by the operating 
system for this job. This amount of main storage is requested from the supervisor if all device 
requirements are satisfied. 


Devices are allocated to job steps and particular volumes as the job steps are initiated. The 
supervisor is not involved in device allocation to jobs. 

2.2.6. Timer and Day Clock Services 

The system hardware contains a high resolution timer. An interface is provided to allow a task 


to request an interrupt after any time period greater than 1 millisecond. The calling task may 
specify the wait interval in milliseconds or seconds. 





The time of day is provided by a simulated day clock. In addition to providing the time to 
programs upon request, this time is used by the supervisor for time stamping of log messages 
and job accounting entries. 
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& 2.2.7. Program and Machine Error Control 


Any error which causes a program interrupt is examined to determine the type of interrupt with 
the appropriate action being taken. 


An interface is provided for processing error information by means of user-supplied island 
code. Island code is a closed subroutine, having the entry point defined to the supervisor by 
various action macro instructions, and is given control upon the occurrence of certain 
contingencies. Standard actions are initiated in the absence of user code. If the unrecovered 
error is in the system, the system will terminate that task which initiated the action resulting in 
the error. 


If any requester of a supervisor function provides a set of parameters which are inconsistent or 
invalid, the requester is abnormally terminated. 


2.2.8. Spooling Operations 


The supervisor uses a spooling technique which consists of a set of routines that buffer data 
files for low speed input and output devices to a direct access storage device. There are three 
types of routines used for spooling operations: job control stream and card disk readers, 
supervisor printer/punch spooling cooperative, and output printer/punch writers. In 
addition, you can utilize the data conversion utilities for converting slow speed media to 
high speed devices or reverse. 


& Output writers are provided for online devices, as well as those used in a remote batch 
environment. This allows user jobs to be unaware of whether they are operating with real 
devices or spooled files. 


Input readers are provided for local subsystems which are normally used as batch mode input 
devices. The user job is required to discern whether data files were submitted as control stream 
embedded data, or spooled input, or input from unit record device. 


2.2.9. Diagnostic and Debugging Aids 


Diagnostic and debugging aids provided in the supervisor include monitor mode, snapshot 
display of main storage, main storage dumps, standard system error message interface, 
uniform error responses to user programs and program checkpoint restart. Descriptions of 
these aids are provided in the following paragraphs. 


2.2.9.1. Monitor and Trace 


The monitor routine enables you to trace the execution of a program by a hardware 
monitor interrupt so that errors can be located and corrected. You can monitor an entire 
task or part of a task. In your input to the monitor routine, you can specify actions to be 
performed at specific points in the program. The monitor routine interrupts each 
instruction before it is executed and tests for the conditions specified in your monitor 

@ input. For each condition, you can request a monitor printout of current program 
information (PSW contents, next instruction to execute, etc), and continue program 
execution under monitor control, suspend program execution, or continue program 
execution without monitor intervention. 
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2.2.9.2. Snapshot Display of Main Storage 





The capability is provided for requesting a partial storage printout at given points in a 
program by means of a SNAP or SNAPF macro instruction within the program itself. It is 
also possible to enable or disable these dumps at run time by means of job control. This 
enables a program to be tested without recompilation to include and disable SNAP or 
SNAPF requests. 


2.2.9.3. Main Storage Dumps 

A main storage dump may be provided for programs under the following conditions: 

= Abnormal termination dump for user job provides a main storage dump of the region in 
hexadecimal plus a formatted display of error codes, job-oriented tables, and supervisor 
information to assist the user in debugging. 

= Program or operator request dump provides an orderly capability for the operator or any 
program to request a main storage dump in the same format as the normal termination 
dump. 

= System failure dump. This is a program intended for use when, for some unexplained 


reason, the operating system performs abnormally. 


2.2.9.4. Standard System Error Message Interface 





An error message service routine provides complete and specific error messages without 
requiring each system module to contain alphanumeric error information. This routine locates 
the message in a disk file and transfers control to the system console handler for message 
display or system logging. 


2.2.10. Automatic Volume Recognition 


Automatic volume recognition allows the console operator to premount magnetic tapes 
and disk packs before the devices are required for a job step. This reduces time lost due to 
job step setup and console responses. The automatic volume recognition function is 
performed during supervisor initialization and as a result of an attention interrupt being 
received from an online I/O device. This attention interrupt is caused by physically 
activating the device online, or, in the case of a device that does not have an attention 
interrupt capability, by the operator issuing an AVR console command. 


Using the physical unit block (PUB) for the devices, automatic volume recognition checks 
to see if the required tape and disk volumes are already mounted. In addition, it performs 
special processing to handle unique characteristics of various devices. For example, when 
required at supervisor initialization, it distinguishes between an 8418 disk pack with high 
density and an 8418 disk pack with low density or an 8416; it performs special interrupt 
processing for the 8415 disk; it identifies an 0776 printer configured as an 0770 printer. It 
then marks the device type in the PUB for that device. It also distinguishes between block 
numbered and unnumbered tapes. If a tape is not at loadpoint, it rewinds the tape so that 
it can read the label and the volume serial number. 
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The automatic volume recognition function displays console messages to the operator to 
t ) indicate such conditions as a disk or tape not prepped, an 1/O error, or a duplicate volume 
serial number. 


A system generation option incorporates a retry on the attention interrupts feature in the 
AVR function. This permits automatic retry of a recoverable error when an attention 
interrupt is received on a printer, card reader, or card punch that has an unanswered 
physical IOCS error message. The operator can initiate the recovery retry at the device by 
placing it online, instead of having to return to the console to respond to the error 
message. 


2.2.11. Main Storage Consolidation 


Main storage consolidation is a system generation option that repositions jobs and 
reallocates space in main storage so that enough contiguous space can be made available 
when needed to hold the next job to be initiated. This reduces fragmentation of main 
storage and permits a job to be run that requires more contiguous space than is currently 
available without consolidation. 


When a job or a symbiont terminates, the next job to be run is evaluated to determine 
whether there is enough space available or whether main storage consolidation is 
necessary and which jobs must be moved. If this job is scheduled and consolidation is 
required, the jobs are moved down one by one, starting with those farthest from the 
supervisor. Each job to be moved is brought to an idle state, then moved down. Addresses 

& are adjusted and the job is reactivated. When all these jobs have been moved, the next 
scheduled job is read in and initiated. 


Main storage consolidation does not move symbionts because they do not have an 
associated relocation register. Nor does main storage consolidation move jobs with open 
interfaces to the integrated communications access method (ICAM), because these jobs 
may be reading or writing directly into or out of user main storage. This restriction is 
minimized if ICAM is loaded first, then ICAM user jobs next, in order to retain the 
maximum continuous main storage region for further allocation. 


2.2.12. Rollout/Rollin 


The rollout/rollin function is a system generation option that temporarily transfers jobs 
from main storage to disk to make room for a job with a preemptive scheduling priority. 
Jobs currently in main storage are suspended and written to the job's run library. The 
preemptive job is then read into main storage and initiated. As enough space becomes 
available, the rolled-out jobs are read back into main storage and allowed to continue 
processing. 


When a job or a symbiont terminates and there is a preemptive job in the job queue, the 
preemptive job is evaluated to determine whether there is enough existing main storage 
available, or whether main storage consolidation or rollout is necessary to make space 
available. If the job is scheduled and rollout is required, the rollout function brings each 

& job marked for rollout to an idle state, delinks the TCBs from the switch list, and writes the 
job’s image from the job region to disk. These rolled-out jobs have asterisks appended to 
their names on the top line of the display on the system console. If the needed I/O devices 
are available, the preemptive job is read into the freed main storage and initiated. 
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As space becomes available and if there are no other preemptive jobs, the job scheduler 
tries to bring in the rolled-out jobs, one by one. The job slots and 1/O devices remain in 
effect from the time the jobs were rolled out. The job scheduler ignores any jobs on the 
high- or normal-priority job queues until all of the rolled-out jobs have been rolled back in 
and reactivated. 





2.2.13. Cochanneling 


Cochanneling is the capability of accessing a single peripheral device through either of 
two physical paths. Under OS/3, it provides for the support of both the dual access and 
dual channel capabilities of the 90/30 hardware. 


Dual access cochanneling permits simultaneous I/O operations (read/read, read/write, 
write/write) on any two devices using two control units and two selector channels. Each 
input/output device is connected to both control units, one control unit on each selector 
channel. Depending on the control units used, dual access cochanneling is applicable to 
SPERRY UNIVAC 8414 Disk Subsystems and UNISERVO 12, 16, and 20 Magnetic Tape 
Subsystems on selector channels. 


Dual channel cochanneling provides for nonsimultaneous access to a single control unit 
from either of two selector channels. The devices are connected to one control unit, which 
is connected to both selector channels. When one channel is busy, the second channel is 
used to access the device, thereby avoiding a wait for the busy channel. Depending on the 
control units used, dual channel cochanneling is applicable to SPERRY UNIVAC 8411 and 
8414 Disc Subsystems, and UNISERVO 10, 12, 14, 16, and 20 Magnetic Tape Subsystems 
on selector channels. 





2.2.14. Disk Seek Separation 


This feature provides for the execution of seek commands to the requested devices before 
executing the data transfer command, thereby freeing the 1/O channel during the device 
positioning time. This is accomplished by executing seek commands to all devices that 
have queued requests whenever the channel is free (channel end status received). The 
data transfer (reads and writes) on the channel are executed as soon after the positioning 
of the head (device end status) is completed. 


Seek separation will increase the number of 1/O requests that can be completed in a given 
time frame when multiple devices are in use on a channel. It will not change the 
sequence of a job I/O request, but it may change the sequence of various job |/O requests 
with regard to execution. 


2.2.15. Error Logging 


The error logging function records hardware errors for later statistical and historical use by 
Sperry Univac customer engineers. It is a default feature of all OS/3 supervisors above 
the minimum PIOCS configuration and can be turned on and off, and suspended and 
resumed, by system console commands. At the time the error occurs, pertinent 
information is stored temporarily in the error log file on the system resident volume. The 
customer engineer can read these records from the error log file into main storage for 
processing and permanent record, assisting him in maintaining customer equipment. 
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3. Macro Instruction Conventions 


3.1. GENERAL 

The OS/3 provides a complement of macro instructions to facilitate service requests 
between a user program and the supervisor. This set of macro instructions is available 
only when using the assembler language and cannot be directly evoked when using 
higher-level languages. 


Conventions used in this manual to illustrate the supervisor macro instruction formats and 
some general rules for writing macro instruction statements are contained in 3.2. 


General rules and conventions for writing programs using the SPERRY UNIVAC 9000 
: Series assembler coding form are contained in 3.3. 


3.2. FORMAT ILLUSTRATION AND STATEMENT CONVENTIONS 


The general format of a macro instruction is: 






A OPERATION A OPERAND 









symbolic 
name 


macro 
mnemonic 


parameters 


= A symbolic name can appear in the label field. It can have a maximum of eight 
characters and must begin with an alphabetic character. 


= The appropriate macro instruction mnemonic must appear in the operation field and 
identifies the operation or service requested. 


= When parameters are specified in the operand field, they must be positional 
parameters or keyword parameters as required by the particular function. 


a Parameters must not be separated by blanks. 


= Assembler rules regarding blank columns and continuation of the operand field must 
& be followed. 
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The conventions used to delineate the supervisor macro instructions are as follows: 


Capital letters, commas, parentheses, and equal signs must be coded exactly as 
shown. 


Examples: 


R 

ALL 
(1) 
SIZE= 


Lowercase letters and words are generic terms representing information that must be 
supplied by the user. Such lowercase terms may contain hyphens and acronyms (for 
readability). Acronyms that form part of the variable symbolic name remain 
capitalized. 


Examples: 


symbol 
start-addr 
number-of-bytes 
param-1 
CCB-name 


Information contained within braces represents mandatory entries of which one must 
be chosen. 


Examples: 


Usa} 


uae igs \ 


Information contained within brackets represents optional entries that (depending 
upon program requirements) are included or omitted. Braces within brackets signify 
that one of the specified entries must be chosen if that parameter is to be included. 


Examples: 


[,entry-number] 
[.R] 


CCB-name 
ae} 
(1) 


[ ERROR=symbol] 
L.WAIT=YES] 
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@ = When an uppercase portion of a parameter is underlined, only that portion need be 
coded. For example: 


PR:xv 
can be coded as either P:12 or PR:12. 


s An ellipsis (series of three periods) indicates the omission of a variable number of 
entries. 


Example: 


CCB-name-1,...,;CCB-name-n 


= An optional parameter that has a list of optional entries may have a default 
specification that is supplied by the operating system when the parameter is not 
specified by the user. Although the default may be specified by you with no adverse 
effect, it is considered inefficient to do so. For easy reference, when a default 
specification occurs in the format delineation it is printed on a shaded background. If, 
by parameter omission, the operating system performs some complex processing 
other than parameter insertion, it is explained in an “if omitted’ sentence in the 
parameter description. 


Example: 


eo (8 


= Positional parameters must be written in the order specified in the operand field and 
must be separated by commas. When a positional parameter is omitted, the comma 
must be retained to indicate the omission, except for the case of omitted trailing 
parameters. 


Examples: 


Assume that LOAD is a supervisor macro instruction with one mandatory 
positional parameter (phase-name) and four optional positional parameters (load- 
addr, error-addr, and R): 


Format: 











LABEL A OPERATION A OPERAND 


phase-name load-addr 


at Lo S| 


[. ee LRI [DA] 












[symbol] 


Macro instruction statements might be written: 


@ : OPERAND COMMENTS. 
6 


RECAPILOS,, TIN ADDR, ERADIDR R, potas bara 7 eis ge wep gs Pee ed pA gee 





RE GAPILO 5:5: SE RAD DIR: [es WOT SS Em aT a Pees el Pca reroll Ur Lee a 
ME GAPILOS  ZINADD IR 2 bai pi tai J pe ed ep i pao ait 
MO API OF tiers bare tarp dir ri dari bri bri tier dirail 



































8075 Rev. 2 
UP-NUMBER 





SPERRY UNIVAC Operating System/3 


A keyword parameter consists of a word or a code immediately followed by an equal 
sign, which is, in turn, followed by a specification. Keyword parameters can be 
written in any order in the onerand field. Commas are required only to separate 
parameters. 


Examples: 
Assume that PCA is a supervisor macro instruction with two mandatory keyword 


parameters (IOAREA1 and BLKSIZE) and nine optional keyword parameters 
(EODADDR, FORMAT, KEYLEN, LACE, LBLK, SEQ, SIZE, UOS, and VERIFY): 


Format: 







A OPERATION A OPERAND 
IOAREA1=area-name 
BLKSIZE=n 
[,EODADDR=end-of-data-addr] 
[,FORMAT=NO] 
{,KEYLEN=n] 

[,_LACE=n] 

[,LBLK=n] 

[| SEQ=YES] 

[,SIZE=n] 

[,UOS=n] 

[,VERIFY=YES] 





Macro instruction statements might be written: 


RMAT=NS. EODADDR=ENDNAME,| kl 


R AREA, RLKESTAE=|256 OK 
ES, STZES) OSs | VERTFYSVYES Jo) ta basal 





ftioti d h  e e ge p pE e  e Pe De 
peoa tyr iad ina pt ira rtiirii tir: FS ae 8 ye UO a va WO Wy cay rer lO ty Com 
EY DADDK DNAME: . TOAREA, | = JUNARE A, L =i1,, BLS 
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The option to use register preloading is indicated by a register number enclosed in 
parentheses and may be shown as (1), (0), (15), or (r). This indicates that, instead of 
entering a symbolic address or a value as the parameter in the macro instruction, you 
intend to load the designated register with the required data prior to the execution of 
the macro instruction. For example, in the format illustration: 






A OPERATION A OPERAND 


i inputare | oo \ 
La Sd Lt 













[symbol] 
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The optional entries (1) and (QO) refer to registers 1 and O. The optional entry (r) refers 
& to a register (other than 1 or QO) to be designated by you in the macro instruction 
statement. For example, the instruction: 






AOPERATIONA OPERAND A 
16 






pean tea Pept te 





Specifies the input area (positional parameter 1) as WORK and the error address 
(positional parameter 3) as ERRADDR. It also specifies that, at the time this macro 
instruction is executed, register O will contain the number of records to be read 
(positional parameter 2). 


Note the use of the shaded entry 1, which means that an entry of one as the number 
of records is assumed if you omit positional parameter 2; and the shaded entry 80, 
which means a record image of 80 bytes is to be read if you omit positional 
parameter 4. 


3.3. USE OF THE ASSEMBLER CODING FORM 


To convert your written program to a form that can be conveniently inputted to the 
computer, your written work is keypunched into 80-column cards. To make the job of the 
programmer, keypunch operator, and any other person who may reference this program 

@ easier, there are conventions for writing and reading programs and reference materials. A 
useful tool is the 9000 Series‘assembler coding form. (See Figure 3—1.) 


Theoretically, you could write your program on a plain sheet of paper, as long as you 
observe the assembly language formatting rules. Using an assembler coding form, 
however, will ease the job, both for you and for the keypunch operator, who must prepare 
the punched card deck from your written program. 


The paragraphs that follow describe the conventions and rules that apply to the use of this 
form. Following these rules will result in a stylized assembly listing that is easy to read 
and use, in addition to ensuring that your program executes properly. The assembler user 
guide, UP-8061 (current version) gives a detailed description of how to use the coding 
form. However, some of the rules and conventions are included here for your convenience. 
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UNIVAC 
SPERRY<>UNIVAC ASSEMBLER CODING FORM =a) oO o 
SERIES 
PROGRAM PROGRAMMER DATE PAGE OF PAGES 








OPERAND COMMENTS 


post tirra ir bi rg ties beer te reir tire tris terri itsiirtiriiat 
dete iN a pt i ee a ee a ee 
potbrrirtirvertorii tir ri ticity per daar r drei ti rirtiiiit 

ga ye he ay a ee eg i Popa tara tain 














by ep 
pre teorritiriitiig 
Feat Wes Cos cco a) YO fa 














FE MAY) et Sa Oe a Vd ew a 








Ria os vas al Ur an poo 4 
Ve el) aa Eee at ON eS em Ea TE paoticiin tii 
Fisy eos) Hae 9a a Ya es Sea pe 
poatesiyn tiv iaatirins dea Dae tae! Od Ce Ca a 














Par aa teri retina tai ii tara itis iitdiiir i tiiiid 
aa De OV nt LE aM CY We uc Et 8 sd CA ee we) BO 
pore to rir terrier tira tire tiie tri tiiia tir ii 














C0 oe os a YO va CA RT AN NO Te OW UR SO Ss WE EO 




















Figure 3—1. 9000 Series Assembler Coding Form 


3.3.1. Label Field 

The first eight columns of the assembler coding form may contain a symbol. This symbol 
can be used to identify a line of coding, or to identify a main storage or constant area. The 
rules for using the label field are: 

1. The symbol must start in column 1. 

2. The symbol must begin with an alphabetic or special character. ‘ 

3. The symbol must not exceed eight characters in length. 

4. The symbol must not contain embedded blanks or other special characters. 


5. The field must be terminated by a blank. 


6. An asterisk (*) entered in column 1 indicates to the assembler that the entry on this 
line is to be treated as comments. 
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& 3.3.2. Operation Field 


The operation code is written in the operation field (column 10 through 14). These codes 
specify the operation to be performed. The rules for using this field are: 


1. The operation code must not contain embedded blanks. 


2. The operation code must be written exactly as shown in the list of mnemonics for 
application instructions, directives, and macro or proc instructions. 


3. The operation field must be terminated by a blank. 


4. An operation code consisting of six characters, (for example, the macro instruction 
ATTACH) will fall in columns 10 through 15. In this case, column 16 must be blank to 
terminate the operation field. 


3.3.3. Operand Field 


The operand field begins in column 16 and usually ends in or before column 71. The 
operands that form part of the assembler statements are written in this field. The rules for 
using this field are: 


1. The operand field is terminated by a blank that is not enclosed by an apostrophe. 


@ 2. Operands may be continued onto the next line by placing a nonblank character in 
column 72. The continuation line starts at column 16. Up to two continuation lines 
are permitted. 


3.3.4. Comments Field 


Program documentation is as important to the programmer writing the program as it is to 
those who must refer to it later. Operand specification is usually completed by column 40, 
thus leaving column 41 through 71 free for comments. There must be at least one blank 
between the end of the operand specification and the start of the comments. Long 
comments can be entered by coding an asterisk in column 1. 


3.3.5. Continuation Column 


When the operand specification is to be continued onto the next line, a nonblank character 
must be written in column 72. Do not confuse this with continuing a comment. An 
operand specification can be continued for a total of three lines. The second and third 
continuation lines start in column 16. 
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3.3.6. Sequence Field 





Columns 73 through 80 may be used for entering sequence numbers. This is done by 
assigning consecutive numbers to each line of coding and is useful for reassembling the 
card deck if it should be dropped. It is good practice to number the lines in multiples of 10, 
or even 100. This allows you to insert additional coding lines without having to renumber 
the cards when they have been keypunched prior to the modification. Some programmers 
use letters in addition to the numbers. This is useful in identifying the deck from which 
cards have come if they have been removed for any reason. 


3.4. MACRO INSTRUCTIONS 


3.4.1. Declarative Macro Instructions 


Declarative macro instructions generate nonexecutable code sequences in the user 
program and are used to allocate areas in main storage containing control information for 
various system services. 


3.4.2. Imperative Macro Instructions 


Imperative macro instructions generate executable code sequences in the user program. 

These code sequences make up the interface between the user program and the 
supervisor. Imperative macro instructions are used to request services of the supervisor or @ 
to direct the operation of the user program. 


3.4.3. Summary of Supervisor Macro Instructions 


Table 3—1. is a list of the OS/3 supervisor macro instructions and a brief statement of the 
—> service performed by each. In this list, ARGLST, BCW, CCW, CCB, PIOCB, DTFPF, PCA, 
SAT, TCA, ECB, DDCPF, and DCFLT are declarative macro instructions; the remainder are 
imperative macro instructions. Complete descriptions of the macro instructions are 
contained in Sections 4 through 11 of this manual in the same functional groups as 
indicated in the table. 
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Table 3—1. Supervisor Macro Instructions (Part 1 of 3) 


PHYSICAL INPUT/OUTPUT CONTROL SYSTEM 


Physical Input/Output Control 


BCW 
CCW 
CCB 
PIOCB 
RDFCB 
EXCP 
SWAP 


Generate buffer contro! word. 

Generate channel command word. 

Generate command control block. 

Generate physical input/output control block. 
Read file control block. 

Execute channel program. 

Access the next physical input/output device. 


Input/Output Synchronization 


WAIT 
WAITM 


SPACE MANAGEMENT 


Disk 


ALLOC 
EXTEND 
SCRTCH 
RENAME 
OBTAIN 


Diskette 


ALLOC 
SCRTCH 
OBTAIN 


SYSTEM ACCESS TECHNIQUE 


Disk SAT 


DTFPF 
PCA 
OPEN 
GET 
PUT 
WAITF 
READE 
READH 
SEEK 
CLOSE 


Tape SAT 


SAT 
TCA 
OPEN 
GET 
PUT 
WAITF 
CNTRL 
CLOSE 


Wait for one or all input/output requests to complete. 
Wait for one of several input/output requests to complete. 


Assign space to a new disk file or to an existing disk file. 
Assign additional space to an existing disk file. 
Deallocate one or more disk files. 

Rename a disk file. 

Access VTOC user block. 


Assign space to a new diskette file. 
Deallocate a diskette file. 
Obtain diskette label information. 


(SAT) 


Define a partitioned file. 

Define a partition control appendage. 
Open a disk file. 

Retrieve next logica! block. 

Output a logical block, 

Wait for block transfer. 

Search track by key, equal. 

Search track by key, equal or higher. 
Access a physical block. 

Close a disk file. 


Defines magnetic tape file. 
Define a tape control appendage. 
Open a tape file. 

Get next logical block. 

Output next logical block. 

Wait for block transfer. 

Control tape unit functions. 
Close a tape file. 
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MULTITASKING 


Task Management 


ECB 
ATTACH 
DETACH 
TYIELD 
AWAKE 
CHAP 


Task Synchronization 


WAIT 
WAITM 
POST 


PROGRAM MANAGEMENT 


Program Loader 


LOAD 
LOADR 
LOADI 
FETCH 


EOJ 
CANCEL 


Timer Services 


GETIME 
SETIME 


Subroutine Linkage 


CALL/VCALL 
ARGLST 
SAVE 
RETURN 


Island Code Linkage 


STXIT 
EXIT 


SPERRY UNIVAC Operating System/3 









Table 3—1. Supervisor Macro Instructions (Part 2 of 3} 


Generate an event control block. 
Create and activate an additional task. 
Terminate a task normally. 

Deactivate a task. 

Reactivate an existing nonactive task. 
Change the priority of a task. 


Wait for a task request to complete. 
Wait for one of several task requests to complete. 
Activate the waiting task. 


Load a program phase and return control. 


Load a program phase, relocate address-constants, and return control. 


Locate a program phase and store its phase header in a work area. 
Load a program phase and branch. 


Job and Task Termination 


Terminate a job step normally. 
Terminate a job abnormally. 


Obtain current time and date. 
Set an elapsed time counter for the requesting task. 


Call a program. 

Generate an argument list. 
Save register contents. 
Restore registers and return. 


Link to island code subroutine. 
Exit from island code subroutine. 
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Table 3—1. Supervisor Macro Instructions (Part 3 of 3} 


PROGRAM MANAGEMENT (cont) 


System Information Control 


GETCOM 
PUTCOM 
GETINF 


Control Stream Reader 


GETCS 
SETCS 


Retrieve data from job communication area. 
Place data into job communication area. 
Retrieve data from system control tables. 


Retrieve embedded data file submitted in job control stream. 
Reset pointer to embedded data file. 


DIAGNOSTIC AND DEBUGGING 


Storage Displays 


SNAP/SNAPF 
DUMP 


Checkpoint Facility 


CHKPT 
DDCPF 
DCPOPN 
DCPCLS 
DCFLT 


Monitor and Trace 


Printout portions of main storage and return control. 
Printout the job main storage and terminate the job step. 


Record a checkpoint. 

Define a disk checkpoint file. 
Open a disk checkpoint file. 
Close a disk checkpoint file. 
Generate a file list table. 


// OPTION TRACE Monitor from start of job. 
(This is a job control statement, not a macro instruction.) 


MESSAGE DISPLAY, LOGGING, AND OPERATOR COMMUNICATION ~< 


WTL 


OTHER SERVICES 


Spooling 


BRKPT 





Write a message into system log file. 


Write a message into system log file after displaying on system console. 
Retrieve message from canned message file. 


Display a message to operator on system console. 


Create a breakpoint in a spool output file. 














PART 2. PHYSICAL INPUT/OUTPUT 
CONTROL 
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4. Physical Input/Output Control 
System 


4.1. GENERAL 


The resident supervisor of OS/3 contains a set of routines called the physical input/output 
control system (IOCS) that controls the activity between the processor and all peripheral 
devices connected to the multiplexer, selector, and integrated channels. These input/output 
(I/O) channels operate independently of the processor and allow I/O operations on a 
channel to overlap with processing and with operations on other 1/0 channels. 


Physical lOCS: 


= schedules I/O requests to maintain optimum I/O throughput without burdening the 
e problem program; 


5 initiates |/O operations; 


= ~=_ tests for error or other exceptional conditions pertinent to the actual physical transfer of 
data; and 


s activates error recovery procedures in the event of peripheral device errors. 


Problem program interface to the IOCS is provided at two levels: data management (logical 1/O 
control system) and physical |OCS macro instructions. 


Data management routines substantially reduce programming effort, especially for jobs 
requiring a great amount of I/O processing. The routines, by handling the foregoing 1/O 
functions for the programmer automatically, enable you to concentrate on the logical record, 
because the applicable physical |OCS macro instructions are contained in the data 
management macro routines and you need only limited knowledge of the peripheral device. 
The data management macro instructions are described in the data management user 
guide, UP-8068 (current version). 


The use of the physical |OCS macro instructions may be advantageous for certain programs, 

which, because of unique |/O devices, need to control the actual handling of the data to be read 

or written. To use physical IOCS macro instructions, you must have an in-depth knowledge of 

the particular peripheral device and its control requirements. At the physical lIOCS level, the 
& problem program is responsible for performing functions such as: 
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# constructing the actual 1/O commands processed by the device as well as constructing the 
control blocks used by physical IOCS for issuing the 1/O order; 


™ ~=ensuring the desired sequence of 1/0 commands by the proper use of 1/0 synchronization 
macro instructions; 


B®  blocking/deblocking logical records; 

# alternating |/O buffer areas; 

= detecting wrong-length records; 

# handling end-of-file (EOF) or end-of-volume (EOV) conditions; 

= ~—s processing labels; 

= ~=translating ASCII data to EBCDIC on input, or EBCDIC data to ASCII on output; and 


= handling unique error conditions. 


4.2. PHYSICAL I/O CONTROL 


4.2.1. General 


Detailed tabular information pertaining to each request must be supplied if the problem 
program is to communicate effectively with the IOCS facilities of the resident supervisor 
through the physical IOCS macro instructions. 


The following physical |OCS macro instructions are available for establishing the tabular 
information and for requesting services of the supervisor and the IOCS: 


= Table generation macro instructions (declarative) 


BCW 
Constructs a buffer control word (BCW), which is used by the integrated |/O channels 
and multiplexer channel. 


CCW 
Constructs a channel command word (CCW), which is used by the selector 1/0 
channel and the physical device. 


CCB 
Constructs a command control block (CCB), which is used as a bidirectional 
communications medium between the problem program and the l|OCS routines inthe 
supervisor. 


PIOCB 
Constructs a physical input/output control block (PIOCB), which is used as a buffer 
for file control blocks (FCB) containing file and device information that is compiled by 
job control at the time the job control stream is processed. 
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Service request macro instructions (imperative) 


RDFCB 
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Reads a file control block (FCB), which completes the PIOCB with information 
compiled at job execution time by job control. (The RDFCB macro instruction must be 


executed prior to any service for an associated PIOCB.) 


EXCP 


Requests execution of a channel program. The EXCP macro instruction initiates the 
physical lOCS routine. Before this instruction can be executed, you must construct an 


1/O control packet that consists of a CCB, a CCW or a BCW, and a PIOCB. 


SWAP 
Accesses the next physical |/O device as allocated by job control. 


The relationship of the basic physical IOCS macro instructions is illustrated in Figure 4—1. 










Device Assignment 
Via Job Control 


ROFCB PIOCB-namem— — — 


EXCP CCB-name 






Physical 1/0 
Controt Block (PIOCB) 


PUB-reference 









Command Control 
Block (CC8) 


BCW/CCW-reference 
PIOCB-reference 


4 aN ce rea 






Buffer Control 
Words (BCW) or 
Channel Command 
Words (CCW) 


data-length 


Physical Unit 
Block {(PU8) 








Data Area 


= 
S| 
= 
= 


Figure 4—1. Relationship of Basic Physical OCS Macro Instructions 
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4.2.2. General 1/O Usage Requirements 





The users of I/O facilities are required to perform certain prerequisites for |/O communication. 
These include: 


= Description of the file to the operating system through DVC, LBL, or LFD statements. 


= Description of the file to the data management system through file description tables and 
file control routines. 


Description of the file to the operating system is through job control statements which describe 
the device to be used, the volume which contains the file, and the logical name assigned to the 
file. 


Description of the file to the data management system includes the option of linking to a 
standard data management file control module, using a resident module, or assembling and/or 
linking a special tailored module with the user program. 


The file description table must be included with the user program. 


The macro instructions used in the |/O system are best described at the levels at which they are 
employed. 


2 User level macro instructions 


The execution of imperative macros (EXCP, RDFCB, SWAP) results in control being passed @ 
to the appropriate control routine within the operating system. You specify the name of the 

file, which is the name that was assigned to the file control block by an entry in the label 

field of the PIOCB macro instruction. 


Example: 
RDFCB MASTER 
EXCP FILEIN 
WAIT FILEIN 
FILEIN CCB 


MASTER PIOCB 


The PIOCB declarative macro instruction reserves an area which is the repository of the file 
control block. The name assigned to the PIOCB must be a duplicate of the character string in the 
LFD job control statement. 
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Execution of the imperative |/O macro instructions results in the data management file 
control routine reducing your macro to a new level of imperative macro instructions. These 
include the RDFCB (read file control block), the EXCP (execute channel program), and the 
WAIT (wait for channel program completion) macro instructions. 


The primary parameter to the EXCP and WAIT macro instructions is the CCB. The CCB 
macro provides the ability to specify a particular command to a particular device. 


4.2.3. Generate Buffer Control Word (BCW) 
Function: 


The BCW macro instruction generates a buffer control word which provides the 
hardware parameter interface to the integrated disk adapter, integrated peripheral 
channel, multiplexer channel, and the integrated line adapters for use by the physical 
IOCS routines. Also, the BCW macro instruction provides you with a limited device- 
independent interface across selector channel devices. In this case, the physical |OCS 
routines construct a CCW chain by using the information provided in the BCW. The 
formats of the BCW are shown in Figures 4—2, 4—3, and 44. 


Note that the BCW of formatting commands sent to the 8411 and 8414 disk 
subsystems must specify a single record. 


This is a declarative macro instruction and must not appear in a sequence of 
executable code. 





Format: 
LABEL A OPERATION A OPERAND 
symbol device-cmd-code[,data-addr] [,data-flag] 
[,data-byte-count] [,repl-addr] [,repl-flag] 
[,repl-byte-count] [,control-flag] 
Label: 
symbol 
Specifies the symbolic address of the buffer control word. This name is used to refer 
to the BCW. 


Positional Parameter 1: 


device-cmd-code 
Specifies the actual device command code that directs the operation of the I/O 
device. (For a complete description of the command codes for a particular device, 
& refer to the appropriate subsystem programmer reference manual.) 


If omitted, 16 bytes containing O’s are reserved for the BCW, and the assembly listing 
will contain an error note. 
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Positional Parameter 2: 





data-addr 
Specifies the symbolic address of the data being transferred. This is the active 
buffer for the system console and the integrated line adapters. For the 
read/punch, it is the address of the punch output buffer. This parameter is 
required if data is being transferred to or from storage. 


If omitted, the data address field in the BCW is set to O’s, and the assembly listing will 
contain an error note. 


Positional Parameter 3: 
data-flag 
Specifies the flag byte associated with the address of the active buffer. This is 
written in the form X’xx’ as follows: 


For the integrated disk adapter: 


X‘40’ Indicates a search operation is to be performed on an entire 
cylinder rather than a track. 


X‘80' Indicates no data to be transferred. 


For the integrated peripheral channel: 





X‘20' Indicates no data to be transferred. (This entry can also be used 
for the multiplexer channel.) 


X‘80' Indicates a replacement operation is to be performed. If this 
entry is used, positional parameters 5, 6, and 7 are also 
required. 


lf omitted, X‘O00’ is assumed, indicating normal operation as specified by the device 
command code, data address, and data byte count fields in the BCW. 


Positional Parameter 4: 


data-byte-count 
Specifies the number of bytes to be transferred. 


If omitted, zero is assumed. For a search on the integrated disk adapter, this indicates 
the maximum number of bytes are to be transferred; and for a read or a write, this 
indicates no data is to be transferred. For the integrated peripheral channel, this 
indicates the maximum number of bytes are to be transferred. 


NOTE: 


Positional parameters 5, 6, 7, and 8 apply only to the integrated peripheral channel. & 
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13-31 Storage address on which command operates 
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command address 





skip. multitrack — direction 





track 
condition 


seek difference magnitude 





{70 79 


recalibrate 






absolute cylinder address record no. 


1114 42C 24|125 127 


Command code to be executed by IDA; bits 0-3 
must be zero 


Pat eel eda iia ead 
3-bit field containing storage protection key 
FP eneeloned: PME Dee tO zane 





Figure 4—2. Buffer Control Word (BCW) Format for Integrated Disk Adapter (Part 1 of 3) 
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——— 


. | Skip sentinel 


Multitrack sentinel 













Set with read data command to indicate data 
transfers inhibited to main storage; 

set with search/read commands to indicate 
search begins at index 





Set to 1 with search/read command to indicate 
search limited to cylinder boundaries rather 
than single track 





!f 1, specifies accessor moves in direction of 
decreasing cylinder numbers 


Se seed ieee we ia aces 


On search/read commands — number of bytes to 
be searched 


Direction sentinel 









On data read or write commands — number of 
records to be processed 


hee pnamloner: eee cree 


During seek operation, specifies magnitude of 
difference between accessor present position and 
desired position 


80-83 Poe ee eal Unassigned; must be set to zero 
84-87 Head address 4-bit field specifying current operation head 
address 


88,89 Track condition Condition of track where operation acts 
poss | coe: ee 


Figure 4—2. Buffer Control Word (8CW) Format for Integrated Disk Adapter (Part 2 of 3) 








Seek difference magnitude 
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a cn se ce ee ee 

ie a 
cylinder 0; overrides bits 71—79 and 50 

Ss 
Number of record where operation is performed 


112-119 Record number 
or initiated 
120—124 PO Unassigned; must be set to zero 


125—127 


LEGEND: 






Final position of accessor after completed 
seek or recalibrate 


Absolute cylinder address 



















Programmer offset Bit 125 = 1 Programmed offset used for command 









Bit 125=0 






Programmed offset not used; bits 
126 and 127 ignored 






Bit 126 = 1 





Major offset 









Bit 126 = 0 Minor offset 







Bit 127 = 1 





Offset away from hub 









Bit 127=0 






Offset toward hub 








ystem-supplied data 


([___) Data supplied by the user via the macro instruction that directs the supervisor to generate the control 
block 


Figure 4—2. Buffer Control Word (BCW) Format for Integrated Disk Adapter (Part 3 of 3) 
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BCWO a address(a) 


BCW1 | (r)} Omer 0-0 count(a) 


BCW2 0. en O. address( r) 


BCW3 












a ee ee 
Ce 
a 


13-31 Address ia) 


Figure 4—3. Buffer Control Word (BCW) Format for Integrated Peripheral Channel (Part 1 of 3) 






Allows IPC to reference any byte in main storage 
during data transfer sequences 








Bit 31=0 








Most significant byte of 
addressed half word 





Bit 31=1 






Least significant byte of 
addressed half word 
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Pe Specifies data chaining operations when set to 1 


Unassigned; must be set to zero 


Single control bit used with c(a) bit: 


Allocation 





cla) = Oandt=0 Use a fields for current 
data transfer sequence 


(no data chaining) 





cla) = Oandt=1 Terminates control 





cla) =1andt=0 Use a fields for current 
data transfer sequence 
(data chaining initial a 


and r setting) 












c(a) = 1 andt=1 





a fields depleted; replace- 
ment operation required 


t(a) and c(a) = 1: 


Terminates with buffer 
wraparound error 


f=1,c(r)=1 or 0, 
t(r) = 1 













Terminates normally 








f=1,clr) = 0, Normal data transfer; 
t(r) =0 no Chaining 











f= 1, clr) =1, Norma! data 
t(r) = 0 transfer with chaining 


Unassigned; must be set to zero 


Byte count required for all data transfer 
operations 







tne uae St. pluie ec alba = eee 
Count (a) Byte count required for all data transfer 
operations 


Figure 4—3. Buffer Control Word (BCW) Format for Integrated Peripheral Channel (Part 2 of 3) 
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4-12 
PAGE 


SPERRY UNIVAC Operating System/3 





UPDATE LEVEL 


Allocation 
Indicates to ee that current contents of 
r fields are valid for replacement operation 
Po enlae’ nee is od aaa 


Key (r) Sbit field containing I/O storage protection key 





77-95 Address (r) Allows IPC to reference any byte in main storage 





during data transfer sequences 


Bits 31 and 95=0 Most significant byte of 
addressed half word 


Bits 31 and 95=1 Least significant byte of 
addressed half word 


System-supplied data 

Data supplied by the user via the macro instruction that directs the supervisor 
to generate the control block 

active 

chaining 

flag 

replacement 

transfer 





Figure 4—3. Buffer Control Word (8CW) Format for Integrated Peripheral Channel (Part 3 of 3} 
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BCWO command code 0 data address 


byte count 
BCW1 


BCW2 


BCW3 





Specifies operation to be performed by device 


and channel 


Allows multiplexer channel to reference any 
byte in main storage during data transfer 
sequences 

















Input operation (read) 
Output operation (write) 





Ascending address (forward sequence) 
Descending address (reverse sequence) 






Transfer data 
t=1 Termination of data transfer 


51-63 Contains byte count required for all data transfers 
aes Bee, oe ell eee ney ix i ee 


LEGEND: 








System-supplied data 
CJ Data supplied by the user via the macro instruction that directs the supervisor to generate the control 
block 


Figure 4—4. Buffer Control Word (BCW) Format for Multiplexer Channel 
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Positional Parameter 5: 


repl-addr . 
Specifies the symbolic address of the second buffer area. This is the replacement 
buffer for the system console and the line adapters. For the read/punch, it is the 
address of the input buffer. 


When the byte count decrements to zero during a data transfer operation, this 
address replaces the data address specified in positional parameter 2. 


Positional parameter 3 (data-flag) must be X‘80’. 
Positional Parameter 6: 
repl-flag 
Specifies the flag byte associated with the address of the replacement buffer. 
When the byte count decrements to zero during a data transfer operation, this flag 
byte replaces the data-flag specified in positional parameter 3. To continue the 
replacement operation, this entry must be X‘80’. 
Positional parameter 3 (data-flag) must be X’80’. 
Positional Parameter 7: 
rep!-byte-count 
Specifies the number of replacement bytes to be transferred. When the byte count 
decrements to zero during a data transfer operation, this byte count replaces the 
data byte count specified in positional parameter 4. 
Positional parameter 3 (data-flag) must be X‘80’. 
Positional Parameter 8: 
control-flag 
Specifies the control flag for communication devices associated with the line 
adapters of the integrated peripheral channel. Details of this parameter and its use 


will be supplied later. 


Examples of BCW usage: 




















LABEL AOPERATIONA 16 OPERAND A 
U2 SOAREAL a BO cys 90 yeas pa ky 
[Poneto ay eee eee See eee 
a: TOAREAI 80, LOAREAIZ,.:. BO) ae 
rT ae oC la nos MC EY OK STS ES rE CRP CE Ey EEO at 
9. LOAREAL si, 132. | 





1 ee gy eg YS pp pp ge Fg gd 


| | 
44 IRD —s | IBC WW | OAKREA [ ial pach ig hp eat 
: 
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© Explanations: 


1. Read one 80-column card in EBCDIC mode. 


2. Read/punch 80-column card in EBCDIC mode. Punch buffer is 1OAREA1; read buffer 
is IOAREA2. 


3. Print 132 positions and advance one line. 
4. Read one sector on 8416/18 disk. 
NOTE: 
The cylinder half word (BCW name+12), the head address byte (BCW name+10}), and the 


record (sector) number byte (BCW name+14) can be set statically by use of the ORG 
assembler control directive, or dynamically via instruction execution. 


4.2.4. Generate Channel Command Word (CCW) 
Function: 


The CCW macro instruction generates a channel command word which provides the 

hardware parameter interface to the selector channels for use by the physical lIOCS 

routines. The format of the CCW is shown in Figure 4—5. The format of the CAW, 
& which contains the first CCW address, is shown in Figure 4—6. 


The supervisor can only handle command chains on selector devices through two 
levels of transfer in channel (TIC) within command chain. This limitation is due to the 
lack of hardware address relocation on CCWs and the need to have a software 
function perform the absolutizing and relativizing of CCW addresses. 


This is a declarative macro instruction and must not appear in a sequence of 
executable code. 





Format: 









AOPERATION A OPERAND 





[device-cmd-code] [,data-addr] [,flag] 
[,data-byte-count] 


Label: 


symbol 
Specifies the symbolic address of the channel command word. This name is used 
to refer to the CCW. 
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Positional Parameter 1: @ 


device-cmd-code 
Specifies the actual device command code that directs the operation of the |/O 
device. (For a complete description of the command codes for a particular device, 
refer to the appropriate subsystem programmer reference manual.) 


If omitted, eight bytes containing O’s are reserved for the CCW, and the assembly 
listing will contain an error note. 


a - data address 
command code : — . (Next CCW address if 
: TIC command) 


byte count 












0-7 Command code Specifies operation to be performed by device 
and channel 


13-31 Data address Address of location in main storage into or from 
which first byte of data is transferred 


cc (chain command flag) 


— 


LEGEND: 





When valid ending device status received, new 
CCW fetched and operation specified by new 
command code initiated 



















sti (suppress length indication flag) If set to 1, incorrect length condition not 
indicated to program; if cc = 1 also, command 


chaining not suppressed 


Byte count required for all data transfer 
operations 








System-supplied data 
Cj Data supplied by the user via the macro instruction that directs the supervisor to generate the control 
block 





Figure 4—5. Channel Command Word (CCW) Format for Selector Channel 
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first CCW address 





a 
1/O storage protection key used by channel for 

all storage accesses of data and CCWs 
ae 


First CCW address Controls !/O operation initiated by StO 
instruction 
LEGEND: 


System-supplied data 








Figure 4—6. Channel Address Word (CAW) Format 


Positional Parameter 2: 


data-addr 


& Specifies the symbolic address of the data being transferred. This parameter is 
required if data is being transferred to or from storage. 


If omitted, the data address field in the CCW is set to O's, and the assembly listing will 
contain an error note. 


Positional Parameter 3: 
flag 
Specifies the flag byte associated with the address of the buffer. This is written in 
the form X’‘xx’ as follows: 
X‘20’ Indicates incorrect data length to be suppressed. 


X’40° Indicates command chaining. 
X‘60' Indicates both of above. 


If omitted, X‘00’ is assumed, indicating normal operation as specified by the device 
command code, data address, and data byte count fields in the CCW. 


Positional Parameter 4: 


data-byte-count 
Specifies the number of bytes to be transferred. 


& If omitted, zero is assumed, resulting in a maximum data transfer. 
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Examples: 


Search key equal/read data (for a following update) on 8414 disk. 


LABEL Peerneniene OPERAND A COMMENTS 
16 


Ao RU XUAN te Fa 
"4 “2! RECDADDR,X"6045. Petal ee Read IC ID (for a following update) ae 
C al KEY ARGL ‘ iO' [ QO. , abparch Key equate oh: Aa ch- Pee ee 
i eeeerees PB NAMEL eta lay 1, RPAH dnd Di not covet cord 


Pet | ech a7 ISAREA. QOO | i Read data 


Format write a data record on 8414 disc. 






















SEEK 
eee eevee ran we L Ferm Wee ener ca, Ua water 


Seach 1D equal on preceding record 
Loa 1 Pek epee Rap apes Uae Ta eee 








Repeat search if not correct record 
ss, ee Se ee ee ae Comat Me! ee Cee Cee See Coe wee: Me oe | 





Format write 
i ae a a rn Nee Gee Cone NOT Seer Sn Sri Om 












The 218-byte buffer defined as IOAREA? contains an 8-byte count field, a 10-byte key field, and 
a 200-byte data field. 





4.2.5. Generate Command Control Block (CCB) & 


Function: 


The CCB macro instruction generates a command control block which serves as a link 
between the PIOCB and the BCW or the CCW. There must be at least one CCB macro 
instruction for each type of I/O peripheral device to be controlled by physical 1/O macro 
instructions. An active CCB pertains to one I/O request at a time; therefore, each 
outstanding I/O request must have a unique CCB. The format of the CCB is shown in 
Figure 4—7. This is a declarative macro instruction and must not appear in a 


sequence of executable code. 


Format: 










LABEL A OPERATION A OPERAND 








BCW-name 
PIOCB-name, { CCW-name He ‘ | 


: ‘ eon \ 
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@ Label: 


symbol 
Specifies the symbolic address of the command control block. This name is used to 
refer to the CCB. 


Positional Parameter 1: 


PIOCB-name 
Specifies the symbolic address of an associated physical input/output control block 
generated by the PIOCB macro instruction. (The address furnished will be modified by 
this macro instruction to be the address of the PUB address within the PIOCB.) 


Positional Parameter 2: 


BCW-name 
Specifies the symbolic address of a BCW. 


CCW-name 
Specifies the symbolic address of a CCW, or a list of CCWs if command chaining is 
used. 


When you use data management macro instructions, the BCWs and CCWs are generated 
automatically. When using physical IOCS macro instructions, you must specify each BCW 
@ and CCW according to the 1/0 functions desired. 


Positional Parameter 3: 
PUB-entry-number 
May be O, 2, 4, 6, 8, 10, 12, or 14 indicating one of eight 2-byte fields in the PIOCB 
containing the absolute address of the PUB for the device involved in the I/O 
- Operation. (Zero indicates the first entry, 2 the second, 4 the third, etc.) 


If omitted, zero is assumed (indicating the first PUB address). 
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Positional Parameter 4: 





error-option 
Specifies error acceptance options elected at assembly time. This is written in the 
form X‘xx’ as follows: 


X‘00’ Indicates that no error conditions are acceptable to the problem 
program. 
> x‘01' Block number area is reserved in buffer. 


X‘02’ Reserved for system use. 
X'04’ Reserved for system use. 


X'08’ Indicates system access CCB. Device independence can be achieved 
by furnishing a BCW for integrated peripheral. 

x'10' Indicates a diagnostic request. Reserved for system use. 

X‘20° Indicates that, following the normal error recovery attempts by the 


supervisor, those errors classified as unique are acceptable to the 
problem program. See note 1. 

X’40’ Indicates that all unrecoverable error conditions are acceptable to the 
problem program following the normal error recovery attempts by the 
supervisor. See note 2. 


X‘80' Indicates user has own error code. No recovery will be attempted by 
the supervisor, and device status and sense are communicated to user 
1 in the CCB. 
NOTES: 





1. Accept Unique Errors (byte 3, bit 2). Unique errors may be considered as 
recoverable errors. The meaning of unique errors is different for different 
devices. 


For a disk, unique error means record not found. Your program may expect 
that certain records you are looking for in a file may not be there. An 
example of this is an update-add program. If the record is found, it is 
updated, if it is not found, it is added to the file. In this case, you should set 
the accept unique errors bit (byte 3, bit 2) in the CCB. If you receive a no 
record found condition (byte 2, bit 3), physical OCS will retry the error 
twice. If the record is still not found and the CCB is marked to accept unique 
errors, no error message is displayed on the console and control is returned 
to your program with the no record found bit set in the CCB. 


For tape, unique error means a tape that is busy rewinding. If you issue an 
EXCP to a magnetic tape which is rewinding, the CCB will be returned with 
the unique error bit (byte 2, bit 2) set. This occurs whether or not accept 
unique errors is set in the CCB. The EXCP should be reexecuted until the 
Status does not occur. At that time, the EXCP is considered completed. 
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For printers, unique error means character mismatch. This means that there 
is no match between a code in the load code buffer (LCB) and a character in 
the print line buffer. When you generate the LCB for your printer, you may 
choose whether or not to report character mismatches. If you choose not to 
report character mismatches, they will be ignored and no console error 
message will be displayed. If the LCB is generated so that character 
mismatches are to be reported and a character mismatch occurs, an error 
message will be displayed on the console. If the accept unique errors bit is 
set in the CCB, the options on the error message will be R (retry) or | 
(ignore). 


lf the operator responds I, control will be returned to your program with the 
unique error bit set in the CCB. If the accept unique errors bit is not set, the 
options on the error message will be R (retry) or C (cancel). 


There are no unique errors for readers and punches. Note that, except for 
tape, if a unique error occurs and the CCB is not marked to accept unique 
errors, physical lOCS will treat the unique error as an unrecoverable error. 


2. Accept Unrecoverable Errors (byte 3, bit 1). lf you set this bit in the CCB and 
an unrecoverable error occurs, the console message will appear with the R 
(retry) and U (accept unrecoverable) options. If the operator responds R, the 
command will be retried. If the operator responds U, control will be returned 
inline following the command, and the unrecoverable error bit (byte 2, bit 1) 
will be set in the CCB. If you do not set the accept unrecoverable bit in the 
CCB and an unrecoverable error occurs, the console message will appear 
with the R {fretry) and the C (cancel) options. After successive retries, if the 
error still is unrecoverable, the operator may choose to respond C and the 
job will be cancelled. 


lf omitted, the entry X‘00O’ is assumed, indicating that no error conditions are 
acceptable to the problem program. 


The CCB is used to communicate with the functional IOCS routines executing the 1/O 
operations. The generated CCB forms the logical connection between the PIOCB and the CCW 
or the BCW. The PIOCB references the actual peripheral device and the CCW or the BCW 
defines and controls the function of the particular device and its data transfer. The CCB also 
specifies user options pertinent to the I/O request in the event of an error, and reflects the 
status of the request. When the related |/O interrupt occurs, the IOCS also stores status 
information pertinent to the interruption in the associated CCB. 


Because the CCB serves as a 2-way communications medium between the !OCS and the 
problem program, it is used for one active I/O request at a time; therefore, every active I/O 
request must have a unique CCB. 
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Byte 

(0) control byte 1 1/0 error count transmission byte control byte 2 

4 TCB address 

or next CCW address 
3 CCB link | address® 
or residual CCW byte count 

12 CCW address 
16 PIOCB pointer (PUB address) 


NOTES: 








@ During the |/O command execution, contains the address of the TCB associated with this CCB. At |/O command | & 
termination, physical |OCS inserts the address of the next CCW in the chain. 


@ During |/O command execution, bytes 8—11 contain the address of the next CCB in the chain at this job level. At 1/0 
command termination, physical IOCS inserts the number of bytes remaining in the CCW byte count (when the |/O command 


terminated) into bytes 10 and 11. 


Figure 4—-7. Command Control Block (CCB) Format (Part 1 of 2} 
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cae Binary count of errors encountered processing the CCB 


Transmission byte 


Control! byte 1 

Bits 0-2 Reserved 

3 1 = Ignore block numbers 
4 Reserved 

5 1 = CCB in wait condition 
6-7 Reserved 













Bit 0 























0 = CCB in process 
1 = CCB processed 


1 = Unrecoverable error 
1 = Unique error 

1 = No record found 

1 = Unit exception 

1 = Block numbers not equal 
1 = Track end 

1 = Cylinder end 


NOOLhWND = 





Contro! byte 2 


Bit 0 1 = User error recovery 
1 1 = Accept unrecoverable errors 
2 1 = Accept unique errors 
3 1 = Diagnostic CCB. Reserved for system use — 
4 1 = System access CCB 
5 Reserved 
6 Reserved 
7 1 = Block number area reserved 


During |/O command execution, full-word address 
of TCB associated with this CCB 
or 
At 1/O command termination, full-word address 
of next CCW if not at end of command chain 





During |/O command execution, full-word address 
of next CCB 
or 















At 1/O command termination, bytes remaining in’ 
CCW byte count when |[/O command was terminated 


Address of PIOCB entry which contains the half-word 
address of PUB associated with this CCB 


20-23 Lae Sense bytes 0 through 3 


























Device status 
Bit 0 1 = Attention 
1 1 = Status modifier 
2 1 = Control unit end 
3 1 = Busy 
4 1 = Channel end 
5 1 = Device end 
6 1 = Unit check 
7 1 = Unit exception 


Channel status 





QO 
1 = Incorrect length 

1 = Program check 

1 = Invalid address 

1 = Channel data check 

1 = Interface contro! check 
1 = Channel control check 
1 = Buffer terminate 





NOoRWN = 


Figure 4—7. Command Control Block (CCB) Format (Part 2 of 2) 
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4.2.6. Generate Physical Input/Output Control Block (PIOCB) 
Function: 


The PIOCB macro instruction generates a physical !/O control block which provides a 
buffer into which the RDFCB will transfer the FCB which contains file and device 
information defined in the job control stream. The format of the PIOCB is shown in 
Figure 4—8. This is a declarative macro instruction and must not appear in a 
sequence of executable code. 


Format: 








LABEL A OPERATION A OPERAND 









Label: 


MAX 
FCB-length 
symbol 


Specifies the symbolic address of the physical I/O control block. This name is used to 
refer to the PIOCB. The characters appearing in this name become the 8-byte 
character string (file name) generated in the first eight bytes of the PIOCB and used as 
a search key by the RDFCB macro instruction to locate the file control block. 


Positional Parameter 1: 


MAX 
Specifies that an area is to be reserved within the PIOCB large enough to contain the 
complete FCB including the 8-byte file name. The size of the FCB area is stored as a 
binary constant in the 2-byte FCB length field in the PIOCB following the file name. 


FCB-length 
Specifies the number of bytes to be reserved within the PIOCB for the FCB. The size 
may be from 16 to 256 bytes. This option is used to limit the size of the PIOCB for the 
purpose of reading partial file control blocks. 


lf omitted, a minimum size PIOCB of 16 bytes is generated, allowing for storage of 
the file name, the FCB-length, and only the first six bytes of the file control block 
data. These six bytes contain the 4-byte device type code and the absolute address 
of the physical unit block for the device assigned to the file. 


Error-free use of space management functions (for example, those provided by the 
ALLOC and SCRTCH macro instructions) requires a fairly complete FCB. When you 
issue an RDFCB and PIOCB macro instruction combination to read the FCB into main 
storage, do not use the default value (16 bytes) in the PIOCB macro instruction. 
instead, either specify the necessary FCB length or, for maximum safety, use the 
MAX parameter. 


The PIOCB macro instruction is used to generate physical I/O control blocks. These blocks 
serve as repositories for file and device information previously compiled by job control at the 
time the job control stream was evaluated. This information is stored in the form of a file control 
block. File control blocks are stored in the job run library on the system resident direct access 
device. 
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@ At assembly time, the PIOCB macro instruction provides main storage space for the following 
information: 


. Eight-byte file name (search key) 


An 8-byte character string is generated within each physical 1/O control block. This 
character string is required by the RDFCB macro instruction to obtain the file contro! block. 
The characters in this 8-byte search key are identical to the characters appearing as the 
label of the PIOCB macro instruction. 





















































Byte 0) 1 2 | 3 
0) 
file name 
4 
a | 
8 FCB length device type i 
a 
t 
12 device type (cont) PUB 1 address 
|+—————— 
16 PUB 2 address PUB 3 address 
20 PUB 4 address PUB 5 address 
24 PUB 6 address PUB 7? address 
a 
28 PUB 8 address 
= —— 
a T 
“~ bytes 19-44 of file identifier 
52 
| 
56 xFH 
file serial number ] 
60 vol seq no. 
ea ! 
vol. seq, no. (cont) creation date 
-+——— 
68 expiration date extent count 
L 
72 extent storage length | extent storage start address 
76 





bytes 1-18 of file identifier 


























mo 

on 
92 . 

file type 
= 

96 reserved option codes secondary allocation 
100 

~ reserved (15 bytes) 
12 flags 
116 number of number of 

PUB addresses volumes 

120 vol 1 VSN or ERB pointer 
124 


tt 


vol 2—22 VSN or ERB pointer entries 


@ ———4 


2b2 vol 23 VSN or ERB pointer (or pointer to next FCB) 


cu 














Figure 4—8. Physical |/O Control Block (PIOCB) and File Control Block (FCB) Format (Part 1 of 2) 
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NOTES: 


Physical !/O contro! block (PIOCB) refers to the buffer area generated by the PIOCB macro instruction. File contro! block 
(FCB) refers to the file control data read into the buffer area by the RDFCB macro instruction. Minimum PIOCB includes bytes 
O to 15; maximum PIOCB includes bytes O to 255. 


Bytes 118 to 255 consist of a 6-byte field for each volume which contains either a 6-byte volume serial number (VSN) or a 4- 
byte extent request block (ERB) pointer if the volume was not allocated at the time the FCB was built. If there are more than 
23 volumes, the last field contains a pointer to the next FCB. 


Figure 4—8. Physical 1/O Control Block (PIOCB) and File Control Block (FCB) Format (Part 2 of 2) 


Half-word length field 


A 2-byte field immediately follows the 8-byte search key. This field contains a binary count 
of the number of bytes reserved for the file control block. This binary count ranges from a 
minimum of 16 to a maximum of 256. Altering the contents of this half-word field is not 
recommended since the field defines the size of the PIOCB and is used as the requested 
length of the file control block. The RDFCB macro instruction transfers only the number of 
bytes equal to this size or less. 


Part or all of a file control block 


A 2-byte field is reserved for each device that is allocated to a file. A maximum of eight 
fields is permitted. The first 2-byte field is referred to in positional parameter 3 of the CCB 
macro instruction (4.2.5) as PUB-entry-number zero, the second field as entry two, the 
third field as entry four, and the fourth field as entry six, etc. Following the successful 
completion of an RDFCB macro instruction, these PUB address fields contain the absolute 
addresses of the physical unit blocks that identify the assigned devices. Device 
assignments indicated in the file control block are made by job control from the 
parameters in the LFD and DVC statements. Thus, the RDFCB macro instruction, in 
conjunction with the PIOCB macro instruction, dynamically links the problem program 
with the device allocations made by job control. 


4.2.7. Read File Control Block (RDFCB) 


Function: 


The RDFCB macro instruction locates and transfers the file control block into the physical 
1/0 control block in main storage. 


Format: 











A OPERATION A OPERAND 


{ ary [: { gil i \ | 








[symbol] 
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Positional Parameter 1: 


PIOCB-name 
Specifies the symbolic address of the physical |/O control block. These characters 
appear in the first eight bytes of the PIOCB and are used as a Search key to identify the 
desired file contro! block. 


-_ 


(1) 


Indicates that register 1 has been preloaded with the address of the PIOCB. 
Positional Parameter 2: 


error-addr 
Specifies the symbolic address of an error routine to be executed if an error occurs. 


) 
Specifies that register n (other than O or 1) has been preloaded with the address of the 
error routine. 


~~ 
= 


If omitted, the calling task will be abnormally terminated if an error occurs. 


The RDFCB macro instruction is used to locate the file control block and read it into the physical 
1/0 control block in main storage. To accomplish this function, positional parameter 1 of the 
RDFCB macro instruction must be the address of a physical I/O control block that contains an 
8-byte character string identifying the desired file control block. This character string is used 
when locating the file control block. Any references to a physical !/O block, by means of an 
EXCP macro instruction, before the device assignment fields are filled by the RDFCB macro 
instruction results in a software validation error. Therefore, each physical 1/O block should be 
initialized by RDFCB macro instruction before the block is referenced by an EXCP macro 
instruction. Figure 4—1 shows the interrelationship among the commandcontrol block, buffer 
control word, physical I/O control block, file contro! block, and physical unit block. 


Examples: 


— 


Read file control block for logical file INFILE and return control to symbolic address 
ERROR if error occurs. : 

















LABEL AOPERATIONA OPERAND A 
10 16 
he WE ~ERIROR . | gat oe OE OT aS eas ee 
ETO Wed LEY Weeks ital ake SOS WR CNR Wir SNR eo Oe Ve rT RC sD 
oti ed sa i ee Foy 
NRO KR =A XE pititr cp iterriiti 


A ‘ 
aS 


MD» 


OO 


pe 
ae ee ee 
petra iapenae td peas Pri ii bari i te 





2 
A) 
y, 
be ° . ig 
KX 
(ERE Ge Se NS aa Se 





Ll] 





fas 
VU 
Q 
vs 
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2. Read file control block for logical file INFILE and return control to symbolic address @ 
error. 





OPERAND A 


JL SENET 1. fo Po bo oe bee pee i tg 








Be “l RPT eee ee ES erE ROOTES 


help so te pe be a gg Pg Sie 


SACRE). psn PONE AT Tce as Oc DWE es Ys Ge ce 
aA K SEL). fee phivretipit tir ti ti 


sy Sed et ot pooh t es pg peo pe ee ay 


Se tte Ae ee ee ge wl pe gp yas 


i H 
i j ptt 








a 





i 























4.2.8. Execute Channel Program (EXCP) 


Function: 


The EXCP macro instruction requests that an I/O operation be executed by the physical 
1/0 control system. 





Format: 








LABEL A OPERATION A OPERAND 


CCB-name 
(1) LC] 









[symbol] 


Positional Parameter 1: 


CCB-name 
Specifies the symbolic address of the CCB. 


(1) 
Indicates that register 1 has been preloaded with the address of the CCB. 


Positional Parameter 2: 


Cc 
Specifies that the |/O request is conditional on the peripheral device not being shared 
with another job running in the system. This enables you to issue conditional seek 
commands when running in a multijobbing environment. 





If omitted, the I/O request is assumed to be unconditional. 
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& The EXCP macro instruction communicates directly with the 1/O scheduler for the purpose of 
submitting |/O requests to the system. Before the EXCP macro instruction is executed, you 
must construct an !/O packet consisting of the following: 


= Use a CCB macro instruction to define the CCB. 
= Use a PIOCB macro instruction to define the physical 1/O control block. 
= Use one or more CCW macro instructions or a BCW to construct the channel program. 


m Use an RDFCB macro instruction to identify the |/O device and to obtain file information 
specified by job control. 


Linkage between these components is as follows: 
= = =The EXCP macro instruction passes the address of the CCB to the physical lOCS routines. 


= The address of a 2-byte field in a physical I/O control block is stored in the CCB. This field 
contains the address of the physical unit block for the peripheral device concerned. 


= The address of the first CCW or BCW is stored in the CCB. 
™ Each CCW or BCW contains the address of an input/output data area. 


& Whenever an EXCP macro instruction is executed, the |/O request counter in the task control 
block of the requester is incremented and a status indicator in the CCB is set to signify that the 
order is outstanding. Control is returned to the calling program immediately by the supervisor 
with the degree of completion of this |/O order uncertain. You must use the WAIT or WAITM 
macro instruction for synchronization with this I/O. 


An EXCP issued to a magnetic tape which is rewinding will result in the posting of the 
CCB with unique error status. The EXCP should be reexecuted until the status does not 
occur. At that time the EXCP is considered completed. 


4.2.9. Swap I/O (SWAP) 


Function: 


The SWAP macro instruction is used for multivolume files to access the next physical I/O 
device in the sequence in which the volumes have been defined in the job control stream. 


The SWAP macro instruction replaces the location of the currently active PUB address 
entry in the CCB with the location of the next PUB address entry from the PIOCB. The PUB 
addresses are swapped in a sequential and circular manner. After the last PUB address 
entry in the PIOCB has been accessed, the next execution of a SWAP macro instruction 
with the same CCB will access the first PUB address entry. 


& If more volumes have been defined than PUBs assigned, a console message will request 
the operator to mount the currently required volume on the device specified in the earliest 
assigned PUB. 
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The complete FCB must reside within the PIOCB when this macro instruction is 
executed. Also, the CCB must be pointing to the currently active PUB address in 
the PIOCB. 





Format: 








A OPERATION A OPERAND 





[symbol] { CCB-name | 


(1) 


Positional Parameter 1: 


CCB-name 
Specifies the symbolic address of the command control block used to control the |/O 
operations to this file. 


(1) 
Indicates that register 1 has been preloaded with the address of the CCB. 


4.3. INPUT/OUTPUT SYNCHRONIZATION 





Macros are available that provide the means by which a task can await the completion of one or 
more outstanding I/O operations. Specifically the task can await one, several, or all 
outstanding I/Os; however, the |/O being waited for must have been requested by the task 
doing the waiting. 


Tasks are waited by setting a unique wait bit within that task control block (TCB). These wait bits 
signal the switcher that this task is nondispatchable and indicate the reason for the wait. Upon 
clearing the wait bits, the task becomes dispatchable and can be activated. 
Two macro instructions are available for |/O synchronization: 
es WAIT 

Wait for one or all |/O requests to complete. 
a WAITM 

Wait for one of several 1/O requests to complete. 
These macro instructions can also be used (with different parameters) to synchronize a task 
with the execution of other tasks. For |/O synchronization, the macro instruction references a 


CCB; and for task synchronization, the macro instruction references an event control block. 
Task synchronization is described in 7.4. 





It must be remembered when you use these macro instructions that only the task having 
executed an |/O request can await its completion; and when you await a task, it is not valid to 
await the executing task. 
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& 4.3.1. Wait for 1/0 Completion (WAIT) 


Function: 


The WAIT macro instruction temporarily suspends program execution until a specified |/O 
operation is completed (or until all 1/O operations in the task are completed). If the related 
operation is completed, control is returned to the point immediately following the WAIT 
macro instruction. If the operation is not complete, the task is placed in a wait state and 
control is passed to another task. 


Format: 

















A OPERATION A OPERAND 


CCB-name branch-addr 
(1) ' (15) 
ALL 











[symbol] 





Positional Parameter 1: 


CCB-name 
Specifies the symbolic address of the CCB to be tested for completion. 
@ (1 


ALL 
Specifies that the |/O counter in the task control block is tested instead of the status 
byte in the CCB. If no orders.are outstanding, the problem program continues 
execution with the instruction following the WAIT macro instruction. If |/O orders are 
outstanding, the program is suspended until the |/O counter is zero (indicating all 
orders are completed). 


Indicates that register 1 has been preloaded with the address of the CCB. 


Positional Parameter 2: 


branch-addr 
Specifies the symbolic address to which program control is transferred if the 
requested !/O operation is completed and an exception has occurred. The cause of 
the exception is posted in the appropriate CCB. 


NOTE: 


When using a label as positional parameter 2, the contents of register 15 are not altered by 
the WAIT macro instruction even though transfer of control may occur. Also, it is assumed 
that the base register coverage is provided in the problem program to permit branching to 
this alternate address. 
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teh. | | @ 


Indicates that register 15 has been preloaded with the branch address. 


If omitted, the WAIT macro instruction tests for complete or incomplete status without 
testing for exceptions. If ALL is specified as positional parameter 1, this parameter must be 
blank. 


The WAIT macro instruction is written in the problem program at the point where 
processing cannot logically proceed until either the completion of related I/O requests 
initiated by the EXCP macro instruction or synchronization with another task. When 
utilized for 1/0, the WAIT macro instruction is executed in reference to a single CCB or 
to the I/O counter in the task control block. If the related |/O operation is completed, 
control is returned immediately and processing continues without interruption. If the 1/O 
operation is not complete, the task is placed in a wait state and program control is 
passed to another task. As each I/O operation is completed, the interrupt servicing 
routine posts the CCB as complete, decrements the !/O counter in the task control block 
and clears the wait bit so that control can be returned by the program switching routine. 
When a task being awaited completes, the waiting task is reactivated and control is 
returned to the point of interruption (immediately following the WAIT macro instruction 
that resulted in the delay). 








Examples: 
LABEL AOPERATIONA OPERAND A 
10 16 
me Came Se WALT, Ss Pe PRCCBI. wateiaet oo ee ee et pees oe ee aa a Oa eee an eam 
COE COP es Wane nie s 7 CB2. spose sl pen ee pen ge ob p ie pel ee Reese dae 
WALT. tg (il 5). ee oe oes ae nei MepoP oh ie ops 
A ki 7 geld! ouch ste Yah ob Sie Ps rept pee lepisy s ie fe aie. 





4.3.2. Multiple 1/O Wait (WAITM) 
Function: 


The WAITM macro instruction temporarily suspends program execution until any one of 
several I/O operations specified by the instruction is completed. Upon completion of one 
of the |/O operations, control is returned to the program at the point immediately following 
the WAITM macro instruction, with register 1 containing the address of the CCB 
associated with the |/O operation. The appropriate wait indicators will be cleared with 
regard to the unfinished I/O operation. 


Format: 





A OPERATION A OPERAND 











CCB-name-1,CCB-name-2[,... 
list-name 
(1) 


,CCB-name-n] 
[symbol] 
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@ Positional Parameter 1: 


CCB-name-1,CCB-name-2,[,...,CCB-name-n] 
Specifies the symbolic addresses of the CCBs to be tested that are associated 
with the I/O operations to be awaited. At least two CCBs must be specified. 


list-name 
This is a single entry which specifies the symbolic address of a list containing 
full-word addresses of CCBs associated with the !/O operations to be awaited. 
The byte following the last full word must be nonzero to indicate end of table. 


(1) 
Indicates that register 1 has been preloaded with the address of the list of CCB 
addresses. 


NOTE: 


The WAITM macro instruction also may specify a combination of CCB and ECB addresses 
as parameters. See also the multiple task wait macro instruction described in 7.4.3. 


When this macro instruction is executed, each referenced CCB is marked as being awaited. 
Upon completion of a marked CCB, the waiting task is activated and the remaining CCBs that 
are marked as being awaited are cleared. 


& The WAITM macro instruction always requires more than one event to be tested. If only one 
event is to be tested, use the WAIT macro instruction. 


4.4. BLOCK NUMBERED TAPE FILES 


OS/3 can process magnetic tapes with or without block numbers. The use of block 
numbers reduces the possibility of incorrect tape positioning and therefore incorrect tape 
processing. This is especially helpful for error recovery on read and write commands and 
in restarting at a checkpoint. 


4.4.1. Block Number Field 


When the block numbering capability is being used, all blocks on tape except tape marks 
will include a 3-byte block number field as the first three bytes of the block. This 24-bit 
block number field consists of a 4-bit tape mark counter and a 20-bit block number 
counter. The block number counter reflects the number of blocks (including tape marks) 
written; the tape mark counter reflects the number of contiguous preceding tape marks 
since the last data block. The format of the block number field is shown in Figure 4—9. 
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Block Number Field 





0 3 
~~ eee 





= Preceding block is not a tape mark 
= Preceding block is a tape mark 








Tape mark counter 











All zeros if bit 0 = 0 


Tape Mark Block Number Counter 
0 to 7,, if bit 0 = 1. Number of 
contiguous preceding tape marks 


Counter 
me oe 2 
Block number counter Tape block number in binary 


Figure 4—9. Tape Block Number Field Format 









The first block on tape that is not a tape mark will contain a block number field with a 
block count of 1 plus the number of tape marks that preceded it. This block number count 
is incremented by 1 for each block and tape mark on the tape. If a volume contains more 
than one file, the count is continued from the preceding file on the volume and the blocks 
are consecutively numbered to the end of the tape. 


All label, data, and checkpoint blocks are counted and numbered; tape marks do not 
contain a block number field and are counted only. When a tape mark is written, the block 
number is incremented but is not written. When a tape mark is read, the count is merely 
incremented because there is no number to check. 


During input, the 3-byte actual block number (including the tape mark counter) in the 
physical block is checked against the expected block number. If there is a mismatch, 
Y appropriate error recovery is performed. Use of the tape mark counter in the block number 
field will have no effect on block numbered tapes that were written without the tape mark 
counter by an earlier supervisor. On input tapes, the first data block after a tape mark will 
indicate whether or not the tape contains a tape mark counter in the block number field. If 
there is a tape mark counter in the block number field of this block, it is assumed there 
are tape mark counters throughout the entire tape and these will be checked. If there is no 
tape mark counter in this block, it is assumed there are none throughout the entire tape 
and this field (bits O—3) will not be checked. On output tapes, all block numbered tapes 
will be written with a tape mark counter as part of the block number. The counter will 
contain a nonzero value only in the first data block following one or more tape marks. 


t @ 
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© 4.4.2. Tape Restrictions 


The 3-byte block number fields are added to standard labels on block numbered tapes. The 
three bytes precede the label identifier (VOL1, HDR1, etc.) making the label 83 bytes long. 
This is true for tapes written in ASCII as well as EBCDIC. Note that in the case of ASCII 
tapes, the 83-byte label is nonstandard. It can be used for internal processing, but cannot 
be used for information interchange. Block number processing will be exactly the same for 
both EBCDIC and ASCII tape files. Tape label formats for block numbered EBCDIC tapes 
are shown in Figures 6—17 through 6—21. 


Block numbers will be volume dependent and file independent. Files on a volume and 
volumes in a multivolume file must be all numbered or all unnumbered, not mixed. 


Block number processing is available for magnetic tapes on selector or multiplexer 
channels. These may be 9-track tapes, or 7-track odd parity tapes operating in data 
conversion mode. Block size of 7-track tapes operating in data conversion mode must be a 
multiple of 3. 


4.4.3. Input/Output Buffer 


When processing block numbered tapes you must reserve a 4-byte storage area 

immediately preceding your input/output area for supervisor processing of the block 

number. This 4-byte block number area, and the input/output area, must be aligned on a 

full-word boundary. Do not include these four bytes in either the location or the block size 
& of the input/output area. 


Block numbers will be checked when reading in either direction. When reading backward, 
you must be sure your input/output area is large enough to hold the entire block of data. 
lf the data is truncated on a backward read, the block number will be lost and incorrect 
positioning of the tape may result. 


4.4.4. Processing 


A number of software components are affected by block number processing; these include 
system generation, tape preparation, job control, automatic volume recognition, physical 
1OCS, data management, and system access technique (SAT) on tape files. Several control 
tables in main storage are also affected, including the systems information block, the 
device PUB trailer, and the CCB. These tables contain fields that are updated and bits that 
are set, tested, and cleared to reflect user options and processing events. 


Physical IOCS will perform block number processing for data management, tape SAT, and 
EXCP-level physical IOCS users. A general description of required and optional parameters 
and processing performed is contained on the following pages. Details pertinent to 
physical 1OCS users are contained in 4.4.5. Details of the requirement for tape SAT are 
contained in 6.5 to 6.10 of this manual. For data management details, refer to the data 
management user guide, UP-8068 (current version). 
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The supervisor must be configured to process block numbered tapes, in which case, the 
generated supervisor can process both numbered and unnumbered tapes. A bit in the SIB 
is set to indicate that the supervisor supports block numbering. If the supervisor does not 
have the block numbering capability, only unnumbered tapes can be processed; otherwise, 
misalignment and possible truncation of data will result because of the block number field. 





To use the block numbering capability of the supervisor, you must also reserve a 4-byte 
storage area, aligned on a full-word boundary, immediately preceding the input/output 
area. If you are a data management user, you indicate that you have reserved this 4-byte 
area by using the BKNO=YES parameter in the DTFMT macro instruction. If you are a tape 
SAT user, you do this by using the BKNO=YES parameter in the TCA macro instruction. If 
you are a physical |OCS user at the EXCP level, you must also indicate that you have 
reserved the 4-byte area by setting a bit in the CCB (4.4.5). 


You have the option not to use block number processing even though the supervisor has 
the capability and you have indicated there is a block number field preceding the 
input/output area. If you enter N as the first parameter in the VOL job control statement, 
block numbers will not be written on output tapes, and will be ignored if present on input 
tapes. 


Automatic volume recognition will read and store volume serial numbers and will set 
appropriate bits in the PUB trailer to indicate whether or not it is processing standard 
labeled tapes and block numbered tapes. 


The PUB trailer for a block numbered tape file will contain an expected block number. This 
number will reflect the next block number anticipated in a forward read and will be 
adjusted accordingly for backward reads. When the tape is read in either direction, the 
block number read from tape is stored in the PUB trailer and compared with the expected 
block number. If there is no discrepancy (and no other errors), control is returned to the 
user program. If there is a discrepancy, physical |OCS attempts to find the correct block by 
moving the tape backward or forward the number of blocks implied by the discrepancy. If 
the correct block is found, control is returned to the user. If the correct block cannot be 
found, the tape is left positioned where it was on the last attempt and an error message is 
sent to the console. 





When processing control macros, block number processing will not be performed, because 
no data transfer is involved. However, for commands involving single blocks (FSB, BSB), 
the block number count will be updated. 


On block numbered tapes, CCW chains with more than one tape movement command and 
multiblock BCW commands can be processed only through the first tape movement 
command. 


4.4.5. Physical |OCS Requirements and Options 


Physical lOCS users at the EXCP level have an additional requirement. Before issuing any 
EXCP macro instruction for a block numbered tape, you must set byte 3, bit 7, in the CCB. 
This indicates that the 4-byte block number field preceding the input/output buffer has 
been reserved. If this bit is not set, the job will be cancelled. 
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& You can request that block numbering be ignored on input tapes by setting byte O, bit 3, in 
the CCB before issuing an EXCP. In this case, block numbered tapes will be read, but the Y 
block numbers will not be verified. You must set this bit each time you want to ignore 
block number processing on a read. 


Another option available at the physical IOCS level is to accept unrecoverable errors. You 
can do this by setting byte 3, bit 1, in the CCB. You don't have to reset this bit for each 
EXCP; it need only be set once and stays set. 


On a read, if physical IOCS detects a variance between the expected block number and the 
actual block number and is unable to resolve this variance after ten retries, a console 
message is issued. If byte 3, bit 1 (accept unrecoverable errors) is set, the console 
message gives the operator opportunity to request a retry or accept the error. If retry is 
requested but is still unsuccessful, the operator will again be asked to request a retry or 
accept the error. If he accepts the error (or if he first requests retry and it is still 
unsuccessful), physical |OCS sets byte 2, bit 5 (block numbers not equal), and byte 2, bit 1 
(unrecoverable error). Physical 1OCS then sets byte 2, bit O, to indicate that CCB 
processing is complete and returns control to your program. On input, you should test byte 
2, bit 5, after the WAIT is executed to ensure that the correct block has been processed. 


If byte 3, bit 1 (accept unrecoverable errors) was not set, the operator has the option only 
to request a retry or cancel. If retry is requested but is still unsuccessful, the operator will 
again be asked to request a retry or cancel. 


@ On a write, if byte 3, bit 1, is set and the tape cannot be positioned correctly, a console 
message gives the operator the opportunity to accept the error or cancel. If this bit is not 
set, he must cancel. 
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5. Disk Space Management 


5.1. GENERAL 


Space management comprises a group of routines that provide you an efficient and 
completely automatic disk and diskette space accounting capability. These routines relieve 
you of the responsibility of knowing the precise contents of disk and diskette volumes. 
These routines also resolve competing demands for space allocation and establish 
standard interfaces with your other programs as well as job control, utility, and service 
programs. 


Using job control statements in your job stream at run time, you can enter the information 
required by these routines as parameters in your job control statements. For example, 
within your device assignment set you can use the EXT job control statement to allocate 

& space to a new disk or diskette file, or to extend a disk file. You can use the SCR 
statement to deallocate (scratch) a disk or diskette file. 


These functions can also be requested within your program. The following macro 
instructions are available: 


= ALLOC 

Allocates files. 
a EXTEND 

Extends files already allocated (disk only). 
= SCRTCH 

Scratches files that are no longer needed. 


@ RENAME 
Renames files (disk only). 


= OBTAIN 


Retrieves label and extent information. 
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For disk file processing, you may use all five of these macro instructions; for diskette file 
processing, you may use only ALLOC, SCRTCH, and OBTAIN. Diskette space management 
macro instructions are a compatible subset of the disk space management macro 
instructions. Although the formats are the same, there are some differences due to the 
different labelling patterns and physical characteristics. For convenience, disk and diskette 
macro instructions are described separately in this manual. 





5.2. DISK SPACE MANAGEMENT ROUTINES 


The disk space management routines are transient service routines. Allocation is 
accomplished by maintaining the volume table of contents (VTOC) through standard 
procedure for all files: system, temporary, and those considered permanent by the user. 
The VTOC is a permanently allocated, unmovable file which exists on every disk volume. 
The VTOC is addressed by the standard volume label and is included in a disk volume by 
the disk volume initialization program. The VTOC file comprises a control block, or set of 
control blocks, for each file on the volume and for all unused space on the volume. Refer 
to the data management user guide, UP-8068 (current version) for the formats and 
description of the VTOC and disk file labels. 


The disk space management routines maintain the VTOC by creating control blocks for 
new files and deleting control blocks for files removed from the volume. When a file is to 
be created, unused space is found for it by searching the appropriate blocks in the VTOC, 
allocating the space as the extents of the file, and removing the amount from free space. 
When a file is deleted, the control block for the file is removed from the VTOC; the extents 
previously assigned to the file are again available for allocation. © 





Both disk space management and the system access technique (SAT) allocate file space 
according to the characteristics of the device. Also, in the case of the 8418 Mod | disk 
subsystem, allocated file space is based on 400 cylinders; while on the 8418 Mod II disk 
subsystem, allocated file space is based on 800 cylinders. 


5.2.1. Allocate Routine 


The allocate routine assigns space to a new file or an existing file. After the validity of the 
request is ensured, the allocate routine locates space on the disk by using a format 5 label 
in the VTOC that satisfies the request. The routine then removes the definition of the 
available space from the format 5 label and assigns it to the requesting file. If the 
requesting file is new, a format 1 label and format 2 label, along with any needed format 3 
labels, are created and. placed in the VTOC. 


For a new split cylinder file, the allocation of the primary member results in the creation of 
a format 1 label, a format 2 label, a format 3 label (all physical extent information for a 
split file is kept in a common format 3 label), a format 6 label (all internal bookkeeping for 
a split file; e.g., available heads and format 1 pointers, are kept in a common format 6 
label). Allocation of subsequent members to the split file results in only the creation of 
format 1 and format 2 labels. Note that because all physical extent information about a 
split file is kept in a common format 3 label, the file limit is 13 extents (the limit is 16 for a 
nonsplit cylinder file). Note also that the acquisition of more space for an already existing 
split file, via the ALLOC macro instruction with the OLD parameter, must be requested for 
the primary member of the file. 
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& The services of the allocation routine are requested through the ALLOC macro instruction. 
Allocation is performed on a volume-by-volume basis; the inputs to the allocate routine for 
each file are the file control blocks (FCBs) of the file, or 8-byte file name. In the case of 
multivolume files, the volume sequence number must be set in register O by your calling 
program. The FCB must include a pointer to the extent request block (ERB); in a 
multivolume file, there is one ERB for each volume. The first FCB has 22 ERB pointers. 
When more than 22 volumes are allocated to this file, the first FCB has a next FCB 

pointer. 


Special considerations are given to allocations for run libraries which are created by job control 
for each job. The FCB and accompanying ERB are in main storage with the pointer to the ERB 
filled with zeros. The disk space management then assumes that the ERB immediately 
follows the FCB in storage. 


5.2.2. Extend Routine 


The extend routine assigns additional space to a file after that file’s initial space allocation 
has been exhausted. This secondary allocation (or extension) is handled automatically for 
data management by the system access technique (SAT), which provides a common 
interface to all disk subsystem types. When split files are extended, all files which belong 
to the same group are also extended. Any member of the split file, primary or subsequent, 
may be dynamically extended. The dynamic extension of a split file results in a new 
physical extent entry in the appropriate format 3 label. To avoid exceeding the limit of 13 

@ extent entries, a secondary allocation increment greater than 1 should be considered for 
heavily used (and extended) split files. 


The request for extension is made through the EXTEND macro instruction. When the file 
exhausts its initial allocation of space, data management calls the extend transient routine 
and the space (if available) is allocated in amounts specified by the secondary allocation of 
the format 1 label of that file. 


The extend routine always tries to assign space contiguous to the last space assigned to a 
file. This minimizes the number of separate extents required. If this attempt fails or if 
insufficient space is available, then space is assigned by first fit. For example, if four 
cylinders are requested, the space is assigned from the first format 5 extent encountered 
that has at least four cylinders. 


In the event that there is not sufficient space available to satisfy the extension increment 
specified in the format 1 label with contiguous space, disk space management will allocate the 


largest extent possible. If more space is required after a partial extension, additional extent 
requests can be made, as required. 


5.2.3. Scratch Routine 


The scratch routine deallocates disk space from a file and makes it available for future 
use. Scratch, after ensuring that the request is valid, removes the extents from format 1 or 
format 3, and records and updates format 5 records. The extent freed is placed in the 

@ correct position of the format 5 records, which are in ascending seqeunce. Format 1, 2, 
and 3 records are deleted from the VTOC and replaced with format O records if a file is 
scratched. 
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Scratching a member file of a split cylinder file results in the deletion of the corresponding 
format 1 and format 2 labels. Because the physical space allocated to the file is common 
to all its members, the space is returned to free space only when the last member of the 
file is scratched. At that point, the format 5 and format 6 labels are also deleted from the 
VTOC. Note that scratching the primary member of the split file will prevent the 
acquisition of new space for the file via ALLOC OLD. 





There are three basic scratch routines available: 
a scratch entire file; 
=" scratch files by prefix; and 


™ ~~ scratch all expired files. 


5.2.3.1. Scratch Entire File 


The VTOC is searched for a format 1 label that matches the 44-byte physical ID retrieved 
from the FCB. That entire file is then scratched. 


5.2.3.2. Scratch by Prefix 


The ability to scratch certain files which have identification fields beginning with the first four 
characters specified in a SCRTCH macro instruction parameter also is available. This allows 
you to deallocate temporary work files by a single call on space management routines. The 
characters $Y$ cannot be included in this prefix; this prevents you from scratching system files 
by mistake. 





5.2.3.3. Scratch All by Date 


This function permits you to scratch all files which have passed an expiration date that was 
included in the format 1 label expiration date field. The expiration date is compared to the date 
supplied by you; each format 1 label expiration date field is compared to this date and if it has 
expired, the file is scratched and that space is now available for reallocation. 


5.2.4. Rename Routine 


The rename routine allows you to apply a new file ID to a format 1 label. Youcan rename any file 
except a system scratch file (SSCR). The RENAME macro instruction initiates the rename 
routine. 


5.2.5. Obtain Routine 
The obtain routine allows you to access any block of the VTOC. The obtain routine is 


initiated by using the OBTAIN macro instruction; you have to provide the 8-byte file name, 
the absolute disk address of the block to be accessed, or have the FCB in main storage. 
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& 5.3. DISK MACRO INSTRUCTIONS 


The imperative macro instructions available to you with disk space management are: 
ALLOC, EXTEND, SCRTCH, RENAME, and OBTAIN. The ALLOC, EXTEND, and SCRTCH 
macro instructions are concerned with basic space accounting (allocating, extending, and 
deleting file space), while the RENAME and OBTAIN macro instructions provide support 
operations to allow you to change file ID and to access certain VTOC information. The 
following paragraphs give you a detailed description of each macro instruction. 


5.3.1. Assign Space to a New Disk File or to an Existing Disk File (ALLOC) 


Function: 





The ALLOC macro instruction assigns space to a new file or to an existing file. 
Allocation is performed on a volume-by-volume basis. For each volume of a file, the 
inputs to the allocate routine are the file control block (FCB) of the file and the 
corresponding extent request block (ERB), if required. 


Format: 











LABEL 


& [symbol] 


A OPERATION A OPERAND 


FCB-name 
filename-addr 7 | « roy sade 
(r) 
(1) 
vleenn OLONOFCE | 
: (0) 





Positional Parameter 1: 


FCB-name 
Specifies the symbolic address of the file control block. 


filename-addr 


Specifies the symbolic address of an 8-byte area in main storage in which you 
have stored the file name (as listed on the LFD job control card of the file). NOFCB 
must be entered as positional parameter 5. 


(1) 
Indicates that register 1 has been preloaded with the address of the file control block, 
or the address of the file name if NOFCB has been entered as positional parameter 5. 


Positional Parameter 2: 
error-addr 


é Specifies the symbolic address to which control is transferred if an error is 
encountered. 
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Indicates that a register (other than O or 1) has been preloaded with the error address. 





If omitted, the calling task will be abnormally terminated if an error occurs. 
Positional Parameter 3: 


vol-seq-no 
Specifies the volume number of a multivolume file to be allocated. 


If omitted, the value 1 is assumed. 


Positional Parameter 4: 


OLD 
Specifies that an old file is extended with information contained in the specified 
FCB and ERB rather than with the EXTEND macro instruction. 


If omitted, a new file is assumed. 


Positional! Parameter 5: 


NOFCB 
Specifies that positional parameter 1 refers to a file name instead of an FCB. In this 
case, Space management will issue an RDFCB macro instruction to read the FCB from 


the run library into the transient area. 





if omitted, it is assumed that positional parameter 1 refers to an FCB and that you have 
issued an RDFCB macro instruction for this file. 


(0) 
Indicates that register O has been preloaded with the information for positional 


parameters 3, 4, and 5: 


Bit 
22 1 = NOFCB 
23 1 = OLD (See positional parameter 4.) 


24—31 Volume sequence number. 

















Examples: 
LABEL AOPERATIONA OPERAND A 
10 16 
Oe ns aed ae | [Ait 2c 1 | FORU es tf se Oe 2 pos GEES Weel SN ce pes CO) eras SL i i pgp > 
eee er ee el (Oe ee es Ce oe ee ita Ae a Ge be et de. & 
oii tii | JALLOC aC if iS “2 sO.ED | 414 Poetucts heh py 
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@ 5.3.2. Assign Additional Space to an Existing Disk File (EXTEND) 


Function: 


The EXTEND macro instruction allows you to assign additional space to a Sequential 
Access Method (SAM) or a System Access Technique (SAT) file after its initial 
allocation of space has been exhausted. The extend routine is called by data 
management, or any user, only after the file runs out of space; the additional space, 
if available, is allocated in increments specified at the time of primary allocation. 


Format: 











LABEL A OPERATION A OPERAND 









FCB-name évovedar 
[symbol ] EXTEND filename-addr [4 a" (o) | 
(1) 
4} tuo 
(0) - 
@ Positional Parameter 1: 
FCB-name 


Specifies the symbolic address of the file control block. 


filename-addr 


Specifies the symbolic address of an 8-byte area in main storage in which you 
have stored the file name (as listed on the LFD job control card) of the file to be 
extended. 





(1) 
If FCBCORE is entered as positional parameter 5 or if bit 6 of register O is set to 


1, indicates that register 1 has been preloaded with the address of the file 
control block. 


If positional parameter 5 is omitted, indicates that register 1 has been preloaded 
with the address of the file name. 


Positional Parameter 2: 


error-addr 
Specifies the symbolic address to which control is transferred if an error is 
encountered. 
(r) 
& Indicates that a register (other than O or 1) has been preloaded with the error address. 


If omitted, the calling task will be abnormally terminated if-an error occurs. 
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Positional Parameter 3: 





01 
Specifies that the file is a SAM file. 


80 
Specifies that the file is a SAT file. 


Positional Parameter 4: 


vol-seq-no 
Specifies the volume number of a multivolume file to be extended. 


If omitted, the value 1 is assumed. 


Positional Parameter 5: 


FCBCORE 
Specifies that positional parameter 1 refers to the address of an FCB. This 
assumes you have issued an RDFCB macro instruction for this file. 


If omitted, it is assumed that positional parameter 1 refers to the address of a file 
name. In this case, space management will issue an RDFCB macro instruction to read 
the FCB from the run library into the transient area. 





(0) 
if filename-addr was specified as positional parameter 1, indicates that register O 
has been preloaded with the following information: 
Bit 
16—23 File type 


24—31 Volume sequence number 


If FCB-name was specified as positional parameter 1, indicates that register O 
has been preloaded with the following information: 


Bit 
6 1 = FCBCORE 
16—23 File type 


24—31 Volume sequence number 


This is an alternative to entering FCBCORE as positional parameter 5, and 
assumes that you have issued an RDFCB macro instruction for this file. & 
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@ Examples: 






OPERAND 














Idig Gs SIL CO tr vii tiiiri ti tu 
bea a Pe Pa Pe 









5.3.3. Scratch a Disk File (GCRTCH) 

Function: 
The SCRTCH macro instruction allows you to deallocate one or more files, identified 
by the 44-byte file ID, and make that space available for future use. Do not issue the 


SCRTCH macro instruction to a file that is currently open. 


Format: 









A OPERATION A OPERAND 


| FCB-name | at || Wares Guide \ 
ran 4 act yo s 








[symbol] SCRTCH 


Positional Parameter 1: 


FCB-name 
Specifies the symbolic address of the file contro! block (FCB) in main storage. 
(1) 
Indicates that register 1 has been preloaded with the address of the FCB in main 
storage. 


Positional Parameter 2: 


ALL 
Specifies that all files whose expiration date has been exceeded are to be 
deallocated. The expiration date must be included in the 3-byte expiration date 
field of the FCB. 


PREFIX 
Specifies that all files that have the specified 4-byte prefix are to be deallocated. 
The 4-byte prefix must be placed in bytes 76—79 of the FCB. 
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(0) & 


Indicates that register O has been preloaded with the following information: 
Bit 
O—7 Hexadecimal function code: 


Code Interpretation 


00 Scratch file. 
82 Scratch all by date. 
83 Scratch by prefix. 


If omitted, the file specified by the 44-byte file ID in the FCB is scratched. 


Positional Parameter 3: 


error-addr 
Specifies the symbolic address that receives control if an error is encountered. 


(r) 
Indicates that a register (other than O or 1) has been preloaded with the address 
of the error routine. 





If omitted, the calling task is abnormally terminated if an error occurs. 





Examples: 
LABEL pope lONe ‘i OPERAND A 
eens ea 
Pui. i., | CRTCH . ECBNAME, WALL, ERROR 


5.3.4. Rename a Disk File (RENAME) 


Function: 


The RENAME macro instruction permits you to assign a new physical file name to any 
file except a system scratch file. This is accomplished by specifying the new name to 
be used and the file ID as contained in the format 1 label. Do not issue the RENAME 
macro instruction to a file that is currently open. 
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Format: 


LABEL A OPERATION A OPERAND 


ernst | menane | {meth [fom] [fe 





Positional Parameter 1: 


param-list 
Specifies the symbolic address of a parameter list containing the 8-byte file 


name (as listed on the LFD job control card) and a new 44-byte file identifier. 


(1) 
Indicates that register 1 has been preloaded with the address of the parameter list. 


Positional Parameter 2: 


error-addr 
Specifies the symbolic address to which control is transferred if an error is 


encountered. 


(r) 
Indicates that a register (other than O or 1) has been preloaded with the error address. 


If omitted, the calling task will be abnormally terminated if an error occurs. 
Positional Parameter 3: 


vol-seq-no 
Specifies the volume number of a multivolume file to be renamed. 


If omitted, the value 1 is assumed. 


Examples: 









SOPERATIONA OPERAND 


G 16 eT ae 


een iia ie Vy oi aah le 
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5.3.5. Access VTOC User Block (OBTAIN) 


Function: 


The OBTAIN macro instruction allows you to access any user block in the VTOC. You 
must first construct the parameter list which specifies the file, the particular area of 
the VTOC that is of interest to you, and the address of a buffer in main storage where 
you want the retrieval data stored. 


Format: 








A OPERATION A OPERAND 


eae [ fee a E grt 


[,FCBCORE] 
















[symbol] OBTAIN 


Positional Parameter 1: 


param-list 
Specifies the symbolic address of a parameter list containing the following: 


Bytes O—7 
An 8-byte file name (as listed on the LFD job control card). 


Byte 8 
Function code of the requested service for the disk pack containing the 
volume sequence number specified by positional parameter 3: 





Code Interpretation 

00 VOL1 address in form Occchhrr 

01 Format 1 address in form Occchhrr 
02 Format 2 address in form Occchhrr 
03 Format 3 address in form Occchhrr 
04 Format 4 address in form Occchhrr 
05 Format 5 address in form Occchhrr 
06 Format 6 address in form Occchhrr 
80 Contents of VOL1 label 

81 Contents of format 1 label 

82 Contents of format 2 label 

83 Contents of format 3 label 

84 Contents of format 4 label 

85 Contents of format 5 label 

86 Contents of format 6 label 

87 Contents of label record located at the disk address which is 


in the first word of the buffer in the form Occchhrr. 
NOTE: 


Addresses in the form Occchhrr are in discontinuous binary, where ccc is 
the cylinder number, hh is the head number, and rr is the record number. 
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Bytes 9—11 
@ Buffer address of the storage area into which the addresses or label 
contents requested through byte eight are loaded. For codes 00 through 
06, the first word of the buffer contains the disk address of the label 
record. For code 87, you must store the disk address (in the form 
Occchhrr) of the label desired in bytes O through 3 of this buffer area. 


Bytes 12—15 


Symbolic address of the FCB in main storage. This field is required only 
if positional parameter 4 is specified. 


(1) 
Indicates that register 1 has been preloaded with the address of the parameter 
list. 


Positional Parameter 2: 


error-addr 
Specifies the symbolic address to which control is transferred if an error is 
encountered. 
(r) 
Indicates that a register (other than O or 1) has been preloaded with the error 
address. 
& If omitted, the calling task will be abnormally terminated if an error occurs. 


Positional Parameter 3: 
vol-seq-no 


Specifies the volume number of a multivolume file from which you retrieve the 
VTOC information. 


If omitted, a value of 1 is assumed. 


Positional Parameter 4: 


FCBCORE 
Specifies that the FCB is in main storage. The address of the FCB is contained 
within bytes 12—15 of the parameter list whose address is specified by 
positional parameter 1. 


If omitted, space management reads the FCB from disk, using the 8-byte file name 
contained in the parameter list. 


Examples: 


LABEL AOPERATIONA OPERAND A 
16 


® : z= 






Cy aes cae ne Bs | fo iS Gals PGE V0 sal ares ae Se sr CT See es es Oo 
iui i ba aes i eetpecthe Uo dk Sh fo Eines nce Oe ERED Sere toa ach olds Sb SAG hg io Farad tree noe i Eas town tie pan ee er 
es ae oa CO NN. RECOV. UN jog tte Bee Se 
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5.4. DISKETTE SPACE MANAGEMENT ROUTINES e 


The diskette space management routines are transient service routines. Space management 
is accomplished by maintaining information on the index track about the volume and files on 
the diskette. The index track on physical tack O has a fixed format. This track is divided into 
26 sectors with each sector 128 bytes long. Sectors 1 through 6 are reserved for physical 
information. Sector 7 is referred to as the volume label and is used to describe the diskette 
volume. Sectors 8 through 26 are referred to as file labels and define the files recorded on 
cylinders 1 through 74 of the diskette. Refer to the data management user guide, UP-8068 
(current version) for the format and description of the diskette file labels. 


5.5. DISKETTE MACRO INSTRUCTIONS 


Of the five macro instructions available for space management, only ALLOC, SCRTCH, and 
OBTAIN may be used for diskette space management. Also, you will note some variations 
in the parameter specifications. For example, the fourth parameter of the ALLOC macro 
instruction and the second parameter of the SCRTCH macro instruction are not used, and 
you can choose from only two types of label information in the first parameter of the 
OBTAIN macro instruction. 


5.5.1. Assign Space to a New Diskette File (ALLOC) 


Function: 





The ALLOC macro instruction assigns space on the diskette to a new file. The 
increments of allocation are sectors (128 bytes per sector). After ensuring the request 
is valid, the allocate routine locates space on the diskette by reading the index track 
and calculates the available space on the volume from user file labels 8 through 26. 
The routine then writes a new file label on the index track to allocate space to the file. 


Format: 


LABEL A OPERATION A OPERAND 
FCB-name error-addr 
filename-addr ’ (r) 

(1) 

| vol-seq-no ,, NOFCB | 

(0) 


[symbol] 





Positional Parameter 1: 


FCB-name 
Specifies the symbolic address of the file control block. 
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@ filename-addr 
Specifies the symbolic address of an 8-byte area in main storage in which you 
have stored the file name (as listed on the LFD job control card of the file). 
NOFCB must be entered as positional parameter 5. 


(1) 
Indicates that register 1 has been preloaded with the address of the file control 


block, or the address of the file name if NOFCB has been entered as positional 
parameter 5. 


Positional Parameter 2: 
error-addr 


Specifies the symbolic address to which control is transferred if an error is 
encountered. 


(r) 
Indicates that a register (other than O or 1) has been preloaded with the error 


address. 


If omitted, the calling task will be abnormally terminated if an error occurs. 


Positional Parameter 3: 


oe] vol-seq-no 


Specifies the volume number of a multivolume file to be allocated. 
If omitted, the value 1 is assumed. 
Positional Parameter 4: 


This parameter is not applicable, but a comma must be entered in this position if 
positional parameter 5 is used. 


Positional Parameter 5: 


NOFCB 
Specifies that positional parameter 1 refers to a file name instead of an FCB. In 
this case, space management will issue an RDFCB macro instruction to read the 
FCB from the run library into the transient area. 


If omitted, it is assumed that positional parameter 1 refers to an FCB and that you 
have issued an RDFCB macro instruction for this file. 


(0) 
Indicates that register O has been preloaded with the information for positional 
parameters 3, 4, and 5: 
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Bit 
22 1 = NOFCB 
23 O = new allocation 


24—31 Volume sequence number 


5.5.2. Scratch a Diskette File (SCRTCH) 


Function: 





The SCRTCH macro instruction deallocates diskette space for a file and makes it 
available for future use. After ensuring that the request is valid, the scratch routine 
searches the file labels for a file identifier (17 bytes) that matches the first 17 bytes of 
the 44-byte file ID retrieved from the FCB. If a match occurs, the file’s extent is 
scratched by marking the file label ‘deleted’. Do not issue the SCRTCH macro 
instruction to a file that is currently open. 


Format: 










A OPERATION A OPERAND 


Naar ca Ey E Netber | 












isymbol] SCRTCH 


Positional Parameter 1: 


FCB-name 
Specifies the symbolic address of the file control block (FCB) in main storage. 


(1) 
Indicates that register 1 has been preloaded with the address of the FCB in main 
storage. 
Positional Parameter 2: 


This parameter is not applicable, but a comma must be entered in this position if 
positional parameter 3 is used. 


Positional Parameter 3: 


error-addr 
Specifies the symbolic address that receives control if an error is encountered. & 
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@ (r) 


Indicates that a register (other than O or 1) has been preloaded with the address 
of the error routine. 


lf omitted, the calling task is abnormally terminated if an error occurs. 


5.5.3. Obtain Diskette Label Information (OBTAIN) 
Function: 


The OBTAIN macro instruction retrieves the volume label or any file label on the 
index track. After ensuring that the request is valid, the obtain routine locates the 
requested label and returns it in a buffer area in main storage. You must construct a 
parameter list which specifies the type of label requested and gives the address of 
your buffer. 


Format: 






LABEL A OPERATION A OPERAND 


ag \ [: ae a | E vee 


[,FCBCORE] 













[symbol] OBTAIN 


Positional Parameter 1: 


param-list 
Specifies the symbolic address of a parameter list containing the following: 


Bytes O—7 
An 8-byte file name (as listed on the LFD job control card). 
Byte 8 
Function code specifying the type of label requested. 
Code Interpretation 
80 Contents of index track label 7 
81 Contents of index track label for the file name specified in 
bytes O—7 
Bytes 9—11 


Buffer address of the storage area into which the label contents are to 
be loaded. This buffer must be at least 128 bytes. 


@ Bytes 12—15 


Symbolic address of the FCB in main storage. This field is required only 
if positional parameter 4 is specified. 
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Y (1) @ 


Indicates that register 1 has been preloaded with the address of the parameter 
list. 


Positional Parameter 2: 
error-addr 


Specifies the symbolic address to which control is transferred if an error is 
encountered. 


(r) 
Indicates that a register (other than O or 1) has been preloaded with the error 
address. 

If omitted, the calling task will be abnormally terminated if an error occurs. 


Positional Parameter 3: 


vol-seq-no 
Specifies the volume number of a multivolume file. 


If omitted, a value of 1 is assumed. 


Positional Parameter 4: 





FCBCORE 
Specifies that the FCB is in main storage. The address of the FCB is contained 


within bytes 12—15 of the parameter list whose address is specified by positional 
parameter 1. 


lf omitted, space management reads the FCB from disk, using the 8-byte file name 
contained in the parameter list. 


5.6. SPACE MANAGEMENT ERROR CODES 


Errors that occur during processing of your disk and diskette space management macro 
instructions cause a transient routine to be called into main storage. This error transient 
overlay routine places an appropriate error code into register 0, depending upon the type of 
error. If the error is not catastrophic (one that necessitates termination of your program), 
control is then switched to your error-handling routine (through the error-addr parameter of 
your macro instructions). If you do not include an error handling routine in your program, 
your task is terminated and control is returned to the supervisor. 


The system messages programmer reference, UP-8076 (current version) contains a list of 
space management error codes and their interpretation. 
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6. System Access Technique 


6.1. GENERAL 


The OS/3 includes several data management packages that allow you to process a wide 
variety of file types in several different ways. System access technique (SAT) is a 
specialized block level device handler that provides great efficiency in handling disk and 
tape files. 


This section provides you with a brief functional description of SAT operation techniques, 
and an explanation of the interface that is available to modify SAT operation or to 
construct your own handler modules. 


& SAT techniques and macro instructions to define and control disk files are described 
Starting at 6.2. SAT techniques and macro instructions to define and control tape files are 
described starting at 6.5. 


6.2. DISK SAT FILE ORGANIZATION AND ADDRESSING METHODS 

SAT files may be segmented into logical parts called partitions with each partition having 
distinct physical and logical characteristics. Each partition is defined by a PCA macro 
instruction, which generates a partition control appendage to the DTF file table. Up to 
seven partitions may be defined within a single file. 

6.2.1. PCA Table Entries Used in Addressing 

The addressing of physical blocks being accessed from a partition is controlled by two 
entries in the partition control appendage (PCA) table in main storage. A PCA table (Figure 
6—1) is created for each partition processed and is used as a reference by the program. 
The two entries in the PCA table that affect addressing are: 

= Current ID 


a End of data ID 


The current ID is the starting address of the logical partition or the address of the current 
& block being processed. 
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The end of data ID is the last logical block of the partition. © 


When you open your file with the OPEN macro instruction, the current ID and end of 
data ID for each partition in the file referenced are initialized to the start and end of that 
partition. When sequential processing (SEQ keyword parameter) is performed, successful 
completion of the GET and PUT macro instructions results in the current ID being 
incremented to the next physical block of the partition. This incrementation, which occurs 
after the wait, continues until the end of data ID is encountered; this indicates that all 
blocks in a file have been processed. 


Provisions are also made to allow you to access blocks in other than sequential method. 
The current ID is the same address as the label of your PCA (partition). This is a 4-byte 
field containing a right-justified hexadecimal number representing the block to be 
referenced relative to the first block of the partition. 


When first initialized, this field contains a 1 corresponding to the first block of the partition. If 
you wish to access a particular individual block, you must load the relative block number into 
the PCA address; this causes the current ID to reflect the block you want to access. 


Byte 































0 current ID 
4 max relative block 
8 logical blocks/track 
16 lOAREA/address 
24 lace factor/key length 


PCA FLAGS 


o 
a 
ise] 
= 





0 Format write 4 Verify required/initial allocation 
1 Interlace 5 No extension permitted 

2 SEQ = Yes 6 interlace adjust/keyed data 

3 Write verify 7 LBLK specified 


Figure 6—1. Partition Control Appendage (PCA} Table Format 
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When searching by key (READE and READH macro instructions) you must know the relative 
& address of at least one block on the track you wish to search. Once again, when you open the 
file, the current ID and end of data ID of the partition are intialized. However, you must initialize 
the current ID to the relative block address of a block on the track you wish to search. Next, you 
place the key for which you want a match (or match and higher) into the first key length bytes of 
the |/O buffer area. When you issue the READE or READH macro instruction, a search of the 
track begins. A successful search results in the current ID field being loaded with the address of 
the block retrieved by the match. If the SEQ keyword parameter was specified in the PCA 
macro instruction, the address contained in the current ID field will be the block just read plus 1. 


When using the SEEK macro instruction, there is no updating of the PCA table entries. In this 
case, after the file is opened, place the relative block number of any block on the track you want 
to access into the current ID field of the PCA. 


6.2.2. Block Addressing by Key 


Blocks are addressed either by key or by relative ID. You create a partition using keyed data 
blocks (Figure 6—2) by specifying the KEYLEN keyword parameter of the PCA declarative 
macro instruction. The key is placed in the first part of the |/O buffer area and is left-justified; 
when the PUT macro instruction is issued, the block is then written from the I/O area and to 
disk by PIOCS. To read data blocks by key, place the key ID into the first key length area of 
1/O buffer area. The instruction to read allows you two options. First, you can access a 
specific block by using the READE macro instruction which searches for a matching 
(equal) key; this block is then read into the I/O area for you to process. You can use the 

& READH macro instruction where the key is placed in the first part of the |!/O buffer area. 
As the block with the matching key or higher is located, that block is read into the |/O 
buffer area. 


6.2.3. Block Addressing by Relative Block Number 


When you address by relative block number, the current ID field of the PCA will contain the 
relative block number of the current block being referenced. (The first block of each partition is 
relative block 1, the second is 2, etc.) Load the relative block number of the block you wish to 
access, then issue a GET macro instruction to read the block or a PUT macro instruction to write 
the biock. 


WITH KEYS 


---—- 
{ | 
| count key data 


basi 


aa cial aarommccearne! 


Figure 6—2. Record Formats for Disk Devices (Part 1 of 2) 
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WITHOUT KEYS 











---- 
| 
| count | data 
L | 
Cc D rf A CAPE 
B 
LEGEND 


Cc = Count field length (8 bytes). Count field is used only by data management. 
K = Key field length (3—255 bytes) 
D = Data field length 

B = Block length (< track length and cannot span track boundaries) 


Figure 6—2. Record Formats for Disk Devices (Part 2 of 2) 


6.2.4. Disk Space Control 


Space required for new files is allocated and scratched using the standard disk space 
management routines. Requests for temporary disk space are handled through job control; 
space allocated in this manner is released at the end of job step. 


Allocation of disk space to your partitions is on a serial basis; first, the partition 1 space 
requirements are filled from the first available tracks of the extents, then the other 
partitions are satisfied in sequence. 





Specify the initial space allocation to a partition using the SIZE keyword parameter of the PCA 
macro instruction. This is represented as a percentage value of the overall file. 


To calculate the SIZE entry, use the following formula: 


BLKSIZE x Percentage 
Total 


SIZE = 
For example, if you have a file requiring three partitions, as follows: 
Partition 1 
Block size is 1024 bytes. Approximately 40% of the blocks in the file are this size. 
Partition 2 
Block size is 256 bytes. Approximately 50% of the blocks in the file are this size. 


Partition 3 


Block size is 768 bytes. Approximately 10% of the blocks in the file are this size. 





NOTE: 


Block size is specified for each partition by the BLKSIZE keyword parameter in the 
PCA macro instruction. 
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Then, divide the result of each BLKSIZE times the percentage value by the total for all the 
partitions. If necessary, round the results so that the total for all partitions does not exceed 100 
percent. Use this value as the specification for the SIZE keyword parameter in the PCA macro 
instruction for the partition. 


Partition No. BLKSIZE Percentage Result SIZE 
1 1024 40 40960 67 

2 256 50 12800 21 

3 768 10 _7680 12 

Total 61440 100 


If all the blocks in your file are of equal size and each partition will contain the same 
number of words, you would simply use the percentage of the overall file with the SIZE 
keyword entry. For example, if your file consisted of three partitions, each containing the 
same number of blocks of the same size, the entry in the PCA macro instruction for each 
partition of the file would be SIZE=33. 


Dynamic allocation is given as a unit of store (UOS keyword parameter). The unit of store is a 
percentage of secondary allocation and cannot exceed 100 percent. The total of secondary 
allocation is given by an EXT job control statement. If you do not use the SIZE keyword 
parameter to specified initial space allocation, the initial allocation to the partition is equal to 
the percentage specified in the UOS keyword parameter. When the UOS keyword parameter is 
not specified, no extension to your file can be made. When you do not specify either the SIZE or 
UOS keyword parameter, an amount of disk space equal to 1 percent of your files is 
allocated to the partition. 


Once the file is established and you have specified a UOS, the partition can be extended by this 
percentage. This occurs each time your PUT macro instruction references a block beyond the 
current maximum block address for the partition. If the new allocation cannot satisfy the 
current PUT macro instruction demands, an error will be indicated. However, partitions will not 
be extended beyond the volume on which the file resides. 


6.2.5. Record Interlace 


Record interlace is a technique available to you that reduces the effects of rotational 
delay when processing partitioned files, accessed sequentially. The interlace function is 
optional and, when specified, is completely controlled by SAT. 


During file creation, the interlace function automatically arranges the physical records 
(blocks) in the file so that several blocks can be accessed during one disk rotation and, at 
the same time, provides the necessary interval between block accesses (time frame). This 
time frame is based on a lace factor specified in the LACE keyword parameter when you 
define a partition by using the PCA macro instruction (6.3.2). When the file is opened by 
the OPEN macro instruction, this lace factor is applied to the performance of the particular 
device type being used. 


6-5 
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The lace factor determines the spacing of sequential blocks on the track; a lace factor of 4 
results in the next logical block occurring at a minimum interval of 4 blocks. Calculation of & 


the lace factor is described in 6.2.5.2. 





Figure 6—3 illustrates some of the factors involved in accomplishing interlace: 
= Number of physical blocks on each track 

a 1/O time (time required to input or output a block) 

™ Sector time (average interval available to each block) 


™ Time frame (time between block accesses) 


Physical Block Number 1 2 3 4 5 6 


Logical Block Number 








1/0 Sector 
Time Time 
Fetes Fett 
Logical Blocks Read 
or Written During First 
Disk Revolution a 
Time Frame 


Figure 6—3. Definition of Interlace Variables 


6.2.5.1. Interlace Operation 


Figure 6—4 illustrates the advantage of interlace accessing. For example, assume that a 
file contains ten 1024-byte blocks per track and the disk subsystem being used has a 
rotational speed of 21.4 ms per revolution. If the blocks were stored sequentially on the 
track in contiguous locations, it would require ten revolutions to sequentially access all ten 
blocks, or a total of 214 ms (exclusive of head positioning and latency for initial access!. 
However, using an interlace factor of 4, all ten blocks could be accessed in 81.32 ms 
because the last block would be retrieved before completion of the fourth disk revolution. 
This performance can be obtained only if your required time between block accesses is not 
more than the actual time frame. 
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© Without Interlace With Interlace 








Physical Block No. 1 2 3 4 5 6 7 8 9 10 1 2 3 4 5 6 7 8 9 10 
Logical Block No. lif 3/4] 5 6] 7] slo 10 1] ela] oe] 2 7 510] 3] 8 | 












Revolution 

















Logical Blocks 
Read or Written 
During Each 

Disk Revolution 









































@ Figure 6—4. Interlace Accessing 


Successful interlace operation requires that the I/O orders must be issued within a 
specific time frame. The lace factor, therefore, determines how blocks are to be spaced on 
the track to ensure that the actual time frame (which includes both user and SAT 
overhead) is equal to or greater than your estimate of required time between block 
accesses. 


A lace factor of 4 means that the blocks will be spaced in sufficient intervals (every 4th 
block) to produce an actual time frame that is equal to or greater than the estimated 
required time frame. 


To calculate the lace factor, use the formula described in 6.2.5.2. Although the formula is 
based on the use of the 8416 disk subsystem, all lace factor calculations must be 
performed by using this formula, regardless of the actual disk subsystem being used. 
When the file is opened by the OPEN macro instruction, the specified lace factor will be 
applied to the performance of the particular disk subsystem being accessed. If necessary, 
SAT will adjust the lace factor to the capacity and speed of the specific device so that a 
similar time frame will be maintained for interlaced files processed on all supported disk 
subsystems. 


IEE EEE EE 
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6.2.5.2. Lace Factor Calculation @ 
The lace factor is calculated in two steps by using the following formula: 
1. ee x .535 = Calculated Sector Time 


Required Time Frame 


Galcwated Secor Time + 1 (rounded high) = Lace Factor 


For example, if you are using a block size of 1024 bytes, first calculate the sector time in 
milliseconds: 


1024 7 
56 x .535 = 2.14 ms 

Then calculate the lace factor using an estimate of the processing time required between 
block accesses. For this example, let us use a required time frame estimate of 7.48 ms: 


~ 


4 
14 


ls 


= 3.49 + 1 = 4.49 rounded to 4 


NO 


The result is a lace factor of 4. In the PCA macro instruction statement for this partition, 
enter the keyword parameter LACE=4. 





NOTE: 


When the time frame exceeds 21.4 ms, it should be divided by 21.4 and the remainder 
should be used as the time frame in the foregoing calculation. 


6.2.6. Accessing Multiple Blocks 


When you are engaged in sequential processing (SEQ=YES specified in PCA macro 
instruction), you can read or write more than one block with each SAT imperative macro 
instruction that is issued. This is done by specifying the number of blocks you wish to access 
together by using the LBLK keyword parameter of the PCA macro instruction. However, when 
you use multiple buffer accessing, be certain that your |/O buffer area has enough contiguous 
space to contain the blocks. Also, if you are creating the partition by using the format write 
option, (FORMAT=NO), an additional 8-byte area, used to construct the count field, must 
immediately precede the first buffer area. During input operations, fewer than the requested 
number of blocks may be read if the end of data ID is encountered. The |/O count field (bytes 44 
and 45) of the DTF (Figure 6—5) will contain the number of buffers not acted upon. 


Normally, SAT makes a single reference to physical IOCS for the number of blocks requested. If 
an end-of-track condition is encountered for any block other than the last block of the request, 
SAT makes an additional reference to physical IOCS to access the next track. For interlaced 
files, SAT makes one reference to physical |OCS for each block requested. If an end-of-block 
condition is encountered on the last, or only, block requested, an information bit will be set in 
the error status field (byte 50, bit O, of the DTF) to indicate the last block on that track has 
been accessed. 





The LBLK keyword parameter specifies the number of blocks required, within a range from 1 to 
255; however, the total size of the buffer cannot exceed 32,767 bytes. 
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12 


16 


20 


24 


28 


36 


40 


44 


48 


52 


60 


64 


68 


72 


76 


contro} 1 \/O error count 





transmission byte 





next CAW 





residual byte count 





reserved 















sense byte 0 


sense byte 4 


CCW address 


PIOCB address 





sense byte 1 


sense byte 5 


sense byte 2 





sense byte 3 





device status channel status 


filename 





module flags 


number of vols current vol no. 












1/0 count 





OTF type code (cont) 


err msg code 


command code 





function code 


current PCA address 






DTF type code 


error flags 


1OCS module address 


a | 


error exit address 





current I/O address 





current block size 






reserved sectors/block 





reserved 
uuu 


current cylinder 














current head reserved 





current sector reserved 


address of extent storage 





PCA count 


file low head 


PCA ID 1 





PCA ID7 


allocation incr 







share flags ext table entries available 





tracks per cylinder 


file high head 





address of PCA 1 


address of PCA 7 (if present) 





Figure 6—5. Define the File (DTF) Table Format (Part 1 of 2) 





















UPDATE LEVEL 
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MODULE FLAGS ERROR FLAGS 
Byte 1 Bit 0 Open Byte 1 Bit O Access to last record on track @ 
1 Wait required 1 Invalid 1D 
2 WAIT = Yes 2 Invalid PCA 
3 Sector type disk 3 Hardware error 
4 F2 active 4 Reserved 
5 No extension made 5 Reserved 
6 FCB not found 6 Reserved 
7 Multiple |/O permitted 7 Reserved 
Byte 2 Bit O Search wait required Byte 2 Bit 0 1/O complete 
1 Cylinder alignment 1 Unrecoverable error 
2 Format entered by extend 2 Unique unit error 
3 Reserved 3 No record found 
4 Library lock required 4 Unit exception 
5 FCB in core 5 Reserved 
6 Single mount 6 End of track 
7 Unassigned space available 7 End of cylinder 


Figure 6—5. Define the File (DTF} Table Format (Part 2 of 2) 


6.3. DISK SAT FILE INTERFACE 


Interface with SAT files is through declarative and imperative macro instructions. The DTFPF 
declarative macro instruction is used to define your overall file structure, while a Separate PCA 
declarative macro instruction is required to define each of the partitions which make up a 
particular file. 


The imperative macro instructions allow you to control file activity; the set of imperative macro 
instructions varies slightly, depending upon the type of accessing you specify. The following & 
paragraphs describe these interfaces in detail. 





6.3.1. Define a New File (DTFPF) 


When organizing your partitioned file, you must assign a unique name (filename) to the file and 
describe certain operating characteristics as well as physical characteristics of your file. This is 
accomplished by the define the file partitioned file (DTFPF) macro instruction which creates a 
table in main storage (Figure 6—5) that can be referenced by the system. 


This is a declarative macro instruction and must not appear in a sequence of executable code. 


Format: 
A OPERATION A OPERAND 


filename PCA 1=partition-name 


tascecned 
EXC 
EXCR 
SRDO 
SRD 
SUPD 
SADD 
[,ALINE=YES] 
[,ERROR=symbo!] 
[,EXTENTS=n] 

|, FCB=YES] 
[,LIBUP=Y ES] 
{,WAIT=YES] 


,ACCESS= 
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@ The DTFPF macro instruction provides up to six operating/physical characteristic 

specifications and allows you to name from 1 to 7 file partitions. In its most abbreviated 

form, the DTFPF macro instruction contains only the required partition names (one for each 

PCA macro instruction) supplied by using the PCA1 through PCA7 keyword parameters. For 

file operation, these keywords must be specified in sequence with no intervening keywords 

missing. The remaining six keyword parameters, when not specifically listed in your DTFPF 

macro instruction, assume a predetermined value or condition (default). These keyword 
parameter defaults are as follows: 





Keyword Default 
ALINE PCAs start on track boundaries. 
ERROR Program will terminate when a major file error occurs. 


EXTENTS No extent table will be generated with the DTFPF macro instruction. 


FCB The file control block (FCB), which controls file |/O, is placed into the 
transient area of main storage during file open operations. 


LIBUP or The file being accessed cannot be written into. This is a read-only lock: 
ACCESS for the file. 


WAIT You must issue a WAITF macro instruction after each !/O operation 
@ (GET, PUT, READE, or READH). 


The default values and characteristics applied to your file partition represent the most common 
usage. However, you have the option of specifying your own parameters for these keywords. 
This enables tailoring the file to suit your own particular needs. For example, you may want to 
use your own error routine to handle file errors. The following options are available: 


= When creating a file, you can have your PCAs start and end on cylinder boundaries by 
specifying ALINE=YES in your DTFPF macro instruction. 


= = When you want the program to branch to your own error routine when a file error occurs, 
provide the address (symbol) of the error routine by specifying ERROR=symbolic address. 


= Anextent table can be generated for you if you specify the EXTENTS keyword parameter. 
When your DTFPF macro instruction references one of the standard system library 
files (SY$LOD, SYSSRC, SYSMAC, SYSOBJ, or $Y$JCS), you must use the EXTENTS 
keyword parameter to specify the number of extent entries you want to be allocated. 
The number of extents required is calculated by added the number of extents 
allocated (to the file) to the number of partitions in the file. 


When standard system libraries are being accessed, 18 extents are recommended to be 
specified as EXTENTS=18. 
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# File control blocks (FCBs) are used to make information available about a file or & 
partition to the system. Normally, the FCB is placed in the transient area when the 
OPEN macro instruction is issued. However, you may place an FCB in the I/O area 
specified in the PCA macro instruction for the first or only partition of the file. This area 
address is specified by the IOAREA1 keyword parameter of the PCA macro instruction 
(6.3.2). 





Y = There are several ways to request a specific type of filelock. If you use LIBUP=YES, 
when the file is opened, it is reserved for exclusive use of the job step until it is 
closed. No access by any other task will be permitted. 


You can request the same type of filelock using the ACCESS=EXC keyword parameter 
entry instead of LIBUP=YES. The ACCESS parameter -provides an expanded filelock 
capability with more options available (see 6.3.1.1). 


= Normally, you must issue a WAITF macro instruction after each I/O function to assure 
completion of the input or output operation and to set particular status bytes in the DTFPF 
reference table. However, you can have SAT initiate this waiting period by specifying 
WAIT=YES. When specifying the WAIT keyword parameter, you don’t have to use the 
WAITF macro instruction. 


Y 


6.3.1.1. Filelocks 


The use of filelocks enables you to restrict access to your files. A filelock is applied when a 
file is opened and remains in effect until it is closed. You can choose the specific type of 
restriction you want for a file during the execution of your job step. For example, you may 
want exclusive use of the file, or you may want to permit other tasks to read but not write. 





The files that may be locked and the type of filelock processing performed are determined 
by a combination of system generation, job control, and SAT options. The FILELOCK 
parameter at system generation (refer to the system installation user guide, UP-8074 
(current version) specifies the type of filelocks available and the types of files affected. The 
LIBUP (6.3.1) or ACCESS (6.3.1.2) parameter in your DTFPF macro instruction, specifies 
the type of lock you want to be applied to that file. The LBL job control statement assigns a 
lock ID to your user file (refer to the job control user guide, UP-8065 (current version)), and 
the ACCESS parameter in the DD job control statement at run time adds or changes the 
ACCESS parameter in the DTFPF. 
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& 6.3.1.2. Shared Filelock Capability 


The ACCESS parameter provides a greater filelock capability than the LIBUP parameter. 
They should not be used together. If both appear in the same DTFPF, the ACCESS 
parameter supersedes LIBUP. The ACCESS options can only be_ used _ if 
FILELOCK=SHARED was specified at system generation. The filelock options available 
with ACCESS are: 


ACCESS= EXC 


Requests exclusive use of the file. You may read, update, and extend the file. No 
access is permitted by any other task. This type of filelock is the same as that 
requested by the LIBUP=YES parameter entry. 


ACCESS=EXCR 


Requests exclusive-read use of the file. You may read, update, and extend the file. 
Other tasks may also read the file, but may not write. 


ACCESS=SRDO 


Requests shared-read-only access to the file. You intend only to read the file. Other 
tasks may also read the file. No writing is permitted. This type of filelock is the same 
as the default of LIBUP. 


e ACCESS=SRD 


Requests shared-read access to the file. You intend to read the file. Other tasks may 
read, update, or extend the file. 


ACCESS=SUPD 


Requests shared-update access to the file. You intend to read and update the file, but 
will not be extending it. Other tasks may only read the file. 


ACCESS=SADD 


Requests shared-add access to the file. You intend to read, update, and extend the 
file. Other tasks may only read the file. 
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6.3.2. Defining a Partition (PCA) 





Once your file is defined and each file partition is listed by using the PCA1 through PCA7 
keyword parameters of the DTFPF macro instruction, the characteristics of each partition 
appendage must be described. This is done by using the partition control appendage (PCA) 
macro instruction. 


This is a declarative macro instruction and must not appear in a sequence of executable code. 


Format: 






AOPERATION A OPERAND 





BLKSIZE=n 
,OAREA1=symbol 
[,EODADDR=symbol!] 
[,FORMAT=NO] 
[,.KEYLEN=n] 
[,LACE=n] 

[| LBLK=n] 
[,SEQ=YES] 
LSIZE=n] 

[,UOS=n] 
[,VERIFY=YES] 


partition- 
name 





The partition name for a particular PCA macro instruction is the same as that assigned by 
the PCAn keyword parameter in the DTFPF macro instruction. The keywords allow you to 
specify up to 10 operating and physical characteristics for each partition; these 
characteristics are placed in a PCA table in main storage together with a current ID and end 
of data ID. In its most abbreviated form, it is required only that you specify the size, in bytes, 
of the blocks in the partition (BLKSIZE=n) and the address of an input/output area where 
the blocks are going to be processed (IOAREA1=symbol). The size of the I/O area is the 
same as the BLKSIZE specification. The remaining keywords, when not specifically listed, 
assume their default conditions as follows: 
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EODADDR 


FORMAT 


KEYLEN 


LACE 


LBLK 


SEQ 


SIZE 


UOS 


VERIFY 
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When the GET macro instruction accesses the block with the relative 
block number equal to the end of data ID for that partition, SAT assumes 
there is no end of data routine for this partition and indicates that an 
invalid ID has been requested. 


Space allocated to the partition on 8411, 8414, and 8430 disk 
subsystems is preformatted. This is used when writing new files in 
which each block is written in format (count field followed by either a 
data field or a key field and data field). 

Assumes blocks will not be referenced by key. 


Assumes that no interlace is to be applied. LACE and FORMAT keyword 
parameters are mutually exclusive. 


One block (the size as specified in the BLKSIZE keyword parameter) 
comprises one logical block (LBLK=1). 


The file is not treated as a sequential file and you must provide the 4-byte 
current ID field at the address of the PCA being referenced for each |/O 
request (WRITE ID and READ ID macro instructions). 


The new file partition being defined requires one percent of the total file 
allocation (SIZE=1). 


The Unit Of Store (secondary allocation of disk space) has a value of 1. 


No verification (parity check) of block writing is performed. 


The default values of the PCA macro instruction represent the most common usage. However, 
you have the option of specifying your own parameters for these keywords. Certain keywords 
are interrelated; the following are some examples: 


= Some of these are mutually exclusive, like the FORMAT and LACE keyword parameters 
since you cannot use format write (WRITE ID) and interlace simultaneously. 


= Some are required together, like the SEQ and EODADDR keyword parameters. 


The LACE keyword parameter must be specified for interlace files. The lace factor is based 


upon the 8416 disk subsystem and is adjusted by SAT for all other disk subsystems. 


The SIZE keyword parameter is applicable only to files being created. 


a The BLKSIZE, IOAREA1, and the LBLK keyword parameters are also interrelated. 
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User-supplied options to the PCA macro instruction keywords are as follows: & 


= When specifying blocksize (BLKSIZE keyword parameter), also specify the size of the |/O 
area. When using 8416 disk subsystem, specify this value in multiples of 256 since 
this is the size of the fixed sectors on that device. The multiple buffer keyword 
parameter (LBLK) specifies the number of blocks that can fit within this |/O area. 


= = If specifying sequential file processing (SEQ=YES), inform the program at which point file 
processing should terminate. This is done by specifying the end of data (EODADDR) 
keyword parameter address. When the GET macro instruction accesses the block with the 
relative block number equal to the end of data ID for that partition, SAT transfers control to 
the address specified by the EODADDR keyword parameter. 


= If loading your file on a device where the space allocated is not preformatted 
(FORMAT=NO), a format write command is issued by SAT for each PUT macro instruction 
that references a relative block number equal to the end-of-data address of the partition 
being accessed. A data write command is issued by SAT for each PUT macro instruction 
that references relative block numbers less than the current end of data address. 


This means that data written in the area outside the existing file partition area is written as 
a new file while those within the existing file partition are written as update records. 


= The address of the input/output area needed to process records is specified by the 
IOAREA keyword parameter. The length of this area is specified by the BLKSIZE keyword 
parameter. 





= When you have interlaced creation or retrieval of sequential files, specify the LACE 
keyword parameter to achieve most efficient processing. This value is computed for the 
8416 disk subsystem and is modified by SAT to make other disk subsystems conform 
to a similar access pattern. A thorough discussion of interlace operation and 
computation is provided in 6.2.5. 


m Under certain circumstances, you may desire to retrieve more than one physical block to 
construct one logical block. In this case, specify the block size through the BLKSIZE 
keyword parameter. The LBLK keyword parameter would then specify the number of 
physical blocks within the logical block. For example, assume that your physical blocks 
are 256 bytes long and that you must have four of these to make up your logical block. 


PHYSICAL BLOCK 


a a ee a ea ee eee 


LOGICAL BLOCK 





The following would be specified: 





BLKSIZE=256 
LBLK=4 
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= When you wish to process a file sequentially, you can specify SEQ=YES. When the OPEN 
@ macro instruction is issued, the open transient routine sets the current ID field to relative 
block 1 of the partition. Each subsequent GET or PUT macro instruction that is issued will 
transfer the next block in sequence to or from main storage. The current ID is updated after 
each GET or PUT macro instruction has been waited. 


Random processing of the sequential file can be achieved as well as sequential processing 
of random portions of the file by supplying the new value in the current ID field before any 
GET or PUT macro instruction is issued. 


= §Atthe time that you are organizing your file, specify the space required for the partition in 
the terms of a percentage of the overall file allocation. For example, if your file contained 
four partitions of equal size, you would specify SIZE=25. 


a If you feel that additional space may be needed to expand your file partition, specify this 
space in increments called units of store (UOS). A unit of store is a percentage of 
secondary allocation. 


Each time an attempt is made to write a block with a relative block number larger than the 
current maximum for the partition, a unit of store is added to the partition. For example, 
suppose that you had a secondary allocation of 10 cylinders and you wished to add 2 
cylinders to your partition each time you needed more space. You would specify: JOS=20 
since 2 cylinders are 20 percent of your secondary allocation. 


& If the block chosen to be added to the partition exceeds the unit of store, an invalid ID 
indication would be returned to the error field in your DTFPF table in main storage. 


= ~=If writing records to disk and you wish to be certain that the block written is complete 
and accurate, use the VERIFY=YES option. The blocks are check-read for parity. An 
additional disk rotation must be allowed for the verification process. 


= If blocks are to be addressed by key, use the KEYLEN keyword parameter to specify 
the length (3 to 255 bytes) of the key field in formatted records. 

6.3.3. Processing Partitioned SAT Files 

Once you have established your file on disk (that is, you have issued DTFPF and PCA 

macro instructions to describe and name your file), use the imperative macro instructions 

to open, control, and close your file processing. These macro instructions are universal, 

but are normally grouped according to their use as follows: 

= = Processing Blocks by Key — OPEN, PUT, WAITF, READE/READH, SEEK, CLOSE 

= ~=Processing Blocks by Relative Number — OPEN, GET, PUT, WAITF, SEEK, CLOSE 

The following paragraphs give a brief functional description of these imperative macro 


instructions. This description is followed by listing these macro instructions in 6.4 and includes 
@ a detailed description of their parameters and characteristics. 
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6.3.3.1. Processing Blocks by Key 





Macro Instruction Function 


OPEN Initiates the open transient routine and identifies the file (as listed 
in the DTFPF macro instruction) to be processed. 


PUT Identifies the file and partition to be accessed. Issues the write for 
the indicated block. 


WAITF identifies the file and ensures completion of the current!/O. If the 
current I/O was a successful READE or READH, it places the ID of 
the block accessed in the current ID field. Updates the current ID 
by 1 if the SEQ=YES keyword parameter was specified. 


READE Initiates the search for a block by key of a particular track. You 
must place a relative block number, that is on the track to be 
searched, in the current ID field of the PCA table. You must also 
place the key of the block to be accessed in first key length bytes of 
the buffer area. 


READH Same as for READE except that the search is for a block that is 
equal to the key specified or higher than the key. 


SEEK Initiates movement of the disk heads to a particular track or 
disk. It is your responsibility to place the relative address of a 
block on that track in the current ID field of the PCA table. 





CLOSE Identifies the file. After the file processing has been completed or 
when the end of data ID has been detected, it initiates the 
transient file close routine. 
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@ 6.3.3.2. Processing by Relative Block Number 

Macro Instruction Function 

OPEN Initiates the open transient routine and identifies the file (as listed 
in the DTFPF macro instruction) to be processed. Initializes the 
start ID entry in the PCA tables of the file. 

GET Identifies the file and partition to be accessed. Issues the read for 
the indicated block. 

PUT Identifies the file and partition to be accessed. Issues the write for 
the indicated block. 

WAITF Identifies the file and assures completion of the current 1/O. 
Updates the current ID by 1 if the SEQ=YES keyword parameter 
was Specified. 

SEEK Initiates movement of the disk heads to a particular track on 
disk. It is your responsibility to place the relative address of a 
block on that track in the current ID field of the PCA table. 

CLOSE Identifies the file. After the file processing has been concluded or 
when the end of data ID has been detected, it initiates the 

é transient file close routine. 


6.4. CONTROLLING YOUR DISK FILE PROCESSING 

After you have specified the details of the file and partition you wish to access through the 
declarative macro instructions, the imperative macro instructions described in the following 
paragraphs actually control your file accessing. The sequence of these macro instructions for a 
particular type of processing is listed in 6.3.3.1 and 6.3.3.2, together with a brief description of 
their function. 

6.4.1. Open a Disk File (OPEN) 


Function: 


The OPEN macro instruction opens a file defined by the DIFPF and PCA macro instructions 
so that it can be accessed by the logical lIOCS. 


Format: 












LABEL AOPERATION A 


@ [symbol] 


OPERAND 


filename-1 [,...,filename-n] 
(1) 














8075 Rev. 2 SPERRY UNIVAC Operating System/3 - 


UP-NUMBER UPDATE LEVEL | PAGE 


Positional Parameter 1: 





filename-1 
Specifies the symbolic address of the DTFPF macro instruction in the program 
corresponding to the file to be opened. 


(1) 
Indicates that register 1 has been preloaded with the address of the DTFPF macro 
instruction. 


Positional Parameter n: 


filename-n 
Successive entries specify the symbolic addresses of the DTFPF macro instructions in 
the program corresponding to the additional files to be opened. 


Use this form (for example, OPEN FILE1, FILE2) when more than one lockable file 
is to be accessed by a single task. This opens all the files named and applies the 
required read or write locks at the same time. In this way you can avoid the 
possibility of two jobs locking each other out with each one waiting for the other 
to give up its file. The operator would then have to cancel one of the jobs to 
remove the stalemate and continue processing. 


After the file has been defined by the DTFPF and PCA macro instructions, you must issue an 
OPEN macro instruction to initialize the file before any other access can be made. Use the GET 
macro instruction to access the first (or next) data block. 





The transient routine called by the OPEN macro instruction allocates disk space to each of 
the partition control appendages from the VTOC file extents; these areas are then 
preformatted if necessary. If too little disk space has been allocated to a file to satisfy all 
PCA requirements, partitions requiring space may be extended during processing. 


6.4.2. Retrieve Next Logical Block (GET) 
Function: 


The GET macro instruction reads a logical block from disk into main storage and 
makes it accessible for processing. The address into which the data is read is 
specified in the associated PCA macro instruction by the keyword parameter 
IOAREA1. 


Format: 









AOPERATION A OPERAND 


era \ ‘ Peay 









[symbol] 





Positional Parameter 1: 


filename 
Specifies the symbolic address of the DTFPF macro instruction in the program 
corresponding to the file being read. 
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@ (1) 


Indicates that register 1 has been preloaded with the address of the DTFPF macro 
instruction. 


Positional Parameter 2: 


PCA-name 


Specifies the symbolic address of the PCA macro instruction associated with the 
partition to be accessed. 


(0) 
Indicates that register O has been preloaded with the address of the PCA macro 
instruction. 


PCA Table Content: 


The OPEN macro instruction initializes the current ID field in the PCA table to the start ID of 
the partition. If the SEQ keyword parameter in the PCA macro instruction is used, the 
current ID field will be updated after each GET macro instruction has been waited. 


If the SEQ keyword is not used, or random access is desired, it is your responsibility to 

preload the current ID field with the relative ID of the data block to be read. The current ID 

field is located at the address (label) of the PCA being referenced. This isa4-bytefieldand . 
& contains a right-justified hexadecimal number representing the number of the block 


(relative to the first block in the partition) to be read. 
6.4.3. Output a Logical Block (PUT) 


Function: 


The PUT macro instruction writes a logical block from main storage to disk. The main 
storage address from which the data is written is specified in the associated PCA 
macro instruction by the keyword parameter IOAREA1. 


Format: 






A OPERATION A OPERAND 









filename PCA-name 


a ee} 


[symbol] 


Positional Parameter 1: 


filename 


Specifies the symbolic address of the DTFPF macro instruction in the program 
& corresponding to the file being written. 


(1) 
Indicates that register 1 has been preloaded with the address of the DTIFPF macro 
instruction. 








ee A te eat ee PR fe a i ge pee a ye 
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Positional Parameter 2: @ 


PCA-name 


Specifies the symbolic address of the PCA macro instruction associated with the 
partition to be written. 





(0) 


Indicates that register O has been preloaded with the address of the PCA macro 
instruction. 


PCA Table Content: 


The OPEN macro instruction initializes the current ID field in the PCA table to the start ID of 
the partition. If the SEQ keyword parameter in the PCA declarative macro instruction is 
used, the current ID field will be updated after each PUT macro instruction has been 
waited. 


If the SEQ keyword is not used, or random access is desired, it is your responsibility to 
preload the current ID field with the relative ID of the data block to be written. The current 
ID field is located at the address (label) of the PCA being referenced. This is a 4-byte field 
and contains a right-justified hexadecimal number representing the number of the block 
(relative to the first block in the partition) to be written. 


6.4.4. Wait for Block Transfer (WAITF) 





Function: 


The WAITF macro instruction ensures that a command initiated by a preceding GET, PUT, 
READE, or READH macro instruction has been completed. When completed, the error 
status field contains the error status information pertaining to the I/O request. It is your 
responsibility to check these bits, which are in bytes 50 and 51 of the DTF table. 


If the keyword parameter WAIT=YES was not specified in the DTFPF macro instruction, 
the WAITF macro instruction must be issued after a GET, PUT, READE, or READH macro 
instruction and before another imperative macro instruction is issued for that file. 


Format: 












A OPERATION A OPE RAND 





[symbol] { vee 


Positional Parameter 1: 
filename 


Specifies the symbolic address of the DTFPF macro instruction in the program @ 
corresponding to the file being accessed. 
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(1) 
@ Indicates that register 1 has been preloaded with the address of the DTFPF macro 
instruction. 
6.4.5. Read by Key Equal/Read by Key Equal or Higher (READE/READH) 
Function: 


The READE and READH macro instructions initiate a search by key for a block having a key 
equal to or equal and higher to the key specified. 


Format: 







A OPERATION A OPERAND 












[symbol] ia 


Sarr ae 
READH 


(1) (0) 


Positional Parameter. 1: 


filename 
& Specifies the symbolic address of the DTFPF macro instruction in the program 
corresponding to the file being processed. 


(1) 
Indicates that register 1 has been preloaded with the address of the DTFPF macro 
instruction. 


Positional Parameter 2: 


PCA-name 
Specifies the symbolic address of the PCA macro instruction associated with the 
partition to be accessed. 


(0) 
Indicates that register O has been preloaded with the address of the partition to be 
accessed. 


PCA Table Content: 


After a successful search, the current ID entry in the PCA table is updated to reflect 
the relative number of the record retrieved. However, if SEQ=YES has been specified 
in the PCA macro instruction, the current ID field in the PCA table will be the relative 
block number plus 1. 








eof Rete? SPERRY UNIVAC Operating System/3 6-24 
UP-NUMBER UPDATE LEVEL PAGE 


6.4.6. Access a Physical Block (SEEK) 





Function: 


The SEEK macro instruction initiates movement of the disk read/write head to the 
position specified in the current ID field of the PCA. This is a 4-byte field which 
contains a right-justified hexadecimal number representing any block number on the 
track (relative to the first block in the partition) to which head movement will be 
initiated. It is your responsibility to store the desired relative block number in this 
field. 


Format: 








A OPERATION A OPERAND 


apc \ ) vo 











Positional Parameter 1: 


filename 
Specifies the symbolic address of the DTFPF macro instruction in the program 
corresponding to the file being accessed. 





(1) 
Indicates that register 1 has been preloaded with the address of the DTFPF 
macro instruction. 


Positional Parameter 2: 


PCA-name 
Specifies the symbolic address of the PCA macro instruction associated with 
the partition to be accessed. 


(0) 


Indicates that register O has been preloaded with the address of the PCA macro 
instruction. 


6.4.7. Close a Disk File (CLOSE) 
Function: 
The CLOSE macro instruction performs the required termination operations for a file. 


Once the CLOSE macro instruction has been issued for a file, only the OPEN macro 
instruction may reference. that file. 
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& Format: 











A OPERATION A OPERAND 


filename-1 [,...,filename-n] 
‘ook 












[symbol] 
*ALL 


Positional Parameter 1: 


filename-1 
Specifies the symbolic address of the DTFPF macro instruction in the program 
corresponding to the file to be closed. 


(1) 
Indicates that register 1 has been preloaded with the address of the DTFPF 
macro instruction. 


*ALL 
Specifies that all files currently open in the job step are to be closed. 


Positional Parameter n: 


filename-n 
& Successive entries specify the symbolic addresses of the DTFPF macro 
instructions in the program corresponding to the additional files to be closed. 


6.5. SAT FOR TAPE FILES 


The OS/3 tape system access technique (TSAT) is a generalized input/output control 
system that provides a standard interface to physical IOCS for magnetic tape subsystems. 
It performs the basic functions of a tape data management system and provides block level 
1/O for sequential tape files. 


Interface with TSAT files is through declarative and imperative macro instructions. You 
use the SAT and TCA declarative macro instructions to define the characteristics of the file 
and the data management technique to be used to process the file. The SAT macro 
instruction creates the DTF table for the file, and the TCA macro instruction creates the 
appendage to the table. These macro instructions are described in 6.8. You use the OPEN, 
GET, PUT, CNTRL, WAITF, and CLOSE imperative macro instructions to control file 
processing. These are described in 6.9. 


All files processed by TSAT are written in a forward direction, and can be read forward 
and backward. The CNTRL macro instruction initiates nondata operations on the device 
and can be issued whether or not the file is open. 


To use TSAT, you must observe tape label conventions (described in 6.6) and tape volume 
e and file organization conventions (described in 6.7). 


lf you are processing block numbered tapes, you must also observe the special 
conventions applicable to these tapes. Requirements and processing for block numbered 
tapes are summarized in 6.10. 
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6.6. SYSTEM STANDARD TAPE LABELS 





Magnetic tapes may be labeled or unlabeled, and a labeled tape may contain either 
standard or nonstandard labels. You indicate this using the FILABL parameter in the TCA 
macro instruction. TSAT assumes that tapes have standard labels. If nonstandard labels 
exist on input files, TSAT bypasses them. 


All standard tape labels are in blocks of 80 bytes and are always recorded at the same 
density as the data. The first three bytes of each label identify the type, and fourth byte 
indicates its position within the group. For example, VOL1 indicates this is the first volume 
label for this file. 


For block numbered tapes, each label includes a 3-byte block number field as the first 
three bytes of the label, making the label 83 bytes long. 


There are five tape label groups; three are required and two are optional. The tape label 


groups are: 
- # Volume label group VOL 
= File header label group HDR 


m User header label group (optional) UHL 


# File trailer label group EOF or EOV 





= User trailer label group (optional) UTL 


TSAT does not process user header (UHL) or user trailer (UTL) labels. No provision is made 
for creating these labels on output files; if they exist on input files, TSAT bypasses them. 


TSAT label processing is limited to one volume label (VOL1), two file header labels (HDR1 
and HDR2), and two file trailer labels (EOF1 and EOF2 or EOV1 and EOV2). No provision is 
made for creating additional labels on output files; if they exist on input files, TSAT 
bypasses them. 


Tape label formats for block numbered files are shown in Figures 6—17 through 6—21. 
Tape label formats for files without block numbers are shown in Figures 6—6 through 
6—10 and are described on the following pages. 
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@ 6.6.1. Volume Label Group 


A volume label group consists of a single volume label (VOL1). The VOL1 label identifies 
the tape reel and its owner, and it is used to check that the proper reel is mounted. When 
a tape is first used at an installation, its volume serial number (VSN) and other volume 
information, as shown in Figure 6—6, are specified by parameter cards supplied to a 
standard utility routine that writes the label. The serial number is also written on the 
exterior of the reel for visual identification. 


If you want logical IOCS to prep the volumes of a standard labelled file, NEW must be 
specified as a parameter of the LFD job control statement associated with that file. Logical 
{OCS will then prep the volumes from the information supplied on the associated VOL and 
LBL job control statements. 


When you issue an OPEN macro instruction to an output tape, its open-and-rewind 
options are executed first, and then the tape is checked to see if it is at the load point. If it 
is at the load point, the VOL1 label is read (if in a nonprepping mode) and the volume 
serial number is checked and saved for use in the file header labels (HDR1 and HDR2). 
The tape is then positioned so that the volume labels are not destroyed, and no further 
volume label processing is performed. 


if the output tape is not at the load point after the open-and-rewind options are performed, 

TSAT assumes that the tape is positioned between the two ending tape marks of the 

previous file or just prior to the HDR1 label of an existing file. In either case, no volume 
@ label checking or creation is performed. 


For an input tape, the OPEN transient first executes the open-and-rewind options and then 
checks to see whether the tape is at the load point. If it is, the VOL1 label is read and the 
volume serial number is used to check the file serial number in the appropriate file header 
or trailer label. The tape is.then positioned to the proper file header or trailer label as 
specified in the file sequence number field of the associated LBL job control statement, 
and no further volume label processing is performed. 


If the input tape is not at the load point after the open-and-rewind options are performed, 
TSAT assumes that the tape is positioned between the two ending tape marks of a 
previously created file or just prior to the HDR1 label of an existing file. In either case, no 
further volume label processing is performed. 


When any volume label is encountered during the processing of a CLOSE macro 
instruction for an input tape and you have specified READ=BACK in the TCA macro 
instruction, the label is bypassed without processing. 


The format of the volume label is shown in Figure 6—6. The fields are described in Table 
6—1. 
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Bytes 





volume serial number 


reserved 


reserved 


reserved 


owner identification 





LEGEND: 


\V 
\ Generated by TSAT or reserved for system expansion. 





Written by TSAT from user-supplied data. 


Figure 6—6. Tape Volume 1 (VOL1) Label Format for an EBCDIC Volume 
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Table 6—1. Tape Volume 7 (VOL1) Label Format, Field Description for an EBCDIC Volume 






Label Tape prep 0-2 EBCDIC Contains VOL to indicate 

identifier that this is a volume label 

Label number Tape prep EBCDIC Always 1 for the initial 
volume label 


Volume serial Tape prep EBCDIC Unique identification number 
number assigned to this volume by 
your installation. TSAT 
expects 1- to 6-alphanumeric 
characters, the first of which 
is alphabetic 
Volume TSAT EBCDIC 
security 


(Reserved) Pons | ata | EBCDIC Contains blanks (40. , 
(Reserved) poe | 21-30 | egcoic Contains blanks (40,. 
(Reserved) poe 31-40 EBCDIC Contains blanks (40, ,) 


Owner Tape prep EBCDIC 
identification 
(Reserved) ee 51-79 EBCDIC Contains blanks (40, ,) 


NOTE: 
















Reserved for future use by 
installations requiring 
security at the reel level. 
Currently blank 











Unique identification of the 
owner of the reel: any 
combination of alphanumerics 










For ASCII files, Bytes O—36 of a VOL1 label have the same significance as shown in the preceding 
example. Bytes 37—50 indicate the owner identification field. Bytes 51—78 are blank and are 
reserved for future standardization. Byte 79 indicates the label standard level, and when set to 1, 
indicates formats on this volume meet the American National Standard, X3.27—1969. 


6.6.2. File Header Label Group 


The file header label group consists of two labels: the file header 1 label (HDR1) and the 
file header 2 label (HDR2). 


6.6.2.1. First File Header Label (HDR1) 


The first file header jabel (HDR1), which identifies the file, is written at the beginning of 
each file. The HDR1 label is required and has the fixed format shown in Figure 6—7; its 
fields are described in Table 6—2. All fields in the HDR1 label may be specified in the job 
control stream. 


For input files, all fields up to and including the system code in the HDR1 label, are 
© checked against values specified in the LBL job control statement. Only those fields for 
which values have been supplied are checked. However, if you specified READ=BACK in 
the TCA macro instruction, the HDR1 label is bypassed without processing. For multifile 
input volumes, you should specify the file sequence number in the LBL job control 
statement to ensure proper tape positioning. 
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For output files, the tape must be positioned properly before the files can be opened. On 
file open, the expiration date in the HDR1 label is checked against the current or actual 
calendar date to determine if the associated file has expired. If the file has expired, the 
tape is positioned so that the old HDR1 label is written over. The new HDR1 label is set up 
from values specified by the LBL job control statement and is written on the tape. 





Bytes 


file identifier 


file serial number 
volume... 


... sequence number 


... sequence number generation... 


... number version... 





... number 
creation date 


expiration date 


system code 


reserved 





N 
N Generated by TSAT or reserved for system expansion. 





Written by TSAT from user-supplied data. 





Figure 6—7. First File Header Label (HDR1} Format for an EBCDIC Tape Volume 
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@ Table 6—2. First File Header Label (HDR1), Field Description 






| rms | ov | merntin | 
Label identifier eee I] Contains HDR to indicate a file header labelel 
Label number pees Always 1 


File identifier 














A 17-byte configuration that uniquely identifies 
the file. It may contain embedded blanks and is 
left-justified in the field if fewer than 17 bytes 
are specified. 











The same as the VSN of the VOL1 label for the 
first reel of a file or a group of multifile reels 


File serial number 


27-30 
















Volume sequence 
number 


File sequence number 31-34 


Version number of 
generation 
mall ad 


The position of the current reel with respect 
to the first reel on which the file begins. 
This number is used with multivolume files only. 


The position of this file with respect to the 
first file in the group 


The generation number of the file (O000—9999) 


The version number of a particular generation 
of a file 





—38 












The date on which the file was created, expressed 
in the form Y YDDD and right-justified. The 
leftmost position is blank. 


Expiration date —52 


(Reserved) 73-79 Reserved field, containing blanks (40, ,). 


6.6.2.2. Second File Header Label (HDR2) 


The date the file may be written over or used 
as scratch, in the same form as the creation 
date 


File security indicator Reserved for file security indicator. Indicates 


whether additional qualifications must be met 
before a user program may have access to the file. 


0 = No additional qualifications are required. 
1 = Additional qualifications are required. 


Unused field, containing EBCDIC 0's 


Reserved for system code, the unique identification 
of the operating system that produced the file 









The second file header label (HDR2) acts as an extension of the HDR1 label and is a 
required label. Unless the HDR2 label was created by the OS/3 or OS/7 operating system 
@ as indicated in the system code field of the HDR1 label, the HDR2 label is ignored by 
TSAT. Figure 6—8 shows the format of the HDR2 label; Table 6—3 describes its fields. 
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Bytes 


record format 
character 


printer control 
character 


LEGEND: 


SPERRY UNIVAC Operating System/3 


UPDATE LEVEL 





block length 


record length 


reserved 


reserved 





\ 
N Generated by TSAT or reserved for system expansion. 





Written by TSAT from user-supplied data. 


Figure 6—8. Second File Header Label (HDR2) Format for an EBCDIC Tape Volume 
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Table 6—3. Second File Header Label (HDR2), Field Description 












ee ee ee 
Label identifier = Contains HDR to indicate a file header label 


Label number Always 2 



















Record format character Character Meaning 
Variable-length (ASCII), with length 


fields specified in decimal 










F Fixed-length 

S Spanned 

u Undefined 

Vv Variable-length (EBCDIC), with length 










fields specified in binary 


Block length Five EBCDIC characters specifying the maximum 
number of characters per block 
Record length he 


(Reserved) 15-35 
M=IBM control character present 


36 
U=SPERRY UNIVAC control character present 


37-79 Reserved for future system use 





Five EBCDIC characters specifying the record length for 
fixed-length records. For any other record format, this 
field contains O's. 





Reserved for future system use 












Printer control 
character 


One EBCDIC character indicating which contro! character 
set was used to create the data set. 


Az Special (ASA) control character present 
D=Device independent control character present 


(Reserved) 


NOTE: 


For ASCII files, bytes O—14 of a HDR2 label have the same significance as shown in the preceding 
example. Bytes 50 and 51 indicate the buffer offset field which must be included in the block 
length. All other fields are recorded as ASCII spaces. 


6.6.3. File Trailer Label Group 


The file trailer label group comprises either of two pairs of labels, depending on whether 
the reel contains an end-of-file or an end-of-volume condition. In the first condition, the 
first label of the pair is the EOF1 label, in a format identical to the HDR1 label; the second 
label is the EOF2 label. Its format is identical to the HDR2 label. In the end-of-volume 
condition, these labels are the EOV1 and EOV2 labels; again, the formats of these labels 
are identical to their counterparts in the file header label group, HDR1 and HDR2. 


The contents of the EOF1 and EOV1 labels are identical! to the HDR1 label except for the 
label identifier, label number, and block count fields. The contents of the EOF2 and EOV2 
labels are identical to the HDR2 label except for the label identifier and label number 
fields. 


When you issue an OPEN macro instruction to an input tape. file, with READ=BACK 
specified in the TCA macro instruction, the OPEN transient checks the fields in an EOF1 or 
EOV1 label against the values you have specified in the LBL job control statement. This 
processing is similar to that of the HDR1 label. 
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Figure 6—9 illustrates the format of the EOF1 or EOV1 label, Table 6—4 summarizes the 
contents of its fields. Figure 6—10 illustrates the format of the EOF2 or EOV2 label; Table 
6—5 presents the contents of its fields. 


Bytes 


0 ; 1 2 3 
\ : label identifier Phinde \ 



















file identifier 





file serial number 


24 


volume... 


28 | . .. sequence number 


32 5 . . . Sequence number generation . . 





version... 





36 ... Number 


... Number 





creation date 


48 expiration date 


52 


system code 


reserved 


Generated by TSAT or reserved for system expansion. 


Written by TSAT from user-supplied data. 





Figure 6—9. Tape File EOF! and EOV1 Label Formats for EBCDIC Tapes 
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a) Table 6—4 Tape File EOF? and EOV1 Labels, Field Description 





Indicates that this is a file trailer label; 
contains EOF for an end-of-file label, 
or EOV for an end-of-volume label 




















A 17-byte configuration that uniquely identifies 
the file. It may contain embedded blanks and is 
left-justified in the field if fewer than 17 

bytes are specified. 


Fite identifier 








File serial number The same as the VSN of the VOL1 label 
for the first reel of a file or a group of 


multifile reels 





Volume sequence number The position of the current reel with respect 
to the first reel on which the file begins. 


This number is used with multivolume files only. 





File sequence number The position ot this file with respect to the 


first file in the group 


The generation number of the file (OO00—9999) 
39—40 


Creation date 41-46 
47-52 










Version number of 
generation 


The version number of a particular generation 
of a file 



















The date on which the file was created, expressed 
in the form YYODD and right-justified. The left- 
most position is blank. 

Expiration date The date the file may be written over or used as 
scratch, in the same form as the creation date 




















File security indicator Reserved for file security indicator. Indicates 


whether additional qualifications must be met before 
a user program may have access to the file. 


0 = No additional qualifications are required. 


1 = Additional qualifications are required. 


Block count tn the first file trailer label, indicates the 

number of data blocks: either in this file of 

a multifile reet, or on the current reel of a 

muitivolume file. TSAT checks the block 

output files. 
System code 60-72 Reserved for system code, the unique identification 

of the operating system that produced the file 

(Reserved) 73-79 Reserved field, containing blanks (40, .) 
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record format block length 
character 


record length 


12 
16 
20 \ 

reserved 
24 


28 


a2 \ 
printer control 
36 A\\ character 


40 


44 





48 


52 
reserved 





LEGEND: 


\\ 
\\ Generated by TSAT or reserved for system expansion. 


Written by TSAT from user-supplied data. 





Figure 6—10. Tape File EOF2 and EQV2 Label Formats for EBCDIC Tapes 








8075 Rev. 2 


UP-NUMBER 










SPERRY UNIVAC Operating System/3 





UPDATE LEVEL | PAGE 


Table 6—5. Tape File EOF2 and EOV2 Labels, Field Description 


| rit | mes | intone 


Label identifier Indicates that this is a file trailer label; contains 
EOF for an end-of-file label, or EOV for 
an end-of-volume label 


Record format character Character Meaning 


Variable-length (ASCII), with length 
fields specified in decimal 
Fixed-length 

Spanned 

Undefined 

Variable-length (EBCDIC), with 
length fields specified in binary 


Block length Five EBCDIC characters specifying the maximum 
number of characters per block 

Record length Five EBCDIC characters specifying the record length 
for fixed-length records. For any other record 
format, this field contains O's. 


Printer control One EBCDIC character indicating which control 
character character set was used to create the data set. 


A Special (ASA) control character present 

D Device independent control character present 
M 1BM control character present 

U SPERRY UNIVAC control character present 


(Reserved) 37-79 Reserved for future system use 





6.7. TAPE VOLUME AND FILE ORGANIZATION 


As was stated earlier, magnetic tape files processed by TSAT must observe certain label 
conventions. These were described in 6.6. Magnetic tape files must also observe 
conventions as to volume and file organization. The following paragraphs and figures 
describe the organization of files and volumes with respect to standard labeled, 
nonstandard labeled, and unlabeled files used with OS/3 tape sequential acccess method 
(SAM). Except where noted otherwise, these conventions also apply to tape files used with 
TSAT. 


Remember that TSAT assumes only standard labeled files. TSAT bypasses user header 
labels, user trailer labels, and nonstandard labels. These labels are included in the 
following figures and descriptions only to show their relative location within the various 
volume organizations. 


6—37 





8075 Rev. 2 


6-38 
UP-NUMBER UPDATE LEVEL | PAGE 


SPERRY UNIVAC Operating System/3 


6.7.1. Standard Tape Volume Organization 





A standard volume has standard labels, required tape marks, and is capable of being 
processed by the logical IOCS. Figures 6—11, 6—12, and 6—13 illustrate the reel 
organization for standard volumes with either an end-of-file (EOF) or end-of-volume (EOV) 
condition. The logical IOCS assumes that the labels appear in the order shown. A volume 
processed by TSAT will end in either an end-of-file or end-of-volume label group (EOF1 
and EOF2 or EOV1 and EOV2) followed by two tape marks. The second tape mark signifies 
that no valid information follows. 


User header (UHL) and user trailer (UTL) labels are optional. Tape SAM permits you to 
specify a special label handling routine to process these labels. If you do not specify such 
a routine, the optional labels are simply bypassed. However, with TSAT, you cannot specify 
your own label handling routine for optional labels. TSAT always bypasses these labels, 
and your program is not made aware of them. 


On output operations no provision is made in TSAT for the creation of additional volume 
labels, file header labels, or file trailer labels. If these additional labels exist on input files, 
TSAT bypasses them. 














8075 Rev. 2 
UP-NUMBER 













SPERRY UNIVAC Operating System/3 





UPDATE LEVEL 


WITH END-OF-VOLUME CONDITION 


WITH END-OF-FILE CONDITION 


VOL1 label VOL1 label 


HDR? label HDR1 label 


HDR2 label HDR 2 label 


user header labels user header label 
UHL1—UHL8 UHL1—UHL8 


tape mark tape mark 


data data 
blocks blocks 


tape mark tape mark 


EOF 1 label EOV1 label 


EOF 2 label EOV2 label 


user trailer labels user trailer labels 
UTL1—UTL8 : UTL1—UTL8 


tape mark tape mark 
\ | 


tape mark tape mark 


NS 


LEGEND: 


Contents supplied by user. 


N 
\\ Required and generated by TSAT. 


Generated by TSAT ; user supplies content for certain fields. 


LJ 


Generated by user at his option. Content is at user’s option except for content of 4-byte label 1D fields. User is 
limited to eight UHL and eight UTL. Bypassed by TSAT. 





Figure 6—11. Reel Organization for EBCDIC Standard Labeled Tape Volumes Containing a Single File 
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Figure 6—12. 
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VOL1 label 
HDR1 tabel of file A 


HDR2 label of file A 


data blocks 
of fileA 


tape mark 
EOF 1 tabel of fileA 
EOF 2 label of file A 


tape mark 


HDR 1 label of file B 


HDR 2 label of file B 


N 
tape mark 


data blocks 
fo fileB 


EOF 1 label of file B 
EOF 2 label of file B 
tape mark 
NS 
tape mark \N 





LEGEND: 


Content supplied by user. 


[ 


Li 


N Required and generated by TSAT. 





Generated by TSAT; user supplies content for certain fields. 


NOTE: 


Assume that file 8 completes on this volume. 


Reel Organization for EBCDIC Standard Labeled Tape Volume: Multifile Volume With End-of-File Condition 
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REEL 1 


VOL1 label 


HDR 1 label of file A 


HDR 2 label of file A 


tape mark 


data blocks 
of file A 


tape mark 


EOF 1 label of file A 


EOF 2 label of file A 


tape mark 


HDR1 label of file B 


HDR2 label of file B 


tape mark 


REEL 2 


VOL 1 tabel 


HDR 1 label of file B 


HDR 2 label of file B 


tape mark 


data blocks 
of fileB 


tape mark 


EOF 2 label of file B 


EOF 2 label of file B 


tape mark 


HDR label of file C 


HDR2 label of file C 


tape mark 


data blocks 
of file B 


data blocks 
of file C 


tape mark tape mark 


EOV1 label of file B EOV1 label of file C 


EOV2 label of file B EOV2 label of file C 
tape mark 


tape mark 


tape mark 


tape mark 





LEGEND: 
[| Content supplied by user. 
NY 
WN Required and generated by TSAT. 


Generated by TSAT; user supplies content for certain fields. 





@& NOTE: 
Assume that file C is not compteted on reel 2, but carries over (like file B) onto another volume. 
If file C were completed on reel 2, its EOV1 and EOV2 labels shown here would be replaced with 
EOF1 and EOF 2 labels. 


Figure 6—13. Reel Organization for EBCDIC Standard Labeled Tape Volumes: Multifile Volumes With End-of-Volume 
Condition 
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6.7.2. Nonstandard Tape Volume Organization 





A nonstandard volume is any volume that has nonstandard labels and is capable of being 
processed by the logical |OCS. Figures 6—14 and 6—15 illustrate the reel organization for 
nonstandard volumes. 


Nonstandard user header and trailer labels (UHL and UTL) are optional. These may be of 
any format, length, or number because they are handled by the user’s label routine. When 
processing tapes using tape SAM, the address of the user’s label handling routine to 
process nonstandard labels is usually specified, in which case the tape mark following the 
UHL may be omitted. It is required only if label checking is to be omitted or a read- 
backward operation is specified. If nonstandard labels appear on an input file but are not 
to be checked when the file is read, the user omits specifying the address of his label 
handling routine — but the tape mark must be present. 


The tape mark following the data blocks is required and is written by logical l|OCS, which 
also writes two required tape marks after the UTL, if they are present. If the optional UTL 
are not present, logical IOCS writes only one additional tape mark after the one following 
the data blocks. This second tape mark is always present when this file is the only file or 
the last file on the reel. It is overwritten by the next file to be written on a multifile 
volume. 







optional user 
header labels 


tape mark 





data blocks 


\ tape mark 


optional user 
trailer labels 












tape mark 


tape mark 


LEGEND: 
[] Contents supplied by user. 
NS ; 
WW Required and generated by TSAT; only two tape marks follow data blocks if UTL are not present. 


| Generated by TSAT unless user specifies TPMARK=NO; required only if label checking is omitted or 
user specifies READ=BACK. 





Presence, content, format, and number entirely at user’s option. Bypassed by TSAT. 


Figure 6—14. Reel Organization for EBCDIC Nonstandard Volume Containing a Single File 
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optional user 
header labels 


tape mark 






data blocks 
of fileA 


\ tape mark WX 
optional user 
trailer labels 
optional user 
header labels 


tape mark 























data blocks 
of file B 


trailer labels : 
tape mark 














LEGEND: 


zB Content supplied by user. 
\ 








Required and generated by TSAT; only two tape marks follow data blocks of last file on volume 
if UTL are not present. 


Generated by TSAT unless user specifies TPMARK=NO; required only if label checking is omitted 
or user specifies READ=BACK. 


Presence, content, format, and number entirely at user’s option. Bypassed by TSAT. 


Always present; written by TSAT 


Figure 6—15. Reel Organization for EBCDIC Nonstandard Multifile Volume 
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6.7.3. Unlabeled Tape Volume Organization 





An unlabeled volume is any volume that has no labels and is capable of being processed 
by the logical IOCS. The user specifies FILABL=NO, or omits this parameter in the TCA 
macro instruction, to indicate an unlabeled volume or file. A tape mark is expected or 
written by logical IOCS preceding the data blocks unless the user has specified 
TPMARK=NO in the TCA macro instruction. 


Figure 6—16 illustrates the reel organization for unlabeled volumes. The tape mark 
following the data blocks is required on both single-file and multifile volumes and is 
supplied by TSAT on output operations. A second tape mark is always written by TSAT 
following the last or only file on each volume and is overwritten by the next file to be 
written on a multifile volume. 


tape mark tape mark 


data blocks 
of fileA 


data blocks 


tape mark 


tape mark 





tape mark 


data blocks 
of fileB 


\\ tape mark 
\\ tape mark 





SINGLE-FILE VOLUME 





MULTIFILE VOLUME 
LEGEND: 


[] Content supplied by user. 


NY 
A\ Required and generated by TSAT; two tape marks follow data blocks of last file on volume. 


Generated by TSAT unless user specifies TPMARK=NO; required only when user specifies 
READ=BACK. 





Figure 6—16. Reel Organization for Unlabeled EBCDIC Volumes 
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6.8. TAPE SAT FILE INTERFACE 


Each file to be processed by TSAT must be predefined by two declarative macro 
instructions: 


= SAT 

Defines a TSAT magnetic tape file. 
=a TCA 

Defines a tape control appendage. 
The SAT macro instruction describes the physical characteristics of the file, and the TCA 
macro instruction describes the logical attributes of the file. 
6.8.1. Define a Magnetic Tape File (SAT) 
This is the DTF macro instruction for TSAT files. The assembler also accepts the name 
DTFPF; however, the name SAT is used here to avoid confusion between the DTF macro 
instruction for disk SAT files and tape SAT files. 


Function: 


& The SAT macro instruction defines a magnetic tape file to be processed by SAT. It 
generates a DTF table in main storage containing the file name and operating and 
physical characteristics of your file that can be referenced by the system. 


This is a declarative macro instruction and must not appear in a sequence of 
executable codes. 





Format: 
LABEL A OPERATION A OPERAND 
filename TCA=TCA-name 

[| ,CKPTREC=YES] 
[,ERROR=error-addr] 
[,FCB=YES]} 
[,.WAIT=YES] 

Label: 

filename 
‘ Specifies the name used to identify the file. This is the same as the 8-character 
name in the LFD job control statement. 
@ Keyword Parameter TCA: 


TCA=TCA-name 
Specifies the symbolic address of the TCA for the file. This name must be 
entered in the label field of the corresponding TCA macro instruction describing | 
the tape control appendage. 











8075 Rev. 2 SPERRY UNIVAC Operating System/3 gee 
UP-NUMBER UPDATE LEVEL {| PAGE 


Keyword Parameter CKPTREC: 





CKPTREC=YES 
Specifies that any checkpoint records occurring in an input tape file are to be 
bypassed by TSAT. In this case, your BLKSIZE specification in the TCA macro 
instruction must equal or exceed the length of a header or trailer label of the 
checkpoint set. 


In OS/3 tape files, the first and last blocks of a checkpoint dump begin with the 
following: 


//A&CHKPTA//nnttCsss 
where: 
nn 


Is the number, in binary, of image records plus control blocks, less 1, 
not including the header or trailer labels. 





tt 
Is the total number, in EBCDIC, of checkpoint records following the 
header label, including the trailer label; tt is OO in a trailer label. 

C 
Is a constant, coded in EBCDIC as shown. 

sss 


Is the serial number of the checkpoint, in EBCDIC. 


If omitted, any checkpoint records occurring are accepted as data by TSAT and your 
program must include the coding to recognize them. 


Keyword Parameter ERROR: 


ERROR=error-addr 
Specifies the symbolic address of your error routine that receives control if an 
error occurs. 


If omitted, the job is abnormally terminated if an error occurs. 
Keyword Parameter FCB: 


FCB=YES 
Specifies that before issuing the OPEN macro instruction, you have placed the 
FCB for this file in the |/O area specified by the IOAREA1 keyword parameter of 
the TCA macro instruction associated with this file, instead of in the transient 
area where it is normally placed. 


If omitted, the FCB, which controls file |/O, is placed into the transient area of main 
storage during file-open operations. 
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@ Keyword Parameter WAIT: 
WAIT=YES 
Specifies that TSAT is to issue the required WAITF macro instruction after each 
1/O function (GET, PUT). This initiates a waiting period to assure completion of 
the input or output operation and sets certain status bytes in the DTF table. 


lf omitted, you must issue a WAITF macro instruction after each 1/0 operation. 


6.8.2. Define a Tape Control Appendage (TCA) 
Function: 


The TCA macro instruction defines the logical attributes of a magnetic tape file to be 
processed by TSAT. It generates a tape control appendage to the DTF table for the file. 


This is a declarative macro instruction and must not appear in a sequence of 
executable code. 


Format: 


A OPERATION A OPERAND 


IOAREA1=area-name 
»BLKSIZE=n 


[,BKNO=YES] 


_f/NORWD 
[.curw-{ hwo | 


[,EOFADDR=end-of-data-addr 
' (STD 
ci Laat=} NSTD i 
NO 


[, LBLK=n] 


@ TCA-name 


[,OPRW=NORWD] 
- KORWRA 7 
[ READ { “rer ] 


oe 
NORWD 





[ REwinp= { 


[, TPMARK=NO] 


[,TYPEFLE=OUTPUT] 
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Label: 





TCA-name 
Specifies the symbolic address of the TCA table generated by this macro 
instruction. This must be the same name specified in the TCA parameter of the 
SAT macro instruction for this file. 


Keyword Parameter IOAREA1: 


IOAREA1=area-name 
Specifies the symbolic address of an input/output area in main storage where 
the blocks are to be processed. The size of this area is specified in the BLKSIZE 
keyword parameter. 


When processing block numbered tapes (BKNO=YES), you must reserve a 4-byte 
storage area immediately preceding your input/output area for supervisor 
processing of the block number. The 4-byte block number area and the 
input/output area must be aligned on a full-word boundary. Do not include these 
four bytes as part of the IOAREA1 specification. 


Keyword Parameter BLKSIZE: 


BLKSIZE=n 
Specifies the size in bytes of the area in main storage named by the IOAREA1 
keyword parameter. 





When processing block numbered tapes (BKNO=YES), you must reserve a 4-byte 
storage area immediately preceding your input/output area. Do not include these 
four bytes as part of the BLKSIZE specification. 


If you are reading input tapes backward (READ=BACK), your BLKSIZE 
specification must accommodate the largest block on tape, otherwise the data at 
the beginning of the block may be lost. If the data is truncated on a backward 
read of a block numbered file, the block number field will be lost and incorrect 
positioning of the tape may result. 


Keyword Parameter BKNO: 


BKNO=YES 
Specifies that you have reserved a 4-byte storage area, aligned on a full-word 
boundary, immediately preceding your input/output area. Do not include these 
four bytes as part of either the IOAREA1 specification or the BLKSIZE 
specification. Processing of block numbered tape files is described in 6.10. 
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@& Keyword Parameter CLRW: 


CLRW=NORWD 
Specifies that a tape is not to be rewound when a file is closed. 


CLRW=RWD 
Specifies that a tape is to be rewound without interlock when a file is closed. 


If omitted, the tape is rewound with interlock when a file is closed, which causes the 
tape to be unloaded from the take-up reel. 


Keyword Parameter EOFADDR: 


EOFADDR=end-of-data-addr 
Specifies the symbolic address of your end-of-data routine to which TSAT 
transfers control when the tape mark following the last block of input data is 
sensed. This keyword parameter is required for all input files. The optional 
spelling, EDDADDR, of this parameter is also acceptable. 


Keyword Parameter FILABL: 


FILABL=STD 
Specifies that a tape contains standard labels. 


@ FILABL=NSTD 
Specifies that a tape contains nonstandard labels. These labels are not checked 
by TSAT. No provision is made in TSAT to create this type of label. 


FILABL=NO 
Specifies that labels are undefined or absent. 
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Keyword Parameter LBLK: 


LBLK=n 
Specifies the number of physical blocks (of the length specified in the BLKSIZE 
keyword parameter) comprising a logical block. The entry for n specifies the 
number of contiguous buffers supplied at the address specified by the IOAREA1 
keyword parameter. Use this parameter when you want to act upon more than 
one physical block to construct one logical block. 


If omitted, one physical block comprises one logical block (LBLK=1). 
Keyword Parameter OPRW: 


OPRW=NORWD 
Specifies that a tape is not to be rewound before labels are checked during the 
processing of the OPEN macro instruction. When read-backward processing is 
specified, NORWD is assumed. This keyword parameter must not be used if the 
REWIND keyword parameter is specified. If both are used, they are mutually 
exclusive. 


If omitted, the tapes are rewound at open time. 
Keyword Parameter READ: 


READ=FORWARD 
Specifies that an input file is to be read forward. 


READ=BACK 
Specifies that an input file is to be read backward. If this is specified, you are 
limited to a single volume file. Also, your BLKSIZE specification must 
accommodate the largest block on tape. 


If omitted, read forward is assumed. 
Keyword Parameter REWIND: 


REWIND=UNLOAD 
Specifies that a tape is to be rewound to load point at open time, and rewound 
with interlock at close time or when an end-of-volume condition is encountered. 


REWIND=NORWD 
Specifies that a tape is not to be rewound at open time, and is to be positioned 
between the two file marks at close time. 


If omitted, the OPRW or CLRW parameters are selected. 
Keyword Parameter TPMARK: 


TPMARK=NO 
Specifies that, for output files with nonstandard labels or no labels, logical |OSC 
is not to write the tape mark that normally separates header labels from data. In 
this case, it is your responsibility to distinguish between header labels and data. 
In a multifile reel environment, this keyword parameter should not be used for 
files that are to be processed backward. 
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@ Keyword Parameter TYPEFLE: 


TYPEFLE=OUTPUT 
Specifies that this is an output file. 


If omitted, an input file is assumed. 


6.9. CONTROLLING YOUR TAPE FILE PROCESSING 


There are six imperative macro instructions available for controlling your tape file 
processing using TSAT: 


= OPEN 

Opens a tape file. 
= GET 

Gets the next logical block. 
= = =PUT 

Outputs the next logical block. 

@ = WAITF 

Waits for block transfer. 
= = CNTRL 

Controls tape unit functions. 
= CLOSE 


Closes a tape file. 


6.9.1. Open a Tape File (OPEN) 

Function: 
After the file has been defined by the SAT and TCA declarative macro instructions, 
the OPEN macro instruction must be issued to initialize the file before any other 
access can be made. This macro instruction validates the DTF and TCA tables and 
performs any required tape positioning functions. 


Format: 










A OPERATION A OPERAND 












[symbol] oe een) 
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Positional Parameter 1: 





filename-1 


Specifies the symbolic address of the SAT macro instruction in the program 
corresponding to the file to be opened. 


(1) 
Indicates that register 1 has been preloaded with the address of the SAT macro 
instruction. 


Positional Parameter n: 


filename-n 


Successive entries specify the symbolic addresses of the SAT macro instructions 
in the program corresponding to the additional files to be opened. 


Use this form (for example, OPEN FILE1, FILE2) when more than one lockable file is 
to be accessed by a single task. This opens all the files named and applies the 
required read or write locks at the same time. In this way, you can avoid the 
possibility of two jobs locking each other out with each one waiting for the other to 
give up its file. The operator would then have to cancel one of the jobs to remove the 
stalemate and continue processing. 


6.9.2. Get Next Logical Block (GET) 





Function: 


The GET macro instruction reads a logical block from tape into main storage and 
makes it accessible for processing. The address into which the data is read is 
specified in the associated TCA macro instruction by the keyword parameter 
IOAREA1. 


Format: 








A OPERATION A OPERAND 


eet aa 





[symbol] 


Positional Parameter 1: 


filename 
Specifies the symbolic address of the SAT macro instruction in the program 
corresponding to the file being read. 





a) @ 
Indicates that register 1 has been preloaded with the address of the SAT macro 
instruction. 
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& Positional Parameter 2: 
TCA-name 
Specifies the symbolic address of the TCA macro instruction associated with the 
partition to be accessed. 
(0) 
Indicates that register O has been preloaded with the address of the TCA macro 
instruction. 
6.9.3. Output Next Logical Block (PUT) 
Function: 
The PUT macro instruction writes a logical block from main storage to tape. The main 
storage address from which the data is written is specified in the associated TCA 


macro instruction by the keyword parameter IOAREA1. 


Format: 













OPERAND 


ere are 


LABEL A OPERATION A 








[symbol] 


Positional Parameter 1: 


filename 
Specifies the symbolic address of the SAT macro instruction in the program 
corresponding to the file being written. 


(1) 
Indicates that register 1 has been preloaded with the address of the SAT macro 


instruction. 
Positional Parameter 2: 


TCA-name 
Specifies the symbolic address of the TCA macro instruction associated with the 
partition to be written. 


(0) 
Indicates that register O has been preloaded with the address of the TCA macro 
instruction. 
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6.9.4. Wait For Block Transfer (WAITF) 





Function: 


The WAITF macro instruction ensures that a command initiated by a preceding GET or 
PUT macro instruction has been completed. When completed, the error status field 
contains the error status information pertaining to the !/O request. It is your 
responsibility to check these bits, which are in bytes 50 and 51 of the DTF table. 


If the keyword parameter WAIT=YES was not specified in the SAT macro instruction, 
the WAITF macro instruction must be issued after a GET or PUT macro instruction 
and before another imperative macro instruction is issued for that file. 


Format: 








A OPERATION A OPERAND 





[symbol] areas 


(1) 





Positional Parameter 1: 


filename 
Specifies the symbolic address of the SAT macro instruction in the program 
corresponding to the file being accessed. 





(1) 
Indicates that register 1 has been preloaded with the address of the SAT macro 
instruction. 
6.9.5. Control Tape Unit Functions (CNTRL) 
Function: 
This macro instruction initiates nondata operations on a tape unit. All tape control 
functions may be issued whether or not the file is open. Do not issue a WAITF macro 


instruction following a CNTRL macro instruction. 


Format: 








A OPERATION A OPERAND 
















{ fae ; code 
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@ Positional Parameter 1: 
filename 
Specifies the symbolic address of the corresponding SAT macro instruction in the 
program. 


(1) 
Indicates that register 1 has been preloaded with the address of the SAT macro 
instruction. 


Positional Parameter 2: 


coe a mnemonic 3-character code specifying the tape unit function to be 
performed: 
BSF Backspace to tape mark* 
BSR Backspace to interrecord gap* 
ERG Erase gap (writes blank tape) 
FSF Forward space to tape mark* 
& FSR Forward space to interrecord gap* 


REW Rewind tape 
RUN Rewind tape with interlock (unloads tape) 


WTM Write tape mark 


6.9.6. Close a Tape File (CLOSE) 


Function: 


The CLOSE macro instruction performs the required termination operations for a file; 
for example, construction of the EOF label group. Once the CLOSE macro instruction 
has been issued for a file, only the OPEN macro instruction may reference that file. 


Format: 







A OPERATION A OPERAND 






[symbol] cures [,...,filename-n] \ 


(1) 


*Applies only to input files. 
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Positional Parameter 1: ® 
filename-1 


Specifies the symbolic address of the SAT macro instruction in the program 
corresponding to the file to be closed. 


(1) 
Indicates that register 1 has been preloaded with the address of the SAT macro 
instruction. 


Positional Parameter n: 


filename-n 
Successive entries specify the symbolic addresses of the SAT macro instructions 
in the program corresponding to the additional files to be closed. 


6.10. BLOCK NUMBER PROCESSING 


TSAT can process magnetic tapes with or without block numbers. The use of block 
numbers reduces the possibility of incorrect tape positioning and, therefore, incorrect tape 
processing. This is especially helpful for error recovery on read and write commands and 
for restarting at a checkpoint. 


Processing of block numbered tapes for TSAT files will be executed by physical IOCS. The 
general requirements and processing are the same as detailed for physical |OCS in 4.4.1 
to 4.4.4. Some of these are noted here for convenience. 





m = When the block numbering capability is being used, all blocks on tape except tape 
marks will include a 3-byte block number field as the first three bytes of the block. 
This 24-bit block number field is composed of a 4-bit tape mark counter and a 20-bit 
block number counter. Physical |OCS uses both of these counters when reading and 
writing block numbered tapes. The format of the tape block number field is shown in 
Figure 4—9. 


5 The first block on tape that is not a tape mark will contain a block count of 1 plus the 
number of tape marks preceding it. 


= Block numbers are incremented sequentially by 1. All label, data, and checkpoint 
blocks are counted and numbered. Tape marks are counted, but no number is written. 


= For both EBCDIC and ASCII tapes, the 3-byte block number field is added to a 
standard label immediately preceding the label identifier (VOL1, HDR1, etc.), making 
the label 83 bytes long. The 83-byte ASCII label is nonstandard for information 
interchange. Tape label formats for block numbered EBCDIC tapes are shown in 
Figures 6—17 through 6—21. 


. Block number processing will be exactly the same for both EBCDIC and ASCII tape 
files. 





= Block numbers will be volume dependent and file independent. If a volume contains 
more than one file, the block count is continued from the preceding file on the volume 
and the blocks are consecutively numbered to the end of the tape. 
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e 7 Files on a volume and volumes in a multivolume file must be all numbered or all 
unnumbered, not mixed. 


s = => The _7-track odd parity tapes operating in convert mode may be block numbered if the 
block size is a multiple of 3. 


The PUB trailer for a block numbered tape file will contain an expected block number. This 

number will reflect the next block number anticipated in a forward read and will be 
adjusted accordingly for backward reads. When the tape is read in either direction, the 
block number read from tape is stored in the PUB trailer and compared with the expected 
block number. If there is no discrepancy (and no other errors) control is returned to the 
user program. If there is a discrepancy, physical |OCS attempts to find the correct block by 
moving the tape backward or forward the number of blocks implied by the discrepancy. If 
the correct block is found, control is returned to the user. If the correct block cannot be 
found, the tape is left positioned where it was on the last attempt and an error message is 
sent to the console. 


6.10.1. Facilities Required for Block Number Processing 


To process block numbered tape files, three conditions (called preliminary conditions) are 
required: 


1. So that the generated supervisor can process both numbered and unnumbered tapes, 
you must operate with a supervisor configured to process block numbered tapes. 


e 2. You must reserve a full-word aligned, 4-byte storage area immediately preceding your 

input/output area for supervisor processing of the block number. Do not include these 
four bytes as part of either the address or the length specifications (IOAREA and 
BLKSIZE keyword parameters of the TCA declarative macro instruction). 


3. You must indicate to TSAT that you have reserved the 4-byte block number area by 
specifying BKNO=YES in the TCA macro instruction (6.8.2). 


If these three preliminary conditions exist, you may then control block number processing 
through either job control (JCL) or automatic volume recognition (AVR). This permits you to 
leave the 4-byte storage area and the BKNO parameter in your program even though you 
may at times be processing unnumbered tapes. 


6.10.2. Specifications for Block Number Processing 


Several factors determine when and how block number processing is employed. If a tape 
is not at load point when the file is opened, the file will be handled according to the 
specifications existing when the tape was opened at load point. Therefore, you cannot 
have both numbered and unnumbered files on the same volume. 


If a tape is at load point when it is opened, processing will proceed as described on the 
following pages. 


& The various methods of tape file processing can be divided into two categories: processing 
with tape initialization, and processing without tape initialization. These will be referred to 
simply as initialized or noninitialized processing. 
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6.10.2.1. Initialized Processing 





Initialized processing includes: 


= TPREP utility routine processing, described in the system service programs user 
guide, UP-8062 (current version); 


= processing output files with standard labels (FILABL=STD specified in the TCA macro 
instruction) and PREP specified in the VOL job control statement; or 


= processing input or output files with nonstandard labels (FILABL=NSTD) or no labels 
(FILABL=NO specified in the TCA macro instruction). 


For initialized processing, you control the presence or absence and the processing of block 
numbers by the first parameter of the VOL job control statement as follows: 


You Specify Preliminary Conditions 
Nothing All present Block number processing 


6.10.2.2. Noninitialized Processing 










Noninitialized processing includes: 


= processing output files with standard labels (FILABL=STD specified in the TCA macro 
instruction), but without PREP specified in the VOL job control statement; or 


® processing input files with standard labels (FILABL=STD specified in the TCA macro 
instruction). 


For noninitialized processing, TSAT ignores the first parameter of the VOL job control 


statement. Instead, the specification is obtained from the tape content (which was 
detected by AVR), as follows: 


Tape Content Preliminary Conditions p Resut | 
Block numbers All present Block number processing 
No block number processing 


No block numbers No block number processing 


For processing of multivolume files, you must ensure that all volumes have (or do not 
have) block numbers. You cannot mix numbered and unnumbered volumes within a file. 
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& Bytes 


volume serial number 


reserved 


reserved 


reserved 


@ owner identification 


reserved 





LEGEND: 


. 
\ Generated by TSAT or reserved for system expansion. 








Written by TSAT from user-supplied data. 


& NOTE: 


The first three bytes (bytes O—2) of the tape file label contain a 24-bit block number field. The contents of the remainder of <—_ 
the VOL1 label are the same as described in Table 6—1, except that each field is offset three bytes. . 


Figure 6—17. Tape Volume 7 (VOL1) Label Format for an EBCDIC Volume With Block Numbers 
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Bytes 


a 






file identifier 


16 


20 


24 file serial number 


28 volume. .. 


32 . .sequence number 





. . .sequence number 





36 generation. . . 


40 version number 


44 creation date 





48 


52 expiration date 


56 





file security 
unused 
60 


64 


68 system code 


reserved 


LEGEND: 


NI m 
\ Generated by TSAT or reserved for system expansion. 


Written by TSAT from user-supplied data. 





The first three bytes (bytes O—2) of the tape file label contain a 24-bit block number field. The contents of the remainder of 
the HDR1 label are the same as described in Table 6—2, except that each field is offset three bytes. 


Figure 6—18. First File Header Label (HDR1) Format for an EBCDIC Tape Volume With Block Numbers 
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@ vr 


(0) 1 2 3 
y 
10) \ block number H \ 
\ 
record format 


block length 








record length 






reserved 


28 


+ 
40 


ee ~* 
52 
56 
60 reserved 
64 


68 


72 


1 \ 


80} \ 


LEGEND: 
NJ 
\ Generated by TSAT or reserved for system expansion. 


Written by TSAT from user-supplied data. 





& NOTE: 


The first three bytes (bytes O—2) of the tape file label contain a 24-bit block number field. The contents of the remainder of —_ 
the HDR2 label are the same as described in Table 6—3, except that each field is offset three bytes. 


Figure 6—19. Second File Header Label (HDR2) Format for an EBCDIC Tape Volume With Block Numbers 
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Bytes 


ie] ‘ 1 2 
; : block number ; 
\ ee 


label 


\ . . identifier AurRbee 





we file identifier 


16 
20 
24 file serial number 
28 volume. . . 
. sequence number 


32 


36 . .sequence number generation. . . 
















. .Number version number 


40 


44 creation date 





48 
52 expiration date 
56 file security 
60 
64 


68 system code 


reserved 


LEGEND: 


\ Generated by TSAT or reserved for system expansion. 


Written by TSAT from user-supplied data. 


NOTE: & 
—_> 


The first three bytes (bytes O—2) of the tape file label contain a 24-bit block number field. The contents of the remainder of 
the EOF1 and EOV1 labels are the same as described in Table 6—4 except that each field is offset three bytes. 








Figure 6—20. Tape File LEOF1 and EQV1 Label Formats for Block Numbered EBCDIC Files 
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UP-NUMBER 





Bytes 


@ 


N 
: > sae t= 
4 identifier label record format 
number character 


block length 


record length 





24 


28 \\ reserved 


32 


printer control \\\ 

36 \\ character 
40 
44 \\ 

®@ \ 
48 ‘ 
52 
56 

\\ 
\ reserved 

60 

64 

68 


72 


76 


ag 


LEGEND: 
\\ Generated by TSAT or reserved for system expansion. 


Written by TSAT from user-supplied data. 





& NOTE: 


The first three bytes (bytes O—2) of the tape file label contain a 24-bit block number field. The contents of the remainder of <— 
the EOQF2 and EOV2 labels are the same as described in Table 6—5, except that each field is offset three bytes. 


Figure 6—21. Tape File EOF2 and EOV2 Label Formats for Block Numbered EBCDIC Files 














PART 3. MULTITASKING 
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7. Multitasking 


7.1. GENERAL 
7.1.1. Multijobbing and Multitasking 


The SPERRY UNIVAC 90/30 Data Processing System can concurrently process from one 
to seven jobs, each job consisting of one or more job steps (programs) which are 
executed serially. A job step will also have one or more tasks which may be executed 
concurrently. This capability allows you greater flexibility in attaining maximum use of 
the system's resources. 


r Multijobbing consists of scheduling multiple jobs (up to seven) for concurrent execution. 
The allocation of processor time to these jobs is based on a system switch list which 
contains information regarding task priorities, synchronization, and |/O utilization. While 
one job is awaiting the completion of an external event (such as completion of an |/O 
request), the operating system activates another job that is ready to ensure optimum 
utilization of the processor’s capabilities. Since the majority of programs require support 
other than processing instructions, multijobbing provides an effective method for you to 
reduce processor idle time and increase system productivity (throughput). 


Multitasking is the concurrent execution of multiple tasks. Because every job has at least 
one task to which control of the processor is dispatched, the term multitasking is 
sometimes applied (from the point of view of the task switcher within the supervisor) to 
the concurrent execution of several jobs each having one task. However, multitasking, as 
used here, refers to the concurrent execution of several tasks asynchronously within a 
given job step. Multitasking enables you to overlap processing with external occurrences 
within a program to obtain maximum throughput in the same manner as the system 
achieves optimum utilization using multijobbing. 
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7.1.1.1. Primary Task 





Every job step submitted to OS/3 is established as a primary task. A task is the lowest 
viable entity that can compete for processor time. OS/3 permits up to 256 tasks per job. 
The switch list has the capacity to allow you to specify up to 60 levels of processing 
priority for tasks. The maximum number of task priority levels that the supervisor will 
recognize is established at system generation time. The technical limit is 60; however, a 
more practical limit of 3 to 15 is sufficient to achieve a high degree of processor 
utilization. When a task is interrupted to perform external processing (external to the 
instruction processor), it frees the processor and OS/3 searches the switch list for the 
highest priority task that is not waiting for an external event to be completed. This task 
could be in the same job or it could be from any other job currently being processed. 


7.1.1.2. Subtask 


OS/3 has another level of multitasking which may occur within a job step. The primary 
task is capable of initiating other tasks, called subtasks, within the job step. Primary 
tasks and subtasks are simply two categories of tasks; each is processed in the same 
manner. However, the primary task is automatically initiated into the multitasking 
environment by OS/3 at job step initiation, while subtasks must be created by the 
program in the job step. Subtasks can be given the same priority as the primary task or 
they can have a lower priority. Thus, a job step may consist of a primary task and 
several subtasks, all of which compete independently for processor time. 





7.2. TASK MANAGEMENT 


7.2.1. General 


The supervisor is designed with multitasking capability which is utilized by the supervisor 
and extended to the user through macros. In a multitasking environment, several tasks 
may compete for control of the processor on a priority basis. 


A task is defined as a point of control within an environment which is capable of 
utilizing the processor asynchronously with other tasks. It refers to a level of control only 
and not the physical code itself. 


Every task, regardless of the code the task executes, will be identified to the supervisor 
by a task control block (TCB). The TCB contains or points to all control information 
associated with a task. This includes register/program status word save areas and other 
task-oriented information. 


Each job step has a task (and thus a TCB) inherited at job step initialization from job 
control which is referred to as the primary task. Additional tasks may be attached as 
subtasks and cause additional TCBs to be created to identify the new tasks to the 
supervisor. The primary task is considered to represent the job step. As such, any 
termination, normal or abnormal, of this task will cause the job step to terminate. & 
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& Additional tasks (subtask, other than primary) are created by the ATTACH macro 
instruction which causes task management to create a TCB and initialize it with the 
attaching task’s environment. Once a subtask has been created it is entered on the 
switch list to compete for the processor control on a priority basis. Each task competes 
independently for the processor. When the switcher gains control, it selects the highest 
priority nonwaited task and dispatches control. A task is nonwaited (active) if it can use 
the processor and waited (not active) if some event must take place before the task can 

use the processor. 


A subtask terminates when a DETACH macro instruction is executed for that task or an 
error occurs which prevents the task from successfully completing its work. A DETACH 
in behalf of the primary task is interpreted as an end-of-job step (8.3.4). When a subtask 
terminates normally, a completion code is posted within the task’s event control block 
(ECB) which can be examined by the attaching task to determine the result of the task 
processing. If a subtask terminates abnormally, an error code is posted for examination 
by the attaching task, and control is passed to the abnormal termination island code. 


All tasks of a job have all the capabilities of the primary task; that is, a task can create 
additional tasks of its own and perform al! communication functions with these tasks. 
The exception is that unsolicited operator messages can only be accepted at the job step 
level. 


7.2.2. Task Creation 


@ Task creation is performed by the ATTACH macro instruction, which causes entry into 
the attach function to create a subtask. The code to be executed by the task specified on 
the ATTACH macro instruction call must be in main storage, within the user region, 
when the ATTACH macro instruction is issued. 


The number of tasks which may be created by a user is limited to the number 
designated to job control with a maximum of 255 subtasks. The space for creation of 
task control blocks is reserved by job control when the job region is established. The 
number of possible simultaneous tasks must be specified as a parameter on the JOB 
statement in the job control stream. The maximum number of ATTACH/DETACH 
sequences permissible per job step is also limited to 255. 


Tasks may create other subtasks in a pyramidal fashion with a limit of four total or three 
subtask levels. This hierarchical structure is not intended to provide a means of task 
synchronization. This structure is composed of subtask families so that when a subtask 
terminates, the family it has created is also terminated. 


When a task is created, the originating task must pass the address of an area in the 
user storage to be used as an event control block (ECB) for the newly created task. This 
ECB address is placed in the newly created task’s TCB and may be considered as an 
extension to the TCB for the purpose of task synchronization by user. The separation of 
the ECB and TCB is a system requirement since a TCB cannot be addressed by the user 
programs. 
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7.2.3. Task Priority 





When a primary task is created, job control assigns it a dispatching (switch list) priority 
as requested on the job control EXEC statement. Any subtask created by the primary task 
or other subtask can have a priority based on the primary task priority as specified on 
the ATTACH call. The attaching task may request the same or a lower priority for the 
new subtask. 


7.2.4. Task Termination 


A task executes a DETACH macro instruction to cause entry into the task termination 
function for processing. The DETACH function determines whether the DETACH was 
executed from abnormal termination island code to determine if termination was normal 
or abnormal. For normal termination, the ECB for that task is posted by the termination 
routines and all tasks in the subtask family of this task are terminated. 


Task control posts completion codes for the terminating task, notifies any other task 
awaiting the completion of the terminating task, and unlinks the TCB from the system. 
The task termination routines recognize the TCB for a primary task and treat that as a 
job step termination (EQOJ). 


An abnormally terminating task is one that executed a CANCEL either intentionally or 
imposed by the system. Task control when processing an abnormally terminating task, 
posts the task’s ECB, and activates abnormal termination island code under the primary 
task but in behalf of this task. 





7.2.5. Queue Driven Task 


The AWAKE function is provided for queue driven tasks to allow for better 
synchronization and less overhead. AWAKE can only be issued to a task which has been 
previously created by ATTACH. If the AWAKE function is addressed to a nonexistent task 
(no ATTACH), an abnormal termination is initiated. The AWAKE is utilized to activate an 
existing but idle task. 


The queue driven task continues to process until it has exhausted all queue entries and 
then can execute the TYIELD macro instruction to mark itself nondispatchable until 
further queue entries have been made. Each time an AWAKE macro instruction is 
executed, the addressed task will be removed from the idle state. This is accomplished 
whether the task is idle or active and will permit a task to be dispatched. 


7.2.6. Hierarchical Structure 


Subtasks are attached as members of task families providing a hierarchical structure 
similar to a pyramid. This structure provides the family naming conventions which allow 
a task to terminate and have all its subtasks also terminated. The hierarchy is not 
imposed as a restriction to task synchronization or control. Therefore, tasking functions 
may reference across family lines. Additionally, this structure has no relationship to the 
dispatching priority. The hierarchical structure is illustrated in the following diagram: 
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S PRIMARY TASK 





SUBTASK 
X‘'02’ 





SUBTASK 
x‘01' 













SUBTASK 
X‘0202' 


SUBTASK 
X‘0102° 


SUBTASK 
X‘0201' 


SUBTASK 
X‘0101" 






SUBTASK 
X‘010101" 


Subtasks are named by concatenating the count of this task as a subtask of the 
attaching task to the attaching task’s name. For example, if a task named X‘0102’ 
attaches its third subtask, the subtask will be named X‘010203’. The primary task does 
not have a name since it is not a member of a subtask family. The family names can 

& extend to three bytes which imposes the limit of three subtask levels below the primary 
task. 


7.3. TASK MANAGEMENT MACRO INSTRUCTIONS 


Task management macros provide the interface by which jobs can create and control a 
multitasking environment. Each job step by definition has at least one task, which is 
referred to as the primary task. The following macros allow for the creation, activation, 
deactivation and deletion of additional tasks within a job step. 


The user must inform job control via job control statements of the maximum number of 
tasks that can be created for a job step. This allows job control to reserve the main 
storage required for TCB within the job’s prologue. Likewise, you must provide storage 
for and control of the ECBs. These ECBs are 2-word (8 bytes) fields’ which task 
management utilizes to communicate with the user to allow for task synchronization and 
to identify the task. You can look at the information but should not write into these 
words which are unique to a given task. The primary task doesn’t have an ECB and is 
identified by an ECB address of zero. 


The following macro instructions are available for multitasking: 


. ECB 
@ Generates an event control block for task identification and status. 
# ATTACH 


Creates and activates an additional task. 
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m DETACH 





Terminates a task normally. 
= TYIELD 

Deactivates a task. 
= AWAKE 

Reactivates an existing nonactive task. 
= CHAP 


Changes (reduces) the relative priority of a task. 


7.3.1. Generate an Event Control Block (ECB) 


Function: 


The ECB macro instruction generates and initializes an event control block. The 
event control block is used by task management to identify a task and to indicate 
status to the other tasks within a job step. The current status of the associated task 
is reflected by bits within the ECB (Figure 7—1). 





This is a declarative macro instruction and must not appear in a sequence of 
executable code. 


Format: 







A OPERATION A OPERAND 


[symbol] 


There are no parameters for the ECB macro instruction. 


The ECB is utilized to communicate between task management and the job step. The 
following programming considerations and conditions are set into the ECB. 


1. The ATTACH macro specifies an ECB when the task is created. The specified ECB is 
linked to the TCB and is reserved for this task until this task is detached. 


2. As with I/O, only one task can wait for a given command control block (CCB) or 
ECB. However, unlike 1/0, which allows only the task that submitted the CCB to 
wait for it, task management allows only one of the other tasks to wait for the task 
which is identified by the ECB. 
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7-7 


3. A primary task does not have an ECB associated with it, therefore, the primary task 


cannot be awaited. This task can synchronize with 1/O by utilizing the WAIT and 
WAITM macros and can synchronize with other tasks by the AWAKE and TYIELD 
macros. 


Example: 


Aarennrrone ; OPERAND A COMMENTS 
1 
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ECB i 


Explanation: 


1; 


Line 1 attaches a subtask whose ECB name is ECB1. The subtask will begin 
execution at the address of START. If the priority of PRIMTASK is two, the 
priority of the subtask being attached is four. 


2. At line 2, the primary task gives up control until the subtask is completed. 

3. Line 3 generates the ECB called ECB1 associated with the subtask. Note that 
this macro does not appear in a sequence of executable code. 

4&5. 


Lines 4 and 5 represent the beginning and ending of the subtask execution. 
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control byte attaching task’s ID activity byte 


address of TCB waiting for this ECB 





Control Byte 


Bit O 
1—4 
5 
6—7 


1 = This is an ECB. 

Not used 

1 = This task completion is being awaited. 
Not used 


Attaching Task’s ID 


Task identification number of task with which this ECB is associated. This ID number is not related to subtask 


name. It is the number of the TCB counting from the job step TCB which is number 0. 


Activity Byte 


Bit O 


1—6 
7 


Unused 


O = Task is active in that it has not executed either a TYIELD or DETACH macro. 
1 Task is idle in that it has executed a TYIELD or DETACH macro. 
Not used 


Hl 


1 = Task has abnormally terminated and should be detached. 


Address of TCB which is awaiting completion of the task with which this ECB is associated. 


Figure 7—1. Event Control Block (ECB) Format 


UPDATE LEVEL | PAGE 














8075 Rev. 2 SPERRY UNIVAC Operating System/3 


UP-NUMBER UPDATE LEVEL | PAGE 


7.3.2. Create an Additional Task (ATTACH) 


Function: 


The ATTACH macro instruction creates and activates a task desiring control of the 
processor. It generates an additional task control block and enters the task onto the 


switch fist. 
Format: 
LABEL AOPERATION A SpeRanG 
[symbol] ATTACH Neale j eee ane 


[-{ ae Lal 





Positional Parameter 1: 


ECB-name 
Specifies the symbolic address of the ECB used to identify and control this task. 


(1) 
Indicates that register 1 has been preloaded with the address of the event 
control block. 


Positional Parameter 2: 


entry-point-name 
Specifies the symbolic address of the point in the program at which this task 
will receive control. The coding to be executed for the task must be in main 
storage when the ATTACH macro instruction is issued. 


(0) 
Indicates that register O has been preloaded with the address of the entry point. 


Positional Parameter 3: 
error-addr 


Specifies the symbolic address of an error routine to receive control if an error 
occurs. 


(r) 
Indicates that the register designated (other than O or 1) has been preloaded 
with the address of the error routine. 


If omitted, the task will be abnormally terminated if an error occurs. 





7-9 
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Positional Parameter 4: 





n 
Specifies a 1-byte value to be added to the switch list priority of the originating 
task. This raises the dispatching priority value resulting in a lesser priority for the 
task. (The higher the priority number, the lower the priority.) The result is 
assigned as the switch list priority of the new task unless it exceeds the limit of 
this system, in which case the highest number (lowest priority) for this system is 
used. 


The use of this parameter always results in a lesser priority. There is no way to 
attach a task with a priority higher than that of the primary task. 


If omitted, the new task will be created at the same priority as the originating task. 




















Example: 
LABEL ADPERATIONA OPERAND a COMMENTS 
10 16 r 
= ry 
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Attach a task identified by the event control block named ECB1. The subtask will 
receive control at the instruction whose address is labeled ENTRYPT. If an error is 
encountered during the execution of the ATTACH macro instruction, control will be 
transferred to the error processing routine labeled ERROR. The dispatching priority 
of the newly created task will be two greater than that of the originating task. 


7.3.3. Terminate a Task (DETACH) 


Function: 


The DETACH macro instruction terminates a task by delinking the TCB from the 
switch list and returning the TCB to the job’s free TCB queue. If this macro 
instruction is executed by the primary task, it will be interpreted as an end of job 
step. All subtasks of the task being detached will also be detached. 


This macro instruction also clears all |/O locks for the task. 


Format: 












LABEL AOPERATION A OPERAND 













CB-name error-addr 


Lard Le a] 





[symbol ] DETACH 





RE EN ag ee ER ee ee 
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© Positional Parameter 1: 
ECB-name 
Specifies the symbolic address of the event control block of the task to be 
detached. 
(1) 


Indicates that register 1 has been preloaded with the address of the ECB. 


If omitted, indicates that the task issuing the DETACH instruction is terminating. No 
task other than the primary can terminate the primary task. 


Positional Parameter 2: 
error-addr 


Specifies the symbolic address of an error routine to be executed if an error 
occurs. 


_ 
7 
— 


Indicates that the register designated (other than O or 1) has been preloaded 
with the address of the error routine. 


If omitted, the executing task will be abnormally terminated if an error occurs. 


& Example: 





LABEL AOPERATIONA OPERAND A 


ID ach Bl ERROR i pe Poo i ee ei gl 


ee eee 








ee 


fe ee ee ee 














Detach the task identified by the event control block labeled ECB1. if an error occurs 
during the DETACH macro instruction, transfer control to error processing routine 


labeled ERROR. 
7.3.4. Yield Until Task Completion (TYIELD) 


Function: 


The TYIELD macro instruction relinquishes control of the processor and sets the TCB 
@ in a waiting state. The ECB is tested and if there is a task awaiting the yielding 
task, the waiting task is activated. 
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The TYIELD macro instruction is used in combination with the AWAKE macro & 
instruction which reactivates a task made dormant by the TYIELD macro instruction. 





Format: 






A OPERATION A OPERAND 


TYIELD 






There are no parameters for the TYIELD macro instruction. 


7.3.5. Reactivate a Task (AWAKE) 

Function: 
The AWAKE macro instruction reactivates a task made dormant by a TYIELD macro 
instruction. It clears the TYIELD bit within the wait bytes of the TCB regardless of 
whether or not the task is idle, thereby activating the task to receive control of the 
processor from the switcher. 


Format: 














LABEL AOPERATION A OPERAND 





[symbol] 


toc) 


Positional Parameter 1: 


ECB-name 
Specifies the symbolic address of the event contro! block of the task to be 
reactivated. 


(1) 
Indicates that register 1 has been preloaded with the address of the ECB. 


If omitted, or if this macro instruction is executed with a zero address in register 1, 
the primary task will be taken out of a TYIELD condition. 
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Examples: 
LABEL AOPERATIONA OPERAND A 
16 
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Explanations: 
Examples 1 and 2 will take the primary task out of a TYIELD condition. 


Examples 3 and 4 indicate that the task identified by the ECB named ECB1 will be 
taken out of a TYIELD condition. 


7.3.6. Change a Priority (CHAP) 


Function: 


The CHAP macro instruction reduces the dispatching priority of the task issuing the 
instruction. The increment entered as the operand is added to the current dispatching 
priority of the task (specified by the switch-priority parameter in the EXEC job control 
statement). This raises the dispatching priority value resulting in a lesser priority for the 
task. This macro instruction does not change the priority to a specific level; instead, it 
adjusts the priority relative to the level under which it is executed. 


7-13 
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Format: & 





A OPERATION A OPERAND 





Positional! Parameter 1: 





























n 
Specifies a 1-byte value to be added to the dispatching priority for the task. 
(1) . 
Indicates register 1 has been preloaded with the increment. 
Example: 
LABEL AOPERATIONA OPERAND A 
10 16 
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Change the dispatching priority of the task by two. This will raise the dispatching 
priority value by two, which will result in a priority two less than the current 
priority. Both examples perform the same function. 


7.4. TASK SYNCHRONIZATION 


7.4.1. General 


Task synchronization provides a task with a means of waiting for one or more other 
tasks. The waiting task is awaiting the completion of the specified task or tasks which is 
signaled by the deactivation of an awaited task or by the execution of the POST macro 
instruction. 


Tasks are waited by setting a unique wait bit within that TCB. These wait bits signal the 
switcher that this task is nondispatchable and indicate the reason for the wait. Upon 
clearing the wait bits, the task becomes dispatchable and can be activated. 
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& The ECB address, which is specified as a parameter to task management macros, points 
to an event control block which allows for task to task synchronization. The ECB format 
is compatible with the first two words of |/O CCBs as far as the WAIT and WAITM 
macro instructions are concerned. These macros are utilized to synchronize tasks in a 
manner similar to 1/0 synchronization. 


When the performance of a task is dependent on any other task or tasks, the tasks 
involved may synchronize themselves via the ECB associated with a task from the 
ATTACH macro instruction. The ECB is posted with a completion code when a task 
terminates or executes the TYIELD macro instruction. The ECB may be specified on a 
WAIT and WAITM instruction in order to hold processing of a task until the awaited task 
terminates or by the POST macro instruction when some event is completed. 


Three macro instructions are available for task synchronization: 


a WAIT 
Wait for a task request to complete. 


= = WAITM 

Wait for one of several task requests to complete. 
= POST 

Activate a waiting task. 


These macro instructions can also be used (with different parameters) to synchronize a 
task with its 1/O. For task synchronization, the macro instruction references an event 
control block; and for |/O synchronization, the macro instruction references a command 
control block. |/O synchronization is described in 4.3. 


7.4.2. Wait for Task Completion (WAIT) 


Function: 


The WAIT macro instruction temporarily suspends program execution until the 
specified task is completed or executes a POST macro instruction in behalf of the 
waiting task. If the related task is completed, control is returned to the point 
immediately following the WAIT macro instruction. If the awaited task is not complete, 
the issuing task is placed in a wait state and control is passed to another task. 


The ECB indicates the status of the task. When a WAIT macro instruction is issued, the 
issuing task relinquishes control until the ECB is marked complete or until a POST macro 
instruction is executed by the awaited task in behalf of the waiting task. 
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Format: 















A OPERATION A OPERAND 






a a 


Positional Parameter 1: 


ECB-name 
Specifies the symbolic address of the event control block to be tested for completion. 


(1) 
Indicates that register 1 has been preloaded with the address of the event control 
block. 


Example: 
LABEL AOPERATIONA OPERAND A 
16 16 
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7.4.3. Multiple Task Wait (WAITM) 
Function: 


The WAITM macro instruction temporarily suspends program execution until any one 
of several tasks specified by the instruction is completed or executes a POST macro 
instruction in behalf of the waiting task. Upon completion of one of the tasks, 
control is returned to the program at the point immediately following the WAITM 
macro instruction, with register 1 containing the address of the event control block 
associated with the completed task. 


Format: 












LABEL A OPERATION A OPERAND 












ECB-name-1,ECB-name-2[,...,ECB-name-n] 
[symbo!] list-name 


(1) 
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Positional Parameter 1: 


ECB-name-1,ECB-name-2,...,ECB-name-n 
Specifies the symbolic addresses of the event control blocks to be tested that are 
associated with the tasks to be awaited. At least two ECBs must be specified. 


list-name 
This is a single entry which specifies the symbolic address of a list containing full- 
word addresses of ECBs associated with the tasks to be awaited. The byte following 
the last full word must be nonzero to indicate end of list. 


(1) 
Indicates that register 1 has been preloaded with the address of the list of ECB 
addresses. 


NOTE: 


The WAITM macro instruction may also specify a combination of ECB and CCB addresses 
as parameters. See also the multiple |/O wait macro instruction described in 4.3.2. 


When this macro instruction is executed, each referenced ECB is marked as being awaited. 
Upon completion of a marked ECB, the waiting task is activated and the remaining ECBs that 
are marked as being awaited are cleared. 


The WAITM macro instruction always requires more than one event to be tested. If only one 
event is to be tested, use the WAIT macro instruction. 
7.4.4. Activate the Waiting Task (POST) 


Function: 


The POST macro instruction activates the waiting task without requiring the awaited 
task to terminate. When the POST macro instruction is issued by a task, the task 
waiting on the event completion which was posted will be reactivated at the point 
immediately following the WAIT or WAITM macro instruction. 


Format: 







A OPERATION A OPERAND 


[symbol] 
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The task being activated by the POST macro instruction is the one waiting for the task 
executing the POST macro instruction, therefore, there are no parameters for this macro 











instruction. 
Examples: 
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PART 4. SUPERVISOR SERVICES 
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8. Program Management 


8.1. GENERAL 
Although the supervisor of the OS/3 manages the system resources for efficient overall 
operation, management of problem program resources is performed by the individual 
programs. The supervisor assists the program in using its allocated main storage space 
and allotted processor time by providing services that, when invoked by certain macro 
instructions, support flexibility in program design and economy of program execution. 
The services are: 
& = Program initiation and loading 
Dynamic allocation of main storage at job initiation. 
Dynamic loading of program modules. 


= =©Program termination 


Orderly release of system resources assigned to a problem program. 


8.1.1. Program Initiation and Loading 

Before a program is actually brought into main storage for execution, job control has already 
built the prologue for the job. The supervisor is responsible for locating and loading the proper 
program or segment. The supervisor uses the job prologue area for communication between 
job control and itself. The supervisor accesses information in the prologue and also enters 
information in the prologue area. 

The supervisor must then: 

= Assign relocation register number and value 


= Set proper storage protection keys in key storage 


@ = Load program into main storage for execution 
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= Link user job step at proper execution priority 





a Pass control to task switcher 


8.2. PROGRAM LOADER 
The program loader is responsible for locating and loading program modules or overlays output 
by the linkage editor in the form of phases. A load module phase may be thought of as a program 
segment that can perform one or more specific processing operations. The following macro 
instructions are available: 
=» LOAD 

Load a phase and return control. 
=a LOADR 

Load a phase, relocate address constants, and return control. 
2 LOADI 


Locate a phase and return its phase header in a work area. 


= FETCH 





Load a phase and give it control. 
The use of these macro instructions is described on the following pages. 


In addition, the loader is capable of modifying data in any phase of a problem program whenever 
that phase is loaded. The job control ALTER statement is used to specify such changes to the 
loader. 


8.2.1. Block Loader 


The LOAD, LOADR, LOADI, and FETCH macro instructions handle both standard load 
modules, which are loaded by the regular program loader, and block modules, which are 
loaded by the block loader, an extension of the program loader. The program loader reads 
one sector at a time from disk, and then moves this data one record at a time to the user 
job region in main storage. The block loader reads an entire track of data at a time directly 
into the user job region in main storage. You can take advantage of the faster block loader 
by using the BLK control statement in the system librarian to convert a load module phase 
from the standard load module format to block format (described in the system service 
programs user guide, UP-8062 (current version)). This may be done at any time before the 
job is executed and there is no need to specify in the macro instructions loading the phase 
whether the load module phase is in the standard format or in block format. 
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a) 8.2.2. Relocation 


The loader can perform positive or negative relocation on 8-bit, 16-bit, 24-bit, or 32-bit 
fields as specified by the relocation list dictionary (RLD) information in the text/RLD 
records of the load module. 


Because of the relocation register, user programs do not require location of address 
constants (A-cons) when the phase is loaded at the address at which it was linked. If an 
alternate load address is specified on LOAD or LOADR, however, the loader handles it as 


follows: 

= LOAD 
No relocation is performed. You must ensure that the phase being loaded is self 
relocating. 

= LOADR 


Relocation is performed on all A-cons specified by the linker which refer to addresses 
in that same phase. A-cons which point inside another phase are not relocated since 
the loader has no way of knowing where that phase was loaded. 


The following examples illustrate when the loader performs relocation: 


@ User Program 
Macro Call” Relocation 
LOAD NAME No 
LOADR NAME No 
FETCH NAME No 
LOAD NAME,ALTAD No* 
LOADR NAME,ALTAD Yes 
FETCH NAME,ENTPT No 


*Phase being loaded should be self-relocating. 
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8.2.3. Library Search Order 





The default order of search employed by the loader is: 
1. Load library file (S¥YS$LOD) 
2. Temporary job run library file (SYSRUN) 


If the temporary job run library file (SYS$RUN) is specified on the EXEC job control card, the 
order of search is: 


1. Temporary job run library file (SYSRUN) 

2. Load library file (SY$LOD) 

If an alternate library is specified on the EXEC job control card, the order of search is: 
1. Alternate load library 

2. Load library file (SYSLOD) 

3. Temporary job run library file (SYSRUN) 

To minimize search time, the loader always begins searching a library at the last root 


phase loaded from that library for that job. This means that it is generally more efficient 
to link modules together than to create a series of smaller, separately linked load modules. 





8.2.4. Read Pointer for Repetitive Loads 


Another way to minimize search time is to reduce the need for a directory search. This can 
be done by using a read pointer for repetitive loads of a particular load module. When the 
disc address (DA) optional parameter is used with the LOAD, LOADR, or FETCH macro 
instruction, the 8-byte EBCDIC phase name in the user program (possibly within the 
macro-generated code) is overwritten with a read pointer during the first execution of the 
macro. This read pointer contains the relative disk address of the phase being loaded. The 
next execution of the same macro call uses this read pointer to find the phase, instead of 
performing a directory search. 


With the DA option, only the first load of a module requires a directory search. All 
subsequent loads of the same module use the read pointer and do not have to repeat the 
directory search. In this case, the larger the directory, the more efficient the use of the 
read pointer. 


When using the DA option, you must be certain that the module is not being updated by 
another job at the same time that it is being loaded by your job; otherwise, an error will 
result. Remember, the DA option may be used only with the LOAD, LOADR, and FETCH 
macro instructions, and should only be used for repetitive loads of the same module. It is 
not available for use with the LOADI macro instruction. If you do not wish to add the DA 
capability to an assembled program, there is no need to reassemble. 
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8.2.5. Loader Error Processing 


When an error is detected by the loader, a binary error code is set up in register 0. If an 
error address was specified, the macro-generated code branches to that address. If no 
error address was specified (or if the call was a FETCH), the calling task is abnormally 
terminated. 


The 4-byte error code set up in register O has the following format: 


Byte O = EBCDIC A, R, or L specifying whether the error occurred while 
loading from alternate, run, or load library respectively. 

Bytes 1,2 = 0O 

Byte 3 = Binary error code. For descriptions, refer to the system messages 


programmer/operator reference, UP-8076 (current version). 


8.2.6. Load a Program Phase (LOAD) 
Function: 


The LOAD macro instruction locates a program phase in a load library on disk, loads it 
into main storage, and transfers control to the calling program immediately following 
the LOAD macro instruction. 


After execution of this macro instruction, register 0 contains the job-relative address 
at which the phase was loaded, and register 1 contains the entry-point address. This 
entry point address is determined at linkage edit time. If an alternate load address is 
provided (positional parameter 2), the load point address specified to the linkage editor 
is overridden and the phase is loaded at the specitied address. This new override 
address is returned in register O. 


This macro instruction does not relocate address constants regardless of whether an 
alternate load address is specified (positional parameter 2). 
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Format: 





LABEL AOPERATION A OPERAND 


me (eerie Clean Cate CE 





Positional Parameter 1: 


phase-name 


Specifies the name of the program phase to be loaded. This may be either the 1- 
to 6-character user-assigned alias phase name or the 8-character linker-assigned 


phase name in the format nnnnnnpp where nnnnnn is the program name and pp 
is the phase number. 


(1) 
Indicates that register 1 has been preloaded with the address of the 8-character 
phase name. 


Positional Parameter 2: 


load-addr 
Specifies the symbolic address at which the phase is to be loaded. 





(0) 
Specifies that register O has been preloaded with the load address. 


if omitted, the program phase will be loaded at the address specified by the linkage 
editor. 


Positional Parameter 3: 


error-addr 


Specifies the symbolic address of an error routine that is to be executed if a load 
error occurs. 


(r) 


Specifies that the designated register (other than O or 1) contains the address of 
the error routine. 


If omitted, the calling task will be abnormally terminated if a load error occurs. 
Positional Parameter 4: 


R 
Specifies that only the system load library is to be searched for the phase. 





If omitted, a full search is to be performed (8.2.3.). 
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@ Positional Parameter 5: 


DA 
Specifies that the 8-byte phase name specified in positional parameter 1 will be 
overwritten with a read pointer during the first execution of this macro 
instruction. This read pointer is used to find the phase on the second and all 
subsequent executions of this macro instruction. 


lf omitted, a search is performed on the phase name specified in positional parameter 
1 each time this macro instruction is executed, and the 8-byte phase name is not 
overwritten. 


8.2.7. Load a Program Phase and Relocate (LOADR) 


Function: 


The LOADR macro instruction locates a program phase in a load library on disc, loads 
it into main storage, and transfers control to the calling program immediately 
following the LOADR macro instruction. 


After execution of this macro instruction, register O contains the job-relative address 
at which the phase was loaded, and register 1 contains the job-relative entry-point 
address. This entry point address is determined at linkage edit time. If an alternate 
load address is provided (positional parameter 2), the load point address specified to 

@ the linkage editor is overridden and the phase is loaded at the specified address. This 
new override address is returned in register O. 


The format and operation of the macro instruction is identical to the LOAD macro 
instruction except that all address constants in the phase are relocated if an alternate 
load address is specified (positional parameter 2). 


This macro instruction is used to load a phase at an address other than that at which 
it was linked. 


Format: 


LABEL A OPERATION A OPERAND 


[symbol] jeheenaieo | (ieee || Cerersate) 1 aio) 





Positional Parameter 1: 


phase-name 
Specifies the name of the program phase to be loaded. This may be either the 1- 
to 6-character user-assigned alias phase name or the 8-character linker-assigned 
e phase name in the format nnnnnnpp where nnnnnn is the program name and pp 
is the phase number. 
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(1) 
Indicates that register 1 has been preloaded with the address of the 8-character @ 
phase name. 


Positional Parameter 2: 


load-addr 
Specifies the symbolic address at which the phase is to be loaded. 


(0) 
Specifies that register O has been preloaded with the load address. 


If omitted, the program phase will be loaded at the address specified by the linkage 
editor. 


Positional Parameter 3: 


error-addr . 
Specifies the symbolic address of an error routine that is to be executed if a load 
error occurs. 


(r) 
Specifies that the designated register (other than O or 1) contains the address of 
the error routine. 





If omitted, the calling task will be abnormally terminated if a load error occurs. 
Positional Parameter 4: 


R 
Specifies that only the system load library is to be searched for the phase. 


If omitted, a full search is to be performed (8.2.3). 


Positional Parameter 5: 


DA 
Specifies that the 8-byte phase name specified in positional parameter 1 will be 
overwritten with a read pointer during the first execution of this macro 
instruction. This read pointer is used to find the phase on the second and all 
subsequent executions of this macro instruction. 


This option is designed to reduce the search time for separately linked load 
modules which are loaded repeatedly. When using this option, you must ensure 
that there is no possibility of another job deleting or moving the load module you 
are trying to load. For example, if another job uses the librarian to pack the 
library, this may cause a load error in your job. If you can be sure this doesn’t 
happen, you may be able to reduce considerably the load time for some modules, 
particularly in large libraries. @ 


If omitted, a search is performed on the phase name specified in positional parameter 
1 each time this macro instruction is executed, and the 8-byte phase name is not 
overwritten. 
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= 8.2.8. Locate a Program Phase Header (LOAD!) 


Function: 


The LOADI macro instruction locates the header record of a program phase and 
stores it in a work area. 


You may then examine the information contained in the program phase header to 
determine if it is desirable to load the program phase. If the phase is to be loaded, 
you must use one of the other load instructions to load the program phase. 


The format of the phase header record is shown in 8.2.8.1. 


Format: 








A OPERATION A OPERAND 


aera ' (eres \ [ es 


[. als \] LRI 






[symbol] 





@ Positional Parameter 1: 


phase-name 


Specifies the name of the program phase to be loaded. This may be either the 1- 
to 6-character user-assigned alias phase name of the 8-character linker-assigned 


phase name in the format nnnnnnpp where nnnnnn is the program name and pp 
is the phase number. 


(1) 


Indicates that register 1 has been preloaded with the address of the 8-character 
phase name, 


Positional Parameter 2: 


work-area-addr 
Specifies the symbolic address of the area in main storage where the phase 
header is to be placed. 

(0) 
Specifies that register O has been preloaded with the work area address. 


Positional Parameter 3: 


; work-area-length 


Specifies the number of bytes of the phase header that are to be placed in the 
work area. 
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If omitted, the value 13,) is assumed. This specifies that the portion of the phase 
header up to and including the phase load address and the phase length is to be 
placed in the work area. 





Positional Parameter 4: 

error-addr 
Specifies the symbolic address of an error routine that is to be executed if a load 
error occurs. 

(r) 
Specifies that the designated register (other than O or 1) has been preloaded with 
the address of the error routine. 

if omitted, the calling task will be abnormally terminated if a load error occurs. 


Positional Parameter 5: 


R 
Specifies that only the system load library is to be searched for the phase. 


If omitted, a full search is to be performed (8.2.3). 


8.2.8.1. Program Phase Header 





The format of the phase header is as follows: 





Bytes Contents 

0,1 Systems use 

2 Phase number 

3,4 System flags 

5—8 Phase load address (linker assigned) 
9—12 Phase length 

13—20 Phase name (linker assigned) 
21—23 Date (packed decimal — yymmdd) 
24—26 Time (packed decimal — hhmmss) 
27—30 Module length 

31—38 Alias phase name 





39—68 Comments 
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@ 8.2.9. Load a Program Phase and Branch (FETCH) 
Function: 


The FETCH macro instruction locates a program phase in a load library on disk, loads 
it into main storage, and transfers control to the address specified in the phase 
transfer record, unless an alternate address has been specified (in positional 
parameter 2). 


After execution of this macro instruction, register O contains the job-relative address 
at which the phase was loaded, and register 1 contains the job-relative entry point 
address. This entry point address is determined at linkage edit time. If an alternate 
entry point address is provided (positional parameter 2), the entry point address 
specified to the linkage editor is overridden and the phase is given control at the 
specified address. This new entry point address is returned in register 1. 


Format: 





A OPERATION A OPERAND 


{ oe \ [ . abi is \ ] LRI[DAI 
















[symbol] 


@ Positional Parameter 1: 


phase-name 
Specifies the name of the program phase to be loaded. This may be either the 1- 
to 6-character user-assigned alias phase name or the 8-character linker-assigned 
phase name in the format nnnnnnpp where nnnnnn is the program name and pp 
is the phase number. 


(1) 
Indicates that register 1 has been preloaded with the address of the 8-character 
phase name. 


Positional Parameter 2: 
entry-point-name 
Specifies the symbolic address of the point in the program at which control is to 


be passed after a successful load. 


(0) 
Indicates that register O has been preloaded with the entry point address. 


If omitted, control will be passed to the address specified in the phase transfer record. 
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Positional Parameter 3: 





R 
Specifies that only the system load library is to be searched for the phase. 


If omitted, a full search is to be performed (8.2.3). 


Positional Parameter 4: 


DA 
Specifies that the 8-byte phase name specified in positional parameter 1 will be 
overwritten with a read pointer during the first execution of this macro 
instruction. This read pointer is used to find the phase on the second and all 
subsequent executions of this macro instruction. 


If omitted, a search is performed on the phase name specified in positional parameter 
1 each time this macro instruction is executed, and the 8-byte phase name is not 
overwritten. 


8.3. PROGRAM TERMINATION 


The program termination macro instructions cause the system facilities assigned to a job 
or to a task to be relinquished for assignment to other jobs or to other tasks. When 
terminating a task, the EOQJ, CANCEL, and DETACH macro instructions will also clear all 
I/O locks for the task. 





The following macro instructions are available: 
@» EQOJ 

Causes normal job step termination. 
mw CANCEL 

Causes abnormal job termination and prints out the job main storage. 
There are two other macro instructions used for job and task termination: 
= DETACH 

Causes normal termination of a task (7.3.3). 
=» DUMP 


Causes normal job step termination in addition to printing out the job main storage 
(9.1.2). 
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@ 8.3.1. Normal Termination 


Normal program termination is requested by means of the EOJ or DUMP macro 
instructions, the DUMP operator command, or the self detaching of a primary task. This 
implies normal completion of the job step and continuation of the job. These functions 
will allow all task and I/O to idle down prior to terminating the program and passing 
control to the next phase of job control. 


The termination of a job step which has open data files will cause an immediate 
cancellation of the job. 


The DUMP macro. instruction provides a printout of the contents of the job region. 
Subsequent to printing the region the DUMP transient routine overlays itself with the end- 
of-job step transient routine which provides normal job step termination. 


The DUMP console command sets the job step to execute its own DUMP macro 
instruction. 


8.3.2. Abnormal Termination 


Abnormal job termination can be requested by you through the CANCEL macro instruction, 
by the operator through the CANCEL command, or as a result of a system detected error. 
The latter case includes: systems function errors with no error address specified, program 
exception errors without program check island code, and unrecoverable hardware errors. 


S The cancel function detaches all subtasks, delinks all outstanding !/O and waits for all 
outstanding system functions to be completed. It provides a printout of the contents of the 
job region if the DUMP option was specified on the OPTION statement, and either there is 
a printer assigned to this job or there is a printer available. 


8.3.3. Printout 


Both the CANCEL and DUMP macro instructions provide for a printout of the contents of 
the job main storage which will occur if a printer was assigned to the job using the DVC 
and LFD job control statements, or is available for assignment, and the DUMP, JOBDUMP, 
or SYSDUMP parameter was specified in the OPTION job control statement. Otherwise, 
both macro instructions will execute normally; however, no printout will occur. 


8.3.4. End-of-Job Step (EQJ) 


Function: 


The EOJ macro instruction causes normal job step termination. It terminates a 
primary task or a subtask. If an EOJ macro instruction is issued from a primary task 
with active subtasks, all subtasks are terminated. If an EOJ macro instruction is 
issued from a subtask, only the subtask and any subtasks it created are terminated. 


@ This macro instruction also clears all I/O locks for the task. 
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Format: 







A OPERATION A OPERAND 


[symbol] 


There are no parameters for the EOJ macro instruction. 


The EOJ macro instruction is used to cause normal job step termination. It is usually 
invoked by the job step task after all attached subtasks have been detached and all data 
files have been closed. Job control is then loaded in the problem program area to 
prepare the next scheduled job step, or to terminate the job if it is the last job step of 
the job. 


The EOJ macro instruction may be used to force subtask termination for the job step. If 
a subtask encounters a fatal (abnormal termination) error condition before the EOJ 
function receives control, the job may be cancelled (depending on the existence and 
function of an abnormal termination island code routine). An EOJ macro instruction 
executed by a subtask is treated as a request for the DETACH macro instruction 
function. 


Error Conditions: 


The job will be cancelled if errors which prevent normal termination are encountered 
by the EOJ routine. A hexadecimal error code is provided for display in the diagnostic 
storage dump produced by the CANCEL function. The error codes and their meaning 
are shown in the system messages programmer/operator reference, UP-8076 
(current version). 


8.3.5. Cancel a Job (CANCEL) 
Function: 


The CANCEL macro instruction causes abnormal termination of a job. It terminates 
the current job step, prevents execution of any remaining job steps for that job, 
detaches all subtasks, delinks all outstanding I/Os, and waits for all outstanding 
system functions to complete. 


This macro instruction also displays an abnormal termination message on the 
operator console indicating which job is being terminated and the error code defining 
the error. In addition, this macro instruction provides a diagnostic storage dump of 
the job region similar to that produced by the DUMP macro instruction. (See 9.1.2 for 
details of the dump printout.) 


This macro instruction also clears all I/O locks for the task. 


Format: 









A OPERATION A OPERAND 
















[symbol] CANCEL 


error-code 
rr | 
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Positional Parameter 1: 


error-code : 
Specifies a 1- to 3-digit hexadecimal error code to be displayed on the system 
console and included in the diagnostic storage dump. 


(0) 
Indicates that register O has been preloaded with the error code. 


If omitted, the error code is set to binary zero. 


The CANCEL macro instruction is used to cause abnormal job termination when error 
conditions are encountered which prevent further processing. The abnormal job 
termination function may be requested by you through the CANCEL macro instruction, 
by the operator through the CANCEL command, or as a result of a system detected 
error. 


If an error occurs during the execution of a macro instruction, control will be passed to 
the error routine if an error address was specified or, if none was specified, to the 
abnormal termination island code if it is present. The use of island code permits you to 
take additional action prior to terminating the task or job step which is in error. 


Error Conditions: 


A number of conditions may exist when the cancel routine is entered, however, the 
error code displayed in the diagnostic storage dump will always represent the original 
cause of entry to the abnormal termination function. 


A printout is produced if: 
= =the DUMP, JOBDUMP, or SYSDUMP option was specified via job control; and 


= = ~=—a_ printer was assigned to the job or is available. 


8.4. TIMER SERVICES 


During execution of a job, you may want to record the date and time that an event occurred, 
for example, the date a credit was posted to an accounts receivable record, the date and 
time a message was received from a remote communications terminal, or the date and time 
a job step was completed. You can do this by using the GETIME macro instruction. 


At times you may want to request an interrupt to your program after a specified interval. 
For example, you may wish to allow 30 seconds for a response from a terminal, and if no 
response is received within that time, branch to another subroutine or to another task. You 
can do this by using the SETIME macro instruction. 


The date capability is always available. The GETIME macro instruction can be used to 
obtain the date even if the timer services module is not part of the resident supervisor. 


8-15 
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Day clock and timer facilities are optional functions which must be requested during system 
generation. For full use of the GETIME macro instruction, and to use the SETIME macro 
instruction, the timer services module must be resident. For example, if the statement 
TIMER=MAX was specified at system generation, the timer services module is included in 
the generated operating system and stored in the resident supervisor portion of main 
storage. This allows you to use the GETIME macro instruction (for both date and time) and 
the SETIME macro instruction. 


8.4.1. Date and Time Facilities 


8.4.1.1. Current Date 


The current date is placed in the systems information block (SIB) by the operator during 
initial program load. The date is automatically advanced each day at midnight unless the 
supervisor was configured at system generation time not to update. In that case, the 
operator must change the date through a console command. This date is referred to herein 
as the system date to distinguish it from the job date. 


S!IB 


system date 


There is a date for each job, which is stored in the preamble for the job. This is the date you 
get when you use the GETIME macro instruction. Normally, the job date is the same as the 
system date. However, you can change it using the SET job control statement which 
changes the date for your own job and does not disturb the system date or the job dates for 
other jobs being processed. For example, if your application calls for statements to be 
produced on the fifteenth of each month but no processing was done that day because of a 
holiday or because of machine maintenance, you could change the job date in the preamble 
the next day from 16 to 15 so that the statements and other records produced will show the 
date the job was intended to be run. 


Job Preamble 
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& 8.4.1.2. Time of Day 


If the timer services module is resident, the GETIME macro instruction gives you the time 
along with the date. The current time of day is maintained by a simulated day clock in the 
SIB. This day clock specifies the amount of time that elapsed since midnight. The clock can 
show a maximum of 99 hours and may be permitted to run past midnight if jobs were 
processing at that time. The time of day is automatically reset at midnight along with the 
date unless the supervisor was configured not to update. Otherwise, the operator must 
reset the clock each day. A common use of the clock is to record the time of day a job was 
run and to calculate the length of time required to run it. The job log you receive with your 
listing shows the start and stop times for your job steps. The run time could be used to 
charge an account number, or to invoice your department for the computer time required 
to run your job. 


siB 


8.4.1.3. Get Current Date and Time (GETIME) 

Function: 
The GETIME macro instruction obtains the calendar date and the current time of day 
from the simulated day clock function of the supervisor. The date is returned in 
register 0, and the time is returned in register 1. If the timer services module is not 


part of the resident supervisor, the contents of register 1 are unpredictable. 


Format: 





AOPERATION A 






OPERAND 






[symbol] GETIME 
Positional Parameter 1: 


M 
Specifies that the current time of day is to be expressed in milliseconds in binary 


@ representation. 


Specifies that the current time of day is to be expressed in packed decimal format. 


If omitted, the parameter S is assumed. 
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The current calendar date is returned in register 0 expressed in packed decimal in the & 
form: 
Oyymmdd+ 
where: 
yy = year 


mm = month 
dd = day 


The high-order half byte is always zero, and the low-order half byte is the sign, which is 
always positive. 


The current time of day is returned in register 1. If you write this macro instruction 
with the S parameter or with no parameter, the time is expressed in packed decimal 
format in the form: 


Ohhmmss+ 
where: 
hh = hours 





mm = minutes 
ss = seconds 


The high-order half byte is always zero, and the low-order half byte is the sign, which is 
always positive. 


The following entries: 






AOPERATIONA OPERAND A 
16 


Pere bee Pre Pe pea tera tae 





or 


pov es  | GM fer eg pd ye ey hy 


return the date and time in registers O and 1 in packed decimal format. You can then 
store the contents of these registers, and edit the fields for a printout of the date and 
exact time that an event occurred. 





For example, let us assume you wish to print the date and exact time a job step is 
completed. The subroutine shown in Figure 8—1 gets the date and time from the job 
preamble and the SIB, unpacks the contents of registers O and 1 into an 18-byte buffer 
for editing and printing, then terminates the job step. 











8075 Rev. 2 
UP-NUMBER 





8-19 
UPDATE LEVEL | PAGE 






SPERRY UNIVAC Operating System/3 





OPERAND COMMENTS 





ered neve oes eee er Retoens ideta iniregister O, and time. iniregiste 
pordiiiy 11. Stores date fram regitter O tte WSlet 








bg WSZ Litiisitiiii ts... Sitares time, from register (Te W824 











FeR+h(6) WSU (4h), 1. 1. Unpacks date inte BUEFER. | 
bis WS2, Un packs Time, into, B R 


ci 

















Ct pe a i 














FER, Ct poiitii iit 
FES A KS 


phar barra bie a iter ia tirade 





is bh Lae ee ase lp eh ices 














RUFRER LS Che poi ESO Wt ed LY RY yt Cl ST 











NV, BUPFER i111... Prints date and Time fhom BURRER: 11114 











(Oy ae Cd CS CORO ae tle OD CaN BE ae Pe ep pe epee 








Figure 8—1. Example of GETIME Macro Instruction 


Let us assume the GETIME macro instruction was executed October 24, 1977 at 13 
seconds after 9:30 A.M. The job date from the preamble would be returned in register 
0, and the time from the day clock in the SIB would be returned in register 1. The 
registers would contain: 


Preamble S!B day clock 
oe reser [ios oe 


Following execution of line 7, BUFFER contains: 





Following execution of line 18, BUFFER contains the date (year/mon/day) and the time 
(hours.min.sec): 





The date and time are printed: 


77/10/24 09.30.13 
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If you write this macro instruction using the M parameter, the date is expressed in @ 
packed decimal in register 0, but the time is expressed in milliseconds in binary 





representation in register 1. For example, if the following macro instruction were 
> executed at 10 seconds after midnight, September 26, 1977, registers O and 1 would 
contain: 


AOPERATIONA OPERAND 
10 


16 





wo rain [s [oJ] | 


8.4.2. Timer Interrupt Facilities 


The timer services module also enables you to request a scheduled timer interrupt in the 
requesting task. Using the SETIME macro instruction you may request an interrupt after any 
time period greater than 1 millisecond. You may: 


= continue processing the task until the interrupt, then transfer control to the task’s timer 
island code; 


= suspend processing the task until the interrupt, then continue with the next instruction; 
or 





= ~cancel a previous SETIME request. 

The time interval requested in the SETIME macro instruction is added to the current time of 
day to calculate the time when the interrupt is scheduled to occur, and this SETIME 
expiration time is stored in the task control block (TCB). 


TCB 


SETIME expiration time 


timer island code address 
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If timer island code is to be executed, a STXIT macro instruction must have been previously 

& issued to link the island code to this task. Timer island code is described in 8.6. If no timer 
island code is present, or if the interrupt request was cancelled, the interrupt is ignored. 
There may only be one set of timer island code per task. 


If the task is to be suspended, the next available task in the switch list is executed. When 
the interrupt occurs, control is returned to the next instruction in the task immediately 
following the SETIME macro instruction. 


8.4.2.1. Set Timer Interrupt (SETIME) 
Function: 


The SETIME macro instruction requests a scheduled timer interrupt in the requesting 
task and continues executing the requesting task. When the specified time interval 
elapses, the task’s timer island code (as specified by a STXIT macro instruction) is 
executed. 


Note that in this case the STXIT macro instruction must have been previously issued to 
set up timer island code for this task. There may be only one set of timer island code 
per task. 


lf written with the WAIT parameter, this macro instruction requests a timer interrupt 

and suspends execution of the requesting task until the timer interval elapses. At this 

@ time, the task resumes execution with the next instruction following the SETIME macro 
instruction. 


| This macro instruction cancels any previous SETIME request if entered with no 
| parameters. 


Format: 












OPERAND 


mnt mar (84 


A OPERATION A 


[symbol] SETIME 


Positional Parameter 1: 


time-interval 
Specifies the interval of time that must expire before the interrupt is generated. 
| This interval is expressed either in seconds or milliseconds depending on the entry 
| in positional parameter 3. The maximum value that may be entered as positional 
parameter 1 is 4095,9. To specify a value greater than 4095, enter (1) as 
positional parameter 1 and preload register 1 with the required time interval 
value. 


& (1) 


lf omitted, any previous SETIME request for this task is cancelled, preventing the 
scheduled interrupt. 


Indicates that register 1 has been preloaded with the time interval value. 
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Positional Parameter 2: 





WAIT 
Specifies that the problem program is to relinquish control until the specified time 
interval expires, at which time control is returned to the point immediately 
following the SETIME macro instruction. 


If omitted, the requesting program retains program control. When the time interval 
expires, the timer island code is activated. 


Positional Parameter 3: 


= 


Specifies that the time interval entered as positional parameter 1 is expressed in 
milliseconds. 


”n 


Specifies that the time interval entered as positional parameter 1 is expressed in 
seconds. 





If omitted, the parameter S is assumed. 


8.4.2.2. Continue Processing Until Interrupt 


If you omit the WAIT parameter, the task retains program control and continues processing 
at the instruction immediately following the SETIME macro instruction. When the time 
interval elapses, the timer island code for this task is executed. For example, the 
instruction: 





LABEL AOPERATIONA OPERAND A 
10 16 


SIETGLME| 30, 





e 


° 


r 








SIE L = 4O 
pout] fest bhsthrvetien 1 re ee ee 
Pee oees a ieee 
Peete ned 0 heared 
Pre ee a ees 





requests a timer interrupt in 30 seconds. The task continues processing until the 30-second 
time interval elapses; then the timer island code is executed. 
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@ If you want to specify an interval smaller than a second, the instruction: 


LABEL AOPERATIONA OPERAND A 
0 


1 

ed hina, cee oer en eee ee mee ere 
each n efi Wy ae a glo Gey Dp g tlh gs A 
é 
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requests a timer interrupt in 200 milliseconds. The task continues processing until the 200- 
millisecond time interval elapses; then the timer island code is executed. 
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Figure 8—2 is an example of the use of the SETIME macro instruction to request an 
interrupt in 25 seconds so that a time limit of 25 seconds can be placed on the computation 
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Figure 8—2. Example of SETIME Macro Instruction 
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Line 4 links the timer island code (lines 27 to 29) which sets a flag when the time interval 
expires. Line 6 requests an interrupt in 25 seconds and the compute routine (lines 8 to 16) 
is entered. Line 18 is the normal exit which occurs if computation is completed before the 
time elapses. Lines 20 to 25 are the error routine which is executed if the time elapses 
before the computation is completed. 





8.4.2.3. Wait for Interrupt 


If you use the WAIT parameter, the task suspends processing and program control is 
transferred to the next available task. When the time interval elapses, program control is 
returned to the next instruction in the task immediately following the SETIME macro 
instruction. For example, the instruction: 


LABEL AOPERATIONA OPERAND A 


16 
a 


_ 
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requests a timer interrupt in 30 seconds. The task is suspended until the 30-second time 
interval elapses, then processing continues with the next instruction. This instruction could 
be used following a message to the console operator or a question to a user at a remote 
terminal allowing a period of time (in this case, 30 seconds) to reply or to enter additional 
data. 


8.4.2.4. Cancel a Previous Timer Interrupt Request 


To cancel a previous timer interrupt request, simply use the SETIME macro instruction 
without parameters. For example: 


_— 
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Line 1 requests a wait and timer interrupt in 300 milliseconds. Line 6 cancels the request. 
The next time these instructions are executed, the wait and interrupt requested by line 1 are 
ignored and program control goes immediately to line 2. @ 
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A program may consist of several phases or routines produced by an assembler, compiler, or 
other language translator, and then combined by the linkage editor. Control can be passed 
from one routine to another within the program. This is referred to as direct linkage. 

Linkage can proceed through as many levels as necessary. During the execution of a job 
step, a routine (referred to as the calling program) passes control to another routine (the 
called program), which can in turn become the calling program passing control to a third 
routine (the called program), etc. This branch and linking process requires that the contents 
of certain registers be saved, then restored, so that control can be returned to the calling 
program. 


The following macro instructions are used for direct linkage: 
@ CALL/VCALL 
Calls a program module and gives it control. 
=» ARGLST 
Generates an argument (parameter) list. 
= SAVE 
Saves the contents of specified registers. 
= RETURN 
Restores registers and returns control. 


The CALL and VCALL macro instructions can also be used to pass parameters from the 
calling program to the called program. 
8.5.1. Linkage Register Conventions 


During the direct linkage process, certain registers are used for specific purposes to avoid 
conflicts in register use. These registers and their uses in the linkage procedure are: 


= Register O — Reserved for system use 
= Register 1 — Parameter or parameter list register 


Register 1 is used for passing parameters between linked programs (each parameter is 
four bytes long and is aligned on a word boundary). This register is loaded with the 
parameter to be passed, or, in the case of a parameter list, the address of the first 
parameter in the list. The last parameter in a parameter list has its sign bit set to 1. 


7 Register 2 through 12 — Free registers 
These registers are never used or referenced by the direct linkage macro instructions. 
@ = Register 13 — Save area register 


If a save area is provided for the called program by the calling program (for temporary 
register storage), the address of the save area, which must be aligned on a full-word 
boundary, is loaded in register 13 by the calling program. 





acigien SPERRY UNIVAC Operating System/3 = 


UP-NUMBER UPDATE LEVEL | PAGE 


m Register 14 — Return address register 





This register is loaded by the calling program with the address to which control should 
be returned following the execution of the called program. 


= Register 15 — Entry point register 
This register is loaded by the calling program with the address of the entry point in the 
called program. This register can be used to provide initial addressability in the called 
program. 
8.5.2. Linkage Procedure 
The calling program establishes direct linkage with another program by means of the CALL 
or VCALL macro instruction. If registers are used in the called program (other than O, 1, and 
15), the SAVE macro instruction must be used to save their content. The RETURN macro is 
used to return control to the calling program. 


The calling program is responsible for the following: 


= Loading register 13 with the address of a 72-byte save area (if one is required by the 
called program). The save area must be aligned on a full-word boundary. 


a Loading the parameter register, if necessary. 





= Loading register 14 with the return address. 
s Loading register 15 with the entry point in the called program. 
The called program is responsible for the following: 


= Saving the content of all registers used by it, with the exception of registers O, 1, and 
15 which are considered volatile. The contents of registers are saved in the area 
addressed by register 13. 


# Following its execution, the called program must reload the saved registers and 
transfer program control to the return address loaded in register 14 by the called 
program. 


You can have the CALL, VCALL, SAVE, and RETURN macro instructions perform the linkage 
functions for you. Or if you prefer, depending on how you code the parameters in the SAVE 
and RETURN macro instructions, you can perform some of these functions yourself. 


If you use the SA parameters in the SAVE and RETURN macro instructions, the macro 
establishes a save area and loads the address of the save area into register 13. If you do not 
use the SA parameters, you must establish the save area in the calling program and load 
the address of the save area into register 13 before issuing the CALL or VCALL macro 
instruction. 





If you use the COVER and COVADR parameters in the SAVE macro instruction, the macro 
loads the base register addresses. If you do not use the COVER and COVADR parameters, 
you must perform your own base register loading. 
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@ 8.5.3. Register Save Area 


A save area is established by one program (the calling program) for use by a second program 
(the called program). If the called program finds it necessary to use any of registers 2 
through 14 thereby destroying their contents, the called program must store the original 
contents of these registers in the save area provided by the calling program, before using 
them. The called program itself can be a calling program, and must provide a save area for 
its called program (the third program in the chain). Any number of programs can be chained 
together in this manner. It is not necessary to have a save area in the last program of a 
chain. 


Standard register save areas are used with the CALL, VCALL, SAVE, and RETURN macro 
instructions. Note that this register save area is different from the save area used with 
island code linkage for register and PSW storage (described in 8.6). 


The format of the register save area is shown in Figure 8—3, and further explained in Table 
8—1. 


Word Byte Content 


RESERVED FOR SYSTEM USE 
SAVE AREA BACKWARD LINK ADDRESS 
SAVE AREA FORWARD LINK ADDRESS 


CALLING PROGRAM RETURN ADDRESS 


CALLED PROGRAM ENTRY POINT ADDRESS 


REGISTER 7 
: 






4 
12 


2 


0 
8 
2 
6 


2 
3 
3 


= - 
w N 


_ 
a 







= 
~ 


@ NOTE: 


Each word in the save area is aligned on a full-word boundary. 


Figure 8—3. Register Save Area Format 
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Table 8—1. Register Save Area 


Reserved for system use. 


If zero, indicates the first save area of a chain. Otherwise, this is the address of the save area used by the 
calling program which is located in the higher level program that called the calling program. For example, 
bytes 4—7 of SAVE B (a save area in program B for the use of program C) contains the address of SAVE A 
(a save area in program A for the use of program B). It is the responsibility of the calling program to store 
the backward link address in this field from register 13 before loading the current save area address in 
register 13. 










If zero, indicates the last save area in a chain. Otherwise, this is the address of the save area in the most 
recently called program. It is the responsibility of this called program to store the save area address in this 
field before calling a lower level program. 










The address in the calling program (as loaded in register 14) to which control is to be returned. This address 
must be stored in this field by the called program if that program intends to alter the contents of register 






The entry point address of the called program (as stored in register 15) to which control is to be transferred. 
This address must be moved to this field by the calling program. 









A storage area provided to contain the contents of registers 0 through 12. The called program determines 
the number of registers, if any, to be saved. 





8.5.4. Call a Program (CALL/VCALL) 


The CALL and VCALL macro instructions pass control from a program to a specified entry 
point in another program. They are written in the calling program to establish linkage with 
a called program. CALL is used to establish a direct linkage with a program already in main 
storage. It loads an A-type address constant, and branches. VCALL is used to establish a V- 
CON type linkage with a program not necessarily in main storage. It loads a V-type address 
constant, and branches. No SVCs are generated by either macro instruction. 


The CALL or VCALL entry point need not have a manually coded EXTRN. All other labels 
used on these calls, which appear outside the assembly, must have manually coded 
EXTRNs. 


You can use positional parameter 2 of the CALL or VCALL macro instruction to pass 
parameters from the calling program to the called program. In this case, you can enter the 
parameters themselves, enclosed in parentheses; the macro expansion will generate a 
parameter list in the required format. Or, you can enter the address of a parameter list 
defined elsewhere in your program in the format required by the macro. 


Another convenient method is to use the ARGLST macro instruction to generate this list 
for you. You then enter the symbolic address of the macro call as positional parameter 2 of 
the CALL or VCALL macro instruction. 
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@ Format: 












OPERAND 


entry-point (param-1,...,param-n) 
list-address 
(15) (1) 


A OPERATION A 








[symbol] 


Positional Parameter 1: 


entry-point 
Specifies the symbolic address of the entry point in the called program to which 
program control is to be given. 


(15) 
Indicates that register 15 has been preloaded with the address of the called 
program. 


Positional Parameter 2: 





g (param-1,...,param-n) 

Specifies one or more parameters to be passed to the called program. These 
parameters are written enclosed in parentheses, and are included in the CALL or 
VCALL macro expansion in the same sequence as entered on the call line. Each 
parameter is considered as one full word and is aligned on a full-word boundary. 
The three low-order bytes of each generated word contain the address of a 
parameter. To mark the end of the parameter list, the sign bit of the last 
parameter in the list is set to 1. The address loaded in register 1, prior to control 
being transferred to the called program, is the address of the first parameter in 
the list. 


The parameter entries can represent actual values. However, for compatibility 
with higher-level languages, this parameter is usually used to pass address 
constants to the called program. 


list-address 
Specifies the symbolic address of a user-defined parameter list. You can define 
the list in the required format, or you can use the ARGLST macro instruction to 
generate the list for you. 





| (1) 
Indicates that register 1 has been preloaded with the address of the parameter list. 


If omitted, no parameters are assumed. 
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8.5.5. Generate an Argument List (ARGLST) 





The ARGLST macro instruction generates an argument list (list of parameters) in the 
format required by the CALL/VCALL macro instruction. 


This is a declarative macro instruction and must not appear in a sequence of executable 
code. 


Format: 






A OPERATION A OPERAND 










symbol ARGLST param-1,...,param-n 





Positional Parameter 1: 


symbol 
Specifies the symbolic address of the generated parameter list. This name can be 
used in the CALL/VCALL macro instruction to refer to the parameter list. 


param-1.,..., param-n 
Specifies one or more parameters to be included in the parameter list generated 
by this macro. 


Example: 





ADDRIMZADOIR2 ADDR i bs iii ber i ds 
poe tie pe ta papa tei i tar pi ti pi ts 











) 8.5.6. Save Register Contents (SAVE) 


The SAVE macro instruction is written at the entry point of the called program. It saves the @ 
contents of the calling program registers, loads one or more base registers, establishes 
addressability, and sets the linking pointers of the save areas. All code is generated inline 

with no inner subroutine calls or SVCs. 
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& Format: 


LABEL 












A OPERATION A OPERAND 








r 
(r1,r2,...,rn) 
15 


[symbol] 





1 


[ covapr- { Seen \ [,SA=savearea-name] 


[(r1,r2)] [,T] | cover | 


Positional Parameter 1: 


(r1,r2) 

Specifies that the registers designated in r1 through r2 are to be saved in the 
calling program save area. The registers are always stored in their respective 
fields of the save area. For example, if register 2 is specified, it is stored in word 8. 
All combinations of valid r1 and r2 register addresses are acceptable. If r1 > r2, 
the register addresses wrap around from 15 to O. If register 13 is included within 
this range, it is ignored. However, if the SA keyword parameter is coded, the 
contents of register 13 are stored in the save area specified. 





& If omitted, no registers are saved by this parameter. 
Positional parameter 2: 


T 
Specifies that if the return and entry point registers (14 and 15) are not saved by 
positional parameter 1, these registers are to be stored in the calling program save 
area in words 4 and 5. 


If omitted, registers 14 and 15 are not saved by this parameter. 
Keyword Parameter COVER: 


The COVER and COVADR keyword parameters are used to establish addressability. 
The values specified by COVADR are loaded in the registers specified by COVER. 


COVER=r 
Specifies the register designated as base register for the called program. 


COVER=(r1,r2,...,rn) 
Specifies the registers to be designated as base registers. A total of nine registers 


can be designated. 


If omitted, register 15 is assumed to be the base register. 
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Keyword Parameter COVADR: 





COVADR=base-addr 
Specifies the base address for the called program. If only one register is specified 
by the COVER keyword parameter, this base address is loaded in that register. If 
several registers are specified by the COVER keyword parameter, they are 
successively loaded with 4096 increments of COVADR. A USING statement is 
generated indicating the base address and all cover registers, regardless of 
whether this parameter is specified or omitted. 


lf omitted, the base address is assumed to be the address of this SAVE macro 
instruction, that is, the contents of the location counter at the time this macro 
instruction is assembled. 


Keyword Parameter SA: 


SA=savearea-name 
Specifies the symbolic address of a 72-byte register save area. This address is 
loaded into register 13 after register 13 (which is assumed to contain the address 
of a previous save area if there is one) is stored in word 2 of the save area. This 
process provides linkage to a higher level save area if there is one. 


If omitted, register 13 is unaltered. 





Examples: 
LABEL AOPERATIONA OPERAND A 
1 10 16 
SuBt1.. | gave, | [t4,.12), Crowe r=,12, 
Pegi tea SANE Us il 12) SAE: SAV.EIAREA, sICROVER=1,0 
cid Bae: | bY 2.) COVADR=1S,UB,2, ISA: AREA 





8.5.7. Restore Registers and Return (RETURN) 


The RETURN macro instruction is written at the exit point of the called program. It restores 
the contents of the calling program registers, branches back to the calling program, and 
reserves storage for the current save area. All code is generated inline with no inner 
subroutine calls or SVCs. 


Format: 





A OPERATION A OPERAND 


[(r1 21) 1,7] [sa={ Sveareename | | 


* 














[symbol] RETURN 
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@& Positional Parameter 1: 


(r1,r2) 

Specifies that the registers designated in r1 through r2 are to be restored from the 
calling program save area. The address of the save area is assumed to be in 
register 13. All combinations of valid r1 and r2 register addresses are acceptable. 
lf ri > r2, the register addresses wrap around from 15 to O. If register 13 is 
included within this range, it is ignored. However, if the SA parameter is coded, 
register 13 is reloaded from word 2 of the save area before the registers are 
restored. 


If omitted, no registers are restored by this parameter. 
Positional Parameter 2: 


T 
Specifies that if the return and entry point registers (14 and 15) are not restored by 


positional parameter 1, these registers are to be restored from the calling program 
save area (words 4 and 5). 


If omitted, registers 14 and 15 are not saved by this parameter. 


Keyword Parameter SA: 


© The SA keyword parameter creates a 72-byte save area, or else it indicates that you 
have created the save area elsewhere in the routine. It reloads register 13 (from word 
2 of this program’s save area) with the pointer to the calling program's save area. It 
generates a branch via register 14 as the last executable instruction. 


SA=savearea-name 


Specifies the symbolic address of a 72-byte register save area to be created by this 
macro instruction. 


SA=* 
Specifies that you have defined a save area elsewhere in the routine. 





If omitted, a save area is not created by this macro instruction, and register 13 is 
unaltered. 


Examples: 


; LABEL AOPERATIONA OPERAND A 
10 6 
Put, | (RETURIN Lereeneeeerecrs 
pats RETR (isk 2 BAe 
ix LUSIN A=SAN NEARGIA pi pe ta 
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8.6. ISLAND CODE LINKAGE 





As you know, there are six levels of interrupts in OS/3. Two of these interrupts are handled 
by system routines; however, there are four interrupts that you must handle yourself. These 
interrupts are: 


1. Program Check — An operation in your program causes a program check interrupt, 
such as an addressing error, arithmetic overflow, or operation exception. 


2. Interval Timer — A time interval, which you specified using the SETIME macro 
instruction (WAIT parameter omitted), elapses. 


3. Abnormal Termination — An error occurs that makes continuation of your program 
impossible. 


4. Operator Communication — The operator entered an unsolicited message at the 
system console. 


To handle these interrupts, you must write closed routines, called /s/and code, and link 
these routines to tasks in your program. When one of these interrupts occurs, the 
supervisor stores the contents of the program status word (PSW) and general registers, and 
then transfers control to your island code routine. If you elect to resume processing the 
interrupted task, the supervisor uses this stored information to return control to the task at 
the point of interrupt. 





The purpose of the program check, interval timer, and operator communication island code 
routines is to handle program contingencies or to notify your program that the interrupt has 
occurred. In the case of abnormal termination, the function of your island code routine is to 
terminate either a task or a job step rather than the entire job (normal procedure for 
abnormal termination if there is no abnormal termination island code routine). 


The supervisor provides two macro instructions that automatically generate the linkages 
between your island code routine and your program. The macro instructions are: 


a STXIT 

Attach and detach your island code routine. 
a EXIT 

Exit from your island code routine. 
You must use the STXIT macro instruction in your program to attach your island code 
routines to your tasks. You use the EXIT macro instruction in your program check, interval 
timer, and operator communication island code routines to return control to the interrupted 
task. Do not use the EXIT macro instruction in the abnormal termination island code 


routine. Instead, use: 


a a DETACH macro instruction to detach the task; 





= a DUMP or EOJ macro instruction to terminate the job step; or 


= a CANCEL macro instruction to terminate the job. 
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8.6.1. Attaching Island Code to a Task (STXIT) 


You 


use the STXIT macro instruction to attach island code routines to a task. An important 


point to remember is that STXIT only sets up the linkage, it does not call in the island code 


routi 


ne. Control passes to the island code routine only when the interrupt for which it was 


written occurs. 


There are two formats for the STXIT macro instruction. One is for program check, abnormal 


term 


8.6. 


ination, and interval timer island code routines; and one is for operator communication. 


1.1.. Attaching Program Check, Abnormal Termination, and Interval Timer 
Island Code 


Function: 


This form of the STXIT macro instruction establishes or terminates linkage between 
your task and the user island code routine specified by the parameters. If only 
parameter 1 is supplied, the previous linkage with the island code specified is 
terminated. 


If a program check or an abnormal termination condition occurs for which no linkage is 
provided, the task is terminated. If the task is a primary task, the entire job is 
terminated; if it is a subtask, only the subtask is terminated. 


If a timer interrupt occurs for which no linkage is provided, the interrupt is ignored. 


Format: 


The format for the STXIT macro instruction when it is used for program check, 
abnormal termination, or interval timer island code linkage is: 





A OPERATION A OPERAND 


nel : aa ee fora) | 









[symbol] 


Positional Parameter 1: 


PC 
Establishes linkage with the program check island code routine. 


AB 
Establishes linkage with the abnormal termination island code routine. 


IT 
Establishes linkage with the interval timer island code routine. 


If only positional parameter 1 is specified, the previous linkage with the particular user 
island code routine is terminated; otherwise, a linkage is established. 


Ge Ee ee ee. 
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Positional Parameter 2: @ 


entry-point 


Specifies the symbolic address of the entry point of the user island code routine 
that processes the interrupt. 


(1) 


indicates that register 1 has been preloaded with the address of the entry point. 


If positional parameters 2 and 3 are omitted, the previous linkage with the island code 
specified in positional parameter 1 is terminated. 


Positional Parameter 3: 


save-area 


Specifies the symbolic address of an 18-word save area for PSW and general 
register storage. This save area must be aligned on a full-word boundary. The 
format for the save area is: 


register save area 
(registers O—15) 


Byte 


0 





8 





68 


(0) 
Indicates that register O has been preloaded with the address of the save area. 


If positional parameters 2 and 3 are omitted, the previous linkage with the island code 
specified in positional parameter 1 is terminated. 


As you can see from the format, parameters 2 and 3 are indicated as being optional. They 
are shown this way only because these parameters are omitted when you use the STXIT 
macro instruction to detach an island code routine (8.6.2). Remember, when attaching an 
island code routine, you must specify parameters 2 and 3; when you detach an island code 
routine, you must omit them. Examples of the STXIT macro instruction for program check, 
abnormal termination, and interval timer, are shown in 8.6.5, 8.6.6, and 8.6.7. 


8.6.1.2. Attaching Operator Communication Island Code 


Function: 


This form of the STXIT macro instruction establishes or terminates linkage between 
your task and the operator communication island code specified by the parameters. If 


only parameter 1 is supplied, the previous linkage with the operator communication 
island code is terminated. 





If an unsolicited console message interrupt occurs for which no linkage is provided, the 
interrupt is ignored. 
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@ Format: 


The format for the STXIT macro instruction when it is used for unsolicited operator 
communication linkage is: 









A OPERATION A OPERAND 


entry-point,save-area,msg-area,length \ ] 
[symbol] oc . { (1) 





Positional Parameter 1: 


oc 
Establishes linkage with the operator communication island code routine. 


If only positional parameter 1 is specified, the previous linkage with the operator 
communication island code routine is terminated; otherwise, a linkage is established. 





Positional Parameter 2: 


entry-point 
Specifies the symbolic address of the entry point of the operator communication 
@ user island code routine that processes the interrupt. 


(1) 
Indicates that register 1 has been preloaded with the address of a 4-word table 
containing parameters 2, 3, 4, and 5 in the following format: 





Byte 
: 
12 message area length 





Positional Parameter 3: 





save-area 
Specifies the symbolic address of an 18-word save area for PSW and general 
register storage. This save area must be aligned on a full-word boundary. The 
format for the save area is: 


register save area 
(registers O—15) 


Byte 


@ ° 


8 
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Positional Parameter 4: 





msg-area 
Specifies the symbolic address of an input area reserved for unsolicited messages 
from the operator. 

Positional Parameter 5: 

length 

Specifies the length (in bytes) of the message area. The size of the area can be 
from 1 to 60 bytes; any message exceeding the specified length is truncated, while 
any message smaller is left-justified and space-filled. 


8.6.2. Detaching Island Code From a Task (STXIT) 


Function: 


This form of the STXIT macro instruction terminates linkage between your task and the 
user island code routine specified by the parameter. 


Format: 








AOPERATION A OPERAND 





[symbol] 
oc 


Positional Parameter 1: 


PC 
Terminates linkage with the program check island code routine. 


AB 
Terminates linkage with the abnormal termination island code routine. 


IT 
Terminates linkage with the interval timer island code routine. 


oc 
Terminates linkage with the operator communication island code routine. 


The specific island code routine remains in the program, but it is not entered the next time 
that type of interrupt occurs. Later in the program, if you want to attach the island code 
routine again, use the STXIT macro instruction with the same parameters or with other 
appropriate parameters. You may want to link another set of island code to the same task, in 
which case you would detach the old routine and attach the new. Remember, except for 
program check and interval timer island code in a multitasking environment, there can only 
be one current island code routine of one type in a job step, that is, one island code routine 
of one type currently linked to the task. 
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8.6.3. Island Code Entrance 


As we have described earlier, you attach your island code routine with the STXIT macro 
instruction, specifying the type of island code routine, the routine’s entry point, and a save 
area. When the event occurs for which your routine was written, the instruction being 
executed at that time completes, and the PSW and the general register contents are stored 
in the save area. Control is then transferred to your island code routine. If the last 
instruction in the routine is an EXIT macro instruction, the supervisor uses the stored PSW 
and general register contents to return control to the interrupted task at the instruction 
following the point of interrupt. 


Program check, abnormal termination, and interval timer island code routines receive 
control under the task control block (TCB) of the task, or subtask, causing the interrupt. 
Operator communication island code routines receive control under the TCB of the primary 
task. When your island code routine is activated, the contents of the PSW and the register 
save area of the TCB are moved to the island code routine’s save area. Your island code 
routine should not change entries in this save area. If it does, the state of the system and 
your program are different after the interrupt is processed than it was before the interrupt 
occurred. You may not be able to resume program execution or you may get erroneous 
results. Floating point registers are undisturbed from the time of interrupt; however, any 
changes made during island code routine execution are returned to the interrupted task. 


Your island code routines are given control by the task switcher even though the associated 
task is in a wait state. This override of normal waits (e.g., wait for |/O synchronization, or 
for interval timer) is referred to as /sland code override and remains in effect during island 
code execution. For example, your task can issue a wait for an I/O operation and 
immediately enter island code regardless of whether the wait has completed. When you 
exit from the island code routine, the island code override is removed; but if the |/O wait is 
still set, your program cannot return to the interrupted task until the I/O operation has 
completed. Also, if a wait within your island code routine is followed by an EXIT macro 
instruction, control is transferred immediately to the interrupted task even though this wait 
is still set. If another interrupt occurs, control is not transferred from your task to your 
island code routine until the wait within the island code routine has elapsed. 


8.6.4. Island Code Exit (EXIT) 

At the close of your island code routine, you can: 

a use the EXIT macro instruction to return control to the interrupted task; or 

= use the DETACH, EOJ, DUMP, or CANCEL macro instruction to terminate the task. 

8.6.4.1. Exiting From Program Check, Interval Timer, and Operator Communication 
Island Code 

The normal procedure for program check, interval timer, and operator communication island 


code is to return control to the interrupted task. You do this by coding the EXIT macro 
instruction as the last executable instruction of the island code routine. 


8-39 
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Function: @ 


The EXIT macro instruction terminates a user island code routine, restores the contents 
of the registers and the PSW, and returns program control to the point immediately 
following the interrupt. This macro instruction must be the last executable instruction 
within the island code routine (except for abnormal termination). 


Format: 








AOPERATION A OPERAND 


[symbol] 


Positional Parameter 1: 


PC 
Specifies that exit is from the program check island code routine. 


IT 
Specifies that exit is from the interval timer island code routine. 


oc  ) 


Specifies that exit is from the operator communications island code routine. 





8.6.4.2. Exiting from Abnormal Termination Island Code 


You do not have the option to return to the interrupted task from abnormal termination 
island code. However, you do have a choice of four macro instructions. You may use the 
DETACH, EOJ, DUMP, or CANCEL macro instruction. The use of these macro instructions 
to terminate abnormal termination island code is described in 8.6.6. 


8.6.5. Program Check 


Your program check island code routine receives control as the result of a hardware 
program check interrupt. The island code routine gains control at the entry point specified in 
the STXIT macro instruction in your program that linked the island code to the task. At this 
time, the least significant eight bits of register O contains an error code, and register 1 
contains the address of the event control block (ECB) of the task causing the interrupt. A 
value of zero in register 1 indicates a primary task, otherwise it is the address of the ECB of 
a subtask. All other registers are as they were when the task was interrupted. 


The program check error code returned in register O does not necessarily indicate an error 
condition since occurrences such as arithmetic overflow can cause the interrupt. These 
codes, which range from hexadecimal O01 to OF, are listed and described in the system 
messages programmer/operator reference, UP-8076 (current version). 
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& Program check island code enables you to take some corrective action so that a program 
check interrupt does not cause abnormal termination of the job step. You can take whatever 
action is necessary to correct the situation, then return to the interrupted task by executing 

the EXIT macro instruction. 


If a program check interrupt is caused by a task for which there is no program check island 
code routine, or the island code routine was detached using a STXIT macro instruction with 
only the first parameter, the task enters abnormal termination island code with an error 
code of hexadecimal 20. If there is no abnormal termination island code to handle the 
situation, the task is abnormally terminated. When the task is a primary task, the entire job 
is terminated; when it is a subtask, only the subtask is terminated. 


Now let us look at how you would use the STXIT macro instruction with symbolic addresses. 
Figure 8—4 illustrates this. 
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Figure 8—4. Example of Program Check Island Code Linkage Using Symbolic Addresses 
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In this example, we've coded a program check STXIT in line 6. The entry point address is 
AROVEL and the save area address is PC1. The STXIT macro instruction is not part of the 
island code routine, nor does it call the island code routine. It only attaches the island code 
routine to the task. The island code routine is coded in lines 57 through 61. You should 
place the island code routine in the nonexecutable portion of your program. Nothing, 
however, prevents you from coding it inline in your program. If you do this, you must 
unconditionally branch around the island code routine. The reason for this is that you want 
the island code routine executed only when a program check interrupt occurs, not every 
time it is encountered in the main line of your program. Line 62 reserves the main storage 
save area needed by the island code routine. 





From the format, you can see that you can also code STXIT using register addresses instead 
of symbolic addresses. Let’s take a look at the same program using the alternate method of 
coding STXIT, as shown in Figure 8—5. 


LABEL AOPERATIONA OPERAND A 


_ 
a 


tlle 
F 


R FO A OO OO 
porto ar pe ta pire tae pi Perri tie ia ta 
pouterr arte ei tip ri trai ta 


8 


_ 
- 





r 








aN 
AY IAI 
if 


—- 





Hoe 


IQ 


SPOATMAFEXWN 


re 
oy 
Ks 
A 


ie) 
OWRA?P 
O 
UB 
> = 


ERBRLES SZ. 


AN = 


poitiriils 


VJ 
O 
I< 
ie 
la 





at 
EA 


a Kas Wes Cee Wy ea 
ee ee 
island rite roufine | no eee rhu 


o 











> |> GF 
PRE EEEEEEEEEPEPr EE 
ae a a Ce ee 1 oe vel Se 
E 


0 
n 


Figure 8—5. Example of Program Check Island Code Linkage Using Register Addresses 
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@ Except for three lines of coding, the programs are identical. In order to use register 
addresses in the STXIT macro instruction, you must preload them. Register 1 must be 


preloaded with the entry point address (line 6) and register O with the save area address 
(line 7). When you code the STXIT macro instruction in line 8, you simply write the register 
numbers as shown in the format. 


When the STXIT macro instruction is encountered, the supervisor takes the addresses in 
registers O and 1 and stores them in a control table. These entries in the control table are 
referenced when the interrupt occurs and the island code routine is needed. Once the 
addresses in the registers are stored, these registers are freed. It is advisable to code the 
load address instructions immediately preceding the STXIT macro instruction because 
these registers are frequently used by the system and their contents are dynamic. Other 
than the exceptions just noted, the points brought out in the previous example about 
island code routine placement and reserving main storage still apply. 


8.6.6. Abnormal Termination 


Abnormal termination island code is similar to program check island code in that an 
interrupt can occur at any time during the execution of the task; however, the action to be 
taken differs radically. Your program check island code routine must return control to the 
interrupted task; your abnormal termination island code routine cannot. 


Abnormal termination island code receives control when a task enters cancel processing. 
The cancel can be either intentional (execution of a CANCEL macro instruction) or 

@ unintentional, as with a system imposed cancellation due to a software detected error. This 
permits you to intervene to prevent the abnormal termination of a job. For example, the 
operating system can abnormally terminate a job because of a physical 1OCS error. Instead, 
you may prefer to terminate the job step in error, but process the next job step of the job. 
Or, in the case of a subtask causing the abnormal termination interrupt, you may want to 
detach only the subtask in error, and continue processing the remaining active subtasks or 
the primary task. 


Your abnormal termination island code gains control at the entry point specified in the 
STXIT macro instruction that linked the island code routine to the job step. At this time, the 
least significant 12 bits of register O contain an error code, and register 1 contains the 
address of the ECB of the task causing the cancellation. A value of 0 in register 1 indicates a 
primary task, otherwise, it is the address of the ECB of a subtask. 


The error codes that may cause cancellation are listed and described in the system 
messages programmer/operator reference, UP-8076 (current version). Because you cannot 
return to the interrupted task, you cannot use the EXIT macro instruction to exit from 
abnormal termination island code. Instead you may use any of the following macro 
instructions to terminate the task: 


= DETACH 
Terminate the task or subtask normally. 


& = EOJ 


Terminate the job step normally. 
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The EOJ macro instruction is described in 8.3.4, CANCEL in 8.3.5, DUMP in 9.1.2, and 
DETACH in 7.3.3. 


If an abnormal termination interrupt is caused by a task for which there is no abnormal 
termination island code routine, or the island code routine was detached, the task is 
abnormally terminated. If the task is a primary task, the entire job is terminated; if it is a 
subtask, only the subtask is terminated. 


If a program check interrupt is caused by a task for which there is no program check island 
code routine, or the island code routine was detached, the task enters the abnormal 
termination island code routine with an error code of hexadecimal 20. If there is no 
abnormal termination island code routine or the island code routine was detached, the job is 
abnormally terminated. 


Figure 8—6 is an example of how you use the STXIT macro instruction to attach abnormal 


termination island code routine to your task. Note that in this case we have chosen to use 
the DUMP macro instruction to exit from the island code routine. 
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Figure 8—6. Example of Abnormal Termination Island Code Linkage Using Symbolic Addresses 
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In this example, we've coded an abnormal termination STXIT macro instruction in line 5. 
The entry point address is ABENTRY and the save area address is ABSAVE. As we 

e& mentioned earlier, the STXIT macro instruction is not part of the island code routine. The 
island code routine, which is coded in lines 40 through 44, is executed only when an 
abnormal termination interrupt occurs. Line 45 reserves the main storage save area needed. 
by the island code routine. 


8.6.7. Interval Timer 


Your interval timer island code routine receives control as the result of a timer interrupt 
requested by a SETIME macro instruction in your program written without the WAIT 
parameter. 


When the time interval specified in the SETIME macro instruction elapses, your interval 
timer island code routine gains control at the entry point specified in the STXIT macro 
instruction that linked the island code routine to the task. At this time, register O is cleared 
to 0, and register 1 contains the address of the ECB of the task for which the time interval 
elapsed. A value of O in register 1 indicates a primary task, otherwise, it is the address of 
the ECB of a subtask. All other registers are as they were when the task was interrupted. 


To exit from your interval timer island code routine, use the EXIT macro instruction to return 
to the interrupted task. 


Remember, there must be a SETIME macro instruction without the WAIT parameter to 
request an interval timer interrupt, and a STXIT macro instruction in the same task to attach 

& the task to the island code routine that handles the interrupt. If an interval timer interrupt 
occurs in a task for which there is no interval timer island code routine, or the interval timer 
island code routine was detached, the interrupt is ignored. 


Figure 8—7 is an example of the use of the SETIME, STXIT, and EXIT macro instructions 
with an interval timer island code routine. 
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Figure 8—7. Example of Interval Timer Island Code Linkage Using Symbolic Addresses (Part 1 of 2) 
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Figure 8—7. Example of Interval Timer Island Code Linkage Using Symbolic Addresses (Part 2 of 2) 


In this example, the SETIME macro instruction (line 6) requests a timer interrupt in 25 
seconds so that a time limit of 25 seconds can be placed on the computation (lines 8 to 16) 
that follows. The STXIT macro instruction (line 4) attaches the interval timer island code 
routine (lines 27 to 29) to the task. The routine sets a flag when the time interval expires. 
The STXIT macro instruction is used again (lines 18 and 21) to detach the island code 
routine. The EXIT macro instruction (line 29) returns control from the island code routine to 
— the interrupted task. Line 18 is the normal exit from the compute loop, which occurs if 
computation is completed before the timer elapses. Lines 20 and 25 are the error routine 
which is executed if the time elapses before the computation is completed. Line 31 defines 
the save area needed when the interrupt occurs. 





8.6.8. Operator Communication 


Your operator communication island code routine receives control when the operator enters 
an unsolicited message at the system console. He does this by typing the job number and a 
zero, followed by the message text. For additional details of the operating procedure at the 
system console, refer to the appropriate operations handbook for your system. 


You can use the WTLD and OPR macro instructions to communicate with the operator. In 
these cases, your program displays a message on the system console and requests a reply. 
However, the use of operator communication island code routines permits the operator to 
enter a message for the attention of your program at any time during the execution of a job 
step without being prompted by your program. He could enter one of several predefined 
messages to acknowledge an event or a condition external to your program, for example, an 
infrequent request for statistics at the end of a particular job step. 


The island code routine gains control at the entry point specified in the STXIT macro 
instruction that linked the island code routine to the job step. At this time, register O 
contains the length of the message entered by the operator, while the contents of register 1 
are unpredictable. (Register 1 would not contain an ECB address because operator 
communication island code routines always execute under the primary task TCB.) 








8075 Rev. 2 . 8—47 
rating System/3 

eaGeR SPERRY UNIVAC Ope g Sy Rete ee borne 

@ To exit from operator communication island code, use the EXIT macro instruction to return 


to the interrupted task. 


If the operator attempts to enter an unsolicited message for a job step for which there is no 
operator communication island code routine, or the island code routine has been detached, 
the message is rejected. 


Figure 8—8 is an example of the use of the STXIT and EXIT macro instructions for operator 
communication island code routine using symbolic addresses. The general operation is 
similar to that described for program check (8.6.5). However, you will note that, in addition 
to the entry point and save area, the STXIT macro instruction also specifies a message area 
and message length. 


Following the format, the STXIT macro instruction in line 21 specifies that it is attaching an 
operator communication island code routine (OC). The island code routine’s entry point is 
SYSCON, the save area address is OC1, and the message from the system console is stored 
in a reserved 60-byte area whose address is OPRMSG. 
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Figure 8—8. Example of Operator Communication Island Code Linkage Using Symbolic Addresses 
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Figure 8—9 is an example of how your program would look if you elect to use register @ 
addresses instead of symbolic addresses. The /oad address instruction in line 21 places 
the address of a 16-byte area, called OCSETUP, into register 1. The format of this area is: 


What we have done is taken the last four parameters of the STXIT OC format and converted 
them to a short table. This short table is referenced as the (1) parameter in line 22. Line 93 
reserves the main storage area for this table. Note that in the table the save area address is 
the first field and the entry point address is the second field. Do not confuse this with how 
these parameters are listed in the STXIT macro instruction if you are using symbolic 
addresses. Remember also that at the time the operator communication interrupt occurs, 
this 16-byte field (OCSETUP) must contain the appropriate addresses and message area 
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Figure 8—9. Example of Operator Communication Island Code Linkage Using Register Addresses 
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@ 8.6.9. Use of Island Code With Multitasking 


8.6.9.1. Program Check and Interval Timer With Multitasking 


In a multitasking environment, you can specify discrete program check and interval timer 
island code routines using a separate STXIT macro instruction in each task to link the task to 
its island code routine. 


Figure 8—10 depicts a job step with three tasks (the primary task and two subtasks). The 
STXIT macro instruction in each task specifies a separate island code routine, and a 
separate save area. Note that upon exit, control returns to the interrupted task at the point 
of interrupt. 


PRIMARY TASK 


ISLAND CODE ROUTINE 





PRIMTASK . 


INTERRUPT 


STXIT PC,ICR,SAVE 
RETURN 


EXIT PC 


& SUBTASK 1 


SUBTASK1 . 


ISLAND CODE ROUTINE 


INTERRUPT 


STXIT PC,ICR1,SAVEA 
. RETURN 


EXIT PC 


ISLAND CODE ROUTINE 
SUBTASK2 . 


INTERRUPT 
RETURN 


STXIT PC,ICR2,SAVEB 


EXIT PC 


SAVEB DS 18F 





Figure 8—10. Example of Discrete Program Check Island Code for Each Task in a Job Step 
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You can also use a common program check island code routine or a common interval timer 
island code routine for ail the tasks within a job step. In this case, you use a separate STXIT 
macro instruction for each task to link the task to the common island code routine, 
specifying the same entry point but with a different save area for each task. When you use 
a common island code routine, the island code routine must be reentrant, that is, it can’t 
make any changes to itself or to its common parts. 


Remember, this common island code routine can be entered from any of its associated tasks 
and program control returns to the interrupted task via the EXIT macro instruction. Also, 
make sure you don’t disturb the affected save area because the task environment must be 
restored so that control can be returned to the interrupted task. 


Figure 8—11 shows how all the tasks in a job step (in this case, a primary task and two 
subtasks) could use a common island code routine. The STXIT macro instruction in each 
task specifies the same entry point; however, each STXIT specifies a separate save area. 
When a program check interrupt occurs in any of the tasks, control is transferred to the one 
island code routine. Upon exit, control returns to the interrupted task at the point of 
interrupt. 


PRIMARY TASK 









PRIMTASK . 


INTERRUPT 





STXIT PC,ICR,SAVE 


SUBTASK 1 
ISLAND CODE ROUTINE 





SUBTASK1. 









INTERRUPT 
RETURN 


STXIT PC,ICR,SAVEA 


EXIT PC 


SUBTASK 2 


SUBTASK2 . 





; INTERRUPT 
STXIT PC,ICR,SAVEB 


Figure 8—11. Example of Common Program Check Island Code for All Tasks in a Job Step 
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8.6.9.2. Abnormal Termination With Multitasking 


There can be only one abnormal termination island code routine current in a job step at any 
one time. You can use a STXIT macro instruction in any task to attach the island code 
routine. The abnormal termination island code routine is associated with the job preamble; 
however, it may be entered from any task in the job step. 


If several tasks in a job step are each causing an abnormal termination interrupt, these 
cancellation requests are queued for entry into the one abnormal termination island code 
routine for the job step. 


You can have several abnormal termination island code routines in a job step (for example, 
one for each overlay), but only the routine linked by the current STXIT macro instruction is 
effective when an interrupt occurs. In this case, each succeeding STXIT macro instruction 
supersedes the previous one, and you do not have to issue a STXIT macro instruction to 
detach each previous island code routine. 


8.6.9.3. Operator Communication With Multitasking 


There can be only one operator communication island code routine current in a job step at 
one time. You can use a STXIT macro instruction in any task to attach the island code 
routine. The operator communication island code routine is associated with the primary 
TCB; however, it may be entered at any time regardless of which task is processing at the 
time the operator enters the job number and a zero at the system console to cause an 
operator communication interrupt. 


Multiple activations of an operator communication island code routine are not possible. If 
the island code routine is executing, it must exit before it can be reentered. If the island 
code routine is handling an operator communication interrupt when the operator attempts 
to enter another unsolicited message for the same job step, the later unsolicited message is 
rejected. 


As is the case with an abnormal termination island code routine, you can have several 
operator communication island code routines in a job step, but only the code linked by the 
current STXIT macro instruction is effective when an interrupt occurs. 


8.7. SYSTEM INFORMATION CONTROL 


Each problem program is assigned a variable-length storage area within the program region 
which is known as the job prologue and contains the job preamble and task control blocks. 
You can retrieve or read information from the job prologue only through the supervisor. In 
addition, you can establish, change, or cancel information only within the 12-byte 
communication region of the job preamble. You cannot alter any other part of the contents 
of these critical storage areas. The communication region is most commonly used to pass 
information from one job step to the next; 12 bytes of data can be stored by one job step 
and retrieved by subsequent job steps associated with the same job. The user program 
switch indicator (UPSI) can be retrieved using the GETCOM macro instruction or set using 
the PUTCOM macro instruction. The UPSI is the last byte in the 12-byte communication 
region in the job preamble and is tested by a subsequent SKIP job control statement. The 
job control user guide, UP-8065 (current version) contains a description of the UPSI bit 
values, how to set and change the bits, and how to use the UPS! to branch around JCL 
statements. 
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The following macro instructions are provided to assist you in accessing these restricted 
storage areas: 


= GETCOM 


Retrieves the contents of the 12-byte communication region from within the job 
preamble. 


= PUTCOM 


Writes a 12-byte character string into the communication region within the job 
preamble. 


= = GETINF 


Retrieves information from the SIB, PUBs, TCBs, or preamble. 


8.7.1. Get Data From Communication Region (GETCOM) 

Function: 
The GETCOM macro instruction retrieves the contents of the 12-byte communication 
region from within the job preamble and stores it in an area specified in positional 


parameter 1: 


Format: 







LABEL A OPERATION A OPERAND 


[symbol} GETCOM 


dere, 
(1) 
Positional Parameter 1: 


to-addr 
Specifies the symbolic address of a 12-byte area in main storage to which the 
contents of the communication region is to be moved. 


(1) 
Indicates that register 1 has been preloaded with the address of the area in main 
storage. 
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@ 8.7.2. Put Data Into Communication Region (PUTCOM) 
Function: 


The PUTCOM macro instruction moves the contents of a 12-byte area in main storage 
specified in positional parameter 1 to the communication region within the job 
preamble. 


Format: 





OPERAND 






A OPERATION A 







from-addr 


vd 





[symbol] PUTCOM 


Positional Parameter 1: 
from-addr 
Specifies the symbolic address of a 12-byte area in main storage containing the 


data characters to be moved into the communication region within the job 
preamble. 


(1) 
Ss Indicates that register 1 has been preloaded with the address of the area in main 
storage. 

8.7.3. Get Data From System Control Tables (GETINF) 

Function: 
The GETINF macro instruction retrieves data from the task control block (TCB), systems 
information block (SIB), physical unit block (PUB), or the job preamble and stores it in a 
work area in main storage specified in positional parameter 2. 


NOTE: 


If you use the GETINF macro instruction in your program, you must reassemble your 
program upon every major release of the system software. 


Format: 





A OPERATION A OPERAND 









TCB 

SIB { work-area 
PRE ( ’ (1) 
PUB 


\ +number-of-bytes,displacement 


@ [symbol] 


GETINF 
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Positional Parameter 1: 


TCB 
Specifies that the data requested is from the job task control block. 


SIB 
Specifies that the data requested is from the systems information block. 


PRE 
Specifies that the data requested is from the job preamble. 


PUB 
Specifies that the data requested is from the physical unit block. In this case, 
register 1 must be preloaded with the address of the PUB or with the identifying 
number of the PUB. The PUB identifying number is its position within the PUBs 
specified at SYSGEN. That is, the first PUB is 0, the second PUB is 1, and so on. 


Positional Parameter 2: 


work-area 
Specifies the symbolic address of the work area in the problem program to which 
the data is to be moved. This area must be large enough to contain the data 
requested. 


(1) 
If positional parameter 1 is TCB, SIB, or PRE, indicates that register 1 has been 
preloaded with the address of the work area. 


If positional parameter 1 is PUB, indicates that register 1 has been preloaded with 
the address of the PUB or with the identifying number of the PUB. 


Positional Parameter 3: 


number-of-bytes 
Specifies the number of bytes of data requested. 


Positional Parameter 4: 
displacement 


Specifies the displacement, that is, the number of bytes from the beginning of the 
table to the beginning of the data requested. 
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@ 8.8. CONTROL STREAM READER 


The control stream reader allows you to access data that was entered into the system with 
the job control stream. This provides a convenient method to handle small quantities of 
input that would normally have been handled as a card or diskette file. Because the data is 
embedded within the job control stream, there is no need to define a card file, nor is a 
device assignment set required for the card reader. 


This embedded data might consist of transactions or changes to be processed against a 
master file, source code or control statements to be processed by a utility routine; or it 
might consist of PARAM job control statements to introduce parameters that can be used 
during program execution. Refer to the job control user guide, UP-8065 (current version) 
for a description of statements within embedded data. 


When job control reads the job stream, it stores the embedded data in compressed form in 
the job’s run library file. During the execution of the job step, this file is read into main 
storage and may be accessed by GETCS macro instructions (8.8.3) in your program. The 
requested records are expanded to their original form and stored in an input area you 
specify. 


You can retrieve one or more records at a time from your embedded data file, and you can 
retrieve records from more than one set of embedded data belonging to the same job step. 
Images are read sequentially from the start of the entire data file. However, you can alter 
the sequence or reread data by using the SETCS macro instruction (8.8.5). 


@ Each returned record is an exact image of the source statement which may be from 1 to 
128 bytes. Thus, you can read 80- or 96-byte images from punched cards or 128-byte 
images from diskette. 


NOTE: 


Although PARAM and other job control statements may be handled as part of an 
embedded data set, they must still observe the job control statement conventions. 
Remember that job control statement information cannot extend past character position 
71, and that position 72 is used to indicate continuation of a statement. 
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8.8.1. Embedded Data & 


Embedded data is delimited by a pair of /$ (start-of-data) and /* (end-of-data) statements. 
They must follow the EXEC statement in the control stream or, if used, any PARAM 
statements. Note that PARAM statements are considered to be a part of the data set that 
follows. For example: 





// EXEC 
// PARAM 
// PARAM 
/$ 

Data 

Set 

1 
/* 
// PARAM 
/$ 

Data 

Set 

2 
/* 
/$ 

Data 

Set 

3 
/* 


8.8.2. Reading Embedded Data 


If you are reading one record at a time from this embedded data file, the first GETCS 
macro instruction executed retrieves the first PARAM statement of data set 1, the second 
retrieves the second PARAM statement, the third retrieves the /$ statement, the fourth 
retrieves the first data card, etc. 
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eS Following the successful execution of a GETCS macro instruction, program control is 
returned to the issuing program at the point immediately following the GETCS macro 
instruction. Register O and 1 will contain: 





RO — _ The binary count of records retrieved. 
— Oj, if a /* that terminates a data set is the first image in the input area. 
— OOFFFFFF,, when all embedded data images have been read. 


R1 — _ The reread pointer (8.8.4). When passed to the SETCS macro instruction 
(8.8.5), it allows you to reread embedded data at this pointer. 


lf two or more records are requested by a single GETCS macro instruction, the first 
occurrence of a real /* image terminates the control stream reader function. The /* is not 
returned until the next GETCS macro instruction call, at which time register O is set to 
zero and register 1 contains the reread pointer. 


Since control streams may themselves be embedded data, the GETCS macro instruction 
indicates the end of a data set by signalling which end-of-data (/*) image actually 
terminates the data set. This is referred to as a real /* image as opposed to an embedded 
/* image. An embedded /* image is treated like any other image. 


& 8.8.3. Get File From Control Stream (GETCS) 
Function: 


The GETCS macro instruction retrieves embedded data images and control statements 
that were entered in the system through the job control stream. You can retrieve one 
or more data images at a time from your embedded data file. The images may be from 
1 to 128 bytes in length and may be obtained from more than one set of embedded 
data belonging to the same job step. Each retrieved record is an exact image of the 
source statement. 


Images are read sequentially from the start of the entire data file. You can alter the 
sequence or reread data by using the SETCS macro instruction. 


Format: 









A OPERATION A OPERAND 


{ a Pra |. eon \ 
| oes | E ‘0 










[symbol] 
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Positional Parameter 1: 





input-area 
Specifies the symbolic address of an input area in main storage that is to receive 
> the records or records. When more than one record is requested at a time, as 


each record is retrieved from the control stream, it is stored in contiguous byte 

locations beginning with this address. This area must be large enough to contain 

the retrieved records. The record image size is specified in positional parameter 
> 4. 


(1) 
Indicates that register 1 has been preloaded with the address of the main storage 
input area. 


Positional Parameter 2: 


number-of-records 
Specifies the number of records requested. 


(0) 
Indicates that register O has been preloaded with the number of records 
requested. 


If omitted, one record is assumed. 





Positional Parameter 3: 


error-addr 
Specifies the symbolic address of an error routine to be executed if an error 
occurs. 


(r) 
Indicates that register r (other than O or 1) has been preloaded with the address of 
the error routine. 


If omitted, the calling task is abnormally terminated if an error occurs. 


Positional Parameter 4: 
Y n 
Specifies the size of the data images to be retrieved. To retrieve the entire 
record, make sure this value equals the data stream record size. 


If images smaller than n were originally written, the returned image will be left- 
justified and the remainder of the input area filled to the right with spaces. If 
images larger than n were originally written, only the number of bytes specified 
in this parameter will be returned and the remaining bytes in the data stream 
record will be ignored. 





If omitted, 80-byte images are retrieved. If smaller images were originally written, the 
returned image will be left-justified and space-filled to the right. If larger images were 
originally written, only the first 80 bytes will be returned. 
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& 8.8.4. Rereading Embedded Data 


Following execution of a GETCS macro instruction, register 1 contains a full-word reread 
pointer consisting of the data set number, record displacement, and block number for the 
first record of the data just retrieved. If you intend to reread data, store this pointer in 
main storage and use the address of the pointer as parameter 1 of a SETCS macro 
instruction. A succeeding GETCS macro instruction will read the same data into your 
embedded data input area. 


The pointer is advanced for every GETCS issued. If one image is requested, the pointer will 
point to the location in the data file of the record just returned. If more than one image is 
requested (parameter 2 of the GETCS macro instruction), the pointer will point to the 
location in the data file of the first record of the group of records just returned. For 
example, if an execution of a GETCS macro instruction has just returned five images, the 
reread pointer would point to the first image in the data file, not the fifth. 


8.8.5. Reset Control Stream Reader (SETCS) 


Function: 


The SETCS macro instruction alters the sequence in which a subsequent GETCS 
macro instruction retrieves embedded data images from the job control stream. To do 
this, you may back up the GETCS pointer, skip backward or forward to the start of any 


embedded data set, or resume sequential reading of the data file at the beginning of 
r the next data set. 


Format: 







A OPERATION A OPERAND 





pointer 


oe le { : \] E a tral | 


NEXT 


[symbo!] 


Positional Parameter 1: 


pointer 
Specifies the symbolic address of a full word embedded data file pointer provided 
by a previous GETCS macro instruction. 


Upon successful completion of a GETCS macro instruction, control is returned to 
the program at the point immediately following the GETCS macro instruction, and 
register 1 contains a pointer to the last set of data images read from the embedded 
data file in the run library. When passed to the SETCS macro instruction, it allows 

@ embedded data to be reread starting at the pointer. Note that the pointer points to 
the first data image. 
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data-set-no 
The number of the embedded data set from which subsequent GETCS macro 
instructions are to retrieve data images. Data sets are numbered sequentially 
Starting with 1. 


(1) 
Indicates that register 1 has been preloaded with either the 4-byte GETCS pointer 
itself or with a data set number. 


NEXT 
Indicates that subsequent GETCS macro instructions are to retrieve data images 
starting at the beginning of the next data set. 


Positional Parameter 2: 


R 
Specifies that the entry in positional parameter 1 is the address of the reread 
pointer provided by a previous GETCS macro instruction. 


Specifies that the entry in positional parameter 1 is a data set number. 
If omitted, the parameter S is assumed. 
Positional Parameter 3: 


error-addr 
Specifies the symbolic address of an error routine to be executed if an error 
occurs. 


(r) 
Indicates that register r (other than O or 1) has been preloaded with the address of 
the error routine. 


If omitted, the calling task is abnormally terminated if an error occurs. 


8.8.6. Minimizing Disk Accesses 


The job control stream embedded data reader operates as a transient within the supervisor 
and is called by the GETCS macro instruction. The transient is not replaced in main 
storage unless absolutely necessary. It can recognize whether or not the same user is 
recalling it. If so, there is no need to reread the embedded data file from disk unless the 
final record of the data file block was returned for the previous call. This reduces disk 
accesses while reading the embedded data. 


Note that the use of a D option as positional parameter 4 is no longer more efficient than 
a GETCS without the D option. The D option is still supported even though it is pointless to 
use it. lf your program contains GETCS macro instructions with the D option, it need not 
be changed. 
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9. Diagnostic and Debugging Aids 


9.1. STORAGE DISPLAYS 


Most programs don’t run properly on the first try. Sometimes, there may only be minor 
coding errors, but other times, there may be logic errors. Coding errors are relatively easy 
to find, but logic errors tend to be elusive. This is why Sperry Univac has provided a 
method of obtaining printouts of main storage areas. These printouts are commonly called 
dumps. 


Dumps are most helpful when you, not the operating system, control when they occur. 
This control is available through four macro instructions: CANCEL (8.3.5), SNAP, SNAPF, 
and DUMP. For any of these macros, however, a dump is not provided if: 


® a printer is not assigned to the job; or 


=# an OPTION job control statement with the DUMP, JOBDUMP, or SYSDUMP 
parameter is not present in the job to override the default NODUMP condition of job 
control. 


9.1.1. Snapshot Dumps (SNAP/SNAPF) 


A snapshot dump is, by definition, a se/ective dynamic dump performed at various times in 
a run. The SNAP macro instruction produces this type of dump. It gives you a picture of 
the job’s 16 general registers as well as selected areas of main storage. 


There are really two macro instructions for obtaining snapshot dumps: SNAP and SNAPF. 
Each macro instruction performs the same function, except that the SNAPF macro 
instruction is used in the spooling environment. To simplify this discussion, whenever we 
mention the SNAP macro, we also mean the SNAPF macro instruction. 


By using job control, you can initiate or suppress snapshot dumps at run time. You don’t 
have to recompile a program in order to dump or not dump, since the SNAP macro 
instruction is only effective when combined with an OPTION job control statement (using 
the DUMP, JOBDUMP, or SYSDUMP parameter) in the job step in which you want the 
dump to occur. If the program is run without this OPTION job control statement, the SNAP 
macro instruction is bypassed. 
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A hexadecimal printout of the general registers and the job’s main storage area is always 
given when the SNAP macro instruction executes. Program-relative addresses are listed 
on the left and absolute addresses are listed on the right. After the SNAP macro 
instruction executes, normal processing of the program continues. Control is returned to 
the instruction immediately following the SNAP macro instruction. 


The SNAPF macro instruction works the same way as the SNAP macro instruction, but it 
allows you to direct the snapshot dump to a specified allocated printer or to a spool file via 
a virtual printer. In a spooling environment, you can use the SNAPF macro to direct 
snapshot dumps to a spool file other than the job log file. This enables you to obtain the 
printed output prior to job termination by using the spool breakpoint feature or closing the 
file. 


The formats of the SNAP and SNAPF macro instructions are: 











LABEL A OPERATION A OPERAND 






fsymboll [ Vea jend-addr-1 aban lac 
(1) 


Either symbolic addresses or general register 1 can be used to indicate the areas to be 
dumped. To use symbolic addresses, you code the starting address (start-addr parameter) 
and the ending address (end-addr parameter) for each area you want dumped, up to a 
maximum of 50 separate areas per SNAP macro instruction. 


If you use the SNAPF macro instruction, register O must be preloaded with the address of 
either an allocated printer or a virtual printer physical unit block (PUB), as obtained from 
execution of either a data management OPEN or a read file control block (RDFCB) macro 
instruction. 


Remember, when using symbolic addresses, an even number of parameters must be used 
(start and end). 


For example, if you coded the SNAP macro instruction like this: 


| LABEL AOPERATIONA OPERAND A 
1 10 16 


4 





Tv Be 
~~ ~~ 

First Second 

Area Area 
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and placed it in your program like this: 


LuCe OBYECT CUdE ADDR ADDR? LINE SOURCE STATEMENT 
ouuuun 1 PROG START O 
qg0uu00 ns6n 2 BEGIN BALR 6,U 
oouuu2 3 USING %16 
Q0uUUU2 477) eulU ugol? 4 8RANCH on orks 
Qouvhuse CICZC3IC44O4U4U4Y S uc CL&*aBcv® 
OOVOUVE C5C6C7Ca 6 oc CLYPEFGH! 
7 SNAP TAGI,TAG25TAG3sTAGY 

Ouv012 A Be vs. OH 

Quuul2 70 A oe CHOP Os4 

OvuuIA 4510 6026 ou0z8 & 104 BAL Lyer( ded res 
000018 onouno2a A ile ve ACTAGH? 

oouvlc ouvovo3u A 12+ oe ACTAG2) 

Nuv0z0 HoovLv0dY A 136 pec ACTAGS) 

ouv0e4 80 a 146 vc x*goe 

QuUUZS GOOO4E A 156 vc AL3( TAGS? 
Q0u0Z8 HALL A e+ S¥C_ 29 SHAP Svc F 
DUUUZA 0203 600% buNC YOUUA DUNNE 17 Taat vc BRANCHOHI4)sHRANCH*I 2 First Area 

14 Tau? UPEN OUT to Dump 

00u030 a 19+ CNOP O94 

000030 A 2U*%TAG? tou oe 
QUU030 4510 6U36 uOU38 A 21+ AL 1,e*(4e2) 
Ouuu34 80 A 22+ uc x*age 

0uv035 vouUss A 23% vc aLgtouT? 

OuuU38 0426 A 24s svc 38 ISSUE Sve 

NUU03A C207 luz eu04 UNiv4 OOS 25 HvC__ BUF (BP BRANCH EY 
aqouu4o aA 27¢FAG4 vc OY¢G) StT ALIGNMENT 

OOUU4O Salo 6116 OGLIB A 2Re L L,sa(OuT) LOAD KIS, FILENAME ADDRESS Second Area 
ouuvn44 9220 1041 vonusl A 2% nvi 471) ex"2U" SET FUNCTIUN CODE 
o0uu48 SBF 1034 OUN34 A Be L 15,52¢e1) LOAD ADDR OF COMMUN 1/0 to Dump 
Qouu4¢ USEF A _3le bALR 14,15 LINK To COMMON 
OOU04E A S3*TAGS ve OviG) 

QUU04E SAlU 6116 VOlLtS A 34e t Lesal(OuUT) LOAD KRIS, FILENAME ADURESS 

O0uUS2 GA27 A 3G¢ sve 39 ISSUE Sv 

36 Eov 

oouus4 a 37% vs OH 
0uu0S4 DAlA A 386 svc 26 


you would get the following dump when you executed the program (provided you used an 
OPTION DUMP job control statement): 


SNAP KY SNAPSYMB AT UDU4UA 
General 


i REGS U-7 OoOuuoeUO sNGUU4CS fAugnggv0u = gnunnndDy ouduvv00 = YUuvOvUUO 4UuOuU4B2 yoooou0n 
Registers 


REGS Bef OGOHUD0U0 UoVVNOVD HoONDGeN UYNnUoNooU 000uU0000 = YuuOoULO GuUnvUudHU uOdvOUOU 
SNAP OU6CDA TO UUeceO 
TAG1-TAG2 
OU04dDS DAivOZU3 SNUBE00C 45 guecns 
SNAP auecra To OO6CFE 


TAG3-TAG4 ‘ 

QUD4FO SB8L06116 2201031 S8FNI034 QSEFSA Hueco 
Notice that the SNAP macro instruction is placed before the instruction areas to be 
dumped. 


If you code a large number of addresses to be dumped, the processor time to access the 
addresses for the dump will increase. But, it takes less time if you access these addresses 
from a general register. You preload register 1 with the address of a predefined list of one 
or more address pairs (full word) specifying the areas to be dumped. The leftmost bit of the 
last ending address must be set to 1 (X‘80’) to indicate the end of the list to the routine 
that interprets the SNAP macro instruction. 


Borrowing from the example we just used, we'll alter it to set TAG1 through TAG4 in a 
predefined list, load the symbolic address of this list into general register 1, and instruct 
the SNAP macro instruction that this register contains the address by coding: 





AOPERATIONA OPERAND A 
10 
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and inserting it in your program. 











Luce OAJECT CUDE ADDK1 ADDR2 LINE  SnURCE STATEMENT 
oQuuuuo 1 PROG START O 
gouou0 ©56u 2 BEGIN BALR 640 
ouvuu2 3 USING #56 @) 
O0uGuU2 47Fu 60iU 00012 4 BRANCH 8 e416 
Ouuuns CIC2C3C44O4U4N4U s uc CLet ABCD? 
QuuuUF CSC6C7CA 6 oC CLATEFGH? 
Ouu0I2 41bu 6luZ aoin4 (3) 
Nuvule A Es DS on 
Oouuis Ato A 10+ SVC 29 SNAP SVC : 
OUUOI8 D203 6008 eunc UNDA UNDE TT Tac MVC BRANCH* O14) ,ORANCH#1Z First Area 
12 Ta? OPEN OUT to Dump 
OUUUIE o7UU alae CNOP 0,4 
agouu2c A 14+TaG? teu e 
OvU0Z0 4510 6026 00028 A 156 BAL L,estdeoz) 
Uuu0Z4 Bid A 164 oe x*eo! 
Ouvuz5 vuduss A 126 oc AL3(0UT) 
Q0uUZ8 UA26 A 186 SVC 38 ISSUE SvC 
MOUUZA C207 BUF Z 6U04 UOUFY OU0NS 19 MVC BUF (8) ,GRANCHTY 
20 YaGa Put our 
ouyu30 A 214TAGY oC OYt0) SET ALIGNMENT 
QUy030 SBli bli OOl18 A 226 t 1,RAtOUT) LOAD RIS, FILENAME ADDRESS Second Area 
Nuco34 922. 1U9k unos) A 23+ MVE -490199X920 SET FUNCTIUN COLE 
0ULO38 S8FU 1034 QU034 A 244 L 15,52¢,1) LOAD AODK UF COMMUN 1/0 to Dump 
Ouv03c OSEF A 25+ BALR 14,15 LINK TO CUMMON 
26 TAGS CLOSE Out 
OOu03€ A 27+ ace oc Oyo) 
OOUO3E SH1U 41le 00118 A 28% t 1,8A(OUT) LOAD K1S, FILENAME ADDRESS 
QuUuv42 0A27 A 29% SVC 3% ISSUE S¥C 
30 Eov 
Ouvo4s a o3he os oH 
ouuoA4 85 os F 
ouuvas 86 SAVE vs cL72 
govern 87 vs F 
oouur4 88 BUF os ZL16 
Quu194 oOUa0OIs ay F 










ACTAG2) 
91 oc AtTAG3) 


000108 vOOUNO2u 
auviuc voou0n3u 












ouullu ao xteor 
OoULII unoN3e (AG4) 
nouano 74 END BEGIN 
Quul18 unuv0n4s 95 =acauT) 
NOTES: 


G) Designates the predefined list of areas to be dumped. The entire list is referenced as LIST. TAG1 through TAG3 
are defined as full-word address constants (DC A). The X’80’ sets the leftmost bit of TAG4 to 1 (80 = 1000 
0000). The remaining three bits of TAG4 are specified by L3. 


(2) Loads the address of LIST into general register 1. 


@) ls the SNAP macro instruction, indicating that general register 1 contains the address of the list of the areas to 
be dumped. 


The dump obtained is identical, in desired content, to the dump that was obtained using 
symbolic addresses. The execution time for the program using register 1 was reduced. The 
only differences in the output listings are minor, and do not affect the use of the dump as 
a debugging aid. They are: 


= The program-relative and absolute addresses differ for each method used. 
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= The listing produced by either method aligns on a double-word boundary. Because 
@ different inline expansion codes are generated by the different uses of the. SNAP 
macro instruction, there is a difference in the addresses of the areas to be dumped. 
So, the listings may be slightly different (as they are in our two examples). You will 
always get the exact area you want, but you can also receive the generated code of 
the instruction before or after the area to be dumped, depending on where the 
double-word alignment begins. 





Registers 


SNAP HY SNAPREGI AT U0U4CB 
General REGS U-7 OOQUGVUN UNOUUSR4 GOD0900U onunnroD ouduUNDD OULUOOUD SudUu4Bé OOD000U00 
REGS #-F OUNUGOLVO UNdVUVODO NHUNHVOQU YOoHONHH  HNuvUDD AUULALUD YYOVUBO YoODULUDD 


SNAP COeCCB 10 noecoE 
TAG1 — TAG2 : 

OUN4CR = D2NdevUB eNOLU7UU 45 auecc® 
SNAP ODECED TO NUbCEE 


' TAG3 — race 


GUD4ED S8ru6116 F¥22u1031 SBFNIV34 OSEFSA UUecEeO 


Another benefit of using general register 1, rather than symbolic addresses, is when there 
is a large string of addresses. If you wanted to remove one of the addresses, and it was 
not at the end of the string, you would have to change the entire line that contains the 
address. By using a predefined list, you only have to remove the DC instructions defining 
the symbolic addresses. 


If you code the SNAP macro instruction without any parameters, 






AOPERATIONA OPERAND A 
16 





only the contents of the 16 general registers are printed. 
NOTE: 


The contents of general register 1 are destroyed by the SNAP or SNAPF macro instruction. 
If you want to record the true contents of the register, store it in a field within the area of 
main storage to be dumped. Also, if you do not specify full-word addresses, the nearest 
half-word location to the left of the specified address is used. 


9.1.2. Normal Termination Dumps (DUMP) 


A normal termination dump of main storage differs from a snapshot dump in that it prints 
out the entire contents of the job region or all main storage, not just selected areas. The 
DUMP macro instruction causes this, and it is inserted in place of and acts as an EOJ 
macro instruction (8.3). This means your job step runs to normal completion. Therefore, a 
DUMP macro instruction terminates a job step without cancelling it, unless, of course, 
something is wrong with your program. 
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Just as with the SNAP macro instruction, you can initiate or suppress the dump at run 
time through the OPTION job control statement. However, with the DUMP macro 
instruction, there are three types of dump available: SYSDUMP, JOBDUMP, and DUMP. 
Only one feature is functional per job step, and their hierarchy is in the order just stated. 
In other words, if both SYSDUMP and JOBDUMP are specified, only SYSDUMP is 
effective. 





The specific meaning of each type of dump is explained in the system service programs 
user guide, UP-8062 (current version). But briefly, they can be summarized as follows. 


The DUMP feature gives you: 


™ The job’s last executed program status word (PSW) and an identification code 
indicating the source of the dump; 


= ~§=the job’s 16 general registers; 
= the job’s prologue area with the preamble and task control blocks (TCB); and 
= =the job’s program region. 


The SYSDUMP feature provides a method of determining why the system terminated 
abnormally, which entails: 


= a translation of the state of the entire operating system into charts and texts; and 





= a hexadecimal dump of all of main storage. 


The JOBDUMP feature is basically the same as the DUMP feature, except that the dump 
listing is also translated from hexadecimal to a more easily readable, English-language 
version of the dump. Additionally, whenever you want to use the JOBDUMP feature, you 
must place the following device assignment set in your job control stream: 


DV QO 
44, buFD: PRNTR i Pt td 








If this device assignment set is missing, the dump given is of the module (program) called 
JOBDUMP, not of your module. 


For DUMP and SYSDUMP, a printer must be assigned to the job, but the LFD job control 
statement does not have to have a file name of PRNTR; the file name is what you have 
specified on your DTF macro instruction for the job’s print file. 


If an OPTION job control statement is not present in the control stream, the DUMP macro 
instruction acts as an EOJ macro instruction (8.3.4). The OPTION job control statement 
must appear in the job step in which you want the dump to occur. 
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@ For example, if you assemble, link edit, and execute your load module, and you want the 
dump to occur when you execute your load module, you place the OPTION jcb control 
statement in the job step that executes your load module, not in the one that assembles or 

link edits. 


The format of the DUMP macro instruction is: 







LABEL A OPERATION A OPERAND 


identification-code 
| (0) i 
0 


The /dentification-code. parameter is a 1- to 4-byte hexadecimal code you assign within the 
program to indicate the source of the dump. If you use all! four bytes, it can consist of four 
alphabetic characters, eight numeric characters, or, since each byte can hold one 
alphabetic character or two numeric characters, any combination that equals four bytes. 
Examples of this are: 









'{symbol] 


= 12345678 

# A123456 
@ : ABI 234 

= ABC12 

=» ABCD 


One of the reasons for using an identification code is to uniquely identify the load module 
producing the dump. This serves as an identifier, which can be used for easy reference 
when several different dumps are involved. 


If we used an identification code of ABCD in the DUMP macro instruction, like this: 





AOPERATIONA OPERAND A 
16 












8075 Rev. 2 
UP-NUMBER 


9-8 
UPDATE LEVEL | PAGE 





SPERRY UNIVAC Operating System/3 


and used an OPTION JOBDUMP job control statement, the identification code would show 
up here (note also the program status word): 





Perr ere ere eee ere ee ere ret errr rir) 
1 Ly 
° TASK CONTROL BLOCK 2 1 . 
1 ' 


Pe ee eee ee eee ee ee eer ee eer es eee eee eee ey 


TASK CONTROL BLOCK AT ADORESS 006500 
TASK KEY =» 1 
NEXT TCB ADDRESS = 006500 
BACKWARD LINK ADORESS = 0065uU0 
SUB TASK VERTICAL 10 = onvudu 
SUB TASK COUNT s u 

wALT FOR TRANSIENT 

OUTSTANDING I70 REQUESTS # o 
TASK SwIICH PRIOMITY = 20 
PREAMBLE ADDRESS = 006400 
TRANSIENT I10/SVC CODE # 18 
ECH ADDRESS = vunoUd 
TEMER VALUE ® u:0U0:00 


eee TASK PSwWw @ @ @ 


PSW PROGRAM STATUS wORD © CO16001d 7nO004FA 
PROGRAM KEY © 1, WHICH IS Jn® DUMP 
SYSTEM MODE 

CHARACTER MODE IS ERCDIC 
REGISTER SET 1S PROBLEM 
PROCESSOR STATE IS PROBI EM 
OPERATION MODE IS NATIVE 
MONITOR MODE iS OFF 
INTeRUPT CODE = 1B 
CONUITIGN CODE = 3 
INSTRUCTION ADDRESS © OOU4FA 
NONZERO INSTRUCTION LENGTH (27 AYTES) 
UPERATIONS SVC DUMP INSTRUCTION? OA18 





Identification 





REG U REG I REG 2 REG 3 REG 4 Rew 5 NEG & REG 7 
Code oo000asBCcoD oouunNsu0 ouuvouun vuoagoonn vouunuvou uGuvonou 4u00U0 482 yuoonuon 
R 8 Ree 9 REG a REG 8 REG Rty D wEG E REG F 
vouugdgu foxeyeyereyeseie) vovuuuuN vudgogud yuoNunuVud uduvoou0 4u0U04EC 4OnNON4ES 
here: 





CO ed de Ck el Deleted Sette cot 
ty 4 
. Tc 8 . 
1 t 


PSW 


Identification Code 
500 OND00000 DNNGNODO GHV064YGN IAOUGUDO VOUUQOUD teccvececcccresvecesoevonsesces er #I06500 






Q0u000-100046500]u0U002U0 200g 


¢€Ol600la 70UUD4FA 


00004%0-400U0482 OOVODDUN YLO0DDNN BODLOVOO BOCDDLVOH DOVOLONO VOOVOOOO GOGVUOUU *© eeenee 


000020 QVOOABCD] DO00NSAO ONUNDVGO DOVODUOO UVGOUCHOO GOUUUOOU Pescceceserccccsevcrocevenvccccse 006520 


207006540 





O0V060-4OO0OYEC 4UU0O4ES DVDDONOH HNDVOUCN OONANVON DODOUVOON VOOUGGOO DOQDUDUY © coe cottsecccccerocccscsesensees 006560 
000080-00U00000 DOUD000N QUD000NN ONGODIOO DBODONVAD DODDUOUO VOCE 1EDD VOUUDLUD Peascecerccrvecseveresceresecess ee 006580 


O000A0-00O0004CC BOVHDDON YYOO0NND NNVUOLVOO VONOQOGOO VOONDDON VDDUODUOO DOUDOOUY Feeecssesseveveare eoeecese 006540 





o0uGCO-00UG000N OUyunoUuN0 Peoe -0065¢0 





and here: 


Oe ee ee ee ee ee eee 
1 1 
e PROBLEM REGISTERS e 
1 1 


Ce ee ee ee ee eee ee ee ee ee eee 


Identification REG 1 RES 2 REG 3 REu 4 Ree 5 REG 6 REG 7 
Code Nouvesso ovduuueuN outooo00 uoouougG vOvunuuu 4u000482 uuoonuoo 
REG REG ? REG A REG B RES Cc Reo D KEG F REG F 


fol Dierenereiy) dGuuoovn vouuuUUn oougucaon usovugonu uouvoguu SuO0O4EC 4ooun+Es 








. Jo8 vsEo CORE . 





Ce ee ee ee ee ee ee ee eee) 
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r lf we used the same DUMP macro instruction (with identification code ABCD), but used an 
OPTION SYSDUMP job control statement, the identification code and the PSW again 
appear in the task control block (TCB) area and register O of the problem registers of the 
portion of the dump belonging to the particular program (job step) that issued the DUMP 

macro instruction. 


If an OPTION DUMP job control statement was used, it would appear as: 


USER EOJ DUMP 


PSw AT INTERRUPT SUL 6U01G700U04FA 


PROBLEM PROGRAM REGS 


REGS O-7 COQUARCD 


ooo 























ERROR CODE = TCK ADOR = U06500 


voOOupsuu NONdo0vU ONnGAaNnvL oon000No OLUuv00LUN 4uduu4B2 UOOD0UND 









Identification 
Code 





KEGS 8=F Oyu voaupoovu nuovuuuD ononoouU conooucdo Ouo00UuG0 su0uU4EC 40GG04%Fre 


JOB PREAMBLE 
FFFCOO C4HE4D4D7 4O9ORO4O GOOOUDRY onuosoou 


ooou4+cod HXuo005c4 vUuoue8D0 UOUGUU0U uué400 


FFFC20 D305v2u3 LSC4FOFO 03050203 paAC4FOFU 76011500 vuuv7044 Nu0u7458 VdDOUdDULU uu6420 


FFFC4SO O00u00u0 ONGUpOcO N0UN00SB) ERSBDIEY 05444000 OuUuv0NUO VvoOUGOLO OOUdULOU 0g644y9 





PSW 


FFFCé0 4o4u404M U76ULI5C OUXCOUUF 4oF7F 6FO FIFS50000 Ou4aouduD UUF<O2Z00 YOuLDUDU 006460 


identification FFFCHO 000080u0 voduu0UO aURDOIOU on4OcCcOU 


Code 


OAFOOUYE OUOD0OU! voO78050! OAFOUUOU nue4#8o0 


FFFCAO auouudul VO7ypuA00 AVOGUOOU UNoOUNDOU 





,o00vu000 OULULUUUO uUvOUUUBO voOoudVOU O064AU 


FFFCCO OO0U0ILR QOOOVOON HuNMyvUuG ONOONNOU s00Lu0000 AUQYOUULU YvuOUuUI8U UOUOOUL! 0064CO 
















FFFCEO oouuovun UNOVVOCG ObOMMND00 oNndBNOOU eonounne OvUUVvOUG GOoOUvONO UOOOUV0U Que4en 
PSW 
Tcus 
FFFO00 100U65u0 J voOOuUOZ00 200M%500 ano0cto0 ovo00v0ND Oucusé4u0 te8Ouuc0u voodoo 006500 





FFFO20 o000ns0u ovuvuvooo OQuOLOOLG GUoLUGDO OOOdOU0L nu6520 
FFFD4O 40000402 uoOOuvo00 avoND0nu oanoonDon 00000000 OvoovoLO uLOuYoOoU VYooudU0o 006540 
FFFOD60 4QQ0U04%tc YoULD4ESs BONNDGBO gnuGoNoO 000u0NND NAvuuovOLvO UYLOVOOHU VvoOooGUND 0u6560 
FFFDEO Q80000u0 u“uoouUGNOY “BUNDOUUY aNnYvONnNnGO OONGVU0O0 SuuUU0OUU ULOBYIEGD OC&l0u0NK 0u6s80 
& FFFOAO oo0u04% Cc uNnouvD0U HOuanDGoV oNnvOoNouO ounooonn nuvoddoud OuduuGGu § Ud0uONUOU OU6SAD 
FFFOCO Ooovv0UN UNoUL000 o06S5CcO 


Just to see what an alphanumeric identification code printout looks like, here is an 
example using an OPTION DUMP job control statement with an identification code of 
AB1234: 


USER EOU DUMP 


PSw AT INTERRUPT mc 016001 B700U004FA 
PROALEM PROGRAM REGS 
REGS Ue? 

















ERXOR cONF TCR ADUR » YDO50U 










$00 o0fNDULU HHUNuUAOU vus00000 NLGONOUU 4uNuu4a2 vouduUNU 


Identification 


Code JOX PREAMBLE 
rFFCHU | CIC2Fit2 F364 


REGS ber 000 O000NGUH gnunUAEDU avo9ou0onu JOuGuUOUD 4UOUU4EC SUQUU4E O 


O04) gQUuonnOKS BoOuNENOU anu0#coo UsuuN5C4 VUOUBULD VOOvVGUnU Uue400 


FFFC20 D3v902u3 VE6C4HHUFO O305D2D5 NACHFOFU 76981600 ULUO7044 0u0U7456 vdguuUtU yUe420 















PSW PEF ESR 0UVUUUNED oou OulOLROSs ERSRNIEX 05404000 Ovlgduud vudugnnd voondusou UU644O 
FFFC60  4O4U4040 U7eULL6C AO4CONIO 4nF7F 6FU FIFE0NNO OvtVO0V0 UUFZ0Z00 LOUVOULCU yues60 
Identification FFFCBO OuvU8CYVO ~UNOYUOUU BOCZ0INU an4oncnL VAFQO04E GULOD0UL UU75U30L UAFOUUGU UU6480 
Code FRFCAQ oouuuGul Ud7HUADO Quo udu onoggnnon uonuuono guouduLDU vuduuvnD vdvudbulu OU64AO 
FFFCCO OUUUGICSa yoouuune oun o0ou vounnnau ounuu0g0g OuuuduULU uvu00ul 80 ooucuund aue9yco 
FFFCEO ou0000u0 onugudGgu Quotimouoy vounnnbu vOOuvIDAU NulLUOGUG uuOuuHoU voug0uuGU uU64EO 
PSW ae 
FFFOO 100Ué65u0 undus20U0 2u0ubSuu onuoneagu vuNonang NUUU64uUo lsnOuvoou voudduty 006500 


FFFD20 CUL6U0IR JNUUUAFA 7 OUARI2Z34 J UNDOISAL yUNoNNONO OuUeVOvUG GBUOUVONDO BoOodUUOU HU6520 
FFFD40 4Q0U0U4—52 UNGYLHOU OUNHGUGY oONDOANOU VUNLODBU DvUUVUUO Gutdud00 voodoguu0U uveds4o 
FFFD6O 4O0u04%.C 4#NNVU04ES HvYEHNOVE UNnUOeANY ounNovCOG OUNLAVUG YLOUUCOU UBUOOUTU 006560 
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You can preload register O with the identification code in the same manner as you load @ 
the list of symbolic addresses for the SNAP or SNAPF macro instruction. By using register 
O, you save on execution time and conserve main storage space. 


If vou don’t specify an identification code, either on the DUMP macro instruction or by 
preloading it in register O, an identification code of binary zeros is supplied by the 
operating system. 


NOTE: 


A main storage dump and normal termination can also be requested by the console 
operator entering the DUMP command at the system console. The results are the same as 
for a DUMP macro instruction included within your program. 


9.1.3. Abnormal Termination 


A main storage dump can also be obtained by using the CANCEL macro instruction (8.3.5). 
However, in this case, the issuing program is terminated (and any subsequent programs in 
the job). This macro instruction terminates the issuing program when error conditions are 
encountered that prevent further processing. 


A main storage dump and abnormal termination can also occur when the operating 
system performs abnormally. This is known as a system failure dump. 


The functions of the CANCEL macro instruction can also be obtained by the console 
operator entering the CANCEL command at the system console. 





9.2. CHECKPOINT AND RESTART CAPABILITY 


Hardware and software malfunctions, can cause your job to terminate before its normal 
completion. Another reason for termination could be that the operator cancelled your job 
because a high-priority job required all the facilities of the computer. If the job is small, 
you can rerun it without any really great loss. But, what if it is a long or complex job, 
where rerunning the job could increase both processing time and cost, thereby reducing 
productivity? OS/3 has provided the checkpoint facility, which allows you to periodically 
record the operational status of your job. 


The capability to generate checkpoint records is a function of the supervisor, and the 
capability to use these checkpoint records to restart a job is a function of job control 
(through the RST job contro! statement). 


You might want to create a checkpoint record at some specific occurrence, such as the 
end of a magnetic tape ree! in a multivolume input file, or after processing a specific 
number of records. Some people prefer to generate the checkpoint record at fixed time 
intervals, say, every 15 minutes (by using the SETIME macro instruction to set a timer 
interrupt). 
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Macro instructions are available to define, open, and close files for checkpoint records. 
These macro instructions are used in various combinations, depending on whether your 

® check-point record file and data files are on magnetic tape or disc, and whether you are 
using data management or the physical input/output control system (PIOCS) to process 
the data files. 


The checkpoint and restart facilities are effective if you are sequentially updating magnetic 
tape or disc files (using the sequential access method — SAM) where data is not being 
overwritten. However, checkpoint records are not valid if you are processing disc data files 
and are updating using either the indexed sequential access method (ISAM) or the direct 
access method (DAM). 


When a checkpoint is taken, a series of records are written to a checkpoint file on either 
magnetic tape or disc. These records contain the data needed to restart the job, which 
includes: 


= the checkpoint header; 

= the job preamble; 

= the primary TCB (and any subtask TCBs); 
= =the remainder of the prologue; 


= a list of the files open when the checkpoint was taken; and 


& = your program. 


Each checkpoint is assigned a serial number, which is contained in a checkpoint header 
record along with the checkpoint file name, job name, and job step number. This 
information is displayed on the system console and written to the system log. When you 
want to restart from a checkpoint, you enter this information as parameters on the RST job 
control statement. 


When you restart the job, it is reestablished to a condition functionally identical to the 
condition at the time the checkpoint was reached. In this way, you do not have to rerun 
the entire job; just the part that was not completed. 


However, if the cause of the failure is in your program, the same error will reoccur. 


When you use the restart facility, the job is returned to the status it held when the 
checkpoint occurred. Tape files are repositioned to the point at which they were, and 
control is returned to the program at the address specified by the checkpoint. 


It is not practical to try to reposition data cards in the card reader when restarting from a 
checkpoint. However, if you want to use the checkpoint facility with card files, you can 
enter the cards as embedded data in the job control stream and use the GETCS macro 
instruction to access the data. 


NOTE: 


& The LFD job control statement in the device assignment set for the checkpoint file must 
not contain the INIT parameter. This parameter causes the file to be written from the 
beginning of the file. In other words, the checkpoint records already existing on the file 
will be overwritten. 
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In order to restart a job, you must reenter the original control stream with an RST job 
control statement, which must appear as the first job control statement of your job control 
stream. Of course, all the files needed to complete the job must be available, along with 
the file that contains the checkpoint records. For information on how to use the RST job 
control statement, see the job control user guide, UP-8065 (current version). 





9.2.1. How to Generate Checkpoint Records (CHKPT) 


A series of checkpoint records are generated each time a CHKPT macro instruction is 
executed in a program. These records must be written to either a magnetic tape file 
(defined by a DTFMT macro instruction), or a disk file (defined by a DDCPF macro 
instruction). The use of these macro instructions and those needed to open and close the 
file are discussed later in this section (along with how the CHKPT macro instruction is 
used in connection with these other macro instructions). The format of the parameters of 
the CHKPT macro instruction is: 







A OPERATION A OPERAND 


[symbol] filename [,restart-addr] [,list-name] [,error-addr]} 





All the parameters of this macro instruction are positional parameters. 


The filename parameter specifies the symbolic address of the macro instruction that 
defines the checkpoint record file. This macro instruction is either a DTFMT macro 
instruction for a magnetic tape, or a DDCPF macro instructions for a disk. The value 
specified for this f/ename parameter is also the value you use for the filename parameter 
of the LFD job control statement in the device assignment set that defines the checkpoint 
file in the job control stream. 





The restart-addr parameter is used to supply the symbolic address of an instruction in your 
program that is to receive control when restarting the program from the series of records 
taken by the execution of this CHKPT macro instruction. 


You can have more than one CHKPT macro instruction in a program. Assume, for 
instance, that your job could be broken down realistically into two separate processing 
functions: first, it has to read 10 tape volumes as input; and second, it then updates a 
master disk file with the data that was on these 10 tape volumes. You could open the 
checkpoint file, take checkpoint records, and then close the checkpoint file in the first step 
(tape-in), and then you could open, take checkpoint records, and close another checkpoint 
file when updating. In this way, you do not go through the series of code for tape-in if the 
restart is to affect only the update portion of the program. You also will not need tape 
drives that can be used by other jobs (thus you can omit the device assignment set for the 
tape-in). 


If you omit the restart-addr parameter, the instruction immediately following the CHKPT 
macro instruction receives control. 
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The next parameter, /ist-name, is used only when working with PIOCS files. It specifies 
& the symbolic address of the DCFLT macro instruction that generates a list of files in your 
program that are accessed via PIOCS. 


lf an error occurs during the execution of the CHKPT macro instruction, the job, by default, 
is terminated abnormally. However, you can place an error routine in your program to 
override this abnormal termination and continue processing without the checkpoint. The 
error-addr parameter is used to specify the symbolic address of this error routine. In this 
way, if an error does occur, the error routine receives control; no abnormal termination 
occurs. After the execution of a CHKPT macro, the checkpoint routine checks register O, 
which contains the checkpoint status, and which is, in effect, an error code. If the error 
code is equal! to O, it means the checkpoint completed successfully, and processing of the 
job continues. If the code is other than O, the error routine (or abnormal termination, if an 
error-addr parameter is not used) receives control. The possible checkpoint error 
conditions and error codes that may occur are listed in Table 9—1. Also listed are the 
possible restart error conditions and codes that may occur when trying to restart the job. 


Table 9—1. Checkpoint/Restart Error Codes 


Error 


Code Description 
(in Hexadecimal) 


Checkpoint Error Codes 
& Checkpoint file is not opened. 


Unrecoverable I/O error while writing a checkpoint record 


Checkpoint record cannot fit in checkpoint file. 


NOTE: 
If the checkpoint record cannot fit, an attempt is made to write it at the start of the checkpoint 


file. If it still does not fit, this error code is returned. 


lIlegal parameter specified on checkpoint macro 


Unrecoverable 1/O error while reading checkpoint file 
At restart, processor could not locate designated checkpoint. 
At restart, processor could not position data tape files; unrecoverable 1/O error. 


At restart, processor determined that supervisor was not compatible with the supervisor at the time of the 
checkpoint. 


At restart, processor determined that hardware incompatibilities existed between the system at checkpoint. 
time and the system at restart time. 
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Once again, if you do not provide a checkpoint error routine in your program and do not 
supply its symbolic address with the error-addr parameter of the CHKPT macro instruction, 
the job terminates abnormally (if an error occurs), and the following message is displayed 
at the system console: 





JCO3 JOB jobname TERMINATED ABNORMALLY.ERR CODE number 


where number corresponds to the error code listed in Table 9—1. (These error codes are 
also listed in the system messages programmer/operator reference manual, UP-8076 
(current version). 


9.2.2. Using Magnetic Tape as the Checkpoint File 
lf a magnetic tape is to receive the checkpoint records, you have to use the DTFMT data 
management macro instruction to define the file. Two requirements of this macro 


instruction when defining a checkpoint file are: 


= It must indicate that standard labels are being used (FILABL=STD keyword 
parameter). 


= ~§=The block size (BLKSIZE keyword parameter) must be at least 80 bytes to meet the 
requirements of data management. If you omit the BLKSIZE parameter, data 
management assumes 256 bytes. 


You can also intersperse data records with the checkpoint records on this file. 





The DTFMT macro instruction does not generate executable code, so you must locate it in 
your program separate from your BAL instructions and imperative macro instructions. 


Before the checkpoint file can be accessed (first execution of the CHKPT macro instruction 
for the file), you must open the file using the OPEN macro instruction. After the last 
execution of the CHKPT macro instruction, you must close the file using the CLOSE macro 
instruction. These macro instructions are fully explained in the data management user 
guide, UP-8068 (current version). It is advisable to become familiar with them before you 
attempt to structure a magnetic tape checkpoint file. 


Here is a skeletal example, which shows basically what parameters the CHKPT macro 
instruction agrees with in regard to the other instructions in your program when using 
magnetic tape. 
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9.2.3. Using a SAT Disk as a Checkpoint File 


In addition to using magnetic tape to receive checkpoint records, you can use disk. As 
many checkpoint records as will fit are recorded in the disk space you allocate for the file 
(with an EXT job control statement). When the space is exhausted, a wraparound, in 
effect, takes place: the checkpoint records are written at the beginning of the file, over the 
existing records, thus losing those checkpoint records taken earlier. For this reason, you 
cannot intersperse any of your data with checkpoint records on disk, since you could lose 
data if wraparound occurs. 
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9.2.3.1. Estimate Space Requirements for a Disk Checkpoint File 





Each checkpoint consists of a series of 256-byte records of the following type: 





Checkpoint 
Data Records 
Checkpoint header 1 
Prologue 
Preamble 1 
TCB n (1 TCB record per task) 
Remainder of prologue n (n _ remaining size ) 
= 256 
File list 1 
User program n (n _ user program 
- 256 


Using this list, you can estimate the minimum disk space requirements. The total amount 
of space required depends on the size of your program. For example, assume your program 
consisting of one task occupies 8192 bytes of main storage plus a prologue of 1024 bytes. 
The checkpoint records would consist of the following: 











Checkpoint 
Data Records Bytes 
Checkpoint header 1 256 
Prologue 
Preamble (1 record — 256 bytes) 
TCB (1 record — 256 bytes) 
Remainder of prologue (2 records — 512 bytes) 
Total prologue 4 1025 
File list 1 256 
User program 32 8192 
Totals 38 9728 


Thus, a checkpoint for this program would consist of 38 records of 256 bytes each, or a 
total of 9728 bytes. If you were using an 8416 or an 8418 disk subsystem, one entire 
checkpoint would fit on a single track (each track can hold 40 records). 


If you allocate only one track, each checkpoint taken would overwrite the preceding 
checkpoint. To avoid doing this, you must allocate at least twice the minimum space 
required, which in this case is approximately two tracks. The current checkpoint would 
then overwrite the records recorded from an earlier checkpoint, while the most recent 
checkpoint would always be available. 
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& 9.2.3.2. Define, Open, and Close a Disk Checkpoint File (DDCPF, DCPOPN, 
DCPCLS) 


When employing a disk checkpoint file, a different group of macro instructions are used to 
define, open, and close the file. We will now explain each. 


In order to define a disk checkpoint file, use the DDCPF macro instruction (versus the 
DTFMT macro instruction used for tape). As you can see in the format, there are no 
parameters associated with this macro instruction. 







A OPERATION A OPERAND 


filename 


There is only a filename in the label field. Just as with the DTFMT macro instruction, this 
filename is the symbolic address and is used as positional parameter 1 (filename) of both 
the CHKPT macro instruction and the LFD job control statement. 


Since the DDCPF macro instruction does not generate executable code, it must be placed 
separate from your BAL instructions and imperative macro instructions. 


Use the DCPOPN macro instruction to open the disk checkpoint file (before the execution 
& of the CHKPT macro instruction). It has this format: 


LABEL A OPERATION A OPERAND 


[symbol] | DCPOPN areas 





The filename parameter specifies the symbolic address of the DDCPF macro instruction 
that defines the checkpoint file. You can also preload this address in general register 1, 
and you indicate this by coding /7) in place of the filename parameter. 


To close a disk checkpoint file, use the DCPCLS macro instruction (after the last time the 
CHKPT macro instruction is executed). The format is: 







A OPERATION A OPERAND 





[symbol] DCPCLS 


ae 


The two parameter choices, filename or (7), have the same meaning as the parameters of 
the DCPOPN macro instruction: filename is the symbolic address of the DDCPF macro 
& instruction, and (7) indicates that the address is stored in general register 1. 


Here is an example, showing the relationship between the parameters of the CHKPT 
macro instruction and the new macro instructions we just discussed. 
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9.2.4. Processing PIOCS Files (DCFLT) 


The checkpoint routine uses a file table list to identify the files open when the checkpoint 
occurs (thus indicating in the checkpoint record which files are needed to restart from this 
checkpoint). If you use data management files, the list is automatically generated and 
maintained by data management in the job prologue. However, if you are using PIOCS, 


you 


have to generate the file table list by using the DCFLT macro instruction in your 


-program. The generated list locates the file definitions known as phsyical input/output 
control b/ocks (PIOCB) for all the files accessed via PIOCS. This list is required for the 
repositioning and other file-related activities when restarting the checkpointed job. 
(Remember, data management does this automatically, but PIOCS does not so you have to 
use this macro instruction only with PIOCS files.) 
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@ The DCFLT macro instruction is declarative, just like the DTFMT and DDCPF macro 
instructions; it does not generate executable code. So, it must be placed separate from 


your BAL instructions and imperative macro instructions. 


The format of the DCFLT macro instruction is: 






AOPERATION A OPERAND 





‘ (disk-PIOCB-1) \ 
(tape-PIOCB-1,tmc-1,bc-1) 






ery aaa pice taeateat | 


Before explaining the parameters, we will mention the coding conventions you have to 
follow when using this macro instruction. For disc PIOCS files, each parameter must be 
enclosed by parentheses, such as: (disk-PIOCB-1). For tape files, each parameter consists 
of a group of three subparameters. Each group of subparameters must be enclosed by 
parentheses, and each subparameter within the group must be separated by a comma, 
such as: (tape-PIOCB-1, tmc-1, bc-1). If more than one PIOCS file is used, each 
parentheses-enclosed parameter is separated from the next parentheses-enclosed 
parameter by a comma. For example, if you used one disk file and two tape files, assigned 
the values D1 to the disk file, and assigned T1, TMC1, BC1 to the parameter group for the 

®@ first tape file and T2, TMC2, BC2 to the parameter group for the second tape file, it would 
be coded as: 


commas separating parameters 


LABEL AOPERATIONA OPERAND 
1 10 16 
Gat-naes | beeen | 





7 7 


commas separating subparameters of a group 


Notice every parameter is enclosed by parentheses. 


The /ist-name in the /abe/ field is the symbolic address of the PIOCS file list table. This is 
also used as the /ist-name parameter (positional parameter 3) of the CHKPT macro 
instruction. 


The disk-PIOCB parameter specifies the symbolic address of a PIOCB for a disk file in your 
program. You can have from 1 to n number of entries of the disk-P/OCB parameter, with n 
depending on how many disk files are used in the program. 


The tape-PIOCB subparameter does for tape files what the disk-P/OCB parameter does for 
disk files. It specifies the symbolic address of a PIOCB for a tape file in your program. And 

oe] just as for disk, you can have from 1 to nm number of entries of the tape-P/OCB 
subparameter (and its associated subparameters), with n again depending on the number 
of tape files being used. 
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For every PIOCS tape file, there are also two other subparameters needed to complete the 
parameter group: tc and bc. The tme subparameter specifies the symbolic address of a 


half word in the program where you keep a binary count of the tape marks read between . 


the tape load point and the current position of the tape (used to reposition the tape to the 
correct file when restarting). The bc subparameter specifies the symbolic address of a full 
word in the program where you keep a binary count of the blocks (physical data records) 
read from the most recent tape mark to the current tape position (used to position the tape 
to the correct data record of the file when restarting). For instance, suppose you were 
already processing the second file on a tape (which would be past the fourth tape mark) 
and were at the tenth data record. This could be shown as: 








FOUR TWO 
TAPE MARKS TAPE MARKS 


y \ 
DATA E 
RECORDS 0 
FILE 1 F 
2 










DATA 
RECORDS 
FILE 2 


-71oOMm 
NDOT 


READ/WRITE 
HEADS 
AT RECORD 10 
OF FILE 2 
LEGEND: 
VOL! Volume label 1 
HDR? File header label 1 
HDR2 File header label 2 
EOF1 End of file label 1 
EOF2 End of file label 2 


If a machine error occurred at this time, you would want to reposition the tape to this 
point when restarting the job. You would not want to read all the data from tape mark 1 to 
tape mark 2 and from tape mark 2 to data block 10. By looking at the storage areas in your 
program referenced by the tmc and bc parameters, the checkpoint routine knows where to 
reposition the tapes. 


Entries for disk and magnetic tape files can be interspersed, such as: 


LABEL AOPERATIONA OPERAND A 
1 10 16 
ligtcrame: | DoE LT| | 
< DK Tig TMC. Bic Di 21 a. TIMIC 12, » 1B 
— — | el 
tape entry disk entry tape entry 
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Here is an example (with the macro instructions needed to open, close, and define the 
checkpoint file), showing the relationship of the parameters of the DCFLT macro 
instruction to the CHKPT macro instruction and the macro instructions used by PIOCS. 
Routines accessed by the restart-addr and error-addr parameters and also the end of job 
(EOJ) instruction are not shown. 
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Generates a file list table for one tape file (TIOT) and two disk files (PIOD1 and 


PIOD2). 
2. Constructs a PIOCB for the tape file. 
3. Constructs a PIOCB for one of the disk files. 
4. Constructs a PIOCB for the other disk file. 
5. Defines a storage area of one half word to keep a count of the tape marks read. 
6. Defines a storage area of one full word to keep a count of the data records read 


since the last tape mark was encountered. 
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9.3. MONITOR AND TRACE CAPABILITY 





Another means of debugging a program is the monitor routine. It enables you to track (or 
trace) the execution of a program (by using a hardware interrupt) so that errors can be 
found and fixed. As input, you provide monitor statements that indicate the type of 
diagnostic action to be performed at a specific point in the program. 


The monitor routine interrupts each instruction before it is executed, and tests whether 
any of the following test conditions are stated in the monitor statement input and have 
been met by the instruction. 


= A specified storage location is referenced (or the data stored at that location is 
changed). 


= A specified location in the program is reached. 

= A specific sequence of instructions occurs. 

= A specified register is changed. 

If any of these conditions are met, you get a printout of various types of program 
information, depending on which display option you chose. This is summarized in Table 


9—1. 


Then, you can: 





= continue executing the program under monitor control; 
a suspend program execution; or 


= continue the normal execution of the program without intervention from the monitor 
routine. 


Depending on how you call the monitor routine into main storage and the choice of 
actions you select, an entire task or only part of a task can be monitored. 


To activate the monitor routine, you must ensure that the following provisions are met: 
= = =6The monitor routine must be in main storage. 
= The monitor bit in the PSW must be set. 


= The task to be monitored, location options, and actions must be specified to the 
monitor routine. 


a A printer must be available. 
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@ 9.3.1. How to Call the Monitor Routine 


There are two ways to call the monitor routine into main storage. Which one you use 
depends on whether you want to trace instructions from the beginning of the job or wait 
until after the job begins executing. 


Whenever you use the monitor routine, keep this in mind: it occupies 3K bytes of main 
storage. If you specify the minimum main storage as a parameter of the JOB control 
statement, make sure you do not overestimate the storage size needed by your job, 
because it is possible that there might not be enough main storage available for the 
monitor when you combine your job needs plus the 3K bytes needed by the monitor. 


Another point to remember: the monitor routine cannot be run in a strict spooling 
environment, because the job being monitored always requires the sole use of a printer. 
You can accomplish this through the addr parameter of the DVC job control statement 
which, in effect, dedicates a printer strictly to this job. It’s coded immediately following the 
logical unit number (separated by a comma). Every device has a hardware address number 
associated with it. Your site manager can provide you with the number you need. (In most 
cases, however, this number can be physically found on the device itself, generally on 
some type of label.) This number is then coded in the device assignment set for the print 
file in your job. 


Assume the printer you want to dedicate has a hardware address number of 170. Using 
20 as the logical unit number, the DVC job control statement would be: 
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It is also recommended that the job be run as the first job immediately after the system is 
intialized (initial program load) to ensure that the job is scheduled; otherwise, you might 
have to wait for the job to be scheduled, depending on the work load. 


9.3.1.1. Monitoring From the Beginning of the Job 


If you want to begin monitoring with the first instruction executed, you must call the 
monitor routine into main storage before the job to be monitored is run. In this case, the 
monitor input is entered as embedded data in the control stream. 


The system operator types MO at the system console, which brings the monitor routine into 
main storage. The monitor initializes itself and awaits activation. 


NOTE: 


This console procedure is a temporary expedient and will be replaced in a later release by 
appropriate job control statements. 
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If you want to use the monitor beginning with the first instruction of the program, you 
must enter the monitor statements as embedded data in the job control stream. The job 
step that contains the program to be monitored must include an OPTION job control 
statement with the 7RACE parameter specified. This parameter activates the monitor | 
routine by setting the monitor bit in the PSW and creates a link between this job step and 
the monitor statements. If the OPTION job control statement is not present in the proper 
job step (the one with the monitor statements— — the one you want to trace), it will not 
activate the monitor routine because an OPTION job control statement is effective only in 
the job step in which it is encountered. As soon as the program begins executing, 
monitoring begins, and it continues until the program completes or until the monitor is 
deactivated by meeting the conditions that accompany a Q action (9.3.5.3). 





The control stream you submit when you want to monitor from the beginning of the job 
would look something like this: 
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& 1. Js the JOB control statement, which must be present at the beginning of every 
job. 


2. Represents the device assignment sets and any other job control statements you 
might need to define the requirements for the job. 


3. Is the OPTION job control statement indicating you want to monitor the job step. 
It is placed before the EXEC job control statement for the job step. 


4. Calls the program from a library and initiates its execution. 


5. Shows where you place the monitor statements. They are enclosed by the /$ 
and /* job control statements (start of data and end of data). The monitor 
statements, in effect, are data for this job, but their presence does not affect 
processing of any other data for this job. 


6. Indicates where you would place any PARAM job control statements that pertain 
to this job step: after the monitor statements, but before any other card data 
files. 


7. Is the start of data, card data file, and end of data. 


8. Ends the job and terminates the card reader operations. Of course, there could 
be more job steps than this, but for the sake of brevity, we have shown only a 


S single-job-step job. 


9.3.1.2. Monitoring After Execution Begins 


It should be noted that, when the monitor is in use, it executes several instructions of its 
own for every monitored instruction in the program. For a large program, this could 
require excessive amounts of processor time, expecially if the problem area is at the end 
of the program. (If it is at the beginning of the program, a Q action can be used to 
deactivate the monitor after the necessary data is obtained. The Q action is described in 
9.3.5.3.) However, once you determine the particular area in which the problem exists, you 
can limit the monitor activities to this portion of the program. You do this by initiating the 
monitor routine via a console type-in after the job begins execution, and then entering the 
monitor statements through the card reader (or the system console if a card reader is not 
available). This requires some form of communication between you and the console 
operator, either oral or written. 


The executing program must be temporarily suspended so the monitor can be activated 
before the area of code to be monitored is passed. There are three different methods for 
doing this. 
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First, if you have an instruction in the program that you do not need for this execution, you 
can use the ALTER job control statement to change that instruction to a supervisor call 
(SVC) for the YIELD routine. This changed instruction must be at a point in the program 
before the area to be monitored. The ALTER job control statement would look something 
like this: 





1 10 20 30 40 50 


A R. iolba Se- Name jadidair € x: IOAOM’ of si Ae 4. oll 





The ALTER job control statement and its parameter are explained in the job control user 
guide, UP-8065 (current version). The X’OA04’ (positional parameter 3) is what replaces 
the existing instruction and makes it an SVC instruction for the YIELD routine. It causes 
the program to halt at the address on the ALTER job control statement. You tell the 
operator to have the monitor statements ready in the card reader. When the program 
halts, the operator types in OO MO R, which activates the monitor routine. (This acts just 
like the TRACE parameter of the OPTION job control statement.) The monitor statements 
are then read into the system, and the program named on the monitor statement is 
matched against all the programs currently executing, until it arrives at the proper 
program (this applies to all three methods). In 9.3.2, we explain the format for the monitor 
statement input, which applies to input entered after execution begins or as embedded 
data in the control stream. However, it should be noted that when monitor statements are 
entered after execution begins, no /$ or /* job control statements are needed to enclose 
the monitor input. Since all the job control statements are read before execution, an 
OPTION TRACE job control statement is not included in that control stream to activate the 
monitor. If you examine the control stream shown in 9.3.1.1 used to activate the monitor 
from the beginning of the job, you will see the difference between it and the following 
control stream used only to start the job and alter an instruction in your program. (it does 
not activate the monitor; a console type-in does.) 
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© The explanation for each job control statement ts the same as for the corresponding job 
control statement in 9.3.1.1. Notice the absence of an OPTION job control statement and 


the monitor statements, and the presence of the ALTER job control statement. 


After the monitor statements have been read, the operator must issue the GO command, 
using the same job name as that on the JOB control statement. This resumes program 
execution under monitor control. 


The second method for suspending the executing program is the use of an OPR macro 
instruction with a REPLY parameter (10.3.2). By placing it in a location near the area you 
want to monitor, you can use the halt when the program is suspended and the message it 
generates to instruct the operator to activate the monitor. Once again, the operator must 
have the monitor statements ready in the card reader (no /$ or /*). He then enters OO MO 
R, to activate the monitor. After the monitor statements have been read, he enters the 
reply you requested with the OPR macro instruction to resume processing under monitor 
control. The monitor input is exactly the same as when using the first method. That is, no 
/$ or /* enclose it, and an OPTION TRACE job control statement is not submitted in the 
control stream. (And, in this case, no ALTER job contro! statement is submitted.) 


The third method is to instruct the operator to type in the PAUSE command at some 
specific place in the program execution. This could be after a certain time limit has 
expired, or when a certain milestone is reached, such as the end of an input tape file. The 
operator places the monitor statements in the card reader and, when the system halts, 
types OO MO R to activate the monitor routine. After the monitor statements are read, he 

@ finally types GO and the job name from the JOB control statement to resume program 
execution under monitor control. 


There might be a situation when there is no card reader available to read in the monitor 
statement (or no keypunch readily available to prepare the monitor statements). If this is 
the case, the operator can type in OO MOC at the system console. The C indicates to the 
system that the monitor statements are going to be input via the console, not via a card 
reader. (This applies to entering the monitor statements during all three methods of 
suspending program execution.) In this way the operator can enter the task, options, and 
actions at the console. He enters one card at a time, a line on the screen corresponding to 
a card in the monitor statement input, and indicates the end of each card by pressing the 
TRANSMIT key. After all monitor statements are sent, he enters the GO command 
followed by the job name. 


9.3.2. Monitor Input Format 


The monitor statements define what to monitor (task), when to monitor (option), and what 
to do when you monitor (action). This applies to monitor statements submitted via the 
control stream as embedded data before the job begins, and to the monitor statements 
used by the operator after program execution was begun. (Remember, the /$ and /* job 
control statements are only needed when the monitor statements are submitted as 
embedded data.) 
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For the program you want to monitor, only one task can be specified. It must be coded as 
the first monitor statement of the input, and no options or actions can share this card with 
the task. These tasks are explained in 9.3.3. For the task, however, you can specify up to 
15 different options. (Each option must be on its own card; no two options can be present 
on the same card.) Each option can specify as many actions as will fit on a single card. A 
space must be used to separate the option from the first action on the card, and each 
succeeding action is separated from the previous action by a semicolon (;). 





So, if you want to specify one option and one action, it would be coded as: 





lf you wanted three different options, each with two actions, it would be coded as: 


: . - ‘ 
OO WO J On O17 








rib eim-Z, ak \ mMimligdetiem% ba 
pri one dich @ni-id wack dgwn-.Z 


The last card used in the monitor input stream is a $ card. (Do not confuse this with the 
/$ job control statement, which indicates start of data.) 





So, the order of a monitor input stream is: 

= the task statement; 

a the first option statement with its actions; 

# any other option statements and their actions; and 

m the §$ card. 

The options are described in 9.3.4, and the actions are defined in 9.3.5. 


Figure 9—1 shows the format of the monitor statements. 
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/+——_——_ task —-___—__] 


First 
Monitor *U=jobname 
Statement *P=phase-name 
*S=symbiont-name 
_*T=transient-number 


-}—__—_——- option 4A }+——- ——___ first 1} succeeding i 


action actions 


(B/D: bddd) DAR [n[—-Rn] 


Hie DAR [n[-Rni] 
ES) 


Ss di (ABS: xv) (PR: xv) 

Rlopitor DAS [Lnn] < (B/D: bddd) (PR:xv) 
Sratelnents AE Ren) (ABS: xv) DASILnn] < (B/D:bddd) 
(ABS:xv 
\(xmed) Hecec = 


Hecc 
R(n) Q 


esis Q 
Note 2 





@ NOTES: 
1, If no option is specified, the monitor routine assumes a default option (9.3.4.5) and default display (9.3.5.1.3). 
2. If no action is specified, the monitor routine produces a default display (9.3.5.1.3). Also, remember that the first 


action is separated from the option by a blank space, and any succeeding actions are separated from the previous 
action by a semicolon. 


Figure 9—1. Monitor Input Format 


9.3.3. Defining What You Want to Monitor 

The task you want to monitor can be one of four types: 
1. Your entire program 

2. A-certain phase of your program 

3. A -symbiont, which is a system utility routine 


4. A transient, which is an OS/3 routine that is nonresident and is called into a 
transient area when needed. 
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‘In-this format: 





*U=jobname 
*P=phase-name 
*S=symbiont-name 
*T=transient-number 


you can see that each type has its own specification, and each type is preceded by an 
asterisk. 


lf you want to monitor all the phases of your program, use the *U=jobname entry. The 
jobname is the same as the jobname parameter on the JOB control statement. 
(Remember, if you have the operator enter the monitor statements after the program has 
started, you can limit monitoring to a part of the job step; otherwise, the job step is 
monitored from the beginning.) 


For example, if the JOB control statement is: 


J 10 20 30 40 50 





Oi HM O.C 10): 





the monitor task statement would be: 


MusPecm it 


Since a program can consist of more than one phase, it can be useful to use the specific 
phase name with the *P=phase-name entry. (A program can also have more than one 
phase.) If you want to monitor a phase, you have to know its name. The names of the 
phases used in a program are listed on the allocation map provided by the linkage editor. 
(Remember, operator input can limit the monitor to a portion of a phase.) 


If the phase name you want is this: 


2° ALLOCATION MAP ee 


LOaD MODULE = LNKLOL SIZE = anounscee 

PHASE NAME TRANS ADOK FLAG LANEL TYPE ESID Lak UNG HIADDR LENGTH OHS ORG 

LAKLODOU NODe = ROOT UUuONUUU OQUVUSCR vooouscce 

wee R F AUTOSINCLUDED ELEMFUTS = 

- 75/10/04 U5659 = PRIME Obs 

PREIDE CSECT oi uUUUULUU NUULVU TAF vanoUsBO noguonun 
DPSCOM7 ENTRY vl vUuUudUUNUNU ogugoo0u0 
DP &COMD ENTRY vt uvuuguuuu ooucnoun 
DPSCOML ENTRY of auudguuu oguooQguco 
UPSCOMs ENTRY Ut uguugouyu gouun00n 
OPSCOM2 ENTRY vil o0udd0un ooo00000 
OoPSCOMS ENTRY ul OOv00U\uN"U odguagp00n 
DPSCOMS ENTRY ol NOvgRu00"U ooaco0u000 


DPSCOM3 ENTRY a1 90vuu00U"U oucoo000 
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& the monitor task statement is: 





SLNKBLODOO sir te 





To monitor a symbiont, you have to obtain its name from the system load library file 
(SYSLOD), and use the *S=symbiont-name entry. For example, the name of the system 
utility symbiont (SU) is SL$$SU. To monitor it, you would code 


Hdd BONO 


as the monitor task statement. 





Every transient has a decimal number associated with it. A list of these decimal numbers 
is maintained by the supervisor. If you want to monitor a supervisor transient your 
program is using, your Sperry Univac systems analyst can help you in determining 
the number of the transients you need.Once you have obtained it, you use it in the 
* T=transient-number entry. \f, for example, the transient number is 24, you would code 
the monitor task statement as: 


& ferieZa te 


9.3.4. Specifying Options 





The second and succeeding cards used for monitor statements specify options and actions; 
that is, points in the program where one or more actions are to be taken by the monitor 
routine, and what is to occur. 


The first entry in each of these cards specifies the option. This may be followed by one or 
more actions to be performed at the specified location (or else a default action applies). 
These actions are described in 9.3.5. In this discussion, all the options are discussed first, 
then the actions. You can tie the appropriate options and actions to a task to obtain your 
desired result. 


If there are duplicate or overlapping options, only the first one specified is processed at 
execution time. For example, if the same instruction location is specified by two separate 
cards, the monitor routine performs the actions requested on the first card for that 
location, then executes the instruction. The second card is never considered for that 
location, even if the actions are totally different. 


Options may be specified in any sequence; there is no need to list them according to any 
pattern. Remember, in the case of duplicate or overlapping options, only the first option is 


& processed. 








uate SPERRY UNIVAC Operating System/3 9-32 


UP-NUMBER UPDATE LEVEL | PAGE 


There are four types of option you can specify, using the following format: 


(PR: xv) 
S {eiosmaaat 
(ABS: xv) 





A(PR:xv) [Rnn] 
I(xmed) 
R(n) 


The S option is used for storage reference, the A option for instruction location, the / 
option for instruction sequence, and the A option for register change. Each, along with its 
associated parameters, is discussed in the following paragraphs. 

9.3.4.1. Storage Reference Option (S) 

This option requests the monitor routine to take action when the specified storage location 
is referenced or the data at that location is changed. There are three ways to express the 
location in a storage reference option: 


1. Program relative (PR) 


2. Base/displacement (B/D) 





3. Absolute (ABS) 


9.3.4.1.1. Program Relative Address (PR) 
The format for the storage reference option using a program relative address is: 
S(PR:xv) 


The xv is the address, and can consist of from one to six hexadecimal characters, in the 
range 0,, to FFFFFF,,. Notice that it is separated from the PR by a colon. For example: 


1 10 20 30 40 50 





. 


Since this format is shown with an underline under the P, you could also code it as: 


pCeinsc), | i 1 RES LS a ee To Ls CC WT Co 


This is explained in the statement conventions. 
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In this example, this option is selected if program execution reaches an instruction that 

@ references storage at program relative address 43C. The location specified need not be the 
first byte of a field. For example, a move instruction from location 42E for 18 bytes would 
be detected because the specified program relative address 43C falls within the field 
moved (42E to 43F). 


For your program, a phase of your program, or a symbiont, a program-relative address is 
relative to the start of the load module. In other words, the address in the assembly listing 
must be added to the link origin (LNK ORG) address for the control section (CSECT) of your 
program. This shows up in the allocation map produced by the linkage editor. 


For example, if you wanted to monitor from address 2A in this program listing: 


LOCe OBVECT code ADDAL ADDR2 LINE SouRCE STATEMENT 
label for the phase ——eeeeee¢—£ Prog] | START 
o0ug00 0560 2 BEGIN BALR 6,0 
aouod2 3 USING 456 
OOUU02 47FO 6010 auoiz 4 BRANCH 6 els 
OQUVVO06 CICZC3CH4V4UV4HOHU s oc CLB*aARCD® 
QOUOODE CS5Cé6Cc7Cca 6 oc CLA*°EFGHE 
O0G012 4116 6102 ouln4 7 LA 1,LIST 
8 SNAP eh) 
gouu0ls A 9+ os OH 
OOUO16 CAID A 106 SVC 29 SNAP SVC 
G0u018 0203 6008 6u0C YOUGA OUOOE 11 Tao MVC BRANCH*+B(4) BRANCH E1 2 
12 Tac? OPEN out 
Qooole 0700 A 134 CNOP O44 
o0u020 A 144TAG? EQU ® 
QUuuO20 4510 6026 OO028 a 154 BAL Tseet4ed) 
o0u024 80 A 164 oc x'so* 
go0o2s oouu4a A 174 vc AL3¢0UT) 
Q0v028 0A26 A 184 SVC 38 «ISSUE Svc 
address ———————» [000074] 0207 sur2 6un4 uouFY CUOne 19 MVC BUF (81, BRANCHES 
20 Tacs PUT out 
oouu30 A 216TAGS ve OY(Q) SET ALIGNMENT 


you would have to look at the allocation map for the LNK ORG of the CSECT (4B0): 


*® ALLOCATION MAP @e 


LOAD MODULE = LNKLOD SIZE = oooonscc 

PHASE NAME TRANS aODR FLAG LABEL TYPE ESIO LNK ORG H1AUDR LEWuTh OB ORG 

LNKLODUG WOOt = ROOT oovo000U0 dOuULUS5CR voOauuscc 

eee START OF AUTOSINCLIIDED ELEMENTS = 

= 75/10/04 05059 © PR#TOE Obu 

PRSIOE e SECT ot QOUdUOLU OUGUU4AF YOUU 46 ogu0uC0U 
DPSCOM? ENTRY Ot UOGULOUUUD QuUuuOvuU 
OPSCOMO ENTRY vt QUD0U00"U vouvnunU 
DPSCcOml ENTRY vl ooucOouNUU Agvoouud 
OPSCOM6 ENTRY aL vou00U0UU DOUVUUUUG 
DPSCOM2 ENTRY vl OvUuL0U0UD QuuLNUUD 
DPSCOMS ENTRY ut YOUUULUU g0nooo000 
DPSCOM4 ENTRY ul OQuUuvULOU vuuUu0000 
OPSCOM3 ENTRY ul QuUuU0UKGU Yvuvouu0dY 

eee END OF AUTO=INCLUDED ELEMENTS = 

~ 76/03/11 00033 = PROG Oby 
PROG CSEC Ob UvU0N4sU HUUUUSCE veuuu lic Nou00000 
ou ENTRY ul VOUCK4F Ss UGUOUD4B 
outc ENTRY 01 OQOuCUS2ea ULUUGU74 
OUTE ENTRY QL UULLOS3uU vouu0UEaD 
LubUNyBU 


and add them together, producing 4DA as the program relative address. This applies to 
both single-phase and multiphase load modules. However, with the multiphase modules, 
additional considerations are necessary. One phase can overlay another phase, so the same 
program relative address can be used in more than one phase. In order to monitor the 
correct phase, you should use the *P=phase-name entry discussed in 9.3.3. 


If you want to monitor a transient routine, the address is relative to the start of the 
transient. 
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Another important point to note is that when using the storage reference option for a 
program relative address, you frequently will obtain two groups of monitor output for a 
given option. The first printout is produced just before the execution of the instruction that 
references the location. This may be either a read or write type of reference. The second 
printout is produced on the next instruction, but only if the data at that location has been 
changed. This may appear to be superfluous and even confusing (the second instruction 
shown will probably not even reference the area), so this printout should be considered as 
only a changed data confirmation. 





The real value of this second printout comes in those cases where the data is not changed 
directly, so no reference (first printout) occurs at all. This includes cases of areas changed 
by execute instructions (EX), supervisor call instructions (SVC), 1/O operations, and 
occasionally even supervisor or symbiont routines running concurrently. So, in any case 
where a storage reference option printout seems invalid (the instruction printed does not 
reference the data location), check the preceding instruction in your program for an EX or 
SVC instruction or an I/O operation. 


9.3.4.1.2. Base/Displacement Address (B/D) 


To use the base/displacement address method for the storage reference option, you need 
this format: 


S(B/D:bddd) 


Here, the 6 is the base register, and the ddd is the displacement; b can range from 04, to @ 
F.g, and ddd can range from O00,, to FFF,,. For example, if you used: 





Be Ree Tees Wa vs Ea VC He VY nd ESS ek COST RTO A WY OC URS OT CS ey OE 





an instruction that contains a storage reference of 4B29 must occur to make the monitor 
take action. In other words, for this option to be effective, your program must have a 
storage reference using base register 4 and a displacement of B29. Notice the colon 
separating the B/D from 4B29. 


9.3.4.1.3. Absolute Address (ABS) 
You use this type of option primarily when you are using system symbiont or transient 
routines that can refer to locations that are outside of their area. But you might also find it 
applicable to your program as well. it uses this format: 

S(ABS:xv) 


The xv is the absolute address, and can consist of one to six hexadecimal characters, in 
the range of 01, to FFFFFF,.. 
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& For example, if you want the monitor routine to take action when the program reaches an 
instruction that references storage at absolute address 34AE, you would code: 


9.3.4.2. Instruction Location Option (A) 
This option requests the monitor routine to take action when the specified instruction 
location is reached. Just as with the storage reference option, it uses the program relative 
address. However, you can also add a range to continue this monitor action for a specific 
number of bytes. It has only one format: 

A(PR:xv) [Rnn] 
The xv is the 1- to 6-hexadecimal-character program relative address (0,, to FFFFFF,,). If 
the program reaches an instruction at this location (program relative), monitor action 
begins. You can also continue monitor action for this option for a length of up to 255 bytes 
by specifying a range (Ann). The allowable values for this range field are 02,, to FF4g. 


For example, if you coded either: 


[a Cpr: coz) om 


or 

ACP: CO2 
the monitor takes action for this option if the instruction at program relative address is 
reached. 


If you coded (notice the convenient form P instead of PR): 


p(p:coz) RoE, fester Tons BER Ene Bt Ee PE ERT OE Ws ES C8 a POC 


monitor action begins when the instruction at program relative address CO2 is reached, 
and continues for 14 bytes (OE). This means the monitor action is to continue until 
program relative address C10 is reached. Note that you must use two hexacecimal 
characters for the range even when it can be expressed in one. In the last example, if the 
leading O of OE was omitted, and it was coded as this: 





@ A 4 Zz E: BIT aN OT HE RE! RT POR RRS GOO Onl dC 


monitoring would continue for 224 bytes to program relative address CE2. 
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9.3.4.3. Instruction Sequence Option (I) 





This option requests the monitor routine to take action when the exact instruction 
sequence specified is reached. The monitor routine compares the machine code specified 
in the option entry to the actual instruction sequence of each instruction to be executed in 
the program being monitored, and takes action when an exact match occurs. The format 
for the instruction sequence option is: 

I(xmed) 
The xmed stands for hexadecimal machine code. It may consist of from 2 to 64 
hexadecimal characters (1 to 32 bytes). This is the value you want compared to the actual 
machine code being processed. 
There are three different types of machine code sequences you can select: 
# A single instruction 
= Just the operation code of an instruction 


# # Asstring of instructions 


For example, if you want monitor action to start when a supervisor call instruction for 
supervisor routine 31 occurs (SVC 31 in machine code = OA1F), code it as: 





If you want monitor action whenever any branch on condition instruction is reached 
(hexadecimal code = 47), you would code: 


But if you want monitor action to occur whenever the following sequence of instructions 
occur (even though we are showing a series of inline expansion codes): 

















LUCe ORVECT Cove ADDKL ADDRZ LINE SOURCE STATEMENT 
auuuue 1 PROG START 0 
Qguou0 6S6u 2 BEGIN BALR aU 
duvuv2 3 USING 946 
NUUGU2 47FuU 6D01luU 00012 4 HRANCH ue eels 
OUVVU6 CIC2ZC3C4404U4N4U S vc ClLatancur 
OUUUUF C5C6C7CA 6 oc CLY4HtEFGH?® 
OuuOli2 41llu 6hueL 001n04 7 LA 1,L1ST 
a SNAP (1) 
Qouuz8 vAazs A Be SVC 38 ISSUE Svc 
NOUUZA C207 6UFE BUD4e onurs nu00s 1? MVC BUF IB) so RANCHOY 
2U TaGd FUT OUT 4 
ouuu30 A 214TAGA uc UY(O) SET ALIGNMENT 
ouuasofSetn sire volla a 22% 1 Ty sATHUTT LOAD RIB, FILENAME ADDRESS 
nuo034] 922. 103i unust A230 MVE 49CD Dex "20" SET FUNCTIUN CODE 
00u038(5e8ru 1034{ nos 15,52(,41) LOAD ADR UF COMMUN 1/0 
ovvosc | oser A 25 BALR 14,15 LINK TU CUMMON 
26 TAGS 6; 
ooUuagsE A 27¢TAG4 be oYtur 
OO0U03E 5810 6116 OulL8 A 28% t 1,2AC0UT) LOAD WIS, FILENAME ADDRESS 


OOU04S2 VAZ7 A 294 ove 39 15SUE S¥C 
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& you would code it as: 
1 10 20 30 40 50 
41 Ob 1912210319 QEO LO OF1E 


9.3.4.4. Register Change Option (R) 


This option requests the monitor routine to take action whenever a specified register is 
changed. It has only one format: 


R(n) 


The n is the hexadecimal number of the registers to be checked. Since this monitor action 
is triggered by the comparison of the current register contents to its previous contents, the 
instruction displayed when the change occurs will be the instruction following the 
instruction that caused the change. This is similar to the storage reference option for a 
program relative address (9.3.4.1.1), which also occurs after the storage location changes. 
(Remember, it is possible.to get two displays from a single storage reference option: one 
before and one after the area changes.) 


For example, if you want monitor action to take place whenever the contents of register 10 
® change, you would code: 


(Fe ae oT a ere 


Since the contents of registers are changed frequently during the course of most 
programs, the register change option may produce a large amount of display printout. 


9.3.4.5. No Option Specified? You Get a Default 


If you omit the option specifications (if your monitor input consists only of the *U, *P, *S, 
or *T card, and the $ card), the monitor routine interrupts each instruction in the task 
before its execution and prints out pertinent information at that point in the program. The 
processor then executes the interrupted instruction (identified on the printout as the NEXT 
INST). The succeeding instruction is then interrupted, the printout produced, and the 
instruction executed. This interrupt, printout, and execution pattern is performed for each 
instruction processed. This could require excessive processor time and could produce a 
huge printout of unneeded information. Therefore, you would use the default option only 
for special cases. 


The program information printed is the same as for the default display described in 
9.3.5.1.3, except that there is no option mentioned on the printout, since one is not 
specified. 
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9.3.5. Specifying Actions 





Action entries follow the option entry on the monitor statements. They share the same 
card; option is specified first, then any actions. Actions for an option must be completely 
specified on one card; no continuation to the next card is permitted. If there are duplicate 
or overlapping options, only the first one specified is processed, and any action specified 
on this second card for the same option is never considered. 


There are four different types of actions DAR, DAS, H, or Q (plus a default), as shown in 
this format: 


DAR [n[—Rn]] 


(PR:xv) 
DAS[Lnn] | B/osaaa 
(ABS:xv) 
Hecc 
a 


NOTE: 
lf no action is specified, the monitor routine produces a default display (9.3.5.1.3). 
The DAR and DAS actions (for display register or display storage) print out program 


information, including specified registers (DAR) or storage (DAS), and continue monitor 
processing. 





The H action (for halt) prints out the program information and suspends the job until it is 
told to continue. 


The Q action (for quit) prints out the program information, then deactivates the monitor 
routine so that processing can return to normal. 


If you omit an action entry, the monitor routine produces a default printout of program 
information (including changed registers and storage) and continues monitor processing 
until the end of the program. 


9.3.5.1. Display Actions 


There are two types of display specifications: register display (DAR) and storage display 
(DAS). But the addition of a default display provides you with the capability of having three 
types. 


The three display actions have similar functions; that is, program information is printed, 
then the instruction causing the printout is executed, and program processing continues 
under monitor control. The printouts are basically the same, except for a few minor 
differences, depending upon the type of display action requested. 
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S 9.3.5.1.1. Register Display (DAR) 

If you select this type of action, you get the following items: 

1. The jobname, TCB address, and program base address. Since this information does 
not change during the course of program execution, it is given only for the first option 
that causes a printout. Remember, you can have up to 15 different options; it would 
be senseless to print any information about the program that does not change. 

2. PSW contents 

3. Next instruction to execute (which is the instruction causing the printout) 

4. Option causing this printout 

5. The contents of the specified general registers (four bytes) 

After this printout is given, the instruction executes and the program continues processing 

under monitor control (that is, all remaining instructions are traced to see if they match 


any other options that might have been specified. 


You can cause one or more general registers to print by selecting one of three ways to 
display a register. The format shows the three different types (combined into one format): 


my) DAR [n[—Rn]] 


= =DAR, which prints the contents of all 16 general registers 


= DARn, which prints a specific register, with n being the hexadecimal number (O—F) of 
the register you want 


# DARn—Rn, which allows you to print a consecutive number of registers. The first 
indicates the first register (O—F), and the second n indicates the last register (O—F). 


For example, if you wanted to display register 15 when the program reaches a program 
relative address based on the instruction at assembly address 2A in this listing (remember, 
the assembly address (2A) must be added to the LNK ORG address, which in this case is 
4BO, to obtain the program relative address — 4BA): 


LOCe OBYECT cooE ADDRI ADDR2 LINE SnuRCE STATEMENT 

oov000 1 PROG START O 

aou000 0560 2 BEGIN BALR 6,0 

acvooz 3 USING 56 

o0ouc2 47FO 6010 00012 4 BRANCH B cay 

Qov006 C1C2C3C4404u4040 5 ve cLe*asco? 

QO0O0E CS5CéeC7Ce 6 oc CL4"EFGH 

000012 4110 S102 ovio4 7 La 1.U15T 
8 SNAP (1) 

oovoie oe os OH 

oou0lés oaid A 106 SVC 29 SNAP SVC 

QOUOES D203 6008 su0C UVOUOA ODODE 11 Tao MVC —- BRANCH*814),BRANCHO12 
12 TAG? OPEN OUT 

ooo0le 0700 A 36 CNOP 044 

g0v0z0 A 146TAG? equ oe 

Quvoz0 4510 6026 po028 a 154 BAL oi seetdez) 

couo24 80 7 A 166 oc x*6o" 

e00025 oo0048 A 176 oc AL3(0UT) 

: ooueze 0az6 A 186 SVC 38 ISSUE Svc 
address DOUNZA 0207 SUF2 GU04 DOUFS GU0Ds] 19 MVC | - BUF(B)8RANCHEY 

20 TaGa put 

000030 : A 21¢TAG3 vc AY(O) SET ALIGNMENT 


00u030 5810 6116 © OOllG A 22% L Ls@ACOUT? LOAD KIS, FILENAME ADDRESS 
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you would code: ® 





and your monitor printout would look like this: 


Option Job Name TCB Address Program Base Address 
Causing 
Printout 
MUNTTOR USER@ EXAMPLED TCH=ONUU70UU P.BAGEe = OQ0UUBLUN 
OPTION seAT TeLuctuna4uad This is also the instruction 
PSw= Cub6lU26 ULULLdOA NEXT TPW5T = O20 7 orf 26004 me : a 
roan KF= OuUdDUL causing the printout. 
Status t 
Word register 15 


If, for the same program, you coded: 


fee aasnaes 


The contents of all 16 registers (plus items 1 through 4) are displayed, like this: 





MONITOR USER* EXAMPLES TCB-080U7000 P. BASE. = O000U8000 

OPTION seAT 16LOC(uGG4DA) 

PSwe CGL61026 UU0U04DA NEXT INST # 02076nF 24004 

RU- 00000061 Rl=- souog4drs R2=- GcoooU00u0 k3- UOGo0OND R4- vouougod Ro= gugugOOd Ree 40000482 k7- 00000000 
Ré- 00000000 R9= GOOOQUDD Ra= 00000000 45A- OOO00CaD Rc= vlaodouoo Rue aOuvuuda RE=- yuuuld+Da RF- OQ0UUL00U 


Both of these examples would have continued monitoring for the option until the end of 
the job. However, if you add a quit action (Q, which will be explained in 9.3.5.3) you would 
have obtained the same printout and discontinued monitor control. This holds true for all 
options. If you want to monitor only a specific area or instruction, it is advisable to end the 
option with a quit action, so additional processor time is not wasted by having the monitor 
search when there is nothing left to find. Coded with a quit action ending the option in the 
last example, it would have looked like: 


Notice that a semicolon is used to separate the actions. 


9.3.5.1.2. Storage Display (DAS) 


Most of the information provided by a storage display type of action is similar to that of a 
register display (9.3.5.1.1): you get items 1, 2, 3, and 4. However, item 5 is different; the 
Storage display action prints out the contents of specified storage locations. 





After the printout is given, the instruction executes and program processing continues 
under monitor control. 








Bore Reyne SPERRY UNIVAC Operating System/3 nt 


UP-NUMBER UPDATE LEVEL | PAGE 


® You can specify up to 256 consecutive bytes of main storage with a length option, or the 
monitor prints (by default) 8 consecutive bytes starting at the specified storage location. 


Just as in displaying registers, the storage display action has three different types, but 
each is shown in its own format, because of their diverse range of actions: 


DAS[Lnn](PR:xv) 
DAS[Lnn](B/D:becc) 


DAS[Lnn](ABS:xv) 


Each one has a length option, shown as Lnn, which allows you to specify how many 
consecutive bytes of main storage you want displayed. L indicates that this is a length 
specification, with nn as the length, in the range of 011, to FF,, (allowing you to display 
256 bytes). 


The item after each length expresses the method in which you want to display a specified 
location in main storage. They have the same format and meaning as the storage 
reference options explained in 9.3.4.1, but are not to be confused as to function (action 
versus option): 


m=  (PR:xv) is used to display a main storage area starting at a program relative address. 
 ] = (B/D:bddd) displays a main storage area using base/displacement. 

= (ABS:xv) displays storage starting at an absolute address. 

The xv is the address for program relative and absolute addressing locations, in the range 
of 0,5 to FFFFFF,,. The bddd is for the base displacement method, where b indicates the 
number of the base register (the range is 0;, to Fy), and ddd is the displacement (in the 
range of 000,, to FFF,¢). 

For an example of the option, we will use an instruction sequence (I) to prevent any 
confusion that might initially arise by seeing similar codes (such as a program relative 


option (PR) and a storage display action starting at a program relative address) on the 
same line: 


1 10 20 30 40 50 





ey D. < Lut ah GPR: a A OG DO OU 


This displays 20 bytes (14,,) starting at program relative address 3C. This happens 
whenever any branch condition is reached in the program (hexadecimal code 47). 
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If you want to display eight bytes (default) starting at the address using base register 1 and 
a displacement of B29 whenever any branch condition is reached, you would code: 





a D S.(UB/D.. 1 B.24.) 


lf you want to display the default eight bytes starting at absolute address 35AE whenever 
any branch condition is reached, code: 





If you wanted only four bytes at absolute address 35AE whenever any branch condition is 
reached, code: 


FR CORY Cas GY TO) On Vy OY RE 








Notice that you must use two hexadecimal characters for the length even when it can be 
expressed in one. 


The following example uses a program relative option and a program relative address for 
the action: 








PR: 2 S4.(PR: ! per 4 


When the instruction at program relative address 2A is reached, a storage display of eight 
bytes starting at program relative address 3C is produced. 


9.3.5.1.3. Default Display 


You can omit the action specification; that is, you can enter an option without specifying 
any particular action you want taken when the monitor option becomes effective. In this 
case, the monitor routine prints out items 1, 2, 3, and 4 listed in 9.3.5.1.1, and (items 5 
and 6): 


5. The contents of any general registers that were changed since the last printout was 
given. If this is the first action taken by the monitor routine for this program, the 
present contents of all the general registers is printed. 


6. The contents of the storage locations referenced by the instruction causing the 
printout. 


The instruction causing the printout is then executed, and program processing continues 
under monitor control. 

















8075 Rev. 2 9-43 
SPERRY UNIVAC Operating System/3 


UP-NUMBER UPDATE LEVEL [| PAGE 
& For example, assume that the following option statement was the only input to the 
monitor routine (and the task statement): 


1 10 20 30 40 50 


Ee 
B/D. eB, a1) yep a 





When the program reaches an instruction that references an address using base register 4 
and a displacement of B29, a default display is given. 


Remember, you can also get a default by omitting the option statement (9.3.4.5). The only 
difference between the default display caused by omittingthe option and the default 
display caused by omitting the action is that the omission of the option means that the 
option causing the display is not printed. 


9.3.5.2. Halt Action (H) 

This action, like the other actions, prints out items 1, 2, 3, and 4 (detailed in 9.3.5.1.1). It 
then prints a halt message on the system console and suspends program execution until a 
reply from the console operator allows execution to continue. 

The halt message sent to the system console has the following format: 


& HALT ccc. TYPE-IN GO jobname TO RESUME 


Program execution is then suspended until the operator issues the GO command followed 
by the job name (same as that on the JOB control statement). You can then provide the 
operator with special instructions about what to do before entering the GO command, 
such as taking a main storage dump. After he completes these special instructions, and 
enters the GO command, the instruction causing the halt is executed, and program 
processing continues under monitor control. 


The format for the halt action is: 
Hccc 


The ccc is a 3-character EBCDIC code that you specify to identify the halt, and corresponds 
to the ccc in the halt message displayed to the operator. 


For example, assume that your JOB control statement has a job name of TWESTMON, and 
uses the following monitor statement: 


PrGer ABs) DMP 
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When the program reaches the instruction at program relative address 1B4, the monitor | 
routine prints out the program information and displays the following message on the 
system console: 


HALT DMP TYPE-IN GO TWESTMON TO RESUME 
You would instruct the operator to take your desired action when he sees this message. In 
this case, assume it is a dump. After issuing the DUMP command (and a dump of main 
storage is given), the operator would then type: 

GO TWESTMON 
to reactivate the interrupted job. The instruction at program relative address 1B4 is then 
executed, and program processing continues under monitor control. 
9.3.5.3. Quit Action (Q) 
The quit action (Q) prints out items 1 through 4 and nothing else. The instruction causing 
the printout is then executed, and program processing continues without any further 
monitor intervention (pertaining to the option to which this action applies). 
This action is useful when you want to monitor a problem area in the beginning of your 
program, and then exit from the monitor routine without tracing all the remaining 
instructions in the program (thus not wasting execution time). 
The format for the quit action is: 


Q 


For example, if you coded: 





the monitor routine would print out the program information when program execution 
reaches the instruction at program relative address F18. This instruction is then executed, 
and program processing continues without monitor intervention. 


When the quit action is not used as one of the actions for an option, monitor processing 
continues until the end of the job step. 


Table 9—2 summarizes the program information that is displayed by each action. 
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@ Table 9—2. Summary of Actions and Program Information Printed 


Program Information Printed Display Display 


Register Storage 
(D R) (DS) 


Job name* 

TCB address* 

Program base address* 

PSW contents 

Next instruction to execute 
Option causing this printout 
Contents of specified registers 
Contents of specified storage 
Contents of changed registers 
Contents of referenced storage 


HALT message 





& *These items are included for only the first option that causes a printout. 


9.3.6. Cancel of Monitor 


If the monitor routine is terminated abnormally, either by a CANCEL command or by a 
program exception within the monitor routine, all programs requesting the monitor routine 
will continue normal program processing without any type of monitor intervention. The 
monitor routine itself will dump and leave the system. 


9.4. SYSTEM DEBUGGING AIDS 


Several debugging aids are built into the OS/3 supervisor to aid in solving system 
problems which cannot be identified through a normal SYSDUMP. These aids are useful 
only with some knowledge of the internal supervisor structure and are therefore not 
intended for general use. This section is provided for informational purposes only. 


Table 9—3 summarizes the debugging aids described on the following pages. Refer to the 
appropriate operations handbook for your system for the correct procedure of altering main 
storage using the maintenance panel. 
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9.4.1. Supervisor Debug Option 


The supervisor debug option is set at initial program load (IPL) time by entering D as the 
final character (following the comma) of the initial IPL message. This is described in the 
operations handbook. Use of this D option causes the supervisor being loaded to: be 
expanded in size (by about 1K or less) to support the supervisor debug option. 


The following functions are provided: 


= A normal halt (HPR code 99130001) between IPL and supervisor initialization. This 
allows changes to be made to the supervisor (via the maintenance panel) prior to 
loading the supervisor initialization load module. Normally, however, you should 
simply press the RUN switch on the maintenance panel to continue. 


= A pseudo monitor to detect when any byte within the supervisor has been changed. 
This function is activated when a 2-byte (nonzero) address is stored into absolute 
location OOOE via the maintenance panel. The byte specified by the address in 
location E is checked on every interrupt and on every pass through the switcher. 
When changed, the supervisor halts (HPR code 99130002) without restoring the 
original contents. If you want to continue, simply press RUN. The new value becomes 
the original value and the supervisor will hait if the byte is changed again. 


m Verification of the 12 low-order bytes of main storage (locations O—B) on every 
interrupt and every pass through the switcher. When changed, the supervisor saves 
the incorrect setting, restores the correct setting and halts (99130003). Although you 
may continue past this HPR by pressing RUN, you should take a SYSDUMP here to 
determine why these bytes are being altered. 


= A resident supervisor monitor to detect when any byte within the supervisor has been 
changed. This function is activated when a 2-byte (nonzero) address is stored into 
absolute location OOD2 via the maintenance panel. The byte specified by the address 
in location D2 is monitored on every instruction executed by supervisor critical code 
(interrupt processing), transients, symbionts, and job control. The only code not 
monitored is code being executed under a key other than O (i.e., user jobs). 
Monitoring user jobs is unnecessary because the hardware key protection feature of 
the processor prevents user jobs from destroying any part of the supervisor. 


When the byte specified by location D2 is changed, the resident monitor halts 
(99130004) without restoring the original contents. The double word at location 80 
contains the PSW at the time the byte was changed. If you want to continue, simply 
press RUN. The new value becomes the or/gina/ value and the supervisor will halt if 
the byte is changed again. 


When using the resident monitor, you may notice that the operating system is 
performing slower than it normally would. This is because the software is not 
executing approximately 8 instructions for every previous 1. For this reason, it is 
advisable to set up the resident monitor as near to the suspected problem as possible. 
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To change the byte being monitored, simply change the half word at location D2. To 
turn off the resident monitor, reset location D2 to OOOO. In both cases, the change will 
automatically take effect at the next interrupt. 


The resident supervisor monitor must not be used when either the standard monitor 
(9.3) or the mini monitor (9.4.2) is active. 


History tables that provide the following information: 


— TCB History Table. This shows the absolute addresses of the last 6 TCBs given 
control by the switcher. If the switcher gives control to the same task which had 
control prior to an interrupt, the TCB address is not listed again. 


— Interrupt History Table. This shows the PSW (8 bytes) at the time of the last 8 
interrupts. Bits 4—7 of each PSW is set to an interrupt ID, as follows: 


O = IOST interrupt 

1 = Machine check interrupt 

2 = Program exception interrupt 
= SVC interrupt 

4 = Timer interrupt 


— Alternate Transient History Table. This shows the transient IDs of the last 12 
transients loaded from the alternate transient file (SYSTRANA). This table would 
normally be all zeros. 


— Transient History Table. This shows the transient IDs (12 bits) of the last 32 
transients loaded by transient management. These are listed in 2-byte entries, 
with the high order 4 bits containing the transient area number (O means 
supervisor overlay’ area (SOA).) Reused transients are not included. 


The history tables always reside at the end of the supervisor. They can be easily 
identified in a dump by the pattern OODEADOO repeated across the line immediately 
following the tables. The entries in each table are always arranged from the oldest 
(lower addresses) to the newest (higher addresses). Following is an example of a 
history table maintained by the supervisor debug option. 
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Correct contents of 
low-order storage 
bytes O-B TCB history table 





Current contents of 
low-order storage 
bytes O-B (example 
shows no change) 
| 
| 


O00 9F CO-00D€a D0) |90007818 | 02008480} 300074) 8} 00008480) C0 00078) 8} 00 00 8a80} OOpE aA 000 Interrupt history table 
OCH EO448DOCOOA O7F DOSOC 1D58S5£ Aaj OODEADOO jeed0000a 0 7F00 400 10585EAa) OODEA DOC (interrupt IDs in PSW 


are circled) 
Ocacoc-}(cOoo0d 10001644|c3pso000 SoocasDE | MHocOn0o cO009£88| qe 00% 50008 9E0 
OcCad2c4dGrccocd :n0G1ea4|COpo0000 10001C44 | C3 pvo004N 40090a8C|G@cooooo 10001 E44 
OOAG 4G -0 Opt aD00 CE Sopea 003 ~ 


00 ac 60 43 2008 056 | 33 89/33 CB] 3 46 DB 02 6| 3z 81/35 3D 03|~- Transient history table 
(example shows activity in 
transients #0 (SOA) and #3) 






Alternate transient 
history table 






00 ac 80 43 20 8 932895 0C | Ci 28/0883) 326 20 3M2 | OF 32/01 BA 


GO aC a0-GOOEACNI OCDE ADCO CIDEADCO JGDEADOC ICDEADOC COMEADON JODEaDHC OOH adC3 





Goaoco tH ODAIDF SAMC AS LAST wORD 


QOACEG*CODEADOO OCDE ADOO CIDEAOCD GODEAPOC NACDEADDO COLE ADOO OCDEAONC ODE aD0D 


Supervisor ends here 


9.4.2. Mini Monitor 


The mini monitor is a small, specialized version of the standard monitor described in 9.3. It 
is intended for system debugging only and does not replace the standard monitor 
symbiont. 





The mini monitor can monitor any one byte in main storage during execution of user, 
transient, or supervisor resident code and will halt when the specified byte is changed. It 
is called by the MM console command. 


Format: 
MM value,address,RTUE 
- Positional Parameter 1: 
value 
A 2-character hexadecimal value that specifies the correct contents of the byte 
being monitored. 
Positional Parameter 2: 
address 


Specifies the absolute main storage addres of the byte to monitor. This must be 
specified as a 5-character hexadecimal value (zero fill on the left). 
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& Positional Parameter 3: 


RTUE 
Flags that specify how the mini monitor is to function. Any combination of 1 to 4 
characters may be specified: 


R — Monitor resident code, including |/O, program exception, supervisor call 
(SVC), and interval timer interrupt processing. 


T — Monitor transients, including the supervisor overlay area (SOA). 
U — Monitor user jobs and symbionts active at the time MM was keyed in. 


E — Instead of halting when the specified byte is changed, the halt will occur 
when the monitored byte equals the value specified in positional parameter 1. 


The mini monitor HPR code is 9912. The monitor interrupt old PSW (low memory location 
80—87) contains the address of the instruction that immediately follows the instruction 
that altered the byte. If the byte was altered by code not being monitored, the halt will 
occur at the first monitored instruction. 


Once the mini monitor is called, it cannot be turned off or changed except by again loading 
and initializing the system. Only one version of the mini monitor can be executed at a time 
and it cannot be run with the standard monitor in main storage or with the resident 


& monitor. 


Because execution time of monitored code is increased by a factor of about 9, use of the 
mini monitor should be limited. It is advisable to make the MM keyin as near to the 
suspected problem as possible. 


You may have noticed that the mini monitor offers many of the same features as the 
pseudo monitor and the resident supervisor monitor. All can monitor resident (critical) 
code and transients (including SOA). The differences are: 


a Mini Monitor 


— This monitor has the additional ability to halt when a byte is changed to a 
specified value. 


— User jobs can be monitored (if the absolute address of the job is known). 
— Impact on the system can be minimized by monitoring only certain TCBs. For 


example, you could monitor resident interrupt processing without monitoring 
transients, symbionts, or user jobs. 
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= Resident Supervisor Monitor & 





— This monitor can be turned on while the processor is halted. This enables you to 
monitor during a more precise period of time. 


— The monitor can be turned off or changed easily with no necessity to IPL again. 


— New tasks being created (e.g., new symbionts or new job contro! TCBs) will 
automatically be monitored. 


a Pseudo Monitor 


— All the advantages of the resident monitor except that the byte is only checked 
on interrupts and switcher calls. 


— The impact on the system is unnoticeable. You can monitor over a long period of 
time. 
9.4.3. Console Debug Options 


Three debug options that can be set by console commands are available for supervisor 
debugging: 


PIOCS debug option. Causes system halt (HPR code 990F) on any CCB checksum 
error or program check during PIOCS. The console command is: 





SET DE,IO 


= Transient debug option. Causes system halt (HPR code 9908) on any transient error 
(i.e., error normally producing a Ixx error code). This is useful because normal 
recovery from a Ixx error code often causes the offending transient to be overlaid by 
other transients. The console command is: 


SET DE,TR 


# Loader debug option. Causes system halt (HPR code 9915) whenever the loader 
detects any error other than 51 (module not found). A SYSDUMP taken at this halt 
will provide useful information in determining the exact cause of any loader error 
(52—5F) which cannot otherwise be diagnosed. The console command is: 


SET DE,LD 
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@ 9.4.4. Transient Halt Location 


When trapping system problems, it is often desirable to halt the processor whenever a 
particular transient is loaded. Every transient is uniquely identified with a transient /D. By 
storing this ID into location OOOC (2 bytes) in low order main storage, you can cause the 
system to halt (HPR code 990C) whenever transient management loads that transient or 
overlay into a transient area. The halt occurs less than 10 instructions before the transient 
is given control and you can continue normally by pressing RUN. 


Note that this halt occurs only when a transient has just been loaded from SYSRES. Some 
transients can be reused in memory; the halt will, therefore, occur only when it is initially 
loaded. 


When this halt occurs, problem register 15 can be used to find the address of the transient 
area into which the transient was just loaded. The appropriate operations handbook for your 
system describes the procedure for reading problem registers from the maintenance panel. 


9.4.5. Symbiont Halt Location 


The symbiont halt location is a 4-byte field at location OODC in low-order main storage. It 
is used to halt the processor whenever a particular symbiont or phase of a symbiont is 
loaded. This could be useful when debugging a particular symbiont. 


. To set the symbiont halt, set the half word at location DC to the EBCDIC value of the 2- 
r character symbiont ID. If you want to stop a phase other than the root phase, also set the 
half word at location DE to the EBCDIC phase number (OO—99). 


The halt (HPR code 997C) occurs less than 10 instructions prior to the symbiont phase 
being given control following the LOAD or FETCH. To continue normally following the halt, 





press RUN. 
Examples: 

Contents of symbiont Processor halts when this Symbiont 
halt location symbiont phase is loaded ID 
D7D9FOFO SL$SOWOO PR 
D9E4F1F4 JL$SRU14 RU 
E2E40000 SLS$$SUO00 SU 
E2E4FOFO SL$$SU00 SU 
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Supervisor Debug Option 


Pseudo monitor 


Verify bytes O-8 


Resident monitor 


History tables 


Mini monitor 


Console debug option 


PtocS 


Transient 
Loader 


Transient halt location 


Symbiont halt location 





Table 9—3. Summary of System Debugging Aids 


To identify the routine changing 
a particular byte 


To identify the routine destroying 
low memory 


To identify the instruction 
changing a particular byte 


To provide some recent history 
information in SYSDUMPs 


To identify the instruction 
changing a particular byte 


To identify checksum errors or 
internal PIOCS problems 


To halt on 1xx errors 
To halt on errors 52—5F 


To halt if and when a particular 
transient is loaded 


To find out if and when a 
particular symbiont (or 
symbiont phase) is loaded. 
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Key in D in last blank of 
initial 1PL message 


Set location E to address of 
byte to check 


Included automatically 


Set location D2 to address of 


byte to check 


Included automatically 


Console command 
MM value, address, RTUE 


Console command 


SET DE,!0 


SET DE,TR 
SET DE,LD 


Maintenance Panel 
put 2-byte transient 
{D into location C 


Maintenance panel 
DC-DD=EBCDIC ID 
DE-DF=EBCDIC phase 

number 
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Normal HPR code 99130001 
at end of IPL (press RUN to 
continue) 


HPR code 99130002 (press RUN 
to continue) 


HPR code 99130003 (press RUN 
to continue) 


HPR code 99130004 (press RUN 
to continue) 


Continuous updating of resident 
tables 


HPR 9912 (press RUN to continue) 


HPR code 990F 


HPR code 9908 


HPR code 9915 (press RUN to continue) 


HPR code 990C (press RUN to continue} 





HPR code 997C (press RUN to continue} 
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10. Message Display, Logging, and 
Operator Communication 


10.1. GENERAL 


Successful operation of a computer system requires constant communication. You use job 
control statements, assembler instructions, and supervisor macro instructions to tell the 
CPU what to do, and how and when to do it. The operating system tells the operator what to 
do, and tells you what was done and when. The operator gets a message from the 
supervisor (or from you) and answers a question or performs an action. 


OS/3 provides several methods by which you can communicate with the operating system 
and with the console operator. These consist of a system log, display to the operator, anda 
canned message file, which can be used singly or in combination. 


& A system log file is maintained by the supervisor spooling function. Job logs are subfiles of 
the system log file and receive all log and accounting information for the job including 
messages you write to the log using macro instructions in your program. (See Section 11 for 
a description of spooling, job logs, and job accounting.) 


You can display a message to the operator at the system console. The message may be for 
information only, or you may request a reply by the operator. Also, you can combine a log 
entry and a display. In this case, the message displayed and any reply from the operator is 
written to the system log, and also to a console log if one is configured at system 
generation. 


You can display or log a message either from main storage or from a file of “canned” 
messages maintained on disk by the supervisor. The canned message file is a set standard 
message identified by canned message numbers that may be used by any BAL program, 
and may be examined, printed, displayed, logged, etc. A canned message may also contain 
blanks which are replaced by variable characters from a buffer whose address is specified 
as a parameter in a macro instruction. If a canned message is specified and there are user 
supplied variable characters, these characters are automatically inserted into the canned 
message before the completed message is displayed, logged, or stored in your specified 
buffer area. 


You may need a canned message for some output other than display or log. In this case you 
can retrieve it from the canned message file, with or without variable characters, and store 
& it in a buffer specified in your program. 
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There are four macro instructions you can use to retrieve, log, or display messages; these @ 
are: 





a WTL 
Writes a message into the system log file. 
=» WTLD 


Writes a message into the system log file after displaying it on the system console. 
=» GETMSG 

Gets a message from the canned message file. 
= OPR 

Displays a message to the operator on the system console. 
The WTL, WTLD, and GETMSG macro instructions are described in 10.2. The OPR macro 


instruction is described in 10.3. Table 10—1 shows some of the options and characteristics 
of these four macro instructions. 


Table 10—1. Summary of Message Macro Instructions 


ae 
Macro 
Name Canned System System Main 
Pac Message File Log Console* Storage 








*Output also to console log if configured at system generation. 


**Maximum 60 characters if operator reply is requested; maximum 120 characters if operator reply is not requested. 
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10.1.1. The Canned Message File 


The canned message file is a contiguous data set embedded within the supervisor transient 
file. This is a file of generalized messages used by all operating system modules for display, 
logging, error notification, etc. The generalized messages are added to the canned message 
file included with a release of the system. Each message is assigned a canned message 
number by the message file librarian. This 2-byte number identifies the message and 
specifies its position within the file, and is used by the macro instructions to locate the 
message within the file. 


10.1.1.1. Canned Messages 


An important advantage of the use of canned messages is that communication can be 
standardized between the operating system, the operator, and you. Console messages and 
job log entries can be standardized within your job step and your job, and throughout the 
entire installation. Also, it keeps the amount of main storage required in your program for 
messages and log entries to a minimum. This is especially beneficial when your program 
contains many messages, particularly long ones. 


For each of the four macro instructions mentioned earlier, the first parameter specifies the 
address of a buffer in main storage. This buffer contains either the actual message, or the 
number of the canned message. If the buffer contains a message, this is the information 
displayed or logged. If the buffer contains a canned message number, the routine gets this 
message from the file of canned messages. 


10.1.1.2. Inserting Variable Characters in a Canned Message 


If you use a canned message in which variable characters are to be inserted, the buffer also 
contains the actual insert characters. In this case, you create the canned message so that 
an underline (EBCDIC hexadecimal code 6D) represents a byte into which a character is to 
be inserted. The macro instruction routine scans the canned message from left to right and, 
when an underline is found, moves a character from the string of insert characters in the 
buffer to this position in the message. The next character in the string replaces the next 
underline in the message, etc. This process continues until either an EBCDIC hexadecimal 
08 is found in the character string or the length of the canned message has been scanned. 


Messages that are not intended for the system console can contain a maximum of 120 
characters after any variable characters have been inserted (WTL and GETMSG macro 
instructions). Messages intended for the system console, but not the system log, are 
limited to 60 characters (OPR macro instruction with or without a request for a reply). 
Messages to be logged and displayed are limited to 60 charcters if a reply is requested, 
and 120 characters if a reply is not requested (WTLD macro instruction). 


The format for the canned message buffer is shown in Figure 10—1. The insertion of 
variable characters from the buffer into a canned message is pictured in Figure 10—2. 
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Buffer Format for Canned Messages Without Insert Characters: 


Byte 0 1 2 3 


canned 
message number 


Buffer Format for Canned Messages With Insert Characters: 
) 1 2 3 4 n 
ta Sear sf eer eee 
message number 


First character of the buffer; indicates that this buffer pertains to a canned 
message. Do not use a dollar sign as the beginning character of any other type of 
message. 


Byte 


canned message number 
The (16 bit) canned message number as a binary value. 


A(space) 
A space in byte 3 indicates there are no characters to be inserted into the canned 
message. 





A slash in byte 3 indicates there are characters to be inserted into the canned 
message. 


If present, the characters to be inserted into the canned message are contained in 
the buffer starting at byte 4. 


X‘08' 
Hex code ‘08’ used to terminate the character string. 


Figure 10—1. Canned Message Buffer Formats 
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CANNED 
MESSAGE 
FILE 





CANNED MESSAGE 


On Avev A— — — AAMOUNT AFORM A 





BUFFER 

fo, 3/foozox— 113A648-BUS 
COMPLETED 

MESSAGE ‘a 


ON ADEV Aoo2 AAMOUNT A FORM ACK — 1113 AAALPI A6 AABAND Aas — BUS 








Figure 10—2. Insertion of Variable Characters in a Canned Message 
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10.1.2. The System Log 





The system log file is a set of subfiles (job logs) within the system spoolfile that receives all 
job log and accounting information for each job. The job log includes all system console 
messages to the operator generated by the operating system; for example, device 
assignments and any reply entered by the operator. The log should contain any information 
which you may find pertinent to your job’s execution. At a minimum, the log should contain 
a concise message for ail errors encountered and all milestones passed. You use the WTL 
and WTLD macro instructions to write messages to the log file. 


The job accounting portion includes accounting information generated by the operating 
system for the job, such as the number of input/output operations, CPU time charged to the 
job, etc. 


Log file entries are destined for a printer and therefore are limited to 120 characters per 
line. Each print line is considered to be a logical record within the log file. Each record 
contains control information defining whether the record is a logged message or an 
accounting record. Normally, the log for a job is printed on a high speed printer as soon after 
job termination as possible, although printing of a job log can be initiated before the job 
terminates. (See 11.1.) The log can also be retained on magnetic tape for later printing or 
use. 


10.2. MESSAGE AND LOGGING MACRO INSTRUCTIONS 





10.2.1. Write to the Log (WTL) 


Function: 


The WTL macro instruction writes a message to the system log file for subsequent 
printing on a high speed printer. The message may be either currently in main storage 
or retrieved from the canned message file. If you specify a canned message, the macro 
instruction routine inserts any user-supplied variables into the message before writing 
it to the log. The format of the canned message buffer is shown in Figure 10—1. The 
insertion of variable characters is illustrated in Figure 10—2. 


Because messages written to the log are destined for the printer, they are limited to a 
maximum of 120 characters. Each message occupies one print line or less than a line. 
Normally, job logs are printed as soon after job termination as possible. However, 
printing of a job log can be initiated before job termination. (See 11.1.) 


Format: 









AOPERATIONA OPERAND 


thio } pee I ( Coan 


60 













[symbol] 
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@ Positional Parameter 1: 


buff-addr 


Specifies the symbolic address of the message to be logged. This may be either the 
address of a buffer area in main storage containing the complete message or the 
address of a buffer area in main storage containing the canned message number 
and any variable characters to be inserted. 


If a canned message is specified, the buffer must be at least four bytes long (See 
Figure 10—1.) The first character in the canned message buffer must be a dollar 


sign ($). Do not use a dollar sign as the beginning character of any other type of 
message. 


(1) 


Indicates that register 1 has been preloaded with the address of the message area. 
Positional Parameter 2: 
msg-length 
Specifies the length in bytes of the message to be logged. For canned messages, 
this specifies the length of the completed message including any inserted variable 


characters. Maximum length for the completed message is 120 bytes. 


(0) 
& Indicates that register O has been preloaded with the length of the message. 


If omitted, a length of 60 bytes is assumed. 
Positional Parameter 3: 
error-addr 


Specifies the symbolic address of an error routine that receives control if an error 
occurs. 


(r)3 
Specifies that the designated register (other than O or 1) has been preloaded with 
the address of the error routine. 


If omitted, the requesting task is abnormally terminated if an error occurs. 


Following is an example of how the WTL macro instruction can be used to log a message 
from main storage. 


Example: 


LABEL AOPERATIONA OPERAND a COMMENTS 
10 16 


OUT 2A ERRORAD J toi bi tii tii tii 








|S thes bei WONT ET mT eae MY ORT Er) Bsc OST dU Cet CE CME Con CY EO, Uy WW OTE 





VM Wiese EE SW ee dL CO eG PN VY Wt Pr nO ese 





go fy ei hp fe eee fe peg ee ah fee 








le Sc.ouNT COMPLETED AOR BRAGS CASTING DEPT’... 
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Line 1 writes a message consisting of 38 characters from main storage location BUFOUT1 & 


to the log. If an error occurs during execution of this macro instruction, control is transferred 
to line 5, which specifies a normal job step termination. Line 6 defines a 38-byte output 
buffer containing the output message. 


Assume that the same message ‘COUNT COMPLETED FOR BRASS CASTING DEPT’ is 
message number 89 in the canned message file. You can log this message using a buffer of 
only four bytes, as shown in the following example. 


Example: 
LABEL EER ATION OPERAND A 
16 
Pci asi] etre ac: Mie ne niet ee 











I. 
eres eee je ot eg Se ee de ge Pg pte 
ese Pp eb a a Cae 
pt 
Spucauca th ee $' 
Pesta | pe. | Ku" 89. 


= aA CE 


Line 1 logs a message specified in the output buffer BUFOUT2, which in this case contains 
the canned message number ‘89’. Thus we can write a 39-byte message using a buffer in 
the program of only four bytes. In this example, we have omitted parameter 3, which means 
the task is abnormally terminated if an error occurs. Lines 5, 6, and 7 define the 4-byte 
output buffer. 








Suppose we want to use the same canned message to refer to several departments, such 
as: BRASS CASTING, BRONZE CASTING, SHOT BLASTING, PAPER BOX SLITTING, etc. We 
can store the variable characters, in this case BRASS CASTING, in the output buffer. These 
characters will be inserted into the locations marked by underlines in canned message 
number 90, which looks like: 


COUNT COMPLETED FOR __________~_~_~_~_~__--~~- DEPT 
After the variable characters have been inserted, the following message is logged: 


COUNT COMPLETED FOR BRASS CASTING __~—-_- DEPT 
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& Following is an example of how we can write a 45-byte message using a buffer in the 
program of only 17 bytes. 


Example: 


LABEL AOPERATIONA OPERAND A 
10 


1 
Foo ti. | Wt | feu: 
; eewewee| 














Line 1 writes canned message 90 with a length of 45 bytes to the log. Lines 5 to 9 define 
the 17-byte output buffer. 


& Other WTL macro instructions in the program can use the same canned message, 
substituting an output buffer containing another department name, such as: BRONZE 
CASTING, SHOT BLASTING, etc, as we described earlier. 


10.2.2. Display a Message and Write to the Log (WTLD) 


This macro instruction operates in a manner similar to the WTL macro instruction in that 
you specify a message from main storage or a canned message with or without variable 
characters. However, the message to be logged is first displayed on the system console. 
Also, there is the additional capability to request a reply by the operator. In this case, you 
can specify a second buffer to receive the operator’s reply. 


Function: 


The WTLD macro instruction writes a message to the system log file for subsequent 
printing on a high speed printer and simultaneously displays the message on the 
system console for operator reply or information. The message may be either 
currently in main storage or retrieved from the canned message file. If you specify a 
canned message, the macro instruction routine inserts any user-supplied variables 
into the message before the visual display and writing to the log. The format of the 
canned message buffer is shown in Figure 10—1. The insertion of variable characters 
is illustrated in Figure 10—2. 
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Because messages written to the log are destined for the printer, they are limited to a 
maximum of 120 characters. Each message occupies one print line or less than a line. 


Messages are displayed on the console 60 characters per line with messages longer 
than 60 characters occupying two lines. 


When an operator reply is requested, do not use a message longer than 60 characters 
because the reply will be written with the message to the system log file making a total 
of 120 characters. 


Normally, job logs are printed as soon after job termination as possible. However, 
printing of a job log can be initiated before job termination. (See 11.1.) 


Format: 












AOPERATION A OPERAND 


Nas [ a \ [. { gies \] 


[. REPLY ] Cuaeraaa ; ae \ 















[symbol ] 


Positional Parameter 1: 


buff-addr-1 
Specifies the symbolic address of the message to be logged and displayed. This 
may be either the address of a buffer area in main storage containing the complete 
message, or the address of a buffer area in main storage containing the canned 
message number and any variable characters to be inserted. 


If a canned message is specified, the buffer must be at least four bytes long. (See 
Figure 10—1.) The first character in the canned message buffer must be a dollar 


sign ($). Do not use a dollar sign as the beginning character of any other type of 
message. 


If the message to be displayed is a canned message with a reply but positional 
parameters 5 and 6 are omitted, the reply will overlay this buffer area for the 
number of bytes specified in positional parameter 2. 


(1) 
Indicates that register 1 has been preloaded with the address of the message 
buffer area. 
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& Positional Parameter 2: 


msg-length 

Specifies the length in bytes of the message to be logged and displayed. For 
canned messages, this specifies the length of the completed message including 
any inserted variable characters. If REPLY is specified in positional parameter 4 
but positional parameter 5 and 6 are omitted, this is the length of the reply. 
Maximum length for the completed message is 120 bytes. If an operator reply is 
requested, maximum length is 60 bytes. Similar to the OPR macro instruction, a 
minimum of 60 characters is displayed and logged when a canned message is 
specified. 


(0) 
Indicates that register O has been preloaded with the length of the message buffer 
area or the length of a canned message reply. 


If omitted, a length of 60 bytes is assumed. 
Positional Parameter 3: 


error-addr 
Specifies the symbolic address of an error routine that receives control if an error 
occurs. 


(r)3 
@ Specifies that the designated register (other than O or 1) has been preloaded with 
the address of the error routine. 


lf omitted, the requesting task is abnormally terminated if an error occurs. 
Positional Parameter 4: 


REPLY 

Specifies that a reply is required from the operator. Program control is not 
returned to the problem program until the operator’s reply is received, written to 
the log, and available in the appropriate buffer area. The message text of the reply 
is stored beginning at the first byte of the buffer area specified in positional 
parameter 5 for the length specified in positional parameter 6. If parameter 5 is 
omitted, then the buffer area specified in positional parameter 1 is overlayed for 
the length specified in positional parameter 2. 


The maximum length of a reply is limited to 60 bytes or to the length of the 
message buffer, whichever is smaller. Replies that exceed the length of the 
message buffer area are truncated. If the reply is shorter than the message buffer 
area, the remaining positions in the buffer area are space filled. 
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After the reply is received, the message and the reply are written to the system log & 
file. 





If omitted, the message is logged and displayed and no reply is expected. 


Positional Parameter 5: 


buff-addr-2 
Specifies the symbolic address of a buffer area in main storage that is to receive a 
reply from the operator. 


This parameter gives the caller the option of specifying an output buffer that will 
not be destroyed by an incoming reply. 


If REPLY was not specified in positional parameter 4, this field is ignored. 


(r), 
Specifies that the designated register (other than O or 1) has been preloaded with 
the address of the buffer area in main storage that is to receive a reply from the 
operator. 


If omitted and REPLY was specified in positional parameter 4, any reply will overlay the 
buffer area specified in positional parameter 1 for the length specified in positional 
parameter 2. 





Positional Parameter 6: 


buff-length-2 
Specifies the length in bytes of the buffer area specified in positional parameter 5. 
Length may be from 1 to 60 bytes. 


This parameter must be present if positional parameter 5 was specified. 


(r), 
Specifies that the designated register (other than O or 1) has been preloaded with 
the length of the buffer area specified in positional parameter 5. 


If omitted and positional parameter 5 was specified, the macro instruction does not 
execute. 
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& In the following example we see how you might use the WTLD macro instruction. 
Example: 
LABEL eee ion - OPERAND A COMMENTS 
I BUF OUT A! S fe Ph bee tye Sg eT es Cd es oC dM aT poi terra tii 
a Joi i 4 ae Se Be kf 4 joa io ont | io 1 i ere Sree ee a 2 POS Oy eS ae eee as Ey Ca (Ses Wee ee SE TS pe AE Kemer € in 44 
3. PoP ee ep ee pe a gg oe pe a le ee 
t he ge) i ee ee ae py egg ey ee 8 
Ss. Buf Ovir.s,,50 
@. sy er cease POR AK and ee WA eet ADTs seed Ue yg Yt ET WE Woe PO Ye a ts Vr TOT ee cn Oa TN ae ee Le 
7. SR Wes Wel en WAS CRY Gd CE i Tet md Da EN ce dN Fa Wd UO CO EEE ml UT Cr La CT nC UE ME 
g. doi eed Fo ee pe a | l VMS Che i peaks CEE EE! 2 ta Weis ces : ied TE ESS pl ae bas (OD a (ee Soe ESA | ae rit y Ss See 
q. iB UFOUTO,, 2415, REPLY, Page EW ry wns Us WT 1H TNT Ln ES VA yO Wey WC Fs oY 
10, 
TA ONE TS ed ORs Pa Be vcd Cs Se es eet Crs Ce CO mr a SS nr CO WO ce Os Ae ec OM MR VEN GOs CYS VE VR Ss ee Vs Per EWS em cd a 
ya Eos Fee cA Yat En RY VE! CAS Sau lO PSY OND Ud UGE CN) es a DE ms Ic eC Ce Oa ae Un CD RN Vee CAN co MO se 
Dwe,ourr,C7 P) 1sIDWENO) a RO CO SS ! a Pa a | ad Seat Ee ‘Game eae | PS ae! 2 ee) A CO See OE TR Vanes Bm 2 4 1 4 
BUFOUT.Z.,471,., REPLY, BUFLN.I,, SF cite tet tet 
TTT vee Ons dT ae WB Ket VEN Pum PDN Yr TA tLe OS CTT 8 TNE CO Me ce CC ss ER CER Oe CU mad Te 
Litt. eDOCS LG Cle fn) EC YD Tee OTT ET Cem UWE 
¢ ONO. ERRORS, FOUND. | bet ee bee es bent ahr el ae a. 
He Moun DRM Ci-.L13_ ON DEV. 002. LP 6... BAND, 48-BUS,', 
le‘ Ls, PRINTER READY?, Y, OR ii 
aiBuFour7, | ies. Ie LENTIER REPLACEMENT, NUM Te “EOR ASSLY. DWE aw, 
PalD VWs c,4,7,* £ ee et | I aa ree Ay Ores (Ea | | ok Poly tk tt 
& 23 |BU.F NII | D Att i ru Fe reer BrP Ra ec Yee ln Er PL CHO CY GR TCS VY CLEP lM Py Te Da OD 


For simplicity, assume all the messages are from main storage, and no error addresses are 
specified. Line 1 of the example displays and logs a 15-byte message from the buffer area 
BUFOUT4. The message is defined in line 18. Because parameters 4, 5, and 6 are omitted, 
no operator reply is expected. 


Line 5 displays and logs a 50-byte message from the buffer area BUFOUTS5 and instructs 
the operator to mount a special printed form on a printer. The message is defined in line 
19. Again, because parameters 4, 5, and 6 are omitted, no operator reply is expected. 


Line 9 displays and logs a 24-byte message from the buffer area BUFOUT6 and requests a 
reply of Y or N. The message is defined in line 20. Because no input buffer is specified 
(parameters 5 and 6), the reply will appear on the screen and in the first byte of the 
BUFOUT6 buffer area. 


Line 14 displays and logs a 47-byte message from the buffer area BUFOUT7 and requests 
a reply. The message is defined in lines 20 and 21 with the actual drawing number 
displayed having been moved to the output area by line 13. A 39-byte input buffer for the 
reply is defined in line 23. 
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10.2.3. Get a Canned Message (GETMSG) & | 


This macro instruction operates in a manner similar to the WTLD macro instruction, except 
that its use is limited to canned messages and there is no display or log capability. However, 
after bringing a canned message into main storage with the GETMSG macro instruction, 
and perhaps making some modification, you can still log or display the message using a 
WTL, WTLD, or OPR macro instruction. 


Function: 

The GETMSG macro instruction retrieves a message of variable length from the system 
canned message file, inserts the variables if any are furnished, and stores the 
completed message in the specified buffer area in main storage. This receiving buffer 
area is specified either in positional parameter 5 or 1 and must be large enough to 
contain the completed message text which can be from 1 to 120 characters in length. 
The format of the canned message buffer is shown in Figure 10—1. The insertion of 
variable characters is illustrated in Figure 10—2. 


Format: 


LABEL A OPERATION A OPERAND 


buff-addr-1 | { ™salength error-addr ] 
0 , 
[symbol] GETMSG ‘ (1) i 4 os | { (r), 


[+] . ‘ mares \. { ula wis | 





Positional Parameter 1: 


buff-addr-1 
Specifies the symbolic address of a buffer area in main storage containing the 
number of the canned message to be retrieved and any variable characters to be 
inserted into the message. 


The first character in the canned message buffer must be a dollar sign ($). Do 
not use a dollar sign as the beginning character of any other type of message. 


If positional parameter 5 is blank, the retrieved message will overlay this area for 
the length specified in positional parameter 2. 


(1) 
Indicates that register 1 has been preloaded with the address of the message 
buffer area. 
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© Positional Parameter 2: 


msg-length 
Specifies the length in bytes of the message to be retrieved from the canned 
message file. Length may be from 1 to 120 bytes. 


(0) 
indicates that register O has been preloaded with the length of the buffer area. 


If omitted, a length of 60 bytes is assumed. 
Positional Parameter 3: 


error-addr 
Specifies the symbolic address of an error routine that receives control if an error 
occurs. 


(r)3 
Specifies that the designated register (other than O or 1) has been preloaded with 
the address of the error routine. 


lf omitted, the requesting task is abnormally terminated if an error occurs. 
Positional Parameter 4: 
ge This parameter is not applicable, but a comma must be entered in this position. 
Positional Parameter 5: 


buff-addr-2 
Specifies the symbolic address of a buffer area in main storage that is to receive 
the retrieved message from the canned message file. 


This parameter gives the caller the option of specifying another buffer that will not 
destroy the original. 


(r)4 
Specifies that the designated register (other than O or 1) has been preloaded with 
the address of the buffer area in main storage that is to receive the retrieved 
message. 


If omitted, the retrieved message will overlay the buffer area specified in positional 
parameter 1 for the length specified in positional parameter 2. 


Positional Parameter 6: 
buff-length-2 


Specifies the length in bytes of the buffer area specified in positional parameter 5. 
@ Length may be from 1 to 120 bytes. 
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This parameter must be present if positional parameter 5 was specified. 


( 


= 
— 
a 


Specifies that the designated register (other than O or 1) has been preloaded with 
the length of the buffer area specified in positional parameter 5. 


If omitted and positional parameter 5 was specified, the macro instruction does not 
execute. 


As an example of how to use the GETMSG macro instruction, suppose you wish to get a 
canned message and move it to an output area to be printed. This is shown in the following 
illustration using the same canned message (message 90) that we used earlier for one of 
the WTL macro instructions. 


Example: 


LABEL AOPERATIONA OPERAND A 


Pd 
o 


FOUTS tho pp i tir it tp tii tiiia dt 
PRINT LC45)1, BOF DOTS: je oe ee ee 
papa dora pita ar atria e tees Para t 


Bias a ea 
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LIne 1 of the example refers to the buffer area (BUFOUT8 which specifies the canned 
message number 90. Because a second buffer is not specified (parameters 5 and 6 are 
omitted), the macro instruction retrieves message 90 from the canned message file, inserts 
the variable characters BRASS CASTING, and stores the completed 45-byte message in 
main storage starting at the first byte of BUFOUTS8. Lines 5 to 11 define the 45-byte output 
buffer BUFOUTS. Line 7 defines the canned message number 90, line 9 defines the insert 
characters BRASS CASTING, and line 11 defines an additional 28 bytes to increase the size 
of the buffer to 45 bytes to accommodate the completed canned message. For our example, 
line 2 moves the completed message in BUFOUTS8 to a work area (PRINT1) where it can be 
edited and printed. 


As you can see, when used this way the GETMSG macro instruction overwrites the buffer 
specifying the canned message number and insert characters. If you want to avoid this, then 
you specify a second buffer area. Line 15 does this by specifying BUFIN2 as parameter 5 
with a length of 45 bytes (parameter 6). The macro instruction stores the completed 
message in this buffer area and line 3 moves it from BUFIN2 to a work area PRINT2. Lines 
20 to 24 define a 17-byte output buffer BUFOUTY. Line 21 defines the canned message 
number 90, and line 23 defines the insert characters BRASS CASTING. Line 25 defines the 
second buffer area BUFIN2 which receives the completed message. 


10.3. USER-OPERATOR COMMUNICATION 


10.3.1. General 


The operating system communicates with the system operator via WTLD macro instructions 
within the modules of the supervisor and other system elements. When the message is 
displayed at the system console, it is automatically prefixed with a job identification (ID) 
number and a message increment number. A message to the console operator can be for: 


a Information 


This type of message is issued when information is passed to the operator for his 
information and for inclusion in the system log, as, for example, notification of normal 
job termination. 


a Reply 


This type of message is issued when the operating system reaches a point in its 
processing where a reply to a question (perhaps a choice between alternate courses of 
action) must be made by the operator before processing can continue. For example, the 
operator may be asked to decide whether to retry an error recovery procedure or to 
abort the user program. 


The job/message ID of this type of message is followed by a question mark (?). A 
question is not deleted from the screen until it has been answered. 


10—17 
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7 Action ) 


This type of message is used when operator intervention and assistance are required 
before processing of the requesting task can continue. For example, the operator may 
be requested to mount a disk pack or turn on power to a device. 





The job/message ID of this type of message is followed by an asterisk (*). An action 
message is not deleted from the screen until the operator has complied with the 
request and reactivated the job with a GO command. 


Normally, the console operator replies to a message from the system. However, he can also 
communicate with the system without any prompting or direction. This type of 
communication is called an ‘‘unsolicited message” from the operator. If the operator enters 
an unsolicited message for a job, control is passed to the job step’s operator communication 
island code, which is a routine you must write to handle a specific event. If there is no 
island code for this job step, or the island code is busy, the unsolicited message is ignored. 
This is described in 8.6 under the headings relating to operator communication. The 
operator/system console communications procedure is described in the appropriate 
operations handbook for operators, UP-8072 (current version). 


The action type message is reserved for use by the operating system. However, you can use 
_*the WTLD macro instruction to display and log a message for operator information or to 
- request a reply from the operator. 


cin 
You can also display a message to the operator without making an entry in the system log. 
In this case, you would use the OPR macro instruction. 





10.3.2. Display a Message to the Operator (OPR) 


This macro instruction operates in a manner similar to the WTLD macro instruction except 
that the message is only displayed and not written to the system log. In this way you 
would keep the size of the log file and subsequent printout to a minimum. You would use 
the WTLD macro instruction to display messages that require an entry in the log, and use 
the OPR macro instruction to display messages to the operator that you feel do not require 
a log entry. However, if the system has a communications output printer (COP) at the 
console and you use an OPR macro instruction to display a message to the operator, this 
message will also be printed on the COP. Also, the OPR message, and any reply, will be 
written to the console log if one was configured at system generation. 


Function: 


The OPR macro instruction displays a message on the system console for operator 
reply or information. The message may be either currently in main storage or 
retrieved from the canned message file. If you specify a canned message, the macro 
instruction routine inserts any user-supplied variables into the message before the 
visual display. The format of the canned message buffer is shown in Figure 10—1. 
The insertion of variable characters is illustrated in Figure 10—2. 


Use this macro instruction for console communication with the operator. Upon 
execution, program control is released until either the message is displayed, the reply 
is transferred to the appropriate buffer, or an error is encountered. 
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A OPERATION A OPERAND 


mer el 
[REPLY] aaa eral 
















Positional Parameter 1: 


buff-addr-1 


(1) 


Specifies the symbolic address of the message to be displayed. This may be either 
the address of a buffer area in main storage containing the complete message or 
the address of a buffer area in main storage containing the canned message 
number and any variable characters to be inserted. 


If a canned message is specified, the buffer must be at least four bytes long. (See 
Figure 10—1.) The first character in the canned message buffer must be a dollar 


sign ($). Do not use a dollar sign as the beginning character of any other type of 
message. 


If the message to be displayed is a canned message with a reply, but positional 
parameters 5 and 6 are omitted, the reply will overlay this buffer area for the 
number of bytes specified in positional parameter 2. 


Indicates that register 1 has been preloaded with the address of the message 
buffer area. 


Positional Parameter 2: 


msg-length 


(0) 


Specifies the length in bytes of the message to be displayed. For canned 
messages, this specifies the length of the completed message including any 
inserted variable characters. If REPLY is specified in positional parameter 4, but 
positional parameters 5 and 6 are omitted, this is the length of the reply. 


Maximum length is 60 bytes. 


Indicates that register O has been preloaded with the length of the message buffer 
area or the length of a canned message reply. 


If omitted, a length of 60 bytes is assumed. 
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Positional Parameter 3: & 
error-addr 
Specifies the symbolic address of an error routine that receives control if an error 
occurs. 


(r)3 
Indicates that the designated register (other than O or 1) has been preloaded with 
the address of the error routine. 


If omitted, the requesting task is abnormally terminated if an error occurs. 
Positional Parameter 4: 


REPLY 

Specifies that a reply is required from the operator. Program contro! is not 
returned to the problem program until the operator’s reply is received and 
available in the appropriate buffer area. The first nonblank character of the 
message text of the reply is stored, beginning at the first byte of the buffer area 
specified in positional parameter 5 for the length specified in positional parameter 
6. If parameter 5 is omitted, then the buffer area specified in positional parameter 
1 is overlayed for the length specified in positional parameter 2. 


After the reply is received, register O contains the number of characters typed by 
the operator, including the character under the cursor. 





The maximum length of a reply is limited to 60 bytes or to the length of the 
message buffer, whichever is smaller. Replies that exceed the length of the 
message buffer area are truncated. If the reply is shorter than the message buffer 
area, the remaining positions in the buffer area are space filled. If the reply is all 
spaces, the buffer will be space filled. 


If omitted, the message will be displayed and no reply expected. 
Positional Parameter 5: 


buff-addr-2 
Specifies the symbolic address of a buffer area in main storage that is to receive a 
reply from the operator. 


This parameter gives the caller the option of specifying an output buffer that will 
not be destroyed by an incoming reply. 


If REPLY was not specified in positional parameter 4, this field is ignored. 


(r) 
< Specifies that the designated register (other than O or 1) has been preloaded with 
the address of the buffer area in main storage that is to receive a reply from the 
operator. 
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& If omitted and REPLY was specified in positional parameter 4, any reply will overlay the 
buffer area specified in positional parameter 1 for the length specified in positional 
parameter 2. 


Positional Parameter 6: 


buff-length-2 


Specifies the length in bytes of the buffer area specified in positional parameter 5. 
Length may be from 1 to 60 bytes. 


(r)s 
Specifies that the designated register (other than O or 1) has been preloaded with 
the length of the buffer area specified in positional parameter 5. 


If omitted and positional parameter 5 was specified, a length of 60 bytes is assumed. 


There are three ways in which the OPR macro instruction differs from the WTLD macro 
instruction. These are: 


1. You cannot write to the system log; you can only display a message. 
2. The length of the message to be displayed cannot exceed 60 bytes. 
3. If you set up a second buffer to receive the operator reply (parameter 5), but omit the 
© buffer length (parameter 6), the macro instruction assumes a length of 60 bytes. (With 
the WTLD macro instruction, if the second buffer is specified (parameter 5), the length 


(parameter 6) must also be specified, else the macro instruction does not execute. 


Following is an example of how to use the OPR macro instruction. In this case we‘ve used 
the same parameters as for the WTLD macro instruction example. 
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Assume that all the messages are from main storage, and also assume that no error 
addresses are specified. Line 1 of the example displays a 15-byte message from the buffer 
area BUFOUT4. The message is defined in line 14. Because parameters 4, 5, and 6 are 
omitted, no operator reply is expected. Line 5 displays a 24-byte message from the buffer 
area BUFOUT5 and requests a reply of Y or N. The message is defined in line 15. Because 
no input buffer is specified (parameters 5 and 6), the reply will appear on the screen and in 
the first byte of the BUFOUT5 buffer area. 


Line 10 displays a 47-byte message from the buffer area BUFOUT6 and requests a reply. 
The message is defined in lines 16 and 17 with the actual drawing number displayed having 
been moved to the output area by line 9. A 40-byte input buffer for the reply is defined in 


line 18. 
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11. Other Services 


11.1. SPOOLING 


11.1.1. General 


Spooling is the technique of buffering data files for low speed input and output devices to a 
high speed storage device independently of the program that uses the input data or 
generates the output data. Data from card readers or from remote sites is stored on disk 
for subsequent use by the intended program. Data output by the program is stored on disk 
for subsequent punching or printing. The spooling function also handles diskette files. It 
treats input from diskette as though it were from a card reader, and output to a diskette as 
though it were to a card punch. In this description of spooling, any reference to a card 
reader, card input, or card file also includes diskette input; any reference to a card punch, 
card output, or card file also includes diskette output. The data management user guide, 
UP-8068 (current version) shows the formats for diskette records. 


Spooling enhances system performance by releasing large production programs and system 
software from the constraint of the slower speed devices, thereby freeing the main storage 
occupied by these programs sooner; and by driving the slower speed devices at their rated 
speed on a continuous basis, thereby making full use of the devices during the time that is 
normally lost to systems overhead or to job steps not using printers. 


The spooling function comprises five elements: initialization, input reader, spooler, output 
writer, and special functions. These elements are described on the following pages. Figure 
11—1 gives a simplified picture of the relationship between the slow and high speed 
input/output devices and the software components of the spooling function and the 
supervisor. 


11.1.1.1. Initialization 


Spool initialization provides for the establishment, data recovery, or reestablishment of the 
spoolfile at supervisor initialization. Based on system generation parameters or operator 
specified options at supervisor initialization, it allocates the spoolfile and builds the system 
spool control table, or it recovers an existing spoolfile. In the case of an existing spoolfile, it 
clears the file, recovers closed subfiles, or recovers and closes all subfiles. 


11-1 


Y 
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REMOTE 
BATCH 
PROCESSOR 
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Figure 11—1. Relationship of Spooling Devices and Programs 


11.1.1.2. Input Reader 


Using physical l|OCS the input reader reads cards from a real card reader or records from a 
diskette and writes these images to the spoolfile via a virtual card reader and the spooler. 
It closes the previous subfile if one exists and opens a new subfile. A given input reader 
can handle only one card reader or diskette at a time; however, any number of input 
readers can be active. 


11.1.1.3. Spooler 


The spooler is the hub of the spooling package and is linked as part of the resident 
supervisor. It provides record level input and output to and from the spoolfile for each 
element in the system needing access to that file. It intercepts all input/output commands 
to virtual printer, punch, and card reader devices, and accesses the disc when necessary 
using the system access technique (SAT) for accesses to the spoolfile. All input/output 
requests (EXCP macro instructions) addressing virtual devices are trapped and routed to the 
spooler for processing rather than physical |OCS. The spooler supports both reads and 
writes to virtual devices while simulating the action of physical IOCS as far as error 
handling, page spacing, and synchronization are concerned. It allocates tracks to subfiles 
and maintains control of the user’s spool control tables. It can handle any number of print, 
punch, and read files simultaneously, including multiple files per job. 
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@ 11.1.1.4. Output Writer 


The output writer reads data from the system spoolfile and prints or punches this data on 
the physical devices. As an alternative, it can output this data to a tape so that the tape 
may be reintroduced at a later time to the output writer as input, rather than using the 
spool file as input, or for processing at a later time by the user. 













PUNCH FILE PUNCH FILE OUTPUT ——————>- 


OUTPUT 


PRINT FILE PRINT FILE OUTPUT ——————>- 


WRITER 


LOG FILE LOG FILE OUTPUT ————$—>—___>>- 


OUTPUT WRITER TAPE REDIRECTED OUTPUT TO TAPE> 


The output writer configures itself dynamically to the printer or punch assigned, thereby 
keeping main storage requirements to a minimum. It is loaded automatically whenever 
there are files to be printed or punched and there is a printer or punch available. As with the 
input reader, a copy of the output writer can handle only one printer or punch. However, for 
every printer or punch on a system, there can be a version of this element running that 
device. 


@& A number of capabilities and options are available: 
7 Processing may be handled in either burst or nonburst mode. 
= The operator may refine burst mode by selecting a subcriteria. 
# A maximum of 255 copies of a given file may be printed or punched. 
«  Subfiles may be retained after they have been printed or punched. 
= #Printer or punch output may be initially assigned, or redirected, to tape. 


The output writer determines which file to process based on criteria entered at system 
generation, or later by an operator system command or function to the output writer by the 
operator. For example, let us assume nonburst was specified at system generation. This 
means an output subfile cannot be printed or punched until after the job has terminated and 
the job log has been closed. Also, each job’s output is handled as a continuous entity. The 
operator can change this to burst mode processing, which means that an output subfile can 
be printed or punched after it has been closed, or after a breakpoint has been created (see 
11.1.3), and does not have to wait until the job has terminated. He can specify file selection 
by various criteria such as first-in/first-out by device type, account number, job number, 
etc. Operator commands and responses are described in the appropriate operations 
handbook for your system. 
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If a system is generated with the block numbering capability, the output writer will always 
create output tapes with block numbers. When the output tape is reintroduced as input, 
the input commands will be issued with the assumption that there is a block number. This 
means that tapes created with block numbers by the output writer cannot be reintroduced 
into a system without block numbering. Also, tapes created by the output writer on a 
system that does not have the block numbering capability, cannot be reintroduced into a 
system that does have block numbering. If an operator attempts to print or punch from a 
spool tape that is not compatible with the system, the output writer will be terminated and 
an INPUT SPOOL TAPE INVALID message will be displayed. 





11.1.1.5. Special Functions 


There are a number of special functions, such as open, close, find, delete, that can be used 
by symbionts accessing the spoolfile but are not available for use by user programs. 
However, the breakpoint function is available to user programs and to the operator. A 
breakpoint is the closing and reopening of a spool subfile to permit output to the physical 
device to start before the job step terminates. For example, if a spool subfile is getting full, a 
message to the operator notifies him of this so that he can create a breakpoint to the output 
file. The user program can also create a breakpoint by using the BRKPT macro instruction 
(described in 11.1.3). 


11.1.2. To Use Spooling 


At system generation, you can select: 





B no spooling; 
= output spooling only; 
= input/output spooling; or 
—- 8 input/output and remote batch spooling. 


Also, you can specify first-in/first-out processing in the nonburst mode, or accept the 
burst mode, which is the default condition. This can be changed later or qualified by the 
operator. 


Statements input to job control enable it to set up the files, buffers, linkages, and control 
tables by which the spooling functions are performed. If the system does not have the 
spooling function, these job control statements are ignored. 


Job control options for spooling are entered using the JOB, SPL, DATA, and DST job control 
statements. These are described in the job control user guide, UP-8065 (current version). 
Initialization options are also entered by the system operator. These are described in the 
appropriate operations handbook for your system. 


There are no changes required to a user program to use spooling. You can define your files 
using either data management macro instructions, or physical |OCS macro instructions. A 
job that runs on a nonspooling system will also run on a spooling system, and vice versa. If 
you use the BRKPT macro instruction in your program, it will be ignored if your job is run on 
a nonspooling system. 
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@ 11.1.3. Create a Breakpoint in a Spool Output File (BRKPT) 


Function: 


The BRKPT macro instruction creates a breakpoint in a printer or punch spoolfile. It 
closes and reopens the subfile as it is being generated by the spooler. Each segment 
created at this breakpoint is considered a logical subfile so that output to the physical 
device can be started prior to job step termination. 


lf this macro instruction is included in a program executing in a system that does not 
have the spooling capability, the macro instruction is ignored. 


Format: 







AOPERATION A OPERAND 






filename 
[symbol] { CCB-name \ 
Positional Parameter 1: 
filename 
Specifies the symbolic address of the DTF macro instruction in the program 
which defines the file in which a breakpoint is to be created. Use this parameter 
& if you are using data management macro instructions to define and access the 
file. 
CCB-name 


Specifies the symbolic address of the command control block (CCB) associated 
with the file in which the breakpoint is to be created. Use this parameter if you are 
using physical |OCS macro instructions to define and access the file. 


11.2. JOB ACCOUNTING 
11.2.1. General 


The job accounting package consists of resident routines which are linked with the 
supervisor and elements of the job step processor at system generation time. These routines 
provide a count of the facilities utilized by each job step during its execution within the 
system. The message logging facility of the spooling function transfers this data from main 
storage to disk as part of the output spoolfile. The output writer prints the job step and job 
values as part of the normal message log output for each job. Optionally, the output writer 
can write the accounting information to a standard SAM magnetic tape file for offline 
processing by user-developed accounting routines or by OS/3 data utility routines. You 
can assign an account number using the JOB job control statement which is carried along 
with the accounting records. This enables you to accumulate statistics from the SAM file 
for computer time and resources charged against an account number, which could 

& represent a project, department, cost center, etc. The job accounting function requires the 
use of the spooling package and the optional timer facilities. These must be included at 
system generation time. Also, the job accounting versions of SVC decode and the switcher 
must be included within the supervisor at link edit time. 
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11.2.2. Accounting Data & 


Accounting data is accumulated in a job accounting table (Figure 11—2) in the job prologue. 
Fields in this table serve as counters for job step and job statistics. 


0 1 2 3 
count of SVCs in job step 
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PUB acctg ID count of EXCPs to that PUB 


(device count table — one entry for each device) 





PUB acctg ID count of EXCPs to that PUB 


Figure 11—2. Job Accounting Table Format 


11.2.2.1. Job Step Level Data 


Counters in the job accounting table are dynamically incremented during job step execution. 
The following data is collected for each job step: & 
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= Central processor time 


This consists of the total time in milliseconds charged to tasks of this job. or 
supervisor tasks working for this job. This means that all supervisor overhead, such 
as processing SVCs and the processing of supervisor tasks is charged to the 
requesting job. Supervisor idle (wait) time is not charged to any job. 


7 Total SVCs executed 


This consists of the total number of SVCs executed by the job’s tasks or by supervisor 
tasks working in behalf of the job. 


# Total transient functions 
This consists of the total number of transient functions executed by the job’s tasks or 
by supervisor tasks working in behalf of the job. This does not include overlays to 
transients. 

= # Total I/O requests 
This consists of the total number of |1/O requests executed for each device by the job’s 
tasks or by supervisor tasks working in behalf of the job. 1/O requests per device 
include spooling activity in terms of the number of cards read from the spool file and 


print lines written to the spool file by this job step. 


In addition to the counts dynamically maintained in the job accounting table, the job step 
processor furnishes the following values for job step accounting: 


= ~§ Total wall clock time required for the job step to execute. This does not include time 
during which the job step was rolled out, nor does it include the period between the 
time a checkpoint was taken and the job step was restarted from the last checkpoint. 
= ~§=©Total main storage into which programs were loaded by the loader. 
This value represents only that amount of main storage used by the job step as 
recorded by the loader, and does not include the prologue or those available areas 
within the job region which are used but not for loading. 


= ~=Initial switch priority of the job step. 


= Termination code of the job step. Normal termination code is OOO. 


11.2.2.2. Job Level Data 


Some of the data collected for the job steps of a particular job is totalled for the job’s 
accounting record. In addition, data is collected on the job level which cannot be acquired by 
just summing the job step values. That data which is collected solely for the job is recorded 
at job termination time and consists of the following: 


= §=©Size of the largest job step. 
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a Job date 





This is the date from the job preamble representing the date the job was run. 

= Total job main storage including prologue. 

= =Total wall clock time for the job, including all of the job step processor overhead. 
Wall clock time is defined as the point in time when a job is initiated to execute up to 
the point in time when the job termination message is displayed, and does not include 
spool time. 


= ~=6 Total wall clock time for all job steps. 


This is a sum of the total wall clock time for each job step and does not include job 
control time. 


= Total CPU time for all job steps. 
This is a sum of the CPU time for each job step and does not include job control time. 
= Total SVC count for all job steps. 


This is a sum of the SVC counts for each job step and does not include job control 
counts. 





= Total transients called for all job steps. 


This is a sum of the transients called by the job steps and does not include job control 
counts. 


= Total 1/O count for all job steps. 


This is a sum of the I/Os executed by the job steps and does not include job control 
counts. 


11.2.3. Data Printout 


When printing the job’s log, the output writer also prints the accounting records for that job. 
Also, the output writer can write all the job log records to a magnetic tape for offline 
processing, or only the log records, or the accounting records. This gives you the ability to 
create a system log file and a system accounting file for subsequent statistical processing 
and evaluation. Figure 11—3 shows the format of the job accounting record printout. 
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Step Header 
Device Counts 


Figure 11—3. Job Accounting Record Printout Format 
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Reference 


Block number processing, TSAT (cont) 


initialized 
noninitialized 


Block numbered tape files 
block number field 


description 
input/output buffer 


physical 1OCS requirements 


processing 
tape restrictions 


Block numbers, relative 


Block transfer, wait 


Blocks 
accessing multiple 
accessing physical 
logical 
output logical 
retrieve next logical 
wait for transfer — 


Branch, FETCH macro 
instruction 


Breakpoint function 


BRKPT macro instruction 


Buffer control word (BCW} 


Buffer format, earned message 


Buffering data files, spooling 


Buffers, 1/0 


CALL macro instruction 
function 
program linkage 


CANCEL macro instruction 
abnormal termination 
function 


monitor 


Cancel processing 





6.10.2.1 
6.10.2.2 


441 

Fig. 4—9 
44 

4.43 
445 
444 
4.42 


See relative 


Page 


6—58 
6—58 


4—33 
4—34 
4—33 
4—35 
4—36 
4—35 
4—33 


block numbers. 


6.4.4 6—22 
6.9.4 6—54 
6.2.6 6—8 
6.4.6 6—24 
See logical blocks. 
6.4.3 6—21 
6.4.2 6—20 
6.4.4 6—22 
8.2.9 8—11 
11.1.1.5 11—4 
11.1.3 11—4 
11.1.3 11—4 
See BCW. 

10.1.1.2 10—3 
Fig. 1O—1 10—4 
11.1.1 11—1 
443 4—35 
8.5.4 8—28 
8.5 8—25 
8.3.2 8—13 
8.3 8—12 
8.3.5 8—14 
9.3.6 9—45 
8.6.6 8—43 


Term 


Canned message file 
buffer formats 
description 


inserting variable characters 


messages 
CAW 
CCB 


format 
function 


CCW 


format for selector channel 


function 


Channel address word (CAW) 


Channel command word (CCW) 


Channel interrupt processor modules 


Channel program, execute 


Channel program processor module 


Channel schedular modules 


Channels 
integrated peripheral 


multiplexer 
selector 

CHAP macro instruction 
function 


multitasking 


Characters, canned messages 


Checkpoint and restart capability 


description 
error codes 


generating checkpoint records 


processing PIOCS files 


using magnetic tape as a 


checkpoint file 


using SAT disk as a checkpoint 


file 


Checkpoint dump 
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Reference Page @ 








Fig. 10-1 10—4 
10.1.1 10—3 
10.1.1.2 10—-3 
Fig. 10—2 10—5 
10.1.1.1 10—3 
Fig. 4—6 4—17 
Fig 4—~7 4—22 
4.2.1 4—2 
4.25 4—18 
Fig 4—5 = =64—16 
421 4—2 
4.2.4 4—15 
Fig. 4-6 4—17 
See CCW. 

2.2.2.8 2—5 
4.2.8 4—28 
2.2.2.1 2—2 
2.2.2.5 2—4 


See integrated 
peripheral channel. 
See multiplexer 


channel. 

See selector 
channel. 

7.3.6 7—13 
73 7—6 
10.1.1.2 10—3 
Fig. 10-1 10—4 
Fig. 10-2 10—5 
9.2 9—10 
Table 9—1 9—13 
9.2.1 9—12 
9.2.4 9—18 
9.2.2 

9.2.3 

6.8.1 
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Term 


Checkpoint file 


define, open, and close, disk 


magnetic tape 

SAT disk 

space requirements, disk 
Checkpoint records, generating 
CHKPT macro instruction 
CLOSE macro instruction 

disk processing 

magnetic tape processing 
CNTRL macro instruction 


Cochanneling 


Coding form, assembler 


Command control block (CCB) 
Comments 
Communication, operator 
Communication region 
get data (GETCOM) 
put data (PUTCOM) 
Console management 
Continuation column 
Control stream reader 


description 
embedded data 


get file 
minimizing disk accesses 
reset 


Control tape unit functions 
(CNTRL} 


Counters, job accounting table 


Current date 
description 
get (GETIME) 


Data 
accounting 
embedded 
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Reference Page 


9.2.3.2 9—17 
9.2.2 9—14 
9.2.3 9—15 
9.2.3.1 9—16 
9.2.1 9—12 
9.2.1 9—12 
6.4.7 6—24 
6.9.6 6—55 
6.9.5 6—54 
2.2.13 2—10 
See assembler 
coding form. 

See CCB. 

3.3.4 3—7 


See operator 
communication. 


8.7.1 8—52 
8.7.2 8—53 
2.2.4 2—6 

3.3.5 3—7 

8.8 8—55 
8.8.1 8—56 
8.8.2 8—56 
8.8.4 8—59 
8.8.3 8—57 
8.8.5 8—59 
8.8.5 8—59 
6.9.5 6—54 
11.2.2.1 11-6 
8.4.1.1 8—16 


8.4.1.3 8—17 


See job accounting. 
See embedded 
data. 


Term 


Data management level macro 
instructions 


Date 
current 


scratch all 
Date and time facilities 
Day clock 

description 

time of day 
DCFLT macro instruction 
DCPCLS macro instruction 
DCPOPN macro instruction 
DDCPF macro instruction 


Debugging aids 


Declarative macro instructions 


Defaults, monitor routine 
display action 
options 


Define the file (DTF) 


DETACH macro instruction 
function 
multitasking 
program termination 
task termination 


Device command code 
BCW 
CCW 


Device sense analyzer overlay 


Diagnostic and debugging aids 
checkpoint/ restart 
description 
main storage dumps 
monitor and trace 


normal termination dumps 
snapshot dumps 


Index 3 


UPDATE LEVEL | PAGE 


Reference Page 


4.22 4—5 


See current 


date. 

5.2.3.3 5—4 
See timer 

services. 

2.2.6 2—6 
8.4.1.2 8—17 
9.2.4 9—18 
9.2.3.2 9—17 
9.2.3.2 9—17 
9.2.3.2 9—17 


See diagnostic and 
debugging aids. 


standard system error message 


interface 
storage displays 


Disk accesses, minimizing 


3.4.1 3—8 
9.3.5.1.3 9—42 
9.3.4.5 9—37 
Fig. 6-5 =6—9 
7.3.3 7—10 
73 7—6 
8.3 8—12 
724 7—4 
4.2.3 4—5 
424 4—15 
2.2.2.11 2-5 
9.2 9—10 
2.29 2—7 
2.2.9.3 2—8 
2.2.9.1 2—7 
9.3 9—22 
9.1.2 9—5 
2.2.9.2 2—8 
9.1.1 9-1 
2.2.9.4 2—-8 
9.1 9—~1 
8.8.6 8—60 
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UP-NUMBER 


Term 


Disk adapter, integrated 


Disk devices, record formats 
Disk 1/0 dispatching by head 


Disk SAT files 

access a physical block 
(SEEK) 

close (CLOSE) 

controlling processing 

defining new 

defining partition 

interface 

opening (OPEN) 

organization and addressing 

output a logical block (PUT) 

processing 

processing partitioned 

read by key equal or higher 
(READE/READH) 

retrieve next logical block 
(GET) 

using as checkpoint file 

wait for block transfer 
(WAITF) 


Disk seek separation 
Disk space control 


Disk space management 
allocate routine 
description 
error codes 
extend routine 
macro instructions 
obtain routine 

' rename routine 
scratch routine 


Diskette space management 
description 
error codes 
macro instructions 


Displacement address 
Display actions 
default 
description 
register 
storage 


Displaying messages 


Displays, storage 
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Reference 


Page 


See integrated 


disk adapter. 
Fig. 6—2 


2.2.15 


6.4.6 
6.4.7 
6.4 

6.3.1 
6.3.2 
6.3 

6.4.1 


6.43 
6.33 
633 


6.4.2 
9.2.3 


6.4.4 


2.2.14 
6.2.4 


5.2.1 
5.1 
5.6 
9.2.2 
9.3 
9.2.5 
5.2.4 
9.2.3 


5.4 
5.6 
5.5 


9.3.4.1.2 


9.3.5.1.3 
9.3.5.1 

9.3.5.1.1 
9.3.5.1.2 


See message 
display. 


See storage 
displays. 


6—3 


2—10 


6—24 
6—24 
6—19 
6—10 
6—14 
6—10 
6—18 
6—1 

6—21 
6—17 
6—17 


6—23 


6—20 
9—15 


6—22 
2—10 
6—4 


5—2 
5—1 
5—18 
5—3 
5—5 
5—4 
5—4 
5—3 


5—14 
5—18 
5—14 


9—34 


9—42 
9—38 
9—39 
9—40 





Term 


DIF 
DTFMT macro instruction 
DTFPF macro instruction 


DUMP macro instruction 
description 
normal termination 


Dumps 
abnormal termination 


normal termination 
program or operator request 
system failure 


DVC job control statement 


Dynamic allocation 


ECB macro instruction 
format 
function 
general 
multitasking 


Embedded data 
description 
reading 
rereading 


End-of-data (/*) job control statement 


control stream embedded data 
monitor input 


End-of-file (EOF) 
description 
field description 


label format 


End-of-job step 

End-of-volume (EQV) 
description 
field description 


label formats 


Entry point address 


UPDATE LEVEL 














Reference 


Fig. 6—5 
9.2.1 


6.3.1 


8.3 
8.3.1 
9.1.2 


2.2.9.3 
9.1.3 
9.1.2 
2.2.9.3 
2.2.9.3 


9.3.1 


Fig. 7—1 
7.3.1 
7.2.1 

7.3 


8.8.1 
8.8.2 
8.8.4 


8.8.3 
9.3.1.1 
9.3.1.2 


6.6.3 

Table 6—4 
Table 6—5 
Fig. 6—9 
Fig. 6—10 


8.3.4 


6.6.3 
Table 6—4 
Table 6—5 
Fig. 6—9 
Fig. 6—10 
Fig. 6—13 


8.6.8 


PAGE 


Index 4 
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6—33 
6—35 
6—37 
6—34 
6—36 
6—41 





8—46 
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UP-NUMBER 


Term 


EOF1 and EOF2 labels 


EOJ macro instruction 
function 
general 
normal termination 


EOV1 and EOV2 labels 


Error acceptance options 
Error codes 
checkpoint/restart 
disk space management 
program loader 
Error control, program and machine 
Error control module 
Error editing root overlay 


Error logging 


Error message interface, standard 
system 


Error reply overlay 
Error status field 
Event control block 
format 
generating 
program check 
Exception branching 


EXCP 


EXCP macro instruction 


EXCP processor 
EXEC job control statement 
Execute channel program (EXCP) processor 
EXIT macro instruction 
function 
general 
EXTEND macro instruction 


Extend routine 


Reference 


See file 
trailer labels. 


8.3.4 
8.3 
8.3.1 


See file 
trailer labels. 


4.25 

Table 9—1 
56 
8.2.5 

2.2.7 
2.2.2.9 
2.2.2.10 


2.2.15 


2.2.9.4 


2.2.2.12 


Fig. 7—1 
73.1 
8.6.5 


2.2.2.1 


42.1 
428 


2.2.2.1 
9.3.1.1 
2.2.2.1 
428 
8.6.4.1 
8.6 
9.3.2 
5.2.2 


Page 


8—13 
8—12 
8—13 


6—22 


72 
7-6 
8—40 


4-31 


4—3 
4—28 


9—23 


2—2 
4—28 


8—39 
8—34 


5—3 


Term 


FCB 
format 
general 
location 


Features 


FETCH macro instruction 


File control block (FCB) 


File header labels 
first (HDR1) 


second (HDR2)} 


File organization 
disk SAT 
tape SAT 


File termination operations 


File trailer labels 
description 


EOF1 and EOV1 field descriptions 
EOF1 and EOV1 formats 


EOF2 and EOV2 field descriptions 
EOF2 and EOV2 formats 


Filelocks 


Files 
assign space 


checkpoint 


defining new 
disk SAT 


processing PIOCS 


renaming 
scratching 


spooling 
tape 


tape SAT 


First file header label 


Format illustrations 


Index 5 


UPDATE LEVEL | PAGE 
Reference Page 
Fig 4—8 4—25 
421 4—2 
4.27 4—26 
1.2 1—2 
8.2.9 8—11 
See FCB. 
6.6.2.1 6—29 
Fig. 6-7 6—30 
Fig. 6—18 6—60 
6.6.2.2 6—31 
Fig. 6—8  6—32 
Fig. 6—19 6—61 
6.2 6—1 
6.7 6—37 
6.4.7 6—24 
6.6.3 6—33 
Table 6—4 6§—35 
Fig, 6-9 6—34 
Fig. 6—20 6—62 
Table 6—5 6—37 
Fig. 6—10 6—36 
Fig. 6—21 6—63 
6.3.1.1 6—12 
5.3.1 5—5 
5.3.2 5—7 
See checkpoint 
files. 

6.3.1 6—10 
See disk SAT files. 
9.2.4 9—18 
5.3.4 5—10 
5.2.3 5-3 
5.3.3 5—9 
11.1.1 11—1 
See tape 

files. 

See tape 

SAT files. 

See HDR1 

label. 
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UP-NUMBER 


Term 


Format write option 


Generate buffer contro! 
word (BCW) 


GET macro instruction 
disk processing 
magnetic tape processing 


GETCOM macro instruction 
GETCS macro instruction 


GETIME macro instruction 
example 
function 
timer services 


GETINF macro instruction 


GETMSG macro instruction 
function 
general 


Halt action (H) 
Hardware program check interrupt 


HDR1 label 
description 
field descriptions 
formats 


HDR2 label 
description 
field descriptions 
formats 


Header, program phase 
format 
locate 


Hierarchical structure, tasks 


ICAM, main storage consolidation 


Imperative macro instructions 


Reference 


6.2.6 


Fig. 8—1 
8.4.1.3 
8.4 


8.7.3 


10.2.3 
10.1 
Table 10—1 


9.3.5.2 


8.6.5 


6.6.2.1 
Table 6—2 
Fig. 6—7 
Fig. 6—18 


6.6.2.2 
Table 6—~3 
Fig. 6—8 
Fig. 6—19 


8.2.8.1 
8.2.8 





Page 


6—8 


8—19 
8—17 
8—15 


8—53 


10—14 
10—2 
10—2 


9—43 


8—40 


6—29 
6—31 
6—30 
6—60 


6—31 
6—33 
6—32 
6—61 


3-8 
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UPDATE LEVEL | PAGE 


Term 


Information control 


Information messages 
Initial space allocation formula 
Initialized block number processing 


Input format, monitor 


Input/output buffer 


input/output control system, 
physical 


Input/output synchronization 


Input reader 


Instruction location option (A) 
Instruction sequence option (I} 


Integrated disk adapter, BCW 
format 


Integrated peripheral channel, 
BCW format 


Interfaces 
disk SAT files 
standard system error message 
supervisor 


tape SAT files 
Interlacing 
accessing 
definition of variables 
lace factor calculation 
operation 
record 
Interrupt handling 
Interrupt levels 
Interrupt module 
Interrupt servicing routine 
Interrupts, timer 
Interval timer island code 


attaching 
description 


Reference Page & 


See system 
information control. 


10.3.1 10-17 





6.2.4 6—4 
6.10.2.1 6—58 
9.3.2 9—27 
Fig. 9—1 9-29 
4.43 4—35 
See PIOCS. 

4.3 4—30 
2.2.8 2—/] 
11.1.1.2 11—2 
9.3.4.2 9—35 
9.3.4.3 9—36 
Fig 4—2 4—7 ¢ 
Fig 4—3 4—10 
6.3 6—10 
2.2.9.4 2—8 
See supervisor 
interfaces. 

6.8 6—45 
Fig. 6—4 6—/ 
Fig, 6—3 6—6 
6.2.5.2 6—8 
6.2.5.1 6—6 
6.2.5 6—5 
2.1 2-1 
8.6 8—34 
2.2.2.6 2—4 
43.1 4—31 
8.4.2 

8.6.1.1 

8.6.7 
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UP-NUMBER 


Term 


Interval timing island code (cont) 


example 
exiting from 


1/0 completion, wait 
1/0 scheduler 

1/0 status tables (IOST) 
1/0 usage requirements 
1/0 wait, multiple 


IOST 
description 
interrupt module 


Island code linkage 
abnormal termination 


attaching to a task 


description 

detaching from a task 
entrance 

exit 


interval timer 


multitasking 
operator communication 


program check 


user-supplied 


Job 
cancel 
definition 
end-of-job step 


Job accounting 
data 
data printout 
description 
job level data 
job step level data 
record printout format 
table format 
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Reference 


Fig. 8—7 
8.6.4.1 


43.1 
428 
See IOST. 
42.2 


4.3.2 


2.2.2.7 
2.2.2.6 


8.6.6 

Fig. 8—6 
8.6.1 
8.6.1.1 
8.6.1.2 
8.6 

8.6.2 
8.6.3 
8.6.4 
8.6.4.1 
8.6.4.2 
8.6.7 

Fig. 8—7 
8.6.9 
8.6.8 

Fig. 8—8 
Fig. 8—9 
8.6.5 

Fig. 8—4 
Fig. 8—5 
2.2.7 


8.3.5 
11 
8.3.4 


11.2.2 
11.2.3 
11.2.1 
11.2.2.2 
11.2.2.1 
Fig. 11—3 
Fig. 11—2 


Page 


8—45 
8—39 


4—31 


4—28 


8—43 
8—44 
8—35 
8—35 
8—36 
8—34 
8—38 
8—39 
8—39 
8—39 
8—40 
8—45 
8—45 
8—49 
8—46 
8—47 
8—48 
8-—40 
8—41 
8—42 
2—7 


8—14 
1—1 
8—13 


11—6 
11—8 
11—35 
1i—7 
11—6 
11~—9 
11—6 


UPDATE LEVEL 


Term 


Job contro} device assignments 
Job control statement 

Job level data 

Job preamble 

Job prologue 


Job step level data 


Keys 
block addressing 
processing blocks 
READE/READH macro instructions 


L 


Label field, coding form 
Labels, tape 
Lace factor 
calculation 
description 
LBL job control statement 
LFD job control statement 


Library search order 


Linkage 
island code 


program 
Ginkase procedure 

Linkage register conventions 
LOAD macro instruction 


Loader, program 


Loader error processing 
LOADI macro instruction 
LOADR macro instruction 


Lockable file 


index 7 
PAGE 
Reference Page 
4.2.6 4—24 
9.3.1.2 9—26 
11.2.2.2 11—7 
8.6.9.2 8—5] 
8.7 8—51 
11.2.2.1 1i—6 
6.2.2 6—3 
6.3.3.1 6—18 
6.4.5 6—23 
3.3.1 3—6 


See tape labels. 


6.2.5.2 6—8 
6.2.5 6—5 
6.6.1 6—2] 
6.6.1 6—27 
8.2.3 8—4 
See island 

code linkage. 


See program linkage. 


8.5.2 8—26 
8.5.1 8—25 
8.2.6 8—5 
See program 

loader. 

8.2.5 8—5 
8.2.8 8-—~9 
8.2.7 8—7 
6.9.1 6—51 
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Term Reference Page Term Reference Page & 
Logging dumps 2.2.9.3 2—8 
description 10.1 10—1 minimum requirements 1.2.2 1—2 
macro instructions 10.2 10—6 snapshot display 2.2.9.2 2—8 
system log 10.1.2 10—6 
Message display 
Logical blocks description 10.1 10—1 
output 6.43 6—21 operator (OPR} 10.3.2 10—18 
6.9.3 6—53 user-operator communication 10.3.1 10—17 
retrieve next 6.4.2 6—20 
6.9.2 6—52 Message macro instructions 
display and write to the log 
Logical 1/0 control stream 4] 4—] (WTLD) 10.2.2 10—9 
get a canned message 
(GETMSG) 10.2.3 10—4 
M r) summary Table 10—1 10—2 
write to the log (WTL) 10.2.1 10—6 
Macro instruction conventions 
coding form 3.3 3—5 Messages 
format illustration and statement canned See canned 
conventions 3.2 3-1 messages. 
user-operator communication 10.3.1 10—17 
Macro instructions 
checkpoint/restart 9.2.1 9—12 Modular functions 
9.2.3.2 9—17 automatic volume recognition 2.2.10 2—8 
control stream reader 8.8 8—55 cochanneling 2.2.13 2—10 
controlling tape file processing 6.9 6—51 console management 2.2.4 2—6 
date and time facilities 8.4.1 8—16 diagnostic aids 2.2.9 2—7 & 
declarative 34.1 3—8 disk seek separation 2.2.14 2—10 
disk space management 5.3 5—5 error logging 2.2.16 2—11 
imperative 3.4.2 3—8 main storage consolidation 2.2.11 2-9 
island code linkage 8.6 8—34 physical input/output control 2.2.2 2—2 
logging See logging. program and machine error control 2.2.7 2—7 
message See message resource allocation 2.2.5 2—6 
macro instructions. rollout/rollin 2.2.12 2—9 
operator communication 10.3.2 10—18 spooling 2.28 2—] 
physical |/0 control 4.2.1 4—2 task contro} 2.2.1 2—2 
Fig. 4—1 4-3 timer and day clock services 2.2.6 2—6 
processing blocks by key 6.3.3.1 6—18 transient management 2.2.3 2—5 
precessing blocks by relative 
block number 6.3.3.2 6—19 Modularity 1.2.1 1—2 
program linkage 8.5 8—25 
program loader 8.2 8—2 Modules 
program termination 8.3 8—12 function 2.2 2—2 
storage display 9.1 9—1 main storage requirement 1.2.2 1—2 
summary 3.4.3 3—8 
Table 3—1 3—9 Monitor and trace capability 
system information control 8.7 8—51 absolute address (ABS) 9.3.4.1.3 9—34 
tape SAT file interface 6.8 6—45 base displacement address (B/D) 9.3.4.1.2 9—34 
task management 73 7—5 calling a monitor routine 9.3.1 9—23 
task synchronization TAA 7-15 cancel of monitor 9.3.6 9—45 
timer interrupt facilities 8.4.2 8—20 description 2.2.9.1 2—/] 
9.3 9—22 
Magnetic tape, using as display actions 9.3.5.1 9—38 
checkpoint file 9.2.2 9—14 instruction location option (A) 9.3.4.2 9—35 
instruction sequence option (I) 9.3.4.3 9—36 
Main storage monitor input format 9.3.2 9-—27 
consolidation 2.2.11 2—9 Fig. 9—1 9—29 


disk checkpoint files 9.2.3.1 9—16 
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UP-NUMBER UPDATE LEVEL | PAGE 
@ Term Reference Page Term Reference Page 
Monitor and trace capability (cont) Noninitialized block number 
monitoring after execution begins 9.3.1.2 9—25 processing 6.10.2.2 6—58 
monitoring from beginning of job 93.1.1 9—23 
no option specified 9.3.4.5 9—37 Nonstandard tape volumes 
program relative address (PR) 9.3.4.1.1 9—32 organization 6.7.2 6—42 
register change option (R) 9.3.4.4 9—37 reel organization, multifile 
specifying actions 9.3.5 9—38 volume Fig. 6—15 6—43 
specifying options 9.3.4 9—31 reel organization, volume 
storage reference option (S) 9.3.4.1 9—32 containing a single file Fig. 6—14 6—42 
See also system debugging aids. 
Normal termination dumps 8.3.1 8—13 
Monitor routine 9.3.1 9—23 9.12 9—5 
Multifile input volumes 6.6.2.1 y 6—29 
6.7.2 6—42 O 
OBTAIN macro instruction 
Multifile volumes disk 5.3.5 5—12 
nonstandard Fig. 6—15 6—43 diskette 55.3 5—17 
, standard tape Fig. 6—12 6—40 
Fig 6—13 6—41 OPEN macro instruction 
; disk file 6.4.1 6—19 
Multijobbing general 6.2.1 6—2 
capability 1.2.3 1—3 lace factor 6.2.5 6—5 
definition 11 1—1 6.2.5.1 6—7 
description 71.1 7-1 tape file 6.9.1 6—51 
environment 428 4—28 
& See also multitasking. Operand field 3.3.3 3—7 
Multiple blocks, accessing 6.2.6 6—8 Operation field 3.3.2 3—7 
Multiple buffer accessing 6.2.6 6—8 Operator communication, user 
description 10.1 10—1 
Multiple 1/0 wait (WAITM) 43.2 4—32 10.3.1 10—17 
display message (OPR) 10.3.2 10—18 
Multiple task wait (WAITM) 743 7—16 
Operator communication island code 
Multiplexer channel, BCW format Fig 4—4 =4—13 attaching 8.6.1.2 8—36 
description 8.6.8 8—46 
Multitasking examples Fig. 8—8  8—47 
abnormal termination 8.6.9.2 8—51 Fig. 8—9  8—48 
capability 1.2.3 1—3 exiting 8.6.4.1 8—39 
definition 1.1 1—1 multitasking 8.6.9.3 8—51 
description 7A 7-1 
environment 8.6.2 8—36 Operator intervention, minimum 1.2.4 ~ 1-3 
island code 8.6.9 8—49 
macro instructions 73 7—5 OPR macro instruction 
operator communication 8.6.9.3 g—51 function 10.3.2 10—18 
primary task 7A 7—2 general 10.1 10—22 
program check and interval timer 8.6.9.1 8—49 monitor routine 9.3.1.2 9—26 
subtask 7A12 7—2 
See also task management and OPTION job control statement 9.3.1.1 9—23 
task synchronization. 9.3.1.2 9—26 
Multivolume files 4.29 4—29 Options, monitor routine 
& instruction location (A) 9.3.4.2 9—35 
instruction sequence (I) 9.3.4.3 9—36 
N none specified 93.4.5 9—37 
register change (R) 9.3.4.4 9—37 
Nondispatchable task 43 4—30 specifying 9.3.4 9—31 


storage reference (S) 9.3.4.1 9—32 
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UP-NUMBER UPDATE LEVEL | PAGE 
Term Reference Page Term Reference Page & 
Output, logical block Preemptive scheduling priority 2.2.12 2—9 

(PUT) 6.4.3 6—21 
6.9.3 6—53 | Prefix, scratch 5.2.3.2 5—4 
Output writers 2.2.8 2—7 Primary task 71.1.1 7—2 
11.1.1.4 11—3 
Printout 
job accounting record 11.2.3 11—8 
Pp Fig. 11—3 11-9 
program termination 8.3.3 8—13 
PARAM job control statement 8.8.3 8—57 
9.3.1.1 9—23 | Priority, task 7.2.3 7—-4 
7.3.6 7—13 
Partition control appendage (PCA) 6.2.1 6—1 
Fig. 6—1 6~—2 Program and machine error 
contro! 2.2.1 2—7 
Partitioned SAT files, processing 6.3.3 6—17 
Program check island code 
Partitions 6.3.2 6—14 attaching 8.6.1.1 8—35 
common, all tasks in a job 
PAUSE console command 9.3.1.2 9—26 step Fig. 8—1l 8—50 
description 8.6.5 8—40 
PCA Fig. 6—1 6-2 discrete, each task in a job 
step Fig. 8—10 8—49 
PCA macro instruction examples Fig 8—4 8—4] 
description 6.2 6—1 Fig. 8—5 8—42 
function 6.3.2 6—14 exiting from 8.6.4.1 
Fig. 6—1 6—2 multitasking 86.9.1 
Phase header format 8.2.8.1 8—10 Program initiation and loading 8.1.1 8—1 
Physical block, accessing 6.4.6 6—24 Program linkage 
call a program 8.5.4 8—28 
Physical input/output control 421 4—2 description 8.5 8—25 
procedure 8.5.2 8—26 
Physical unit block (PUB) 2.2.2.2 2—3 register conventions 8.5.1 8—25 
register save area 8.5.3 8—27 
PIOCB Fig. 4-8  4—25 Fig. 8—3  8—27 
Table 8—1 8—28 
PIOCB macro instruction 42.1 4—2 restore registers and return 8.5.7 8—32 
4.2.6 4—24 save register contents 8.5.6 8—30 
PIOCS Program loader 
block numbered tape files 44 4—33 block loader 8.2.1 8—2 
description 2.2.2 2—2 description 8.2 8—2 
file processing 92.4 9—18 error processing 8.2.5 8—5 
input/output synchronization 4.3 4—30 library search order 8.2.3 8—4 
1/0 usage 4.2.2 4—4 load a program phase (LOAD) 8.2.6 8—5 
macro instructions, relationship Fig. 4—1 4—3 locate a program phase header 
modular functions 2.2.2 2—2 (LOAD!) 8.2.8 8—9 
physical I/0 control 4.2.1 4—3 load a program phase and relocate 
requirements and options 445 4—36 (LOADR) 8.2.7 
read pointer, repetitive loads 8.2.4 
PIOCS files, processing relocation 8.2.2 
(DCFLT) 9.2.4 9—18 
Program management 
POST macro instruction 744 7-1 control stream reader 8.8 
description 8.1 
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& Term Reference Page Term Reference Page 
Program management (cont) READH macro instruction 6.2.1 6—3 
initiation and loading 8.1.1 8—1 6.4.5 6—23 
island code linkage 8.6 8—34 
linkage 8.5 8—25 Record interlace 
loader 82 g—2 description 6.2.5 6—5 
system information control 8.7 g8—51 interlace operation 6.2.5.1 6—6 
termination 8.3 8—12 lace factor calculation 6.2.5.2 6—8 
timer services 8.4 8—15 
Register addresses 
Program phase operator communication island 
header 8.2.8.1 8—10 code Fig. 8—9 8—48 
load 826 g—5 program check island code Fig. 8—5  8—42 
load and branch 8.2.9 8—11 
load and relocate 8.2.7 8—7 Register change option (R) 9.3.4.4 9—37 
locate header 8.2.8 8—9 
Register display action 9.3.5.1.1 9—39 
Program relative address (PR) 9.3.4.1.1 9—32 
Registers, program linkage 
Program termination conventions 8.5.1 8—25 
abnormal 8.3.2 8—13 restore and return 8.5.7 8—32 
cancel a job 8.3.5 8—14 save, contents 8.5.6 8—30 
description 8.3 8—12 save area 8.5.3 8—27 
end-of-job step 8.3.4 8—13 
normal 8.3.1 8—13 Relative block number 
printout 8.3.3 8—13 block addressing 6.2.3 6—-3 
processing blocks 6.3.3.2 6—19 
@ PUB 2.2.2.1 2—3 
2.2.2.2 2—3 Relocation 8.2.2 8—3 
8.2.7 8—7 
PUT macro instruction 
disk processing 6.4.3 6—21 Relocation list dictionary (RLD) 8.2.2 8—3 
magnetic tape processing 6.9.3 6—53 
RENAME macro instruction 5.2.4 5—14 
PUTCOM macro instruction 8.7.2 8—53 5.3.4 5—10 
Repetitive loads 8.2.4 8—4 
Q 
Reply messages 10.3.1 10—17 
Queue control module 2.2.2.1 2—3 
22.23 9-3 Resident routines 1.2.2 1—2 
Queue driven task 7.2.5 7—4 Resource allocation 2.2.9 2—6 
Quit action (Q) 9.3.5.3 9—44 Restart facility See check point 
and restart capability. 
R Restore registers and return 8.5.7 8—32 
RDFCB macro instruction 42.1 4-3 RETURN macro instruction 
4.27 4—26 function 8.5.7 8—32 
program linkage 8.5 8—25 
Reactivate a task 7.3.5 7-12 
Rewind to load point 6.8.2 6—50 
Read by key equal 6.4.5 6—23 
@ Rewind with interlock 6.8.2 6—50 
Read pointer, repetitive loads 8.2.4 g8—4 
RLD 8.2.2 8—3 
READE macro instruction 6.2.1 6—3 


6.45 6—23 Rollout/rollin 2.2.12 2—9 
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Term 


SAT 
block number processing 
controlling disk file processing 
controlling tape file processing 
description 
disk file interface 
disk file organization and 
addressing methods 
system standard tape labels 
tape file interface 
tape files 
tape volume and file organization 
See also disk SAT files 
and tape SAT files. 


SAT macro instruction 


Save area, register 


Save area address 

SAVE macro instruction 
function 
program linkage 

Scratch routine, disk 
description 
scratch all by date 
scratch by prefix 
scratch file 


Scratching files 


SCRTCH macro instruction 
disk 
diskette 


Search order, library 
Second file header label 


SEEK macro instruction 


Seek separation, disk 
Selective dynamic dump 


Selector channel, BCW 
format 


Sequence field 


Service request macro instructions 
(imperative) 


Reference 


6.10 
6.4 
6.9 
6.1 
6.3 


6.2 
6.6 
6.8 
6.5 
6.7 


6.8.1 


8.5.3 
Fig. 8—3 
Table 8—1 


8.6.8 


8.5.6 
8.5 


9.2.3 

5.2.3.3 
9.2.3.2 
9.2.3.1 


5.2.3.1 
5.3.3 


9.3.3 
9.9.2 


8.2.3 





Page 


6—56 
6—19 
6—51 
6—1 

6—10 


6—1 

6—26 
6—45 
6—25 
6—37 


6—45 


8—27 
8—27 
8—28 


8—46 


8—30 
8—25 


5—3 
5—4 
5—4 
5—4 


8—4 


See HDR2 label. 


6.2.1 
6.4.6 


2.2.14 


6—2 
6—24 


2—10 
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Term 


SETCS macro instruction 


SETIME macro instruction 
continue processing until 
interrupt 
example 
function 
interval timer 
timer services 


Shared filelock capability 
SIB 

SNAP macro instruction 
SNAPF macro instruction 
Snapshot display 
Snapshot dumps 


Space assignment 
existing file 
new file 


Space control, disk 
Spooler 


Spooling 
breakpoint in output file 
description 
initialization 
input reader 
output writer 
relationship of devices and programs 
special functions 
spooler 
use 


Standard load modules 
Standard system error message interface 


Standard tape labels 
system 
tape volume organization 


Standard tape volume organization 
description 
multifile volume with 
end-of-file 
multifile volumes with 
end-of-volume 
volumes containing a single file 


Start-of-data (/$) job control statement 
control stream embedded data 
monitor input 


Index 12 


Reference 


2.2.9.2 


9.1.1 


9.3.2 
5.3.1 


11.1.1.3 


11.1.3 
2.2.8 
11.1.1.1 
11.1.1.2 
11.114 
Fig. 11—1 
11.115 
11.1.1.3 
11.1.2 


8.2 

2.2.9.4 

6.6 

6.7.1 

6.7.1 

Fig. 6—12 
Fig. 6—13 


Fig. 6—11 


8.8.3 
9.3.1.1 
9.3.1.2 


PAGE 








8—22 
8—23 
8—21 
8—45 
8—15 


6—13 
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2 Term 


Statement conventions 
Storage display action 


Storage displays 
abnormal termination 
checkpoint and restart 
description 
monitor and trace 
normal termination dumps 
snapshot dumps 


Storage reference option (S) 


STXIT macro instruction 


Subtask 


Supervisor 
description 
diagnostic and debugging aids 
disk space management 
interrupt handling 
job accounting 
macro instructions 
main storage requirements 
message display and logging 


modular functions 
multijobbing and multitasking 


operator communication 
operator intervention 
program management 
PIOCS 

spooling 

system access technique 


SWAP macro instruction 


Symbolic addresses 
abnormal termination island 
code 
interval timer island code 
operator communication island 
code 
program check island code 


System access technique 


System control tables 


System debugging aids 
history tables 
mini monitor 
pseudo monitor 
resident supervisor monitor 
summary 









SPERRY UNIVAC Operating System/3 


Reference 


3.2 


9.3.5.1.2 


9.1.3 
9.2 
9.1 
9.3 
9.1.2 
9.1.1 


9.3.4.1 


8.6 
8.6.1 


7.1.1.2 


11 
Section 9 
Section 5 
2.1 

11.2 
Section 3 
1.2.2 
10.1 

10.2 

See modular 
functions. 
1.2.3 
Section 7 
10.3 
1.2.4 
Section 8 
Section 4 
(1.1 
Section 6 


4.2.1 
4.29 


9.4.1 
9.4.2 
94.1 
9.4.1 
Table 9—3 


2-1 
11—5 


1—2 
10—1 
10—6 


1—3 
10—17 


1—3 


11-1 


8—44 
8—45 


8—47 
8—4] 


8—53 


9—46 
9—48 
9—46 
9—46 
9—52 


Term 


System information block (SIB) 


System information control 
description 


get data from communication region 
get data from system control tables 
put data into communication region 


System library file 
System log 


System standard tape labels 


Table generation macro instruction 


(declarative) 


Tape block number 


Tape control appendage (TCA) 


Tape data management system 
Tape files, block numbered 


Tape labels, system standard 
description 
file header 
file trailer 
nonstandard 
standard tape volumes 
unlabeled 
volume 


Tape restrictions 
Tape SAT files 


block number processing 
Close 


control tape unit functions 


defining 

description 

get next logical block 
interface 

open 

output next logical block 
processing 

system standard labels 
tape control appendage 


volume and file organization 


wait for block transfer 
Tape system access technique 


Tape unit functions 
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Reference Page 

8.4.1.1 8—16 
8.7 8—51 
8.7.1 8—52 
8.7.3 8—53 
8.7.2 8—53 
6.3.1 6—14 
10.1.2 10—6 


See tape labels, 
system standard. 


4.2.1 4—2 
441 4—33 
Fig. 4—9  4—34 
See TCA macro 
instruction. 

6.5 6—25 
44 4—33 
6.6 6—26 
6.6.2 6—29 
6.6.3 6—33 
6.7.2 6—42 
6.7.1 6—38 
6.7.3 6—44 
6.6.1 6—27 
442 4—33 
6.10 6—56 
6.9.6 6—55 
6.9.5 6-——54 
6.8.1 6—45 
6.5 6—25 
6.9.2 6—52 
6.8 6—45 
6.9.1 6—51 
6.9.3 6—53 
6.9 6—51 
6.6 6—26 
6.8.2 6—47 
6.7 6—37 
6.9.4 6—54 
See TSAT. 

6.9.5 6—54 
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Term 


Tape volume and file organization 
description 
nonstandard 
standard 
unlabeled 


Tape volume label group 
Task control 
Task control block (TCB) 


Task management 
creation 


description 


generate event control block 
hierarchical structure 

macro instructions 

priority 


queue driven task 
reactivate a task 
termination 
yield until task completion 
Task switches 
Task synchronization 
activate waiting task 


description 


multiple task wait 
wait for task completion 


Tasks 
attaching island code 
definition 
detaching island code 


TCA macro instruction 


TCB 

Termination, program 

Termination dumps 
abnormal 


normal 


Time of day 
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Reference 


6.7 

6.7.2 
6.7.1 
6.7.3 


7.2.2 
73.2 
7.2 

7.2.1 
73.1 
726 
73 

7.23 
7.3.6 
725 
73.5 
724 
73.3 
7.34 


744 


741 
743 
742 


8.6.1 
Ll 
8.6.2 


6.8.1 
6.8.2 


7.2.1 
See program 
termination. 
911-3 
9.1.2 


8.4.1.2 
8.4.13 


Page 


6—37 
6—42 
6—38 
6—44 


6—27 


7—2 
7-9 
7—2 
7—2 
7—6 
7—4 
7-5 
7-3 
7-13 
7—4 
7-12 
7—4 
7—10 
7-11 


8—39 


7-17 
7-14 
7—14 
7—16 
7—15 


8—35 
1—1 
8—38 


6—45 
6—47 
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Term 


Timer interrupt facilities 
cancel previous request 
continue processing until interrupt 
description 
set (SETIME) 
wait for interrupt 
Timer services 
current date 
description 


get current date and time 
(GETIME) 


interrupt facilities 
time of day 
Trace 
Trace job control option 
Transient loader 
Transient overlay 
Transient routines 
Transient scheduler 
TYIELD macro instruction 


function 
multitasking 


Unit of store 

Unlabeled tape volume 
organization 

Unsolicited message 

User-operator communication 


User program switch indicator (UPS!) 


V 


Variable characters, canned 
messages 
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PAGE 


Reference Page & 


8.4.2.4 8—24 
8.4.2.2 8—22 
8.4.2 8—20 
8.4.2.1 8—21. 
8.4.2.3 8—24 
8.4.1.1 8—16 
2.2.6 2—6 
8.4 8—15 
8.4.1.3 8—17 
Fig. 8—1 8—19 
See timer interrupt 
facilities. 

8.4.1.2 8—17 


See monitor and trace. 





9.3.1.1 9—23 
2.2.3 2-5 
2.2.3 

1.2.2 

2.2.3 

734 7-11 
73 7—6 
6.3.2 6—15 
6.7.3 6—44 
Fig. 6-16 6—44 
10.3.1 10—18 
10.3.1 10—17 
8.7 8—~51 
10.1.1.2 10—3 


Fig. 10—2 10—5 @ 
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VCALL macro instruction W 
function 8.5.4 8—28 
program linkage 85 8—25 WAIT macro instruction 
1/0 synchronization 43.1 4—31 
VOL job control statement 6.6.1 6—27 task synchronization 742 115 
Volume labels, description 6.6.1 6—27 | WAIT parameter, SETIME 
macro instruction 8.4.2.2 8—22 
Volume recognition, automatic 2.2.10 2—8 8.4.2.3 8—24 
Volume serial number (VSN) 6.6.1 6—27 WAITF macro instruction 
Fig. 6—6 6—28 disk processing 6.4.4 6—21 
magnetic tape processing 6.9.4 6—54 
Volume table of contents (VTOC) See VTOC. 
WAITM macro instruction 
Volumes 1/0 synchronization 4.3.2 4—32 
nonstandard tape See nonstandard task synchronization 744 7—16 
tape volumes. 
standard tape See standard WTL macro instruction 10.2.1 10—6 
tape volumes. 10.1 10—2 
Table 10—1 10—2 
VOL1 label 
description 6.6.1 6—27 WTLD macro instruction 10.2.2 10—9 
field description Table 6—1 6—29 10.1 10—2 
formats Fig. 6-6 6—28 Table 10—1 10—2 
@ Fig. 6-17 6—59 
VTOC 
description 2.2.5 2—6 
disk space management 5.1 5—1 
user block access 3.2.5 5—12 
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